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1. AN EROSION AND SEDIMENT CONTROL PLAN MUST BE APPROVED BY THE DIRECTOR OF TRANSPORTATION AND
ENVIRONMENTAL SERVICES PRIOR TO ANY LAND DISTURBING ACTIVITY GREATER THAN 2,500 SQUARE FEET.

2. UNLESS OTHERWISE INDICATED, ALL VEGETATIVE AND STRUCTURAL EROSION AND SEDIMENT CONTROL PRACTICES SHALL
BE CONSTRUCTED AND MAINTAINED ACCORDING TO THE MINIMUM STANDARDS AND SPECIFICATIONS OF THE CITY OF
ALEXANDRIA AND VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK (VESCH) AND VIRGINIA REGULATIONS
4VAC50-30 SEDIMENT AND CONTROL REGULATIONS.

3. AN EROSION AND SEDIMENT CONTROL PLAN IS INCLUDED WITH THESE FINAL PLANS FOR APPROVAL BY THE DIRECTOR,
TRANSPORTATION AND ENVIRONMENTAL SERVICES FOR REFERENCE BY THE EROSION AND SEDIMENT CONTROL PERMIT.

4. A “CERTIFIED LAND DISTURBER” (CLD) SHALL BE NAMED IN A LETTER TO THE DIVISION CHIEF OF CONSTRUCTION
MANAGEMENT AND INSPECTION (CM&I), DEPARTMENT OF TRANSPORTATION AND ENVIRONMENTAL SERVICES PRIOR TO
ANY LAND DISTURBING ACTIVITIES.  IF THE CLD CHANGES DURING THE PROJECT, THAT CHANGE MUST BE NOTED IN A
LETTER TO THE DIVISION CHIEF.

5. THE DEPARTMENT OF TRANSPORTATION AND ENVIRONMENTAL SERVICES, CONSTRUCTION MANAGEMENT AND
INSPECTION (CM&I) DIVISION MUST BE NOTIFIED ONE WEEK PRIOR TO THE PRE-CONSTRUCTION CONFERENCE, ONE WEEK
PRIOR TO THE COMMENCEMENTS OF LAND DISTURBING ACTIVITY, AND ONE WEEK PRIOR TO THE FINAL INSPECTION.  THE
RESPONSIBLE CERTIFIED LAND DISTURBER (CLD) SHALL ATTEND THE PRE-CONSTRUCTION CONFERENCE.

6. ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED / CONSTRUCTED AS A FIRST STEP IN ANY LAND
DISTURBING ACTIVITY AND SHALL BE MADE FUNCTIONAL BEFORE UPSLOPE LAND DISTURBANCE TAKES PLACE.

7. CONSTRUCTION SHALL BE SEQUENCED SUCH THAT GRADING OPERATION CAN BEGIN AND END AS QUICKLY AS POSSIBLE.
AREAS NOT TO BE DISTURBED MUST BE CLEARLY MARKED OR FLAGGED.

8. AN INSPECTION BY THE CITY OF ALEXANDRIA IS REQUIRED AFTER INITIAL INSTALLATION OF EROSION AND SEDIMENT
CONTROL MEASURES AND BEFORE ANY CLEARING OR GRADING CAN BEGIN.

9. A COPY OF THE APPROVED EROSION AND SEDIMENT CONTROL PLAN SHALL BE MAINTAINED ON THE SITE AT ALL TIMES.

10. PRIOR TO COMMENCING ANY LAND DISTURBING ACTIVITIES IN AREAS OTHER THAN THOSE INDICATED ON THESE PLANS
(INCLUDING, BUT NOT LIMITED TO, OFF-SITE BORROW OR WASTE AREAS), THE CONTRACTOR SHALL SUBMIT A
SUPPLEMENTARY EROSION CONTROL PLAN TO THE OWNER FOR REVIEW AND APPROVAL BY THE CITY OF ALEXANDRIA.

11. THE CONTRACTOR SHALL KEEP DENUDED AREAS TO A MINIMUM.  PERMANENT OR TEMPORARY SOIL STABILIZATION SHALL
BE APPLIED TO DENUDED AREAS WITHIN SEVEN DAYS AFTER FINAL GRADE IS REACHED ON ANY PORTION OF THE SITE.
TEMPORARY SOIL STABILIZATION SHALL BE APPLIED WITHIN SEVEN DAYS TO DENUDED AREAS THAT MAY NOT BE AT FINAL
GRADE BUT WILL REMAIN DORMANT FOR LONGER THAN 30 DAYS.  PERMANENT STABILIZATION SHALL BE APPLIED TO
AREAS THAT ARE TO BE LEFT DORMANT FOR MORE THAN ONE YEAR.  ANY STOCKPILED MATERIAL WHICH WILL REMAIN IN
PLACE LONGER THAN 10 DAYS MUST BE SEEDED FOR TEMPORARY VEGETATION AND MULCHED WITH STRAW MULCH OR
OTHERWISE STABILIZED.

1. THE CONTRACTOR MUST ENSURE THAT POSITIVE DRAINAGE OCCURS ON SITE TO PREVENT PONDING OR DRAINAGE
PROBLEMS ON ADJACENT PROPERTIES.

2. ALL STORM DRAINS NOT SHOWN WITHIN AN EASEMENT OR IN A PUBLIC RIGHT OF WAY SHALL BE OWNED AND MAINTAINED
PRIVATELY.

3. ALL SIDEWALKS SHALL REMAIN OPENED DURING CONSTRUCTION OR PEDESTRIAN ACCESS SHALL BE MAINTAINED TO THE
SATISFACTION OF THE OWNER AND THE DIRECTOR OF TRANSPORTATION AND ENVIRONMENTAL SERVICES THROUGHOUT
THE CONSTRUCTION OF THE PROJECT.

4. THE APPLICANT SHALL COMPLY WITH THE CHESAPEAKE BAY PRESERVATION ACT IN ACCORDANCE WITH ARTICLE XIII OF
THE CITY'S ZONING ORDINANCE, WHICH INCLUDE THE REQUIREMENTS FOR STORMWATER POLLUTANT LOAD REDUCTIONS,
TREATMENT OF WATER QUALITY VOLUME DEFAULT, AND STORMWATER QUANTITY MANAGEMENT ACCORDING TO
ALEXANDRIA SUPPLEMENT TO THE NORTHERN VIRGINIA BMP HANDBOOK.

5. ALL SANITARY SEWERS SHALL BE CONSTRUCTED TO THE CITY OF ALEXANDRIA STANDARDS AND SPECIFICATIONS.
MINIMUM DIAMETER OF SANITARY SEWERS SHALL BE 10" IN THE PUBLIC RIGHT-OF-WAY AND SANITARY LATERALS SHALL
BE 6" FOR ALL COMMERCIAL AND INSTITUTIONAL DEVELOPMENTS; HOWEVER, A 4" SANITARY LATERAL WILL BE
ACCEPTABLE FOR SINGLE FAMILY RESIDENCES.  THE ACCEPTABLE PIPE MATERIALS WILL BE POLYVINYL CHLORIDE (PVC)
ASTM D-3034-77 SDR 26, ASTM 1785-76 SCHEDULE 40, DUCTILE IRON PIPE AWWA C-151 (ANSI A21.51) CLASS 52, OR
REINFORCED CONCRETE PIPE ASTM C-76 CLASS IV (FOR 12" OR LARGER DIAMETERS).  CLASS III MAY BE ACCEPTABLE ON
PRIVATE PROPERTIES.  THE ACCEPTABLE MINIMUM AND MAXIMUM VELOCITIES WILL BE 2.5 FPS AND 10 FPS,
RESPECTIVELY.  LATERALS SHALL BE CONNECTED TO THE SANITARY SEWER THROUGH A MANUFACTURED "Y" OR "T" OR
APPROVED SEWER SADDLE.  WHERE THE LATERALS ARE BEING CONNECTED TO EXISTING TERRACOTA PIPES, REPLACE
THE SECTION OF MAIN AND PROVIDE MANUFACTURED "Y" OR 'T', OR ELSE INSTALL A MANHOLE.

6. ALL STORM SEWERS SHALL BE CONSTRUCTED TO THE CITY OF ALEXANDRIA STANDARDS AND SPECIFICATIONS.  MINIMUM
DIAMETER OF STORM SEWERS SHALL BE 18” IN THE PUBLIC RIGHT OF WAY AND MINIMUM SIZE STORM SEWER CATCH
BASIN LEAD IS 15”.  THE ACCEPTABLE PIPE MATERIALS WILL BE AWWA C-151 (ANSI A21.51) CLASS 52 OR REINFORCED
CONCRETE PIPE ASTM C-76 CLASS IV.  THE ACCEPTABLE MINIMUM AND MAXIMUM VELOCITIES WILL BE 2.0 FPS AND 15 FPS,
RESPECTIVELY.

7. LATERAL SEPARATION OF SEWERS AND WATER MAINS: A HORIZONTAL SEPARATION OF 10' (EDGE TO EDGE) SHALL BE
PROVIDED BETWEEN A STORM AND SANITARY SEWER AND A WATER LINE; HOWEVER, IF THIS HORIZONTAL SEPARATION
CANNOT BE ACHIEVED THEN THE SEWER AND WATER MAIN SHALL BE INSTALLED IN SEPARATE TRENCHES AND THE
BOTTOM OF THE WATER MAIN SHALL BE AT LEAST 18” ABOVE OF THE TOP OF THE SANITARY/STORM SEWER.  IF BOTH THE
HORIZONTAL AND VERTICAL SEPARATIONS CANNOT BE ACHIEVED THEN THE SEWER PIPE MATERIAL SHALL BE DUCTILE
IRON PIPE (DIP) AWWA C-151 (ANSI A21.51) CLASS 52 AND PRESSURE TESTED IN PLACE WITHOUT LEAKAGE PRIOR TO
INSTALLATION.

8. CROSSING WATER MAIN OVER AND UNDER A SANITARY OR STORM SEWER:  WHEN A WATER MAIN CROSSES OVER OR
CROSSES UNDER A SANITARY/STORM SEWER THEN THE VERTICAL SEPARATION BETWEEN THE BOTTOM OF ONE (I.E.,
SANITARY / STORM SEWER OR WATER MAIN) TO THE TOP OF THE OTHER ( WATER MAIN OR SANITARY/STORM SEWER)
SHALL BE AT LEAST 18” FOR SANITARY SEWER AND 12” FOR STORM SEWER;  HOWEVER, IF THIS CANNOT BE ACHIEVED
THEN BOTH THE WATER MAIN AND SANITARY / STORM SEWER SHALL BE CONSTRUCTED OF DUCTILE IRON PIPE (DIP)
AWWA C-151 (ANSI 21.51) CLASS 52 WITH JOINTS THAT ARE EQUIVALENT TO WATER MAIN STANDARDS FOR A DISTANCE OF
10 FEET ON EACH SIDE OF THE POINT OF CROSSING.  A SECTION OF WATER MAIN PIPE SHALL BE CENTERED AT THE POINT
OF CROSSING AND THE PIPES SHALL BE PRESSURE TESTED IN PLACE WITHOUT LEAKAGE PRIOR TO INSTALLATION.
SANITARY SEWERS UNDER CREEKS AND STORM SEWER PIPE CROSSINGS WITH LESS THAN 6” CLEARANCE SHALL BE
ENCASED IN CONCRETE.

9. NO WATER MAIN PIPE SHALL PASS THROUGH OR COME IN CONTACT WITH ANY PART OF SANITARY/STORM SEWER
MANHOLE.  MANHOLES SHALL BE PLACED AT LEAST 10 FEET HORIZONTALLY FROM THE WATER MAIN WHENEVER
POSSIBLE.  WHEN LOCAL CONDITIONS PROHIBIT THIS HORIZONTAL SEPARATION, THE MANHOLE SHALL BE WATERTIGHT
CONSTRUCTION AND TESTED IN PLACE.

10. CROSSING EXISTING OR PROPOSED UTILITIES:  UNDERGROUND TELEPHONE, CABLE T.V., GAS, AND ELECTRICAL DUCT
BANKS SHALL BE CROSSED MAINTAINING A MINIMUM OF 12” OF SEPARATION OR CLEARANCE WITH WATER MAIN, SANITARY,
OR STORM SEWERS.  IF THIS SEPARATION CANNOT BE ACHIEVED THEN THE SEWER PIPE MATERIAL SHALL BE DUCTILE
IRON PIPE (DIP) AWWA C-151 (ANSI A21.51) CLASS 52 FOR A DISTANCE OF 10 FEET ON EACH SIDE OF THE POINT OF
CROSSING AND PRESSURE TESTED IN PLACE WITHOUT LEAKAGE PRIOR TO INSTALLATION.  SANITARY/STORM SEWERS
AND WATER MAIN CROSSING OVER THE UTILITIES SHALL HAVE ADEQUATE STRUCTURAL SUPPORT (PIER SUPPORT AND/OR
CONCRETE ENCASEMENT) TO PREVENT DAMAGE TO THE UTILITIES.

11. THE CONTRACTOR SHALL BE RESPONSIBLE FOR APPLY FOR ANY NEEDED VPDES PERMIT.  THE CONTRACTOR SHALL
SUBMIT A COPY OF ANY APPLICABLE VPDES PERMITS WITH THE CITY.

GENERAL PROJECT NOTES

EROSION AND SEDIMENT CONTROL NOTES

12. ALL APPLICABLE EROSION AND SEDIMENT CONTROL MEASURES MUST BE EMPLOYED FOR STOCKPILE AREAS.

13. ALL TEMPORARY EARTH BERMS, DIVERSIONS AND SEDIMENT CONTROL DAMS SHALL BE SEEDED AND MULCHED OR
OTHERWISE STABILIZED AS SOON AS POSSIBLE BUT NO LATER THAN 48 HOURS AFTER GRADING.

14. ALL DISTURBED AREAS ARE TO DRAIN TO APPROVED SEDIMENT CONTROL MEASURES AT ALL TIMES DURING LAND
DISTURBING ACTIVITIES AND DURING SITE DEVELOPMENT UNTIL FINAL STABILIZATION IS ACHIEVED.

15. DURING DEWATERING OPERATIONS, WATER SHALL BE PUMPED THROUGH AN APPROVED FILTERING DEVICE OR PASSED
THROUGH AN APPROVED SEDIMENT TRAPPING DEVICE, OR BOTH, AND DISCHARGED IN A MANNER THAT DOES NOT
ADVERSELY IMPACT FLOWING STREAMS OR OFF-SITE PROPERTY.

16. THE CONTRACTOR SHALL INSPECT ALL EROSION CONTROL MEASURES DAILY AND AFTER EACH RUNOFF-PRODUCING
RAINFALL EVENT.  ANY NECESSARY REPAIRS OR CLEANUP TO MAINTAIN THE EFFECTIVENESS OF THE EROSION 
CONTROL DEVICES SHALL BE MADE IMMEDIATELY.

17. THE CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF ANY ADDITIONAL EROSION CONTROL MEASURES AS 
NECESSARY TO PREVENT EROSION AND SEDIMENTATION AND AS DETERMINED BY THE DIRECTOR OF TRANSPORTATION
AND ENVIRONMENTAL SERVICES (T&ES) OF THE CITY OF ALEXANDRIA.

18. ANY DENUDED SLOPES, EITHER DISTURBED OR CREATED BY THIS PLAN THAT EXCEED 2500 SQUARE FEET  ARE TO BE
SODDED AND PEGGED FOR STABILITY AND EROSION CONTROL.  AT THE COMPLETION OF THE PROJECT AND PRIOR TO
THE RELEASE OF THE BOND, ALL DISTURBED AREAS SHALL BE STABILIZED PERMANENTLY AND ALL TEMPORARY 
EROSION AND SEDIMENT CONTROLS SHALL BE REMOVED.

19. ALL VEHICLES SHALL BE CLEANED BEFORE ENTERING THE PUBLIC RIGHT OF WAY TO PREVENT TRACKING OF SEDIMENT
ON PUBLIC STREETS.

20. THE WASH WATER FROM THE CONSTRUCTION ENTRANCE SHALL BE FILTERED THROUGH THE PROVIDED SILT FENCE TO
ENSURE THAT NO SEDIMENT LADEN RUNOFF IS ALLOWED TO RUNOFF ON TO THE ADJACENT PROPERTY OR THE PUBLIC
RIGHT OF WAY.

21. INSTALL SILT FENCE AND TREE PROTECTION, WHERE APPLICABLE. TO THE EXTENT POSSIBLE ALL TREE PROTECTION
SHALL BE INSTALLED AT THE DRIP LINE OF THE TREE(S).

22. DUST CONTROL SHALL BE ACCOMPLISHED BY TEMPORARY VEGETATIVE COVER AND BY IRRIGATION AS NEEDED.

EROSION AND SEDIMENT CONTROL NOTES (CONT'D)

SEQUENCE OF CONSTRUCTION FOR INSTALLATION EROSION
AND SEDIMENT CONTROL NOTES

1. CONTRACTOR SHALL REFERENCE EROSION CONTROL PLANS FOR SEQUENCE OF INSTALLATION AND REMOVAL OF
EROSION AND SEDIMENT CONTROL MEASURES THROUGHOUT ALL PHASES OF CONSTRUCTION.

2. INSTALL PERIMETER EROSION AND SEDIMENT CONTROLS; AND STABILIZE CONSTRUCTION ENTRANCE AS SHOWN ON THIS
PLAN.

3. ALL VEGETATION PRESERVATION AND PROTECTION METHODS SHALL BE APPROVED/VERIFIED IN FIELD BY THE CITY
ARBORIST PRIOR TO COMMENCEMENT OF ANY GROUND DISTURBING ACTIVITY.

4. INSTALL INLET PROTECTION AT EXISTING STORM DRAIN INLETS AS NECESSARY AND AS SHOWN ON THIS PLAN.

5. INSTALL ADDITIONAL EROSION AND SEDIMENT CONTROL PRACTICES AS NECESSARY AND AS DIRECTED BY THE EROSION
AND SEDIMENT CONTROL INSPECTOR.

6. CONDUCT DEMOLITION AND CONSTRUCTION ACTIVITIES ACCORDING TO THE APPLICABLE PLANS.

7. AS CONTRIBUTING DRAINAGE AREAS ARE STABILIZED AND WITH THE PERMISSION OF THE EROSION AND SEDIMENT
CONTROL INSPECTOR, REMOVE INDIVIDUAL EROSION AND SEDIMENT CONTROL PRACTICES.

8. UPON COMPLETION OF DEMOLITION, CONSTRUCTION AND LAND DISTURBING ACTIVITIES; PROVIDE PERMANENT
STABILIZATION ACCORDING TO APPROVED METHODS AND REMOVE ALL REMAINING EROSION AND SEDIMENT CONTROL
MEASURES WITH THE APPROVAL OF THE EROSION AND SEDIMENT CONTROL INSPECTOR.

UTILITY WORKS NOTES
1. UNDERGROUND UTILITY LINES SHALL BE INSTALLED IN ACCORDANCE WITH THE FOLLOWING MINIMUM STANDARDS

DESCRIBED IN SECTION 4VAC50-30-40 OF THE VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK (VESCH) AND
ADDITIONAL APPLICABLE PRACTICES FOLLOWED BY THE CITY OF ALEXANDRIA:

A. ALL PRIVATE UTILITIES SHALL BE LOCATED OUTSIDE OF THE PUBLIC RIGHT OF WAY AND PUBLIC UTILITY EASEMENTS
UNLESS THE UTILITY OWNERS HAVE A FRANCHISE AGREEMENT WITH THE CITY OF ALEXANDRIA; HOWEVER, NO
ELECTRIC TRANSFORMERS AND SWITCH GEARS/CONTROL BOXES SHALL BE PLACED IN THE PUBLIC RIGHT OF WAY.

B. ALL THE EXISTING AND PROPOSED PUBLIC AND PRIVATE UTILITIES AND EASEMENTS SHALL BE SHOWN AND A
DESCRIPTIVE NARRATION OF VARIOUS UTILITIES SHALL BE PROVIDED ON THE PLAN.

C. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAINTAIN UTILITY SERVICES AT ALL TIMES DURING CONNECTION AND/OR
CONSTRUCTION.

D. NO MORE THAN 500 LINEAR FEET OF TRENCH MAY BE OPENED AT ONE TIME.

E. EXCAVATED MATERIAL SHALL BE PLACED ON THE UPHILL SIDE OF TRENCHES.

F. EFFLUENT FROM DEWATERING OPERATIONS SHALL BE FILTERED OR PASSED THROUGH AN APPROVED SEDIMENT
TRAPPING DEVICE, OR BOTH, AND DISCHARGED IN A MANNER THAT DOES NOT ADVERSELY AFFECT FLOWING STREAMS
OR OFF-SITE PROPERTY.

G. MATERIAL USED FOR BACKFILLING TRENCHES SHALL BE PROPERLY COMPACTED IN ACCORDANCE WITH THE CITY OF
ALEXANDRIA STANDARDS AND SPECIFICATIONS TO MINIMIZE EROSION AND PROMOTE STABILIZATION.

H. SHOULD UTILITY CONSTRUCTION BE PERFORMED AFTER COMPLETING EARTHWORK, THE CONTRACTOR SHALL BE
RESPONSIBLE FOR ACHIEVING 98 PERCENT OF THE MODIFIED PROCTOR MAXIMUM DRY DENSITY (ASTM D-1551)
COMPACTION IN ALL TRENCH BACKFILL.

I. RESTABILIZATION SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THE VIRGINIA REGULATIONS 4VA50-30 EROSION AND
SEDIMENT CONTROL REGULATIONS, VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK (VESCH).

J. APPLICABLE SAFETY REGULATIONS SHALL BE COMPILED WITH.

K. THE CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF ANY ADDITIONAL CONTROL MEASURES AS NECESSARY TO
PREVENT EROSION AND SEDIMENTATION, AS DETERMINED BY THE DIRECTOR OF TRANSPORTATION AND
ENVIRONMENTAL SERVICES, CITY OF ALEXANDRIA.

L. A REMEDIATION PLAN SHALL BE SUBMITTED DETAILING HOW CONTAMINATED SOILS AND/OR GROUNDWATER WILL BE
DEALT WITH, INCLUDING PLANS TO REMEDIATE UTILITY CORRIDORS.

M. UTILITY CORRIDORS IN CONTAMINATED SOIL SHALL BE OVER EXCAVATED BY 2 FEET AND BACKFILLED WITH “CLEAN”
SOIL.

N. GRADING CAN BE PERFORMED ON INSTALLATION OF UTILITIES.

O. ALL NEW INSTALLATIONS AND/OR REINSTALLATION OF UTILITIES SUCH AS ELECTRICAL LINES, GAS PIPES,
COMMUNICATION CABLES INCLUDING WATER AND SEWER LATERALS BOTH ON PRIVATE PROPERTY AND IN THE PUBLIC
RIGHT OF WAY IN THE CITY OF ALEXANDRIA SHALL BE PROVIDED WITH 3" AND 6" WIDE 5 MIL OVERALL THICKNESS
DETECTABLE UNDERGROUND WARNING TAPES (DUWT).  THE DUWT SHALL BE WITH ALUMINUM BACKING OR SOLID
ALUMINUM CORE LAMINATED WITH A PROTECTIVE CLEAR FILM ON BOTH SIDES, SEALING AND PROTECTING THE
GRAPHICS FROM THE UNDERGROUND MOISTURE, ACIDS, ALKALIS, AND OTHER SOIL SUBSTANCES.  ALL DUWT TAPES
SHALL BE PRINTED IN BLACK INK ON AMERICAN PUBLIC WORKS ASSOCIATION (APWA) APPROVED COLORS TO MEET OR
EXCEED INDUSTRY STANDARDS.  THE FOLLOWING ARE THE APWA COLOR CODES:

UTILITY WORKS NOTES (CONT'D)

DEMOLITION NOTES
1. A SEPARATE PERMIT IS REQUIRED FOR DEMOLITION; HOWEVER, NO DEMOLITION SHALL BEGIN UNTIL ALL EROSION AND

SEDIMENT AND TREE PROTECTION CONTROLS ARE IN PLACE AND ARE APPROVED BY AN EROSION AND SEDIMENT
CONTROL INSPECTOR OF THE DEPARTMENT OF TRANSPORTATION AND ENVIRONMENTAL SERVICES.

2. ALL NON-FERROUS WORK SHALL BE PERFORMED IN STRICT COMPLIANCE WITH THE MOST CURRENT APPLICABLE
FEDERAL, STATE, AND LOCAL LAWS AND REGULATIONS, INCLUDING BUT NOT LIMITED, TO ENVIRONMENTAL PROTECTION
AGENCY (EPA), OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA), VIRGINIA OCCUPATIONAL AND SAFETY
HEALTH COMPLIANCE PROGRAM (VOSH ENFORCEMENT), VIRGINIA OVERHEAD HIGH VOLTAGE LINE SAFETY ACT, NATIONAL
EMISSIONS STANDARDS FOR HAZARDOUS AIR POLLUTANTS (NESHAPS), AND NATIONAL INSTITUTE OF OCCUPATIONAL
SAFETY AND HEALTH (NIOSH).

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COORDINATION OF WORK WITH REPRESENTATIVE UTILITY
COMPANIES AND FOR THE IMPLEMENTATION OF REQUIRED UTILITY-RELATED WORK.

4. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER'S REPRESENTATIVE UPON ENCOUNTERING ANY HAZARDOUS
MATERIALS DURING DEMOLITION AND/OR CONSTRUCTION ACTIVITIES.  THE CONTRACTOR SHALL DOCUMENT THE SAME TO
THE OWNER'S REPRESENTATIVE AND OBTAIN DIRECTION AS TO THE APPROPRIATE ACTION(S) TO BE TAKEN.

5. DISCONNECTION OF SERVICES AND SYSTEMS SUPPLYING UTILITIES TO BE ABANDONED OR DEMOLISHED SHALL BE
COMPLETED PRIOR TO OTHER SITE DEMOLITION IN FULL COMPLIANCE WITH APPLICABLE CODS, REGULATIONS,  AND THE
REQUIREMENTS OF THE UTILITY HAVING JURISDICTION.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION
WITH THE UTILITY, PAYMENT OF ASSOCIATED FEES AND PROCUREMENT OF ALL NECESSARY PERMITS.

6. PRIOR TO REMOVAL OF MATERIALS OVER EXISTING UTILITY SYSTEMS, THE CONTRACTOR SHALL DOCUMENT EXISTING
CONDITIONS AND, IF DIFFERENT FROM CONDITIONS AS REPRESENTED ON THE PLANS, NOTIFY THE OWNER'S
REPRESENTATIVE AND OBTAIN DIRECTIONS AS TO THE APPROPRIATE ACTION(S) TO BE TAKEN.

7. THE CONTRACTOR SHALL BACKFILL EXCAVATED AREAS WITH APPROVED MATERIALS/CLEAN FILL AS PER THE
REQUIREMENTS OF VIRGINIA DEPARTMENT OF TRANSPORTATION (VDOT) STANDARD DETAIL PB-1.

8. THE CONTRACTOR SHALL PROTECT AND PREVENT DAMAGE TO EXISTING ON-SITE UTILITY DISTRIBUTION FACILITIES THAT
ARE TO REMAIN.  ACTIVE UTILITY DISTRIBUTION FACILITIES ENCOUNTERED DURING DEMOLITION AND/OR CONSTRUCTION
ACTIVITIES SHALL BE SHUT OFF AT THE SERVICE MAIN WITH THE APPROVAL OF THE OWNER'S REPRESENTATIVE.

9. DURING DEMOLITION AND/OR CONSTRUCTION ACTIVITIES, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER'S
REPRESENTATIVE UPON ENCOUNTERING ANY EXISTING UTILITIES AND/OR UTILITY SYSTEM STRUCTURES NOT SHOWN ON
THESE PLANS.  THE CONTRACTOR SHALL DOCUMENT THE SAME AND FORWARD THE INFORMATION TO THE RESIDENT
ENGINEER / OWNER'S REPRESENTATIVE, AND OBTAIN DIRECTION AS TO THE APPROPRIATE ACTION(S) TO BE TAKEN.

10. THE CONTRACTOR OR APPLICANT SHALL WORK WITH THE CITY STAFF TO REUSE THE EXISTING, LEFTOVER, UNUSED
AND/OR DISCARDED  MATERIALS AS PART OF THE DEMOLITION PROCESS.  CONSTRUCTION DEBRIS, INCLUDING DISCARDED
MATERIALS GENERATED DURING THE DEMOLITION PROCESS,  MUST BE REMOVED BY THE CONTRACTOR  TO AN
APPROVED LANDFILL WITH ADEQUATE FREQUENCY IN ACCORDANCE WITH THE VIRGINIA STATE LITTER CONTROL ACT.

LANDSCAPE NOTES
1. ALL PROTECTION AND PRESERVATION MEASURES FOR EXISTING VEGETATION, INCLUDING MAINTENANCE SHALL BE

APPROVED BY THE CITY ARBORIST IN-FIELD PRIOR TO COMMENCEMENT OF ANY SITE DISTURBING ACTIVITY.

2. SPECIFICATION FOR ALL PLANTINGS SHALL BE IN ACCORDANCE WITH THE CURRENT AND MOST UP TO DATE EDITION OF
ANSI-Z60.1, THE AMERICAN STANDARD FOR NURSERY STOCK  AS PRODUCED BY THE AMERICAN ASSOCIATION OF
NURSERYMEN; WASHINGTON, DC.

3. THE APPLICANT HAS MADE SUITABLE ARRANGEMENTS FOR PRE-SELECTION TAGGING, PRE-CONTRACT GROWING, OR IS
UNDERTAKING SPECIALIZED PLANTING STOCK DEVELOPMENT WITH A NURSERY OR GROWER THAT IS CONVENIENTLY
LOCATED TO THE PROJECT SITE, OTHER PROCEDURES THAT WILL ENSURE AVAILABILITY OF SPECIFIED MATERIALS.  IN
THE EVENT THAT SHORTAGES AND/OR INABILITY TO OBTAIN SPECIFIED PLANTINGS OCCURS, REMEDIAL EFFORTS
INCLUDING SPECIES CHANGES, ADDITIONAL PLANTINGS AND MODIFICATION TO THE LANDSCAPE PLAN SHALL BE
UNDERTAKEN BY THE APPLICANT.  ALL REMEDIAL EFFORTS SHALL, WITH PRIOR APPROVAL BY THE CITY, BE PERFORMED
TO THE SATISFACTION OF THE DIRECTORS OF PLANNING AND ZONING, RECREATION, PARKS AND CULTURAL ACTIVITIES
AND TRANSPORTATION AND ENVIRONMENTAL SERVICES.

4. IN LIEU OF MORE STRENUOUS SPECIFICATIONS, ALL LANDSCAPE RELATED WORK SHALL BE INSTALLED AND MAINTAINED IN
ACCORDANCE WITH THE CURRENT AND MOST UP-TO-DATE EDITION (AT ANY TIME OF CONSTRUCTION) OF LANDSCAPE
SPECIFICATION GUIDELINES AS PRODUCED BY THE LANDSCAPE CONTRACTORS ASSOCIATION OF MARYLAND, DISTRICT OF
COLUMBIA, AND VIRGINIA; GAITHERSBURG MARYLAND.

5. PRIOR TO COMMENCEMENT OF LANDSCAPE INSTALLATION/PLANTING OPERATION, A PRE-INSTALLATION/CONSTRUCTION
MEETING WITH BE SCHEDULED WITH THE CITY'S ARBORIST AND LANDSCAPE ARCHITECTS TO REVIEW THE SCOPE OF
INSTALLATION PROCEDURES AND PROCESSES.

6. MAINTENANCE FOR THIS PROJECT SHALL BE PERFORMED IN PERPETUITY, IN COMPLIANCE WITH THE CITY OF ALEXANDRIA
LANDSCAPE GUIDELINES AND/OR AS CONDITIONED BY PROJECT APPROVAL.

7. A CERTIFICATION LETTER FOR TREE WELLS, TREE TRENCHES AND PLANTING ABOVE STRUCTURE SHALL BE PROVIDED BY
THE PROJECT'S LANDSCAPE ARCHITECT.  THE LETTER SHALL CERTIFY THAT ALL BELOW GRADE CONSTRUCTION IS IN
COMPLIANCE WITH APPROVED DRAWINGS AND SPECIFICATIONS.  THE LETTER SHALL BE SUBMITTED TO THE CITY
ARBORIST AND APPROVED PRIOR TO APPROVAL OF THE LAST AND FINAL CERTIFICATE OF OCCUPANCY FOR THE PROJECT.
THE LETTER SHALL BE SUBMITTED BY THE OWNER/APPLICANT/SUCCESSOR AND SEALED AND DATED AS APPROVED BY
THE PROJECT'S LANDSCAPE ARCHITECT.

8. AS-BUILT DRAWINGS FOR THIS LANDSCAPE AND/OR IRRIGATION/WATER MANAGEMENT SYSTEM WILL BE PROVIDED IN
COMPLIANCE WITH CITY OF ALEXANDRIA LANDSCAPE GUIDELINES.  AS-BUILT DRAWINGS SHALL INCLUDE CLEAR
IDENTIFICATION OF ALL VARIATION(S) AND CHANGES FROM APPROVED DRAWINGS INCLUDING LOCATION, QUANTITY, AND
SPECIFICATION OF ALL PROJECT ELEMENTS.

9. MAINTENANCE OF ALL TREES AND LANDSCAPE MATERIALS SHALL CONFORM TO ACCEPTED INDUSTRY STANDARD SET
FORTH BY THE LANDSCAPE CONTRACTORS ASSOCIATION, AMERICAN SOCIETY OF LANDSCAPE ARCHITECTS, THE
INTERNATIONAL SOCIETY OF ARBORICULTURE, AND THE AMERICAN NATIONAL STANDARDS INSTITUTE.
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1. THE SUBJECT PROPERTY IS LOCATED WITHIN A CITY OF ALEXANDRIA RESOURCE PROTECTION AREA (RPA).1. THE EXISTING UNDERGROUND UTILITIES SHOWN HEREIN ARE BASED UPON AVAILABLE INFORMATION.  THE CONTRACTOR SHALL BE
RESPONSIBLE FOR DETERMINING THE EXACT LOCATION OF ALL UTILITIES BEFORE COMMENCING WORK AND FOR ANY DAMAGES
WHICH MAY OCCUR BY HIS FAILURE TO LOCATE OR PRESERVE THESE UNDERGROUND UTILITIES.  IF DURING CONSTRUCTION
OPERATIONS,  THE CONTRACTOR SHOULD ENCOUNTER UTILITIES OTHER THAN THOSE SHOWN ON THE PLANS, HE SHALL
IMMEDIATELY NOTIFY THE ENGINEER AND TAKE NECESSARY AND PROPER STEPS TO PROTECT THE FACILITY AND ASSURE THE
CONTINUANCE OF SERVICE.

2. THE CONTRACTOR SHALL DIG TEST PITS FOLLOWING NOTIFICATION AND MARKING OF ALL EXISTING UTILITIES TO VERIFY THE
LOCATION AND DEPTH OF EXISTING UTILITIES TEST HOLES TO BE PERFORMED AT LEAST 30 DAYS PRIOR TO START OF
CONSTRUCTION.  ANY DISCREPANCIES ARE TO BE REPORTED IMMEDIATELY TO THE OWNER AND ENGINEER.  REDESIGN AND
APPROVAL BY REVIEWING AGENCY SHALL BE OBTAINED IF REQUIRED.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING THE OWNER AND THE ENGINEER OF ANY CHANGES OR CONDITIONS
ATTACHED TO PERMITS OBTAINED FROM ANY AUTHORITY ISSUING PERMITS.

4. THE CONTRACTOR SHALL VISIT THE SITE AND SHALL VERIFY EXISTING CONDITIONS PRIOR TO STARTING CONSTRUCTION.

5. THE CONTRACTOR SHALL CLEAR THE SITE OF ALL TREES, BUILDINGS, FOUNDATIONS, ETC., WITHIN THE LIMITS OF CONSTRUCTION
UNLESS OTHERWISE SPECIFIED, AND SHALL BE RESPONSIBLE FOR ENSURING THAT EXISTING UTILITIES ARE DISCONNECTED.

6. ALL AREAS, ON OR OFF-SITE, WHICH ARE DISTURBED BY THIS CONSTRUCTION AND WHICH ARE NOT PAVED OR BUILT UPON, SHALL
BE ADEQUATELY STABILIZED TO CONTROL EROSION AND SEDIMENTATION.  THE MINIMUM ACCEPTABLE STABILIZATION SHALL
CONSIST OF PERMANENT GRASS, SEED MIXTURE TO BE AS RECOMMENDED BY THE CITY AGENT.  ALL SLOPES 3:1 AND GREATER
SHALL BE SODDED AND PEGGED OR OTHERWISE STABILIZED IN A MANNER APPROVED BY THE CITY OF ALEXANDRIA.

7. ALL ABOVE GROUND UTILITIES SERVING THE SITE SHALL BE RELOCATED AS REQUIRED BY THE OWNING UTILITY COMPANIES.  THE
CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING ALL ARRANGEMENTS AND COORDINATING ALL WORK REQUIRED FOR THE
NECESSARY RELOCATIONS.

8. PRIOR TO BEGINNING OF CONSTRUCTION, CONTRACTOR SHALL VERIFY FROM THE ARCHITECTURAL DRAWINGS ALL DIMENSIONS,
DETAILS, AND TREATMENTS FOR THE PROPOSED BUILDINGS, WALKWAYS, AND OTHER PROPOSED CONSTRUCTION WHERE
INDICATED ON THE PLANS.

9. THE CONTRACTOR SHALL VERIFY INVERT SIZE AND LOCATION OF BUILDING UTILITY CONNECTIONS PRIOR TO PLACEMENT OF
UNDERGROUND UTILITIES.

10. EXISTING BUILDING, FENCES, AND OTHER EXISTING PHYSICAL FEATURES ARE TO BE REMOVED AS REQUIRED BY THE CONTRACTOR.

11. EXISTING CONSTRUCTION SHALL BE REMOVED TO NEAREST JOINT.  NEW CONSTRUCTION SHALL BE PROVIDED AS SHOWN AND ANY
DAMAGED AREA SHALL BE REPAIRED TO MATCH CONDITIONS EXISTING PRIOR TO CONSTRUCTION OR TO THE SATISFACTION OF
DIRECTOR, TRANSPORTATION AND ENVIRONMENTAL SERVICES.

12. ALL PRIVATE BUILDING CONNECTIONS ARE TO BE INSTALLED IN ACCORDANCE WITH THE CURRENT PLUMBING CODE.

13. TOPS OF EXISTING STRUCTURES WHICH REMAIN IN USE ARE TO BE ADJUSTED IN ACCORDANCE WITH THE GRADING PLAN.  ALL
PROPOSED STRUCTURE TOP ELEVATIONS ARE TO BE VERIFIED BY THE CONTRACTOR WITH THE SITE GRADING PLANS.  IN CASE OF
CONFLICT, THE GRADING PLAN SHALL SUPERSEDE PROFILE ELEVATIONS.  MINOR ADJUSTMENT TO  MEET FINISHED GRADE
ELEVATION, IF REQUIRED, SHALL BE MADE IN THE FIELD WITH THE APPROVAL OF SITE INSPECTOR OF THE DEPARTMENT OF
TRANSPORTATION AND ENVIRONMENTAL SERVICES.

14. THE CONSTRUCTION, FIELD PRACTICES AND METHODS SHALL CONFORM TO THE REQUIREMENTS SET FORTH BY THE CITY OF
ALEXANDRIA AND ITS CURRENT ZONING ORDINANCE AND CONSTRUCTION STANDARDS MANUAL.  FAILURE TO COMPLY WITH THE
CODE, APPLICABLE MANUALS, AND PROVISIONS OF THE CONSTRUCTION AND ESCROW AGREEMENTS OR THE PERMITS SHALL BE
DEEMED A VIOLATION.

15. THE APPROVAL OF THESE PLANS SHALL IN NO WAY RELIEVE THE OWNER/DEVELOPER OR HIS AGENT OF ANY LEGAL
RESPONSIBILITIES WHICH MAY BE REQUIRED BY THE CODE OF VIRGINIA OR ANY ORDINANCE ENACTED BY THE CITY OF ALEXANDRIA.

16. CONSTRUCTION STAKEOUT SHALL BE UNDER THE DIRECT SUPERVISION OF A LICENSED LAND SURVEYOR IN THE COMMONWEALTH
OF VIRGINIA.

17. THE CONTRACTOR IS REFERRED TO STRUCTURAL, GEOTECHNICAL, MECHANICAL, AND ARCHITECTURAL PLANS FOR FOUNDATION
TREATMENT INCLUDING, BUT NOT LIMITED TO, SHEETING AND SHORING FOR BUILDING EXCAVATION, WATERPROOFING FOR FILL
AGAINST BUILDINGS, LOCATION OF MECHANICAL EQUIPMENT, AND CONNECTIONS THE FACES OF BUILDINGS.

18. SMOOTH GRADE SHALL BE MAINTAINED FROM THE CENTERLINE OF THE EXISTING ROAD TO THE PROPOSED ENTRANCE AND/OR
CURB & GUTTER TO PRECLUDE THE FORMING OF FALSE GUTTER AND/OR PONDING OF WATER ON THE ROADWAY.

19. THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING A SMOOTH TRANSITION TO EXISTING CURB AND SIDEWALKS, IF
APPLICABLE.

20. THE CALIFORNIA BEARING RATIO (CBR) VALUES ON IN-SITU MATERIALS SHALL BE DETERMINED BY FIELD AND/OR LABORATORY
TESTS FOR ACTUAL DETERMINATION OF REQUIRED THICKNESS OF SURFACE, BASE, SUB-BASE, AND SUB GRADE MATERIALS.  THE
PAVEMENT SECTION SHALL BE DESIGNED BY A GEOTECHNICAL/LICENSED PROFESSIONAL ENGINEER TO THE SATISFACTION OF
DIRECTOR, TRANSPORTATION AND ENVIRONMENTAL SERVICES FOR ALL PAVEMENTS INCLUDING EMERGENCY VEHICLE
EASEMENT(EVE) TO SUPPORT H-20 LOADING.  IN THE CASE OF PAVEMENT PATCHES, PAVEMENT SECTION MUST MEET OR EXCEED
EXISTING SECTION.

21. EMERGENCY VEHICLE EASEMENTS (EVE) AND AMERICAN WITH DISABILITY (ADA) ACCESSIBLE PARKING SPACES MUST BE
DELINEATED WITH PAVEMENT MARKINGS PER THE CITY OF ALEXANDRIA STANDARD SIGNAGE AND AMERICAN WITH DISABILITIES
(ADA) REQUIREMENTS.

22. ALL STRIPING SHALL MEET THE REQUIREMENTS OF MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) STANDARDS (LATEST
EDITION) AND SHALL BE THERMOPLASTIC UNLESS OTHERWISE SPECIFIED.

23. ALL EARTHWORK OPERATIONS ARE TO BE PERFORMED UNDER THE FULL TIME, ON-SITE SUPERVISION OF A REGISTERED
GEOTECHNICAL ENGINEER WITH GEOTECHNICAL TESTING IN ACCORDANCE WITH CONSTRUCTION SPECIFICATIONS AND SOILS
REPORT REQUIREMENTS.

24. THE CONTRACTORS SHALL NOT CAUSE OR PERMIT VEHICLES TO IDLE FOR MORE THAN 10 MINUTES WHEN PARKED.

25. DAMAGE TO ANY EXISTING ENTRANCES, CURB AND GUTTER, PAVEMENT OR OTHER EXISTING STRUCTURES NOT PROPOSED TO BE
DISTURBED WITH THIS DEVELOPMENT, WILL BE THE RESPONSIBILITY OF THE CONTRACTOR AND MUST BE REPAIRED TO THE
SATISFACTION OF THE VIRGINIA DEPARTMENT OF TRANSPORTATION AND ANY ADJOINING OWNERS THAT MAY BE AFFECTED.

26. ALL CONSTRUCTION ACTIVITES SHALL CONFORM WITH LATEST EDITION OF OSHA REGULATIONS AND GUIDELINES.

27. IN THE EVENT THE PROPOSED DRAINAGE SYSTEM ADVERSELY IMPACTS AND/OR CREATES A NUISANCE ON THE PUBLIC OR PRIVATE
PROPERTIES THEN THE APPLICANT SHALL BE RESPONSIBLE TO PROVIDE ADDITIONAL IMPROVEMENTS TO THE FIELD DRAINAGE
SYSTEM AND/OR SUMP PUMP DISCHARGE TO THE SATISFACTION OF THE DIRECTOR, TRANSPORTATION AND ENVIRONMENTAL
SERVICES (T&ES).

28. ALL GEOTECHNICAL AND CONCRETE TESTING AND INPECTIONS SHALL BE PROVIDED BY A CITY APPROVED, THIRD PARTY
CONSULTANT.  FEES FOR ALL THIRD PARTY CONSULTANT TESTING AND INSPECTIONS SHALL BE PAID BY THE CONTRACTOR AND
INCLUDED IN THE CONTRACTOR'S BASE BID.

29. ALL COORDINATION WITH APPLICABLE PUBLIC UTILITIES INCLUDING BUT NOT LIMITED TO TIMING OF SERVICE DROPS,
RECONNECTIONS, LOAD LETTERS, PRESSURE TESTS AND PERMITS SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.  ALL SUCH
WORK SHALL BE SCHEDULED AND PERFORMED IN A MANNER TIMELY TO COMPLETION OF THE PROJECT.

CONSTRUCTION NOTES RESOURCE PROTECTION AREA NOTE

1. THE SUBJECT PROPERTY IS LOCATED WITHIN A 100-YEAR FLOOD PLAIN WATER SURFACE ELEVATION (WSE).

FLOODPLAIN NOTE

1. THERE IS NO OBSERVABLE, HISTORICAL, OR ARCHAEOLOGICAL EVIDENCE OF CEMETERIES OR BURIAL GROUNDS ON
 THIS PROPERTY.

CEMETERY AND/OR BURIAL GROUNDS  NOTE

1. PRIOR TO THE ISSUANCE OF A DEMOLITION PERMIT A RODENT ABATEMENT PLAN SHALL BE SUBMITTED TO THE CITY OF
ALEXANDRIA CODE ADMINISTRATION THAT WILL OUTLINE STEPS THAT WILL BE TAKEN TO PREVENT THE SPREAD OF
RODENTS FROM THE CONSTRUCTION SITE TO THE SURROUNDING COMMUNITY AND SEWERS.  THE CONTRACTOR CAN
CONTACT THE ALEXANDRIA DEPARTMENT OF CODE ADMINISTRATION AT 703-746-4200 FOR ANY QUESTIONS OR
ADDITIONAL INFORMATION.  PLEASE BE ADVISED ONCE ANY DEMOLITION HAS BEEN COMPLETED ANY ABOVE GROUND BAIT
BOXES MUST BE RELOCATED TO WITHIN 50 FEET OF A STRUCTURE IN KEEPING WITH EPA REGULATIONS.  IF THIS IS NOT
POSSIBLE, THEY SHALL BE REMOVED AND REGULAR INSPECTIONS OF THE SITED CONDUCTED BY A VIRGINIA LICENSED
PEST EXTERMINATOR TO ENSURE THE SITE REMAINS RODENT FREE.

2. ALL NEW  DAYLIGHTED DRAINAGE PIPE SHALL  BE CONSTRUCTED WITH RODENT SCREENS.

RODENT ABATEMENT NOTE

ARCHAEOLOGY NOTE
1. ALL REQUIRED ARCHAEOLOGICAL PRESERVATION MEASURES SHALL BE COMPLETED PRIOR TO GROUND-DISTURBING

ACTIVITIES (SUCH AS CORING, GRADING, FILLING, VEGETATION REMOVAL, UNDERGROUNDING UTILITIES, PILE DRIVING,
LANDSCAPING AND OTHER EXCAVATIONS AS DEFINED IN SECTION 2-151 OF THE ZONING ORDINANCE) OR A RESOURCE
MANAGEMENT PLAN MUST BE IN PLACE TO PRESERVE AND/OR RECOVER SIGNIFICANT RESOURCES IN CONCERT WITH
CONSTRUCTION ACTIVITIES.  TO CONFIRM, CALL ALEXANDRIA ARCHAEOLOGY AT (703) 746-4399.

2. THE CONTRACTOR SHALL CALL ALEXANDRIA ARCHAEOLOGY IMMEDIATELY (703- 746-4399) IF ANY BURIED STRUCTURAL
REMAINS (WALL FOUNDATIONS, WELLS, PRIVIES, CISTERNS, ETC.) OR CONCENTRATIONS OF ARTIFACTS ARE DISCOVERED
DURING CONSTRUCTION.  WORK MUST CEASE IN THE AREA OF THE DISCOVERY UNTIL A CITY ARCHAEOLOGIST COMES TO
THE SITE AND RECORDS THE FINDS.

HORIZONTAL DATUM* NORTH AMERICAN DATUM OF 1983, NAD83
VERTICAL DATUM* NORTH AMERICAN DATUM OF 1988, NAVD88*

1. UTILITY INFORMATION, AS SHOWN ON THIS PLAN, IS TAKEN FROM THE RECORDS AND/OR FIELD SURVEY GIVEN BY CITY OF
ALEXANDRIA; AND CANNOT BE GUARANTEED.  FOR EXACT LOCATIONS OF EXISTING UNDERGROUND UTILITIES, NOTIFY
“MISS UTILITY” AT 1-800-552-7001 AND 811 72 HOURS BEFORE THE START OF ANY EXCAVATION OR CONSTRUCTION.
CONTRACTOR IS ENCOURAGED TO VISIT DOMINION VIRGINIA POWER'S WEB SITE AT  (KEYWORD "SAFETY") FOR ADDITIONAL
SAFETY INSTRUCTIONS.

2. LOCATION AND DEPTH OF ALL EXISTING UNDERGROUND UTILITIES SHALL BE VERIFIED BY CONTRACTOR PRIOR TO
CONSTRUCTION.  CONTRACTOR SHOULD DIG TEST PITS BY HAND AT ALL UTILITY CROSSINGS TO VERIFY EXACT LOCATION.

*PER MEMORANDUM TO INDUSTRY, JULY 20, 2005; THE PLAN SHALL BE PREPARED USING VIRGINIA STATE N PLANE (NORTH ZONE) COORDINATES
BASED ON NAD83 AND NAVD88; HOWEVER, IF THE CURRENT DRAWINGS ARE PREPARED USING NORTH AMERICAN DATUM OF 1927 (NAD27) AND NORTH
GEODETIC VERTICAL DATUM OF 1929 (NGVD29) THEN THE AS-BUILT DRAWINGS SHALL PROVIDE A CONVERSION TABLE OF SANITARY AND STORM
SEWER DATA IN THE NAD83 AND NAVD88 DATUMS.

EXISTING CONDITIONS SURVEY NOTES
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