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I. IMPACT /BENEFIT CHART

TOPIC AREA COMMENTS 

Use  150,133 sq ft existing office building 
 424 space existing parking structure 

Open Space  Proposed 24% open space (43,901 sq. ft) 
 34 new trees proposed on-site 

Pedestrian 
 

 2 proposed 5’ sidewalks with street trees 
 Existing arrival plaza and landscape courtyard with shade 

trees, and planting beds 
 Existing outdoor employee break area with seating  

Traffic/Transit  Site is accessible via the Beltway and Eisenhower Avenue 
 DASH A1 and A7 bus routes along Eisenhower 

Parking  424 existing structured parking spaces  
 38 proposed new surface parking spaces 

Transportation 
Management Plan 
(TMP) 

 Shuttle from Van Dorn and Eisenhower Metro Stations 
 Carpool Spaces 
 Bicycle parking with shower and storage facilities 
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II. PROPOSAL:
 
The applicant is requesting approval of a Development Site Plan (DSP) to construct 38 additional 
surface parking spaces to serve the employees of an existing office building located at 3601 
Eisenhower Avenue, at the intersection of Eisenhower Avenue and Cameron Parke Place.  The 
proposal consists of a new 32-space surface parking lot to be sited at the rear of the building, in 
an area occupied by an existing loading dock. An additional six compact spaces are proposed 
adjacent to the building entrance.   
 
The bulk of the parking for the office building is located within a 2-story, 424-space parking 
structure, located at the rear of the property. A 20-foot Emergency Vehicle easement (EVE) 
culminating in a 2-space loading dock is between the office building and the parking structure.  
Both the parking structure and the loading dock are accessed off of Cameron Park Place, a 
private street with ownership split between the The Townes at Cameron Place, a townhouse 
cluster, and the office building. In addition to serving the office development, the street also 
functions as access to the townhouse cluster and as street frontage for sixteen townhomes. There 
are 17 on-street parallel parking spaces, reserved for visitors and residents of the townhouses, on 
the east side of the street.  

III.  BACKGROUND/HISTORY
 
The project was developed under site plan #87-027 as part of Phase I of the Eisenhower Avenue 
Office Development Project, a proposal that consisted of two office buildings with a gross floor 
area of 277,000 sq ft and a 1,112-space parking structure. Actual construction was reduced to a 
single six-story, 150,133 sq ft office building with an adjacent two-level parking structure.  
Subsequent phases were projected to build-out at 906,800 sq ft of office space and 3,330 parking 
spaces, however, after completion of the existing building and parking structure, the adjoining 
parcels were sold. These were later developed as The Townes at Cameron Place, a 237-unit 
townhouse cluster, (SUP#94-0386) and the Homestead Studio Suites Hotel , a 3-1/2 story, 131-
room business apartment hotel (SUP#97-0021). 
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IV. ZONING  

The property is zoned Office Commercial Medium(100), which is designed to allow office uses 
at moderate densities in neighborhoods where higher densities may not be appropriate due to 
adjacent residential or limited access to major transportation facilities. In addition to the primary 
office use, the property owner also subsidizes a small on-site eatery, Cameron Run Deli, for the 
convenience of the building employees.     
 
Table 1.  Zoning Tabulations 
 
  Property Address 3601 Eisenhower 

  Total Site Area 4.28 acres or 186,264 sq. ft. 

  Zone OCM(100) 

  Current Use Loading dock/Emergency Vehicle Easement 

  Proposed Use: Surface Parking / Loading dock/ Emergency Vehicle Easement 
  Existing Proposed 
  FAR 1.47 No change 
  Setbacks 
      Front  161.3' No change 
      Rear 6.5' No change 
      Side 2.5' No change 
  Open Space 26% (48,251 sq ft) 24% (43,901 sq ft) 
  Parking Ratios 2.84 3.08 
  Parking Spaces 
      Compact 299 337 
      Standard 41 41 
      Hybrid 77 75 
      Handicapped 7 9 
      Loading 2 2 
  Total 426 464 
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IV. STAFF ANALYSIS
 

A. Parking  
 

The applicant is not requesting approval of a special use permit, and the proposal is not a 
significant increase in the number of parking spaces; however, it does raise the issue of 
consistency with the City’s policy of minimizing parking in order to encourage transit use.  
While staff initially discouraged the applicant from proceeding with their request, the applicant 
contended that additional parking is needed due to the following: 

 
• One tenant has ten fleet vehicles parked on-site functionally reducing the number of 

available spaces; and   
• Many employees reside in jurisdictions such as Fairfax and Prince George’s Counties and 

work at hours that make transit use difficult.   
• Despite on-going efforts to reduce single-occupancy vehicle use, parking issues have not 

been alleviated, and are now affecting tenancy rates 
 
Alternatives reviewed by the applicant included a proposal to add a third level to the existing 
parking structure, to demolish the existing structure and construct a new one, and providing 
spaces off-site. After consultation with engineers, it was determined that the existing structure 
would be unable to support the additional level, and the time it would take to construct a new 
structure would leave the building without parking for an infeasible amount of time. Discussions 
regarding a shared-parking agreement were held with the Homestead Studio Suites Hotel, 
adjacent to the office building, but they were unable to reach an agreement. As such, the 
applicant felt that the addition of the relatively small number of spaces proposed was the best 
option.  
 
The table below was compiled to evaluate the parking ratios for similar office buildings within 
the City.    
 
Table 2.  Parking Comparisons 
 

COMPLEX NAME ADDRESS PARKING RATIO 
(spaces/1000 sq ft) 

BUILDING SQ 
FOOTAGE 

  Baker Engineering   3601 Eisenhower Ave 2.84 (existing)   
2.98* (proposed) 150,133 sq ft 

  Alexandria Tech Center   2700-2960 Eisenhower Ave 2.6 659,106 sq ft 
  Canal Center Plaza   44 Canal Center Plaza 2.6 507,000 sq ft  
  Pentagon Federal Credit Union   2930 Eisenhower Ave 3.8 74,926 sq ft 
  The Mark Center   1705 N. Beauregard 3.5 374,616 sq ft 
  Victory Center   5001 Eisenhower Ave 3.5 1,045,440 sq ft  

    
*Includes 10 fleet vehicles and 21 spaces added as part of the restriping of the parking structure 
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As noted in the above table, the proposed parking ratio of 2.98 is within the range of other non-
Metro adjacent offices within the City, which range from approximately 2.5 sp/1,000 sq. ft. to 
3.5 sp/1,000 sq. ft.  
 
As part of the site inspection for this case, it became apparent to staff that, in addition to the 38 
additional parking spaces proposed by this application, the applicant had restriped the parking 
structure, adding 21 additional spaces above what was approved by the original site plan in 1987. 
These spaces are included in the counts of existing spaces.  
 
Transit  
 
As part of their required Transportation Management Plan, the applicant provides a shuttle that 
operates throughout the day from the Eisenhower Metro and Van Dorn Metro stations, focusing 
on the morning and evening commute times. It seats six passengers and is available to employees 
and clients.  In addition, bus service running along the Eisenhower corridor via the DASH AT1 
and AT7 lines provides direct access to the site. There are five carpool spaces and fifteen 
covered bicycle spaces located within the parking structure, with showers and lockers available 
in the building.  
 
One of the challenges with this location is to encourage mass transit use, and decrease single-
occupancy vehicle usage, given the commuting habits of the employees. At this time, the 
building has 486 employees and is approximately three-quarters leased. Discussions with the 
building management and the three primary tenants indicate that, while various transit options 
are offered, the majority of the employees are commuters from outlying areas and as such, there 
has been limited success in convincing them to give up their vehicles. In a recent survey done by 
building management of Baker Engineering, ADT and Savi Technology, the three largest tenants 
in the building, the following was indicated: 
 

• Five employees bike to work 
• Thirty-six utilize public transit and the shuttle 
• Two carpool 

 
Parking Summary 
 
While staff generally does not support additional parking spaces for office buildings, staff 
recommends approval of the proposed additional parking due to the following: 
 

• The proposal is generally in line with the parking ratios of similar buildings in the City; 
• The applicant has explored other alternatives such as shared parking; 
• The applicant provides a shuttle which exceeds their monetary requirements for the TMP; 
• The applicant has agreed to locate the parking to the rear of the building and provide 

adequate landscaping/screening; and  
• The applicant agreed to provide additional pedestrian improvements on the site. 
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B. Pedestrian/Streetscape/Screening 
 
At the request of staff, the existing sidewalk will be extended through the property to connect 
with Eisenhower Avenue in order to enhance the pedestrian connections within the site. A new 
five foot sidewalk will be provided at the south side of the proposed parking lot, which will 
connect with the existing sidewalk leading to the entrance of the office building.  While 13 trees 
will be removed as part of construction, staff has worked with the applicant to provide 34 new 
trees and additional landscaping for screening of the parking lot.  
 
C. Community 
 
Upon notification of the project, staff was contacted by one of the townhouse homeowners with 
concerns about the project. The applicant held a community meeting on May 20, 2008, with the 
Homeowners Association for the adjacent townhouse cluster, the Townes at Cameron Park, 
where the following issues were raised:  
 
• Unsafe speeds on the private street from employees exiting the parking structure; 
• Six proposed on-street parallel parking spaces; 
• Illegally parked trucks and stacking issues in the existing loading dock. 
 
In order to address these concerns, a second meeting was held on August 12, 2008. Because the 
street is private, speed and safety is a matter between the property owners. The applicant posted 
speed limit signs and has agreed to continue to meet with the HOA to determine other traffic 
calming options. The six proposed parallel parking spaces were moved to the front of the 
building and off of the private street. The final issue is tied to residents’ concern that delivery 
trucks remain illegally parked for extended amounts of time outside of the existing loading dock 
spaces, with the potential for overflow once the EVE is transformed into parking spaces. If the 
project is approved, the applicant has agreed to a condition requiring monitoring of the loading 
situation, to be completed prior to submittal of the final site plan. Once data has been received, 
staff will make a determination as to whether additional measures, such as limiting allowed 
hours for deliveries, should be undertaken.   

V. CONCLUSION 
 
Staff has reviewed the proposal against the site plan requirements per section 11-410 of the 
Zoning Code. The addition of the spaces will support the retention of an existing office use 
within the City and, after considering the isolated location of this project and limited access to 
alternative transit options, staff recommends approval of the DSP for the construction of 38 new 
parking spaces, subject to compliance with all applicable codes and the following recommended 
conditions.  
 
Staff:  Faroll Hamer, Director, Planning and Zoning; 
  Jeffrey Farner, Deputy Director, Development;   
                        Dirk Geratz, Principal Planner, P&Z; 
  Maya Contreras, Urban Planner, P&Z 

 8



DSP #2005-0027 
3601 Eisenhower Avenue 

VI. STAFF RECOMMENDATIONS 
 
Staff recommends approval subject to compliance with all applicable codes and ordinances and 
the following conditions: 
 
A. PEDESTRIAN/STREETSCAPE 
 
1. The final site plan and landscape plan shall be consistent with the level of quality and 

detail provided in the preliminary site plan dated June 10, 2008 and prepared by RC 
Fields and Associates.  

 
2. The applicant shall attach a copy of the final released site plan to each building permit 

document application and be responsible for insuring that the building permit drawings 
are consistent and in compliance with the final released site plan prior to review and 
approval of the building permit by the Departments of Planning and Zoning and 
Transportation and Environmental Services.  (P&Z)  

 
3. The existing bus shelter and bus stop adjacent to the site is not ADA complaint.  The 

applicant shall provide an easement and install a bus shelter concrete pad on the 
applicant’s property near the bus stop.  The bus shelter pad shall connect to the existing 
sidewalk and provide access to the existing bus stop. The applicant shall remove the 
existing bus shelter from its current location and place it on the new bus shelter concrete 
pad. 

 
4. Provide a lighting plan with the final site plan to verify that lighting meets City standards. 

The plan shall be to the satisfaction of the Directors of T&ES & P&Z, in consultation 
with the Chief of Police and shall include the following: 
a. Clearly show location of all existing and proposed street lights and site lights, 

shading back less relevant information; 
b. A lighting schedule that identifies each type and number of fixtures, mounting 

height, and strength of fixture in Lumens or Watts; 
c. Manufacturer's specifications and details for all proposed fixtures including site, 

landscape, pedestrian, sign(s), and security lighting.  
d. A photometric plan with lighting calculations that include all existing and 

proposed light fixtures, including any existing street lights located on the opposite 
side(s) of all adjacent streets.  Photometric calculations must extend from 
proposed building face(s) to property line and from property line to the opposite 
side(s) of all the adjacent streets and/or 20 feet beyond the property line on all 
adjacent properties, and right-of-way.  Show existing and proposed street lights 
and site lights.  

e. Photometric site lighting plan shall be coordinated with architectural/building 
mounted lights, site lighting, street trees and street lights and minimize light spill 
into adjacent residential areas. 

f. Provide location of conduit routing between site lighting fixtures so as to avoid 
conflicts with street trees. 

g. Detail information indicating proposed light pole and footing in relationship to 
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adjacent grade or pavement. All light pole foundations shall be concealed from 
view.  

h. The lighting for the areas not covered by the City of Alexandria’ standards shall 
be designed to the satisfaction of Directors of T&ES and P&Z.  

i. Provide numeric summary for various areas (i.e., roadway, walkway/ sidewalk, 
alley, and parking lot, etc.) in the proposed development. 

j. Full cut-off lighting shall be used at the development site to prevent light spill 
onto adjacent properties.  (RPC&A) (T&ES)(P&Z) (Police) 

 
B. OPEN SPACE – LANDSCAPING 
 
5. Provide, implement and follow a tree conservation and protection program that is 

developed in compliance with the City of Alexandria Landscape Guidelines and to the 
satisfaction of the City Arborist. (RP&CA) 

 
6. The applicant shall develop, provide, install and maintain an integrated Landscape Plan 

that is coordinated with other associated site conditions to the satisfaction of the Directors 
of Recreation, Parks & Cultural Activities, Planning & Zoning and Transportation & 
Environmental Services.  At a minimum the Landscape Plan shall:  

 
 a. Provide an enhanced level of detail planting information throughout the site.  

Plantings shall include a simple mixture of seasonally variable, evergreen and 
deciduous shrubs, ornamental and shade trees, groundcovers and perennials that 
are horticulturally acclimatized to the Mid-Atlantic and Washington, DC National 
Capital Region.  

 
 b. Ensure positive drainage in all planted areas. 
 
 c. Provide planting details for all proposed conditions including street trees, multi-

trunk trees, shrubs, perennials, and groundcovers.   
 

 d. The following modifications to the landscape plan and supporting drawings are 
required: 
1). Provide an additional four large shade trees, such as Willow Oak, to 

screen the parking garage from the adjacent townhomes. 
2). Provide an additional three street trees along Eisenhower Avenue. 

(RP&CA) 
  

7. Provide a site irrigation/water management plan developed installed and maintained to 
the satisfaction of the Directors of Recreation, Parks & Cultural Activities, Planning & 
Zoning and Transportation & Environmental Services.  (RP&CA) 
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8. Coordinate location of site utilities with other site conditions to the satisfaction of the 

Directors of Recreation, Parks & Cultural Activities, Planning & Zoning and 
Transportation & Environmental Services.  These items include: 

 a. Location of site utilities including above grade service openings and required 
clearances for items such as transformers, telephone, HVAC units and cable 
boxes.   

 b. Minimize conflicts with plantings, pedestrian areas and major view sheds.   
(RP&CA) 

  
9. Provide an exhibit that demonstrates open space requirements.  (RP&CA) 
 
10. Provide a narrative that demonstrates compliance with the intentions of the City of 

Alexandria Open Space Plan. (RP&CA) 
 
C. PARKING 
 
11. The applicant shall bring their Transportation Management Plan into reporting 

compliance prior to approval of the Final Site Plan, to the satisfaction of the Directors of 
Planning and Zoning, and Transportation and Environmental Services (P&Z), (T&ES) 

 
12. The applicant shall provide two (2) short-term/visitor bicycle parking racks at ground 

level preferably located within 50 yards of the building entrance. If a suitable location 
immediately visible to visitors cannot be found, the Applicant shall provide MUTCD 
compliant (D4-3) signs indicating location of bicycle parking. Racks may not be more 
than 200 yards from the building entrance. City of Alexandria bicycle parking standards 
and details for acceptable locations are available at: 
http://www.alexandriava.gov/localmotion/info/default.aspx?id=11428   (T&ES) 

 
D. STORMWATER/BMP’S 
 
13. In order to meet the requirements of the City of Alexandria Zoning Ordinance (AZO) 

Article XIII, the applicant shall prepare a Stormwater Management Plan and request the 
Director of Transportation and Environmental Services (T&ES) to grant a waiver for the 
storm water detention. The applicant shall demonstrate the availability of an adequate 
storm water outfall and meet the requirements of Memorandum to Industry No. 2002-
0001 on Stormwater Waiver Request. (T&ES) 

 
14. All stormwater designs that require analysis of pressure hydraulic systems, including but 

not limited to the design of flow control structures and storm water flow conveyance 
systems shall be signed and sealed by a professional engineer, registered in the 
Commonwealth of Virginia. The design of storm sewer shall include the adequate outfall, 
inlet, and hydraulic grade line (HGL) analyses that shall be completed to the satisfaction 
of the Director of T&ES.  Provide appropriate reference and/or source used to complete 
these analyses.  If applicable, the Director of T&ES may require resubmission of all plans 
that do not meet this standard. (T&ES)  
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15. Provide proposed elevations (contours and spot shots) in sufficient details on grading 

plan to clearly show the drainage patterns. (T&ES) 
 
16. The storm water collection system is located within the Cameron Run watershed. All on-

site storm water curb inlets and public curb inlets within 50 feet of the property line shall 
be duly marked using standard City markers, or to the satisfaction of the Director of 
T&ES. (T&ES) 

 
17. The City of Alexandria’s storm water management regulations regarding water quality 

are two-fold: first, phosphorus removal requirement and second, water quality volume 
default.  Compliance with the phosphorus requirement does not relieve the applicant from 
the water quality default requirement.  The water quality volume determined by the site’s 
proposed impervious area shall be treated in a Best Management Practice (BMP) facility. 
Water quality volume is generated by the impervious surface on the site.  Applicant’s 
BMP is treating 2.51 acres of the water quality volume being generated.  There remains 
0.41 acres of impervious surface, from which the water quality volume is not being 
treated.  Applicant is encouraged to carefully explore mechanisms to treat this volume.  
Should this be impossible applicant is referred to City of Alexandria, Article XIII, 
Environmental Management Ordinance, Section 13-110(A), Alternate stormwater 
management equivalency options and establishment of the Alexandria Water Quality 
Improvement Fund.   To employ either option, applicant shall follow the guidance 
provided in Section 13-110(D) and submit a letter to Claudia Hamblin-Katnik, Watershed 
Program Administrator, 301 King Street, Room 3000, Alexandria, VA 22314 outlining 
his intent. (T&ES) 

 
18. Provide BMP narrative and complete pre and post development drainage maps that 

include areas outside that contribute surface runoff from beyond project boundaries to 
include adequate topographic information, locations of existing and proposed storm 
drainage systems affected by the development, all proposed BMP’s and a completed 
Worksheet A or B and Worksheet C, as applicable. (T&ES) 

 
19. The storm water Best Management Practices (BMPs) required for this project shall be 

constructed and installed under the direct supervision of the design professional or his 
designated representative. Prior to release of the performance bond, the design 
professional shall submit a written certification to the Director of T&ES that the BMPs 
are: 
a. Constructed and installed as designed and in accordance with the approved Final 

Site Plan. 
b. Clean and free of debris, soil, and litter by either having been installed or brought 

into service after the site was stabilized. (T&ES) 
 
20. The applicant shall submit a storm water quality BMP Maintenance Agreement with the 

City to be reviewed as part of the Final #2 Plan.  It must be executed and recorded with 
the Land Records Division of Alexandria Circuit Court prior to approval of the final site 
plan. (T&ES) 
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21. The applicant/owner shall be responsible for installing and maintaining storm water Best 

Management Practices (BMPs).  The applicant/owner shall execute a maintenance 
service contract with a qualified private contractor for a minimum of three years and 
develop an Owner’s Operation and Maintenance Manual for all Best Management 
Practices (BMPs) on the project.  The manual shall include at a minimum: an explanation 
of the functions and operations of the BMP(s); drawings and diagrams of the BMP(s) and 
any supporting utilities; catalog cuts on maintenance requirements including mechanical 
or electrical equipment; manufacturer contact names and phone numbers; a copy of the 
executed maintenance service contract; and a copy of the maintenance agreement with 
the City.   A copy of the contract shall also be placed in the BMP Operation and 
Maintenance Manual. Prior to release of the performance bond, a copy of the 
maintenance contract shall be submitted to the City. (T&ES) 

 
22. Prior to release of the performance bond, a copy of the Operation and Maintenance 

Manual shall be submitted to the Office of Environmental Quality on digital media. 
(T&ES) 

 
23. Prior to release of the performance bond, the Applicant is required to submit a 

certification by a qualified professional to the satisfaction of the Director of T&ES that 
any existing storm water management facilities adjacent to the project and associated 
conveyance systems were not adversely affected by construction operations and that they 
are functioning as designed and are unaffected by construction activities. If maintenance 
of the facility or systems were required in order to make this certification, provide a 
description of the maintenance measures performed. (T&ES) 

 
E. SOLID WASTE 
 
24. The applicant shall provide the location of the solid waste disposal and recycling 

containers and the turning movements of a trash truck. The storage space shall be 
provides for solid waste and recyclable material containers as outlined in the City's “Solid 
Waste and Recyclable Materials Storage Space Guidelines”, or to the satisfaction of the 
Director of Transportation & Environmental Services.  The City's storage space 
guidelines and required Recycling Implementation Plan forms are available at: 
www.alexandriava.gov or contact the City's Solid Waste Division at 703-519-3486 
ext.132. (T&ES) 

 
25. The applicant shall be responsible to deliver the solid waste, as defined by the City 

Charter and Code of the City of Alexandria, to the Covanta Waste-to-Energy Facility 
located at 5301 Eisenhower Avenue. A note to that effect shall be included on the plan. 
The developer further agrees to stipulate in any future lease or property sales agreement 
that all tenants and/or property owners shall also comply with this requirement. (T&ES)  

 
26. Applicants will be required to submit a Recycling Implementation Plan form to the Solid 

Waste Division, as outlined in Article H to Title 5 (Ordinance Number 4438), which 
requires all commercial properties to recycle. (T&ES) 
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F. STREETS/TRAFFIC 
 
27. At the first Final Site Plan submittal, the applicant shall provide a timetable and inventory 

of the vehicles accessing the loading dock, with special notation of any trucks that are 
parking in the existing EVE, and the amount of time that they remain parked there. The 
timetable shall be maintained for no less than two weeks, or 10 consecutive business 
days. If vehicles are parking outside of the existing loading spaces, or if stacking is 
occurring, the applicant will work with their tenants to limit and/or stagger delivery 
hours, to the satisfaction of the Director of Planning & Zoning. (P&Z)  

 
28. Provide a 23’ parking lot drive aisle by shifting the south parking spaces and the 5’ 

sidewalk one foot closer to the existing building.  All parking spaces shall remain 8’ x 
16’ and the 5’ sidewalk shall be unobstructed. (T&ES) 

 
29. All private streets and alleys must comply with the City’s Minimum Standards for Private 

Streets and Alleys. (T&ES) 
 
30. Provide City standard pavement for Emergency Vehicle Easements (EVE) and specify 

the material per the Virginia Department of Transportation (VDOT) latest specifications.  
(T&ES) 

 
31. Provide all pedestrian and traffic signage in accordance with the Manual of Uniform 

Traffic Control Devices (MUTCD), latest edition to the satisfaction of the Director of 
T&ES. (T&ES) 

 
32. All driveway entrances, sidewalks, curbing, etc. in the public ROW or abutting public 

ROW shall meet City design standards. (T&ES) 
 
33. A minimum of 30 feet separation between beginning of street corner radius and any 

driveway apron radius shall be maintained.  Additional curb cuts at this location are not 
recommended since these will impede traffic flow. (T&ES) 

 
34. Applicant shall provide a total turning radius of 25 feet. (T&ES) 
 
35. If the City’s existing public infrastructure, including but not limited, to streets, alleyways, 

driveway aprons, sanitary and storm sewers, street lighting, traffic and pedestrian signals, 
sidewalks, curb and gutter, and storm water drop inlet structures are in a state of disrepair 
adjacent to the proposed development and/or damaged during construction, or patch work 
required for utility installation then the applicant shall be responsible for 
construction/installation or repair of the same as per the City of Alexandria standards and 
specifications and to the satisfaction of Director, Transportation and Environmental 
Services. (T&ES) 
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36. A Traffic Control Plan for construction detailing proposed controls to traffic movement, 
lane closures, construction entrances, haul routes, and storage and staging shall be 
submitted to the Director of T&ES along with the Building Permit Application. (T&ES)  

 
37. All private street signs that intersect a public street shall be marked with a fluorescent 

green strip to notify the plowing crews, both City and contractor, that they are not to plow 
those streets. (T&ES) 

 
38. All Traffic Control Device design plans, Work Zone Traffic Control plans, and Traffic 

Studies shall be signed and sealed by a professional engineer, registered in the 
Commonwealth of Virginia. (T&ES) 

 
39. Show turning movements of standard vehicles in the parking structure and/or parking 

lots.  Turning movements shall meet AASHTO vehicular guidelines and shall be to the 
satisfaction of the Director of T&ES. (T&ES)  

 
40. Provide thermoplastic ladder style pedestrian cross walks at all crossings at the proposed 

recreational facility, which must be designed to the satisfaction of the Director of T&ES. 
(T&ES) 

 
G. UTILITIES 
 
41. All private utilities shall be located outside of the public right-of-way and public utility 

easements. (T&ES) 
 
42. Show all existing and proposed public and private utilities and easements and provide a 

descriptive narration of various utilities.  (T&ES) 
 

H. SOILS / CONTAMINATED LAND 
 
43. Applicant shall provide a geotechnical report, including recommendations from a 

geotechnical professional for proposed cut slopes and embankments prior to the 
submission of the First Final Site Plan. (T&ES) 

 
44. Project lies entirely within an area described on historical maps as containing marine 

clays.  Construction methodology and erosion and sediment control measures must 
account for the presence of marine clay or highly erodible soils. (T&ES) 

 
45. This area is partially within an historic swamp area so a vapor barrier shall be provided to 

prevent the migration or accumulation of methane or other gases, or the Applicant shall 
conduct a study and provide a report signed by a professional engineer showing that such 
measures are not required to the satisfaction of Directors of T&ES and Code 
Enforcement. (T&ES) 
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46. Should any unanticipated contamination, underground storage tanks, drums or containers 

be encountered at the site, the Applicant must immediately notify the City of Alexandria 
Department of Transportation and Environmental Services, Division of Environmental 
Quality. (T&ES) 

 
I. AIR POLLUTION 
 
47. Contractors shall not cause or permit vehicles to idle for more than 10 minutes when 

parked. (T&ES) 
 
J. CONSTRUCTION 

 
48. The applicant shall prepare and submit a plan that delineates a detailed construction 

management plan for the entire project for review and approval by the Directors of P&Z, 
T&ES, and Code Enforcement prior to the release the final site plan.  Before 
commencing any clearing or grading of the site, the applicant shall hold a meeting with 
notice to all adjoining property owners to review the location of construction worker 
parking, plan for temporary pedestrian and vehicular circulation, and hours and overall 
schedule for construction. (T&ES) (P&Z) (Code) 

 
49. The applicant shall identify a person who will serve as liaison to the community 

throughout the duration of construction. The name and telephone number, including an 
emergency contact number, of this individual shall be provided in writing to residents, 
property managers and business owners whose property abuts the site and shall be placed 
on the project sign, to the satisfaction of the Directors of P&Z and T&ES. (T&ES) (P&Z) 
 

50. Submit an approvable construction phasing plan to the satisfaction of the Director of 
T&ES, which will allow review, approval and partial release of final the site plan.  In 
addition, building and construction permits required for site preconstruction shall be 
permitted prior to release of the final site plan to the satisfaction of the Direction of 
T&ES. (T&ES) 

 
51. Applicant to meet with T&ES to discuss construction staging activities prior to release of 

any permits for ground disturbing activities. (T&ES) 
 
52. The sidewalk serving the site shall remain open during construction. (T&ES) 
 
53. A “Certified Land Disturber” (CLD) shall be named in a letter to the Division Chief of 

C&I prior to any land disturbing activities. If the CLD changes during the project, that 
change must be noted in a letter to the Division Chief.  A note to this effect shall be 
placed on the Phase I Erosion and Sediment Control sheets on the site plan. (T&ES) 

 
54. During the construction phase of this development, the site developer, their contractor, 

certified land disturber, or owner’s other agent shall implement a waste and refuse control 
program.  This program shall control wastes such as discarded building materials, 
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concrete truck washout, chemicals, litter or trash, trash generated by construction workers 
or mobile food vendor businesses serving them, and all sanitary waste at the construction 
site and prevent offsite migration that may cause adverse impacts to neighboring 
properties or to the environment to the satisfaction of Directors of Transportation and 
Environmental Services and Code Enforcement.  All wastes shall be properly disposed 
offsite in accordance with all applicable federal, state and local laws. (T&ES) 
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CITY DEPARTMENT CODE COMMENTS 
 
Legend: C - code requirement     R – recommendation    S – suggestion    F - finding 
 
Transportation & Environmental Services 
 
C-1 Per the requirements of the City of Alexandria Zoning Ordinance Article XI, the 

applicant shall complete a drainage study and adequate outfall analysis for the total 
drainage area to the receiving sewer that serves the site. If the existing storm system is 
determined to be inadequate then the applicant shall design and build on-site or off-site 
improvements to discharge to an adequate outfall; even if the post development storm 
water flow from the site is reduced from the pre-development flow. The Plan shall 
demonstrate to the satisfaction of the Director of T&ES that a non-erosive stormwater 
outfall is present. (T&ES) 

 
C-2 Per the requirements of the City of Alexandria Zoning Ordinance (AZO) Article XIII, the 

applicant shall comply with the peak flow requirements and prepare a Stormwater 
Management Plan so that from the site, the post-development peak runoff rate form a 
two-year storm and a ten-year storm, considered individually, shall not exceed their 
respective predevelopment rates. If combined uncontrolled and controlled stormwater 
outfall is proposed, the peak flow requirements of the Zoning Ordinance shall be met. 
(T&ES) 

 
C-3 Flow from downspouts, foundation drains, and sump pumps shall be discharged to the 

storm sewer outfall as per the requirements of Memorandum to the industry on 
Downspouts, Foundation Drains, and Sump Pumps, Dated June 18, 2004 that is available 
on the City of Alexandria’s web site.  The downspouts and sump pump discharges shall 
be piped to the storm sewer outfall, where applicable after treating for water quality as 
per the requirements of Article XIII of Alexandria Zoning Ordinance (AZO). (T&ES) 

 
C-4 Americans with Disability Act (ADA) ramps shall comply with the requirements of 

Memorandum to Industry No. 03-07 on Accessible Curb Ramps dated August 2, 2007 
with truncated domes on the end of the ramp with contrasting color from the rest of the 
ramp. A copy of this Memorandum is available on the City of Alexandria website. 
(T&ES) 

 
C-5 Recycling Condition: The applicant shall provide storage space for solid waste and 

recyclable materials containers as outlined in the City's “Solid Waste and Recyclable 
Materials Storage Space Guidelines”, or to the satisfaction of the Director of 
Transportation & Environmental Services.  The City's storage space guidelines and 
required Recycling Implementation Plan forms are available at: www.alexandriava.gov 
or contact the City's Solid Waste Division at 703-519-3486 ext.132. (T&ES) 
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C-6 Bond for the public improvements must be posted prior to release of the plan. (T&ES) 
 
C-7 The sewer tap fee must be paid prior to release of the plan. (T&ES) 
 
C-8 All easements and/or dedications must be recorded prior to release of the plan. (T&ES) 
 
C-9 Plans and profiles of utilities and roads in public easements and/or public Right of Way 

must be approved prior to release of the plan. (T&ES) 
 
C-10 All drainage facilities must be designed to the satisfaction of T&ES.  Drainage divide 

maps and computations must be provided for approval. (T&ES) 
 
C-11 All utilities serving this site shall be placed underground. (T&ES) 
 
C-12 Provide a phased erosion and sediment control plan consistent with grading and 

construction plan. (T&ES) 
 
C-13 Per the Memorandum To Industry, dated July 20, 2005, the applicant is advised regarding 

a requirement that applicants provide as-built sewer data as part of the final as-built 
process.  Upon consultation with engineering firms, it has been determined that initial site 
survey work and plans will need to be prepared using Virginia State Plane (North Zone) 
coordinates based on NAD 83 and NAVD 88. Control points/Benchmarks which were 
used to establish these coordinates should be referenced on the plans.  To insure that this 
requirement is achieved, the applicant is requested to prepare plans in this format 
including initial site survey work if necessary. (T&ES) 
 

C-14 The applicant shall comply with the City of Alexandria’s Noise Control Code, Title 11, 
Chapter 5, which sets the maximum permissible noise level as measured at the property 
line. (T&ES) 

 
C-15 The applicant must comply with the Article XIII of the City of Alexandria Zoning 

Ordinance, which includes requirements for storm water pollutant load reduction, 
treatment of the water quality volume default, and storm water quantity management. 
(T&ES) 

 
C-16 The applicant must comply with the City of Alexandria, Erosion and Sediment Control 

Code, Section 5, Chapter 4.  This includes naming a Responsible Land Disturber on the 
Erosion and Sediment Control sheets prior to engaging in land disturbing activities in 
accordance with Virginia Erosion and Sediment Control Law. (T&ES) 
 

C-17 All required permits from Virginia Department of Environmental Quality, Environmental 
Protection Agency, Army Corps of Engineers, Virginia Marine Resources must be in 
place for all project construction and mitigation work prior to release of the final site 
plan.  This includes the state requirement for a VSMP permit for land disturbing activities 
greater than 2500 SF. (T&ES) 
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F-1      Water treatment on-site block has an incorrect number for Area 3 Impervious area treated 

by BMP.  According to Drainage area map the Ia is 2.25 acres rather than 2.20 acres. 
(DEQ) 

 
F-2     Since the record drawings, maps, and other documents of the City of Alexandria, State, 

and Federal agencies show the true north pointing upwards, therefore, the Site Plan shall 
show the true north arrow pointing upward as is customary; however, for the sake of 
putting the plan together and/or ease of understanding, the project north arrow pointing 
upward, preferably east, or west may be shown provided it is consistently shown in the 
same direction on all the sheets with no exception at all.  The north arrow shall show the 
source of meridian.  The project north arrow pointing downward will not be acceptable 
even if, it is shown consistently on all the sheets. (T&ES) 

 
F-3     The plan shall show sanitary and storm sewer, and water line in plan and profile in the 

first final submission and cross reference the sheets on which the plan and profile is 
shown, if plan and profile is not shown on the same sheet.  Clearly label the sanitary and 
storm sewer, or water line plans and profiles.  Provide existing and proposed grade 
elevations along with the rim and invert elevations of all the existing and proposed 
sanitary and storm sewer at manholes, and water line piping at gate wells on the 
respective profiles.  Use distinctive stationing for various sanitary and storm sewers (if 
applicable or required by the plan), and water line in plan and use the corresponding 
stationing in respective profiles. (T&ES) 

 
F-4       Include all symbols, abbreviations, and line types in the legend. (T&ES) 
 
F-5   All storm sewers shall be constructed to the City of Alexandria standards and 

specifications.  The minimum diameter for storm sewers shall be 18-inches in the public 
Right of Way (ROW) and the minimum size storm sewer catch basin lead shall be 15”.  
The acceptable pipe material will be Ductile Iron Pipe (DIP) AWWA C-151 (ANSI 
A21.51) Class 52 or Reinforced Concrete Pipe (RCP) ASTM C-76 Class IV.  For roof 
drainage system, Polyvinyl Chloride (PVC) ASTM 3034-77 SDR 35 and ASTM 1785-76 
Schedule 40 pipes will be acceptable.  The acceptable minimum and maximum velocities 
will be 2.5 fps and 15 fps, respectively.  The storm sewers immediately upstream of the 
first manhole in the public Right of Way  shall be owned and maintained privately (i.e., 
all storm drains not shown within an easement or in a public Right of Way shall be 
owned and maintained privately).  (T&ES) 

 
F-6   All sanitary sewers shall be constructed to the City of Alexandria standards and 

specifications.  The minimum diameter of sanitary sewers shall be 10” in the public Right 
of Way and sanitary lateral 6”.  The acceptable pipe materials will be Polyvinyl Chloride 
(PVC) ASTM 3034-77 SDR 35, ASTM 1785-76 Schedule 40, Ductile Iron Pipe (DIP) 
AWWA C-151 (ANSI A21.51) Class 52, or reinforced concrete pipe ASTM C-76 Class 
IV (For 12” or larger diameters); however, RCP C-76 Class III pipe may be acceptable on 
private properties.  The acceptable minimum and maximum velocities will be 2.5 fps and 
10 fps, respectively.  Lateral shall be connected to the sanitary sewer through a 
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manufactured “Y” of “T” or approved sewer saddle.  Where the laterals are being 
connected to existing Terracotta pipes, replace the section of main and provide 
manufactured “Y” or “T”, or else install a manhole.  (T&ES) 

 
F-7     Lateral Separation of Sewers and Water Mains: A horizontal separation of 10’ (edge to 

edge) shall be provided between a storm or sanitary sewer and a water line; however, if 
this horizontal separation cannot be achieved then the sewer and water main shall be 
installed in separate trenches and the bottom of the water main shall be at least 18” above 
of the top of the sewer. If both the horizontal and vertical separations cannot be achieved 
then the sewer pipe material shall be Ductile Iron Pipe (DIP) AWWA C-151 (ANSI 
A21.51) Class 52 and pressure tested in place without leakage prior to installation. 
(T&ES) 

 
F-8      Maintenance of Vertical Separation for Crossing Water Main Over and Under a Sewer: 

When a water main over crosses or under crosses a sewer then the vertical separation 
between the bottom of one (i.e., sewer or water main) to the top of the other (water main 
or sewer) shall be at least 18”; however, if this cannot be achieved then both the water 
main and the sewer shall be constructed of Ductile Iron Pipe (DIP) AWWA C-151 (ANSI 
A21.51) Class 52 with joints that are equivalent to water main standards for a distance of 
10 feet on each side of the point of crossing. A section of water main pipe shall be 
centered at the point of crossing and the pipes shall be pressure tested in place without 
leakage prior to installation.  Sewers crossing over the water main shall have adequate 
structural support (concrete pier support and/or concrete encasement) to prevent damage 
to the water main.  Sanitary sewers under creeks and storm sewer pipe crossings with less 
than 6” clearance shall be encased in concrete. (T&ES) 

 
F-9      No pipe shall pass through or come in contact with any part of sewer manhole.  Manholes 

shall be placed at least 10 feet horizontally from the water main whenever possible.  
When local conditions prohibit this horizontal separation, the manhole shall be of 
watertight construction and tested in place. (T&ES) 

 
F-10    Crossing Existing or Proposed Utilities: Underground telephone, cable T.V., gas, and 

electrical duct banks shall be crossed maintaining a minimum of 12” of separation or 
clearance with water main, sanitary, or storm sewers. If this separation cannot be 
achieved then the sewer pipe material shall be Ductile Iron Pipe (DIP) AWWA C-151 
(ANSI A21.51) Class 52 and pressure tested in place without leakage prior to installation.  
Sewers and water main crossing over the utilities shall have adequate structural support 
(pier support and/or concrete encasement) to prevent damage to the utilities. (T&ES) 

 
F-11    The rip rap shall be designed as per the requirements of Virginia Erosion and Sediment 

Control Handbook, Latest Edition. (T&ES) 
 
F-12    The applicant shall provide a transportation study that examines the impacts of proposed 

development on pedestrian, transit and vehicular traffic. (T&ES)  
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REPORT ATTACHMENTS AVAILABLE  
IN THE PLANNING AND ZONING OFFICE 
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