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SYMBOL NOTES

            SPECIAL PAVING

            CONCRETE PAVING

            ASPHALT

            INTENSIVE GREEN ROOF
PLANTS INCLUDE:
TREES & SHRUBS
(SHRUBS WILL CONTRIBUTE TO CCA)
24"-48" GROWTH MEDIA DEPTH

            EXTENSIVE GREEN ROOF
PLANTS: SEDUMS
4"-6" GROWTH MEDIA DEPTH

            PLANTING BED/TREE PIT ON GRADE
4` MIN. - 5` MAX
SOIL DEPTH REQUIRED

            PLANTING BED/TREE PIT ON STRUCTURE
4` MIN. - 5` MAX
SOIL DEPTH REQUIRED

SITE DEVELOPMENT
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1
L-2.0

2
L-2.0

3
L-2.2

4
L-2.0

6
L-2.0

4
L-2.2

1
L-2.2

2
L-2.2

3
L-2.1

2
L-2.1

6
L-2.1
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SYMBOL NOTES QTY

            OPEN SPACE - GROUND LEVEL 36,090 SF

            OPEN SPACE - ROOF LEVEL 43,017 SF

            OPEN SPACE - INTERIOR RECREATIONAL AREA 5,289 SF

LEGEND

OPEN SPACE CALCULATION

TOTAL SITE AREA: 226,671 SF

REQUESTED TOTAL OPEN SPACE: 90,668 SF (40.0%)
PROVIDED TOTAL OPEN SPACE: 84,396 SF (37.2%)

REQUESTED OPEN SPACE - GROUND LEVEL: 34,001 SF (15.0%)
PROVIDED OPEN SPACE - GROUND LEVEL: 36,090 SF (15.9%)

N

O
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H

OPEN SPACE - TOTAL 84,396 SF

15.9%

19.0%

37.2%

2.3%

% OF
TOTAL
SITE
AREA

            OPEN SPACE - FLUSH PIAZZA AREA 5,399 SF

PEDESTRIAN OPEN SPACE NOT INCLUDED IN CALCULATION
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STEPS

1
L-2.4

CONCRETE SIDEWALK

3
L-2.8

PUBLIC ROW STREET LIGHT

7
L-2.4

SPECIAL PAVING

FLUSH CONCRETE CURB

7
L-2.3

WASTE RECEPTACLE

7
L-2.5

COURTYARD BENCH

2
L-2.4

RETAINING WALL

STEPS
7

L-2.5
COURTYARD BENCH

SYMBOL DESCRIPTION DETAIL

            FLUSH CONCRETE CURB

SYMBOL DESCRIPTION DETAIL

            SPECIAL PAVING - 1 - COLOR MIX 1 7/L-2.4

1

LEGEND

SYMBOL MANUFACTURER/MODEL/DESCRIPTION DETAIL

            LIGHT POLE - PUBLIC STREET 3/L-2.8

LIGHTING SCHEDULE

3
L-2.8

PUBLIC ROW STREET LIGHT
FLUSH CONCRETE CURB

7
L-2.4

SPECIAL PAVING

RESIDENTIAL/RETAIL

2
L-2.7

TREE PIT ADJACENT TO
CONCRETE SIDEWALK

2
L-2.7

TREE PIT ADJACENT TO
CONCRETE SIDEWALK
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SYMBOL NOTES

                      POSSIBLE WAY FINDING SIGN

                      BUS/TRANSIT STOP

                      PRIMARY PEDESTRIAN ROUTE

                      SECONDARY PEDESTRIAN ROUTE

BUILDING ENTRY

CIRCULATION SCHEDULE
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3.5 PLANTING: BACKFILL THE PLANTING HOLES WITH PLANTING BACKFILL MIX. REMOVE ALL STONES, ROOTS AND OTHER DEBRIS GREATER THAN
1-1/2" IN DIAMETER.   FOLLOWING THE BACKFILLING, WATER TO THE POINT OF SOIL SATURATION AND TAMP TO COMPACT THE BACKFILL

MIXTURE.  ADD EXISTING SOIL TO BRING THE FINAL GRADE IN THE PLANTING HOLE TO THE SURROUNDING SOIL SURFACE.  RAKE THE UNUSED
EXISTING SOIL OUTSIDE THE PLANTING HOLES, TAKING CARE NOT TO MOUND THE SOIL OR TO SIGNIFICANTLY ALTER THE EXISTING GRADES AND
THEN PLACE MULCH ATOP ENTIRE PLANTING HOLE.    (SEE APPLICABLE PLANTING DETAILS FOR THICKNESS.)

3.6 WATERING: ALL PLANTS SHALL BE WATERED IMMEDIATELY AFTER PLANTING UNTIL THE SOIL IS SATURATED.  PLANTS SHALL BE WATERED A
MINIMUM OF EVERY TWO WEEKS, SHOULD THE SOILS DRY, UNTIL ACCEPTANCE BY THE OWNER. DURING DRY CONDITIONS WATER AS REQUIRED
TO MAINTAIN PLANTS IN A WILT FREE CONDITION.

3.7 EROSION CONTROL: ALL DISTURBED, NON-VEGETATED SLOPES SHALL BE PLANTED WITH AN ANNUAL RYE SOD BEFORE INSTALLATION AT THE
RECOMMENDED RATE TO STABILIZE AREA, OR OTHER EQUIVALENT EROSION CONTROL PRACTICE.

3.8 FIELD ADJUSTMENTS: LARGE GROWING PLANTS ARE NOT TO BE PLANTED IN DRAINAGE SWALES.

3.9 TREE STAKING AND GUYING: SHALL BE DONE PER DETAILS IN THIS SET OF LANDSCAPE PLANS. THE CONTRACTOR SHALL ENSURE THAT TREES
REMAIN VERTICAL AND UPRIGHT FOR THE DURATION OF THE GUARANTEE PERIOD.

3.10 BURLAP, TAGS AND TWINE: ARE TO BE REMOVED AND BURLAP IS TO BE ROLLED BACK ONE-THIRD ON ALL B&B PLANT MATERIAL. ANY

SYNTHETIC BURLAP SHALL BE COMPLETELY REMOVED FROM ANY PLANT MATERIAL.

3.11 PLANT SPACING: SHRUBS, BULBS AND GROUNDCOVERS SHALL BE TRIANGULARLY SPACED AT SPACING SHOWN ON PLANTING PLANS AND IN
APPLICABLE PLANTING DETAILS.

3.12 SOIL EXCAVATION: ALL TREE PITS, SHRUB BEDS AND PREPARED PLANTING BEDS ARE TO BE COMPLETELY EXCAVATED IN ACCORDANCE WITH
THE PLANTING DETAILS IN THIS SET OF LANDSCAPE PLANS.

3.13 INSPECTIONS: THE CONTRACTOR MUST CONTACT THE OWNER AT LEAST 10 WORKING DAYS IN ADVANCE TO SCHEDULE ACCEPTANCE

INSPECTION(S). THE CONTRACTOR MUST REPLACE ALL DEAD OR UNACCEPTABLE PLANTS AND PLANT ANY MISSING PLANTS.

3.14 TREE SPACING MINIMUMS: TREES SHALL BE LOCATED A MINIMUM OF(2) FEET FROM WALLS AND WALKS WITHIN THE PROJECT.  IF CONFLICTS
ARISE BETWEEN ACTUAL SIZE OF AREA AND PLANS, THE CONTRACTOR SHALL CONTACT THE LANDSCAPE ARCHITECT FOR RESOLUTION.  FAILURE

TO MAKE SUCH CONFLICTS KNOWN TO THE OWNER OR LANDSCAPE ARCHITECT WILL RESULT IN CONTRACTOR'S LIABILITY TO RELOCATE
MATERIALS.

4.0 CITY OF ALEXANDRIA REQUIRED NOTES ON DRAWING SUBMISSIONS:

4.1  ALL PROTECTION AND PRESERVATION MEASURES FOR EXISTING VEGETATION, INCLUDING MAINTENANCE SHALL BE APPROVED BY THE CITY
ARBORIST IN-FIELD PRIOR TO COMMENCEMENT OF ANY SITE DISTURBING ACTIVITY.

4.2  SPECIFICATION FOR ALL PLANTINGS SHALL BE IN ACCORDANCE WITH THE CURRENT AND MOST UP TO DATE EDITION OF ANSI-Z60.1, THE

AMERICAN STANDARD FOR NURSERY STOCK AS PRODUCED BY THE AMERICAN ASSOCIATION OF NURSERYMEN; WASHINGTON, DC.

4.3  THE APPLICANT HAS MADE SUITABLE ARRANGEMENTS FOR PRE-SELECTION TAGGING, PRE-CONTRACT GROWING, OR IS UNDERTAKING
SPECIALIZED PLANTING STOCK DEVELOPMENT WITH A NURSERY OR GROWER THAT IS CONVENIENTLY LOCATED TO THE PROJECT SITE, OTHER

PROCEDURES THAT WILL ENSURE AVAILABILITY OF SPECIFIED MATERIALS. IN THE EVENT THAT SHORTAGES AND/OR INABILITY TO OBTAIN SPECIFIED
PLANTINGS OCCURS, REMEDIAL EFFORTS INCLUDING SPECIES CHANGES, ADDITIONAL PLANTINGS AND MODIFICATION TO THE LANDSCAPE PLAN
SHALL BE UNDERTAKEN BY THE APPLICANT. ALL REMEDIAL EFFORTS SHALL, WITH PRIOR APPROVAL BY THE CITY, BE PERFORMED TO THE

SATISFACTION OF THE DIRECTORS OF PLANNING & ZONING, RECREATION, PARKS & CULTURAL
ACTIVITIES AND TRANSPORTATION & ENVIRONMENTAL SERVICES.

4.4  IN LIEU OF MORE STRENUOUS SPECIFICATIONS, ALL LANDSCAPE RELATED WORK SHALL BE INSTALLED AND MAINTAINED IN ACCORDANCE

WITH THE CURRENT AND MOST UP-TO-DATE EDITION (AT TIME OF CONSTRUCTION) OF LANDSCAPE SPECIFICATION GUIDELINES AS PRODUCED
BY THE LANDSCAPE CONTRACTORS ASSOCIATION OF MARYLAND, DISTRICT OF COLUMBIA AND VIRGINIA; GAITHERSBURG, MARYLAND.

4.5  PRIOR TO COMMENCEMENT OF LANDSCAPE INSTALLATION/PLANTING OPERATIONS, A PRE-INSTALLATION/CONSTRUCTION MEETING WILL BE

SCHEDULED WITH THE CITY'S ARBORIST AND LANDSCAPE ARCHITECTS TO REVIEW THE SCOPE OF INSTALLATION PROCEDURES AND PROCESSES.

4.6  MAINTENANCE FOR THIS PROJECT SHALL BE PERFORMED IN PERPETUITY, IN COMPLIANCE WITH CITY OF ALEXANDRIA LANDSCAPE GUIDELINES
AND/OR AS CONDITIONED BY PROJECT APPROVAL.

4.7  A CERTIFICATION LETTER FOR TREE WELLS, TREE TRENCHES AND PLANTINGS ABOVE STRUCTURE SHALL BE PROVIDED BY THE PROJECT'S
LANDSCAPE ARCHITECT. THE LETTER SHALL CERTIFY THAT ALL BELOW GRADE CONSTRUCTION IS IN COMPLIANCE WITH APPROVED DRAWINGS
AND SPECIFICATIONS. THE LETTER SHALL BE SUBMITTED TO THE CITY ARBORIST AND APPROVED PRIOR TO APPROVAL OF THE LAST AND FINAL

CERTIFICATE OF OCCUPANCY FOR THE PROJECT. THE LETTER SHALL BE SUBMITTED BY THE OWNER/APPLICANT/SUCCESSOR AND SEALED AND
DATED AS APPROVED BY THE PROJECT'S LANDSCAPE ARCHITECT.

4.8  AS-BUILT DRAWINGS FOR THIS LANDSCAPE AND/OR IRRIGATION/WATER MANAGEMENT SYSTEM WILL BE PROVIDED IN

COMPLIANCE WITH CITY OF ALEXANDRIA LANDSCAPE GUIDELINES. AS-BUILT DRAWINGS SHALL INCLUDE CLEAR IDENTIFICATION OF ALL
VARIATION(S) AND CHANGES FROM APPROVED DRAWINGS INCLUDING LOCATION, QUANTITY AND SPECIFICATION OF ALL PROJECT ELEMENTS.

5.0  ARCHAEOLOGY

5.1  ALL REQUIRED ARCHAEOLOGICAL PRESERVATION MEASURES SHALL BE COMPLETED PRIOR TO GROUND-DISTURBING ACTIVITIES (SUCH AS
CORING, GRADING, FILLING, VEGETATION REMOVAL, UNDER GROUNDING UTILITIES, PILE DRIVING, LANDSCAPING AND OTHER EXCAVATIONS AS
DEFINED IN SECTION 2-151 OF THE ZONING ORDINANCE) OR A RESOURCE MANAGEMENT PLAN MUST BE IN PLACE TO PRESERVE AND/OR

RECOVER SIGNIFICANT RESOURCES IN CONCERT WITH CONSTRUCTION ACTIVITIES.  TO CONFIRM, CALL ALEXANDRIA ARCHAEOLOGY AT
703-838-4399.
5.2.  THE APPLICANT/DEVELOPER SHALL CALL ALEXANDRIA ARCHAEOLOGY IMMEDIATELY (703-838-4399) IF ANY BURIED STRUCTURAL REMAINS

(WALL FOUNDATIONS, WELLS, PRIVIES, CISTERNS, ETC.) OR CONCENTRATIONS OF ARTIFACTS ARE DISCOVERED DURING DEVELOPMENT.  WORK
MUST CEASE IN THE AREA OF THE DISCOVERY UNTIL A CITY ARCHAEOLOGIST COMES TO THE SITE AND RECORDS THE FINDS.
5.3.  THE APPLICANT/DEVELOPER SHALL NOT ALLOW ANY METAL DETECTION TO BE CONDUCTED ON THE PROPERTY, UNLESS AUTHORIZED BY

ALEXANDRIA ARCHAEOLOGY.

6.0 STREET TREES

6.1  THE SIZE OF THE STREET TREES SHALL BE 3 - 3 12 INCH CALIPER AT THE TIME OF PLANTING.

6.2  TREES SHALL BE LIMBED UP TO 6 FT AS THEY MATURE TO ALLOW NATURAL SURVEILLANCE.
6.3  PROPOSED SHRUBS SHALL BE A MAXIMUM HEIGHT OF 3 FT TO ALLOW NATURAL SURVEILLANCE.

6.4  ALL PRIVATE LOT GRASS AREAS TO BE SOD.  OPEN SPACE GRASS AREAS TO BE GRASS.
6.5  REGARDLESS OF QUANTITIES INDICATED ON DRAWINGS, ALL DESIGNATED AREAS SHALL BE FILLED WITH PLANTS AT THE APPROVED SPACING.

1.0  PLANTING NOTES:

1.1 THIS PLAN IS FOR PLANTING ONLY.

1.2 UTILITIES:  THE CONTRACTOR SHALL VERIFY EXISTING CONDITIONS, AND NOTIFY MISS UTILITY OR EQUIVALENT UTILITY LOCATION
COMPANY OF THE PROPOSED CONSTRUCTION.  IN ADDITION, THE CONTRACTOR IS TO BE NOTIFIED WHICH UTILITIES, INCLUDING

STORM AND SANITARY SEWERS ARE LOCATED IN THE VICINITY OF THE PROPOSED WORK.  THE CONTRACTOR IS RESPONSIBLE FOR
VERIFYING AND STAKING THE LOCATION OF ALL EXISTING UTILITIES AND PROTECTING THEM DURING THE WORK AND SHALL BEAR ANY
COSTS TO REPAIR UTILITIES DAMAGED AS A CONSEQUENCE OF HIS WORK.

1.3 REQUIREMENTS: ALL WORK SHALL MEET OR EXCEED THE REQUIREMENTS OF ALL APPLICABLE FEDERAL, STATE AND LOCAL LAWS,
ORDINANCES AND REQUIREMENTS.

1.4 PROTECTION OF EXISTING WORK: IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PERFORM ALL WORK IN A MANNER THAT

PROTECTS COMPLETED WORK BY OTHERS, SUCH AS CURBS, UTILITIES, STORM DRAINAGE, FENCES, DRIVEWAY APRONS, DRIVES,
VEGETATION, ETC. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COST OF SATISFACTORY REPAIR OF ALL DAMAGE IN KIND
RESULTING FROM HIS FAILURE TO COMPLY.

1.5 APPLICABLE STANDARDS:  ALL MATERIALS SHALL BE SUBJECT TO APPROVAL BY THE LANDSCAPE ARCHITECT.  THE OWNER SHALL
RECEIVE TAGS FROM EACH PLANT SPECIES AND A LIST OF PLANT SUPPLIERS.  WHERE ANY REQUIREMENTS ARE OMITTED FROM THE PLANT
LIST, THE PLANTS FURNISHED SHALL MEET THE NORMAL REQUIREMENTS FOR THE VARIETY OR CULTIVAR PER THE AMERICAN STANDARD

FOR NURSERY STOCK, LATEST EDITION, PUBLISHED BY THE AMERICAN ASSOCIATION OF NURSERYMEN (AAN).  PLANTS SHALL BE PRUNED
PRIOR TO DELIVERY ONLY UPON THE APPROVAL OF THE LANDSCAPE ARCHITECT.

ALL LANDSCAPING AND TREE PLANTINGS REQUIRED BY THIS PLAN SHALL CONFORM TO THE CURRENT STANDARDS AND

SPECIFICATIONS OF THE AMERICAN STANDARD FOR NURSERY STOCK (ANSI Z60.1) AS PRODUCED BY THE AMERICAN ASSOCIATION FOR
NURSERYMEN; WASHINGTON, DC. ALL LANDSCAPING SHALL BE MAINTAINED IN GOOD CONDITION AND REPLACED AS NEEDED.

ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH LANDSCAPE SPECIFICATIONS GUIDELINES CURRENT (5TH) EDITION AS

PRODUCED BY THE LANDSCAPE CONTRACTORS ASSOCIATION (LCA) OF MARYLAND, THE DISTRICT OF COLUMBIA AND VIRGINIA;
GAITHERSBURG, MARYLAND.

1.6 SUBSTITUTIONS:  NO SUBSTITUTIONS OF PRODUCTS, PLANT TYPES OR SIZES SHALL BE MADE WITHOUT THE WRITTEN APPROVAL OF

THE OWNER, LANDSCAPE ARCHITECT AND THE CITY OF ALEXANDRIA.  REQUESTS FOR SUBSTITUTION SHALL BE IN WRITING, AND SHALL
STATE THE REASONS FOR THE SUBSTITUTION REQUEST, THE SUGGESTED ALTERNATIVE, AND THE CHANGES IN COST.

1.7 QUANTITIES:  QUANTITIES OF PLANTS AS SHOWN BY PLANT SYMBOLS ON THE PLAN SHALL GOVERN OVER THE QUANTITIES SHOWN

IN THE PLANT LIST.  THE CONTRACTOR IS TO VERIFY PLANT LIST TOTALS WITH QUANTITIES SHOWN ON PLAN.  THE LANDSCAPE
ARCHITECT SHALL BE ALERTED BY THE CONTRACTOR OF ANY DISCREPANCIES PRIOR TO FINAL BID NEGOTIATION.

1.8 PLANTING SEASON: PLANTING SHALL ONLY OCCUR DURING SPECIFIED PLANTING SEASONS. SPRING SEASON SHALL BE FROM MARCH

15 TO JUNE 15.  FALL PLANTING SEASON SHALL BE FROM SEPTEMBER 15 THROUGH NOVEMBER 15.  NO PLANTING SHALL OCCUR WHEN
THE GROUND IS FROZEN.

1.9 GUARANTEE:  THE CONTRACTOR SHALL GUARANTEE ALL LANDSCAPE IMPROVEMENTS, INCLUDING GRASSING, FOR ONE FULL YEAR.

THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR ALL PLANT MAINTENANCE DURING THE GUARANTEE PERIOD.

1.10 DEAD PLANTS: DEAD PLANTS ARE TO BE REMOVED FROM THE SITE IMMEDIATELY BY THE CONTRACTOR, REGARDLESS OF THE
SEASON. THE CONTRACTOR SHALL MAINTAIN AN UPDATED, COMPREHENSIVE LIST OF ALL DEAD MATERIALS REMOVED AND PRESENT A

COPY OF THE LIST TO THE OWNER AT THE END OF EVERY MONTH DURING THE CONTRACT PERIOD.

1.11 PLANT MATERIAL REMOVAL: NO EXISTING TREES SHALL BE REMOVED WITHOUT WRITTEN AUTHORIZATION FROM THE OWNER
EXCEPT WHERE NOTED ON PLANS.  NO GRUBBING SHALL OCCUR WITHIN EXISTING TREE AREAS UNLESS SPECIFICALLY NOTED ON

PLANS.

2.0 PLANTS:

2.1 ALL PLANTS WILL BE NURSERY GROWN.  THEY SHALL BE TYPICAL OF THEIR SPECIES, CULTIVAR OR VARIETY.  THEY SHALL BE SOUND,

HEALTHY, AND VIGOROUS, AND SHALL BE FREE OF DISEASE AND ANY EVIDENCE OF INSECTS.  IF IN LEAF, THEY SHALL BE DENSELY
FOLIATED, WITHOUT LEAF SPOTS, DISCOLORATION, CURL, WILTING, CHLOROSIS OR DAMAGE.  THEY SHALL HAVE HEALTHY,
WELL-DEVELOPED ROOT SYSTEMS.  UNLESS SPECIFIED ON THE PLANT LIST, TREES WITH BROKEN, CROOKED OR MULTIPLE LEADERS WILL

NOT BE ACCEPTED.  TREES WILL BE REJECTED IF THEY HAVE BARK ABRASIONS, SUN SCALD DAMAGE, DISFIGURING KNOTS OR PRUNING
CUTS MORE THAN 1-1/4 INCHES IN DIAMETER WHICH HAVE NOT COMPLETELY GROWN OVER.

2.2 BALLED AND BURLAPPED (B&B) MATERIAL: BALLED AND BURLAPPED PLANTS SHALL BE DUG WITH FIRM NATURAL BALLS OF EARTH, OF

DIAMETER AND DEPTH TO INCLUDE MOST OF THE FIBROUS ROOTS, AND MEET THE MINIMUM AMERICAN ASSOCIATION OF NURSERYMEN
STANDARDS, LATEST EDITION.  ROOT BALLS OF PLANTS SHALL BE ADEQUATELY PROTECTED AT ALL TIMES FROM SUN AND DRYING
WINDS OR FROST.

2.3 CONTAINER GROWN MATERIAL:  ROOTBALL MASS WHICH IS LOOSE WITHIN CONTAINER, OR WHICH IS SMALLER THAN THE
CONTAINER WHEN REMOVED, SHALL BE REJECTED.  PEAT OR FIBER POTTED PLANTS SHALL BE ROOTED THROUGH ALL SIDES AND
BOTTOM OF THE POTS.

2.4  SHADE TREES: CALIPER SHALL BE MEASURED AT SIX (6") INCHES ABOVE THE ROOTBALL. HEIGHT SHALL BE MEASURED FROM THE
CROWN OF THE ROOT BALL TO THE TOP OF MATURE GROWTH.  SPREAD SHALL BE MEASURED TO THE END OF BRANCHING EQUALLY
AROUND THE CROWN FROM THE CENTER OF THE TRUNK.  MEASUREMENTS ARE NOT TO INCLUDE ANY TERMINAL GROWTH.  SINGLE

TRUNK TREES SHALL BE FREE OF "V" CROTCHES THAT COULD BE POINTS OF WEAK LIMB STRUCTURE OR DISEASE INFESTATION. WHERE
TREES ARE PLANTED IN ROWS, THEY SHALL BE UNIFORM IN SIZE AND SHAPE.

2.5 SHRUBS: HEIGHT SHALL BE MEASURED FROM THE GROUND TO THE AVERAGE HEIGHT OF THE TOP OF THE PLANT.  SPREAD SHALL BE
MEASURED TO THE END OF BRANCHING EQUALLY AROUND THE SHRUB MASS.  MEASUREMENTS ARE NOT TO INCLUDE ANY TERMINAL
GROWTH.

2.6 MINIMUM SIZES: SIZES SPECIFIED IN THE PLANT LIST ARE MINIMUM SIZES TO WHICH THE PLANTS ARE TO BE JUDGED.

2.7 MULCH: IS TO BE DOUBLE SHREDDED HARDWOOD BARK.

2.8 TOPSOIL: ACCEPTABLE TOPSOIL SHALL BE A FERTILE, FRIABLE NATURAL LOAM, UNIFORM IN COMPOSITION, FREE OF STONES, LIMBS,

PLANTS AND THEIR ROOTS, DEBRIS AND OTHER EXTRANEOUS MATTER OVER 1 INCH IN DIAMETER.  THE SOIL SHALL BE CAPABLE OF
SUSTAINED PLANT GROWTH AND HAVE A 5% MINIMUM ORGANIC CONTENT.

2.9 ORGANIC AMENDMENTS:  IF ADDITIONAL ORGANIC MATERIAL IS REQUIRED, COMPOST, LEAF MOLD, ECOLOGY - A LOW PH

COMPOSED SEWAGE SLUDGE PRODUCT, OR OTHER APPROVED ORGANIC MATERIAL SHALL BE THOROUGHLY DISCED INTO THE TOPSOIL
AREA.

3.0  INSTALLATION

3.1 VERIFY GRADES: PRIOR TO PLANTING, THE CONTRACTOR SHALL VERIFY THAT CONSTRUCTED GRADES ARE AS INDICATED ON PLANS.

THE CONTRACTOR SHALL NOTIFY THE OWNER AND LANDSCAPE ARCHITECT IF ADJUSTMENTS TO PLANT PLACEMENT MAY BE REQUIRED
DUE TO FIELD CONDITIONS AND FINAL GRADING.

3.2 STAKE PLANT LOCATIONS: PRIOR TO PLANTING, THE CONTRACTOR SHALL LAY OUT THE EXTENT OF PLANT BEDS, AND THE

PROPOSED LOCATIONS FOR B&B PLANTS FOR REVIEW BY OWNER AND LANDSCAPE ARCHITECT.

3.3 PLANTING FIELD ADJUSTMENTS: THE CONTRACTOR IS TO SLIGHTLY ADJUST PLANT LOCATIONS IN THE FIELD AS NECESSARY TO BE
CLEAR OF DRAINAGE SWALES AND UTILITIES.  FINISHED PLANTING BEDS SHALL BE GRADED SO AS NOT TO IMPEDE DRAINAGE AWAY

FROM BUILDINGS.

3.4 TOPSOIL INSTALLATION: TOPSOIL SHALL BE SPREAD TO FINISH GRADE OVER THE ENTIRE ROUGH GRADED AREA TO BE LANDSCAPED.
TOPSOIL SHALL BE SPREAD TO A MINIMUM DEPTH OF 6" AND WORKED INTO THE TOP 12" OF SOIL.  AFTER TOPSOIL IS APPLIED, THE SOIL

SHALL BE SCARIFIED AS NEEDED TO BREAK UP ANY REMAINING COMPACTION.

7.0 PROTECTION AND PRESERVATION OF EXISTING VEGETATION:

7.1. PROTECTION AND PRESERVATION METHODS
VEGETATION DESIGNATED FOR PROTECTION AND/OR PRESERVATION SHALL BE ENCLOSED IN A PROTECTION ZONE WHICH ESTABLISHES LIMITS
OF CONSTRUCTION DISTURBANCE TO THE ROOT AREA OF DESIGNATED PLANT MATERIAL.  ALL PROTECTION ZONES AND MEASURES SHALL BE

ESTABLISHED TO THE SATISFACTION OF THE DIRECTOR OF RECREATION, PARKS AND CULTURAL AFFAIRS.  FENCING SHALL BE INSTALLED AT THE
PERIMETER OF ALL PROTECTION ZONES.  FENCING SHALL BE INSTALLED IN ACCORDANCE WITH THE MOST RECENT PUBLICATION OF THE 'CITY

OF ALEXANDRIA VEGETATION PROTECTION/PRESERVATION DETAIL' APPROVED MATERIALS FOR FENCING SHALL BE IN ACCORDANCE WITH THE
FOLLOWING MINIMUM REQUIREMENTS:

1) WITHIN 15 FEET OF VEGETATION TO BE PROTECTED/PRESERVED:  PROVIDE CHAIN LINK OR WOOD FENCE.
2) EXCEEDING 15 FEET OF VEGETATION TO BE PROTECTED/PRESERVED:  PROVIDE PLASTIC OR WOOD 'SNOW-FENCE.'
3) VEGETATION OF SPECIMEN QUALITY, HISTORIC DESIGNATION OR CULTURAL VALUE.  PROVIDE EXTRAORDINARY MEASURES TO ENSURE

COMPLETE PROTECTION/PRESERVATION.
* TYPE OF MATERIAL SPECIFIED MAY VARY DUE TO SITE DISTURBANCE LIMITS AND PROXIMITY TO DESIGNATED VEGETATION, SPECIAL OR PAVED

AREAS.  SILT, EROSION CONTROL OR GEOTECHNICAL FABRIC MATERIALS ARE NOT ACCEPTABLE FOR USE AS VEGETATION PROTECTION FENCE
MATERIALS.  AREAS WHICH ENCOMPASS GROUPINGS, OR INDIVIDUAL SPECIMEN VEGETATION DESIGNATED FOR PROTECTION AND/OR

PRESERVATION SHALL NOT BE VIOLATED THROUGHOUT THE ENTIRE CONSTRUCTION PERIOD BY ACTIONS INCLUDING, BUT NOT LIMITED TO:
1) PLACING, STORING OR STOCKPILING BACKFILL OR CONSTRUCTION RELATED SUPPLIES.
2) FELLING TREES INTO THE DESIGNATED AREA.

3) BURNING WITHIN OR IN CLOSE PROXIMITY.
4) MODIFYING SITE TOPOGRAPHY IN A MANNER WHICH CAUSES DAMAGE BY COLLECTION/PONDING OR FLOW CHARACTERISTICS OF

SITE DRAINAGE.
5) TRENCHING OR GRADING OPERATIONS.
6) OPERATING EQUIPMENT OR MACHINERY.

7) PARKING OF CONSTRUCTION VEHICLES.
8) TEMPORARY OR PERMANENT PAVING OR IMPERVIOUS SURFACE INSTALLATION.

9) TEMPORARY OR PERMANENT UTILITY CONSTRUCTION INSTALLATION.
10) DISPOSAL OF CONSTRUCTION DEBRIS OR CHEMICAL POLLUTANTS.

WORK OR CONSTRUCTION RELATED ACTIVITIES WITHIN AREAS DESIGNATED FOR PROTECTION AND/OR PRESERVATION OF EXISTING
VEGETATION SHALL BE ACCOMPLISHED ONLY WITH PRIOR APPROVAL OF THE DIRECTOR OF RECREATION, PARKS AND CULTURAL ACTIVITIES.

7.2  MAINTENANCE

VEGETATION DESIGNATED FOR PROTECTION AND/OR PRESERVATION SHALL RECEIVE AN ENHANCED LEVEL OF MAINTENANCE THROUGHOUT
THE ENTIRE CONSTRUCTION PERIOD.  MAINTENANCE SHALL INCLUDE, BUT NOT BE LIMITED TO, ITEMS SUCH AS:  MONITORING HEALTH,

GROWTH AND VIGOR OF VEGETATION, SELECTIVE PRUNING, WATERING, FERTILIZATION, INSTALLATION OF MULCH AND IN-LIKE REPLACEMENT
OF SEVERELY OR TERMINALLY DAMAGED VEGETATION.  MAINTENANCE SHALL BE TO THE SATISFACTION OF THE DIRECTOR OF RECREATION,

PARKS AND CULTURAL ACTIVITIES.
MAINTENANCE OF ALL TREES AND LANDSCAPE MATERIALS SHALL CONFORM TO ACCEPTED INDUSTRY STANDARDS SET FORTH BY THE
LANDSCAPE CONTRACTORS ASSOCIATION, AMERICAN SOCIETY OF LANDSCAPE ARCHITECTS, THE INTERNATIONAL SOCIETY OF

ARBORICULTURE, AND THE AMERICAN NATIONAL STANDARDS INSTITUTE.

7.3  REPLACEMENT OF DAMAGED VEGETATION

IN-KIND REPLACEMENT OF DAMAGED EXISTING VEGETATION SHALL BE LOCATED ON PRIVATE OR PUBLIC LANDS TO THE SATISFACTION OF THE
DIRECTOR OF RECREATION, PARKS AND CULTURAL ACTIVITIES.*  IN-KIND REPLACEMENT OF DAMAGED VEGETATION SHALL AT A MINIMUM BE

PERFORMED AT A RATIO OF ONE TREE (IN ACCORDANCE WITH SECTION IV.  SPECIFICATION OF PLANT MATERIAL BELOW) PER INCH OF THE
SUM TOTAL CALIPER INCH MEASUREMENT OF TREE(S) OR GROUPING OF VEGETATION WHICH ARE DEEMED SEVERELY OR TERMINALLY
DAMAGED.*  APPLICANT, OWNER OR SUCCESSOR LIABILITY FOR IN-KIND REPLACEMENT OF DAMAGED VEGETATION SHALL EXTEND FOR A

PERIOD OF TWO CALENDAR YEARS FROM DATE OF CERTIFICATE OF OCCUPANCY.
*  FOR THE PURPOSES OF THIS INFORMATION, 'IN-KIND' REFERENCES THE SPECIES, CHARACTER AND PROJECTED MATURE SIZE OF SUBJECT

VEGETATION.  REMEDY REQUIREMENTS SHALL BE DETERMINED BY THE DIRECTOR OF RECREATION, PARKS AND CULTURAL AFFAIRS AND BASED
UPON SEVERITY OF DAMAGE

7.4 TREE PROTECTION NOTE:

THE CONTRACTOR AND/OR THE APPLICANT SHALL FOLLOW RECOMMENDED HORTICULTURAL PRACTICES TO INSURE THE HEALTH AND
VITALITY OF THE TREES DESIGNATED FOR PROTECTION PRIOR TO, DURING AND AFTER CONSTRUCTION OF THE PROPOSED HOUSES. IN THE

EVENT TREES WHICH ARE PROTECTED, ARE DAMAGED OR DIE, OTHER THAN AS THE RESULT OF DISEASE OR ACTS OF GOD, REPLACEMENT TREES
MEASURING 2 1/2" IN CALIPER SHALL BE PLANTED FOR EACH INCH OF CALIPER THAT IS LOST.

NO CONSTRUCTION MATERIALS OR EQUIPMENT SHALL BE STORED OR STAGED WITHIN THE DRIP LINES OF TREES DESIGNATED FOR
PROTECTION. ANY REQUIRED CONSTRUCTION OCCURRING WITHIN THE DRIP LINE OF TREES DESIGNATED FOR SAVING SHALL FOLLOW THE
CITY LANDSCAPE GUIDELINES AS ESTABLISHED BY THE CITY ARBORIST. A COPY OF THE CITY ARBORIST REPORT SHALL BE PROVIDED TO THE

CONTRACTOR PRIOR TO COMMENCING LAND DISTURBING ACTIVITIES.

7.5  EXISTING STREET NOTE:

EXTRA CARE MUST BE TAKEN WHILE OPERATING CONSTRUCTION EQUIPMENT IN CLOSE PROXIMITY TO THE EXISTING STREET TREES TO BE
SAVED.

8.0  SITE SPECIFIC NOTES

8.1  ALL SIDEWALKS ARE CONCRETE UNLESS OTHERWISE NOTED.
8.2  REFER TO PLANS BY BOWMAN CONSULTANTS AND/OR DAVIS, CARTER, SCOTT (DCS) FOR ANY ADDITIONAL INFORMATION.

8.3  WHERE STREET TREES CONFLICT WITH UTILITY LINES, UTILITY LINES WILL BE A MINIMUM OF 4' DEEP.
8.4  STREETLIGHT LOCATIONS AND SPECIFICATIONS TO BE FINALIZED BASED ON A PHOTOMETRIC ANALYSIS PERFORMED BY OTHERS FOR FINAL

SITE PLAN SUBMISSION.

.
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L-2.5

CORTEN STEEL
PLANTER

7
L-2.4

SPECIAL PAVING

4
L-2.5

CURVILINEAR BENCH

1
L-2.5

CONCRETE BOLLARD 2
L-2.5

LIGHTED BOLLARD

6
L-2.3

VEHICULAR TRENCH DRAIN

4
L-2.4

DETECTABLE WARNING STRIP

8
L-2.3

COURTYARD WASTE RECEPTACLE

2
L-2.4

RETAINING WALL

CROSSWALK WITH
CONCRETE CURB

AREA TO BE FLUSH
WITH DRIVE AISLE

1
L-2.4

CONCRETE
SIDEWALK

1
L-2.4

CONCRETE
SIDEWALK

4
L-2.4

DETECTABLE
WARNING STRIP

6
L-2.3

VEHICULAR
TRENCH DRAIN

2
L-2.5

LIGHTED BOLLARD

EXHAUST OPENING 678 SF

P.B.
P.B.

P.B.

P.B.

P.B.

P.B.

P.B.

P.B.
P.B.

P.B.

P.B.

8
L-2.6

ROUND CAFE TABLE AND
UMBRELLA

P.B.

8
L-2.4

CUSTOM TREE GRATE

8
L-2.4

CUSTOM TREE GRATE

FLUSH CONCRETE CURB

FLUSH CONCRETE CURB

4
L-2.8

LOADING AREA SCREEN ART
WALL

SYMBOL DESCRIPTION DETAIL

            FLUSH CONCRETE CURB

SYMBOL DESCRIPTION DETAIL

            WASTE RECEPTACLES 7/L-2.3

            CONCRETE BOLLARD 1/L-2.5

SYMBOL DESCRIPTION DETAIL

            DETECTABLE WARNING STRIP 4/L-2.4

            SPECIAL PAVING - 1 - COLOR MIX 1 7/L-2.4

            SPECIAL PAVING - 1 - COLOR MIX 2 7/L-2.4

            SPECIAL PAVING - 2 7/L-2.4

1

M
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E: SEE  L-1.8

M
A
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H
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N

E
:  

S
E

E
 1

/L
-1

.8

MATCHLINE: SEE  1/L-1.9

SYMBOL MANUFACTURER/MODEL/DESCRIPTION DETAIL

            LIGHT POLE - PRIVATE ST 2/L-2.8

            TREE UPLIGHT 1/L-2.8

            LIGHTED BOLLARD 2/L-2.5

LIGHTING SCHEDULE

M
A

TC
H

LI
N

E
:  

S
E

E
 2

/L
-1

.6

7
L-2.6

ART FOCAL FEATURE

2
L-2.8

PRIVATE STREET LIGHT

5
L-2.0

VERTICAL GREEN SCREEN

6
L-2.5

BACKLESS BENCH

7
L-2.3

WASTE RECEPTACLE

6
L-2.5

BACKLESS BENCH

8
L-2.4

CUSTOM TREE GRATE
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SYMBOL DESCRIPTION DETAIL

            FLUSH CONCRETE CURB

SYMBOL DESCRIPTION DETAIL

            DETECTABLE WARNING STRIP 4/L-2.4

            SPECIAL PAVING - 1 - COLOR MIX 1 7/L-2.4

            SPECIAL PAVING - 1 - COLOR MIX 2 7/L-2.4

            SPECIAL PAVING - 2 7/L-2.4

1

PAVING SCHEDULE
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STEPS

3
L-2.4

ARTIFICIAL TURF

3
L-2.5

TRELLIS

FOCAL FEATURE

2
L-2.4

RETAINING WALL

P.B.

P.B.

P.B.

P.B.

RESIDENTS
PRIVATE PATIO

(TYP)

RESIDENTS
PRIVATE PATIO

(TYP)

RESIDENTS
PRIVATE PATIO

(TYP)

RESIDENTS
PRIVATE PATIO

(TYP)

RESIDENTS
PRIVATE PATIO

(TYP)

RESIDENTS
PRIVATE PATIO

(TYP)

RESIDENTS
PRIVATE PATIO

(TYP)

RESIDENTS
PRIVATE PATIO

(TYP)

MATCHLINE: SEE 2/L1-10

MATCHLINE: SEE L1-7

M
AT
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: S

EE
 1

/L
1-

6

3
L-2.5

TRELLIS

6
L-2.6

GAME TABLE

GRILL / COUNTER

7
L-2.5

COURTYARD BENCH

SYMBOL DESCRIPTION DETAIL

            PEDESTAL PAVERS 5/L-2.4

            WOOD PEDESTAL PAVERS 6/L-2.4

            ARTIFICIAL TURF 3/L-2.4

P.B.

P.B.

P.B.

P.B.

P.B.
P.B.

WATER FEATURE

CURB

CURB

4
L-2.6

SQUARE CAFE TABLE AND
CHAIR

1
L-2.6

DEEP SEATING
ARRANGEMENT

1
L-2.6

DEEP SEATING
ARRANGEMENT

1
L-2.6

DEEP SEATING
ARRANGEMENT

9
L-2.6

SHUFFLE BOARD

5
L-2.5

WALL BENCH 5
L-2.5

WALL BENCH

DINNING TABLE

DINNING TABLE

8
L-2.3

COURTYARD WASTE
RECEPTACLE
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S
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SYMBOL DESCRIPTION DETAIL

            FLUSH CONCRETE CURB

SYMBOL DESCRIPTION DETAIL

            SPECIAL PAVING - 1 - COLOR MIX 1 7/L-2.4

1

LEGEND

SYMBOL MANUFACTURER/MODEL/DESCRIPTION DETAIL

            LIGHT POLE - PRIVATE ST 2/L-2.8

MATCHLINE - SEE L-1.8
M

A
TC

H
LI

N
E

 - 
S

E
E

 L
-1

.4

2
L-2.8

PRIVATE STREET LIGHT
3

L-2.1
TREE WELL TYPE A CROSS

SECTION

3
L-2.1

TREE WELL TYPE A CROSS
SECTION

FLUSH CONCRETE CURB

FLUSH CONCRETE CURB

1
L-2.4

CONCRETE SIDEWALK

1
L-2.4

CONCRETE SIDEWALK

1
L-2.4

CONCRETE SIDEWALK

2
L-2.8

PRIVATE STREET LIGHT

1
L-2.4

CONCRETE SIDEWALK

7
L-2.4

SPECIAL PAVING

ASPHALT PAVING

ASPHALT PAVING

7
L-2.4

SPECIAL PAVING

FLUSH CONCRETE CURB

1
L-2.3

6` SECURITY FENCE

2
L-2.7

TREE PIT ADJACENT TO
CONCRETE SIDEWALK

2
L-2.7

TREE PIT ADJACENT TO
CONCRETE SIDEWALK
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 =
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N
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T
H

P.B.

P.B.

P.B.

P.B.

P.B.

MAINTENANCE ACCESS

2
L-2.4

RETAINING
WALL

CONCRETE SIDEWALK

POTENTIAL
DESIGNATED
MECHANICAL
EQUIPMENT
LOCATION

RESIDENT
PRIVATE PATIO

(TYP)

SLOPED LANDSCAPE
BUFFER WITH RETAINING

WALLS (2:1 MAX.)

RESIDENT
PRIVATE PATIO

(TYP)

MATCHLINE: SEE L-1.5

RESIDENT
PRIVATE PATIO

(TYP)

RESIDENT
PRIVATE PATIO

(TYP)

RESIDENT
PRIVATE PATIO

(TYP)

RESIDENT
PRIVATE PATIO

(TYP)

RESIDENT
PRIVATE PATIO

(TYP)

2
L-2.4

RETAINING WALL

SYMBOL DESCRIPTION DETAIL

            PEDESTAL PAVERS 5/L-2.4

LEGEND

PROPERTY LINE

1
L-2.3

6` SECURITY FENCE



RETAIL

RETAIL

RETAIL /
OFFICE

RESIDENTIAL
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1"
 =

 1
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T H

2
L-2.4

RETAINING WALL

M
A
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E
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E
E

 1
/L

-1
.1

0

MATCHLINE: SEE 2/L-1.9
M

A
TC

H
LI

N
E

: S
E

E
 L

-1
.4

MATCHLINE: SEE 1/L-1.6

3
L-2.4

ARTIFICIAL TURF

SYMBOL DESCRIPTION DETAIL

            PEDESTAL PAVERS 5/L-2.4

            ARTIFICIAL TURF 3/L-2.4

LEGEND

5
L-2.4

PEDESTAL PAVERS

8
L-2.6

ROUND CAFE TABLE AND
UMBRELLA

8
L-2.3

COURTYARD WASTE
RECEPTACLE

BUILT-IN GRILL

BUILT-IN GRILL

8
L-2.3

COURTYARD WASTE
RECEPTACLE

2
L-2.4

RETAINING WALL

8
L-2.6

ROUND CAFE TABLE AND
UMBRELLA

MULTIPURPOSE

RECREATION  LAWN

50'x10'

3
L-2.6

PEBBLE SEATS

5
L-2.6

SCULPTURE

7
L-2.5

COURTYARD BENCH

6
L-2.6

GAME TABLE

3
L-2.5

TRELLIS

SUBSURFACE MATERIAL TO CONFORM
TO PLAY STRUCTURE STANDARDS

PLAY EQUIPMENT FALL ZONE

3
L-2.0

TOT LOT PLAY STRUCTURE



N. BEAUREGARD STREET

N. BEAUREGARD STREET

RETAIL / OFFICE
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 =

 1
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-1
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3
L-2.8

PUBLIC ROW STREET LIGHT

1
L-2.4

CONCRETE SIDEWALK

SYMBOL DESCRIPTION DETAIL

            WASTE RECEPTACLES 7/L-2.3

LEGEND

7
L-2.3

WASTE RECEPTACLE

SYMBOL MANUFACTURER/MODEL/DESCRIPTION DETAIL

            LIGHT POLE - PUBLIC STREET 3/L-2.8

LIGHTING SCHEDULE

3
L-2.8

PUBLIC ROW STREET LIGHT

1
L-2.4

CONCRETE SIDEWALK

STEPS

RAMP
WALL

OFFICE

2
L-2.7

TREE PIT ADJACENT TO
CONCRETE SIDEWALK

2
L-2.7

TREE PIT ADJACENT TO
CONCRETE SIDEWALK

BRT STOP

BIKE SHARE



DRIVE AISLE SECTION AT PLAZA
SECTION 1/4"=1'0"

2013069

2' DETECTABLE
 WARNING STRIP

8' PARALLEL PARKING
 WITH TRENCH DRAIN

2' DETECTABLE
 WARNING STRIP

16' ONE WAY
 STREET

BUILDING

SIDEWALK,
 MIN. 6'
 WIDTH

PLAZA
2' DETECTABLE

 WARNING STRIP

PRIVATE ROADFFE 145.0'

TOP OF
SLAB
140.0'

TREE WELL
TYPE B

BEYOND
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0
LA

N
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SC
A

PE
 A

N
D

 H
A

R
D

SC
A

PE
 D

ET
A

IL
S

N
A

SECTION - BEAUREGARD ST
SECTION 3/8" = 1'

STREET TREE

EDGE OF BUILDING

R.O.W.

CONCRETE
CURB, SEE

CIVIL
ENGINEERING

PLANS 2% MAX. CROSS SLOPE

WIDTH
 VARIES

5'

1'

SECTION - KING ST
SECTION 3/8" = 1'

WIDTH VARIES

WIDTH VARIES

2% MAX. CROSS SLOPE

STREET TREE
EDGE OF
BUILDING

R.O.W.

CONCRETE
CURB, SEE
CIVIL
ENGINEERING
PLANS

5'

1'

SECTION - BEAUREGARD ST1
L-2.0

SECTION - KING ST
L-2.0

2

1
L-2.4

CONCRETE
SIDEWALK

SERVICE AREA SCREENING SECTION
SECTION 1/4"=1'0"

2013069

3:1 SLOPE MAX.ON

PLANTED SLOPE

2' DETECTABLE
 WARNING STRIP

PRIVATE ROAD
 22' 2-WAY STREET

 WITH TRENCH DRAIN
 BOTH SIDES

6' SIDEWALK

LANDSCAPE
BERM,
 WIDTH
VARIES

17'

2' DETECTABLE
 WARNING STRIPTOP OF SLAB

140.0'

RETAINING WALLS, TIE TO
STRUCTURAL SLAB, REFER TO

STRUCTURAL DRAWINGS

LOADING AREA 145.0'

GARAGE VENT SHAFT

LOADING AREA WALL

VENT

WIDTH VARIES

VERTICAL GREEN SCREEN

CURB

RETAINING
WALL

LOADING AREA SCREEN WALL TREATMENT - FRONT VIEW

LOADING AREA SCREEN WALL TREATMENT - REAR VIEW

LOADING AREA WALL

VEGETATED
SLOPE

RETAINING
WALL

VEGETATED
SLOPE

GARAGE EXHAUST
VENT BEYOND

2
L-2.7

TREE PIT
ADJACENT TO
CONCRETE
SIDEWALK

1
L-2.4

CONCRETE
SIDEWALK

2
L-2.7

TREE PIT
ADJACENT TO

CONCRETE
SIDEWALK

1
L-2.5

CONCRETE
BOLLARD

2
L-2.5

LIGHTED
BOLLARD

1
L-2.5

CONCRETE
BOLLARD

2
L-2.5

LIGHTED
BOLLARD

MANUFACTURED BY:
GREENSCREEN
1743 S. LA CIENEGA BLVD.
LOS ANGELES, CA  90035
PHONE:  800-450-3494
FAX:  310-837-0523
WWW.GREENSCREEN.COM

NOTES:
1. OR APPROVED EQUAL
2. SEE SITE ENLARGEMENT PLAN,

SHEET L-1.4 FOR LOCATION

VERTICAL GREEN SCREEN
PLAN/ELEVATION NTS

08A-157

3" THICK GREENSCREEN PANEL (TYP)

PANEL LENGTH = 6' (TYP)

6' MAX. PANEL LENGTH

6'
  H

EI
G

H
T

PA
N

EL
S 

SI
Z

ED
 IN

 2
" 

IN
C

R
EM

EN
T

S 
T

O
 1

68
" 

M
A

X
.

+/
- 

6"

+/
- 

EQ
.

+/
- 

EQ
.

+/
- 

EQ
.

POST CAP (5139)
PANEL TRIM (5104 / 5105 OPTIONAL)

#5145 POST CLIPS MOUNTED FRONT AND BACK AT EACH
LOCATIONS WITH STAINLESS STEEL TEK SCREW (TYP)
6'-106 HIGH PANELS USE: 6 CLIPS AT FRONT

    6 CLIPS AT BACK
12'-14' HIGH PANELS USE:  8 CLIPS AT FRONT (MIN.)

      8 CLIPS AT BACK (MIN.)

3" SQUARE TUBE STEEL POST

FINISHED GRADE

ELEVATION

PLAN

POURED IN PLACE CONCRETE FOOTER TO RECEIVE POST.
TO BE PROVIDED BY STRUCTURAL ENGINEER.6

L-2.1

6
L-2.3

VEHICULAR
TRENCH
DRAIN

4
L-2.4

6
L-2.3

VEHICULAR
TRENCH DRAIN

4
L-2.4

2
L-2.4

RETAINING
WALL

TOT LOT PLAY STRUCTURE 
PICTORIAL NTS

PLAY STRUCTURE TO BE:
LANDSCAPE STRUCTURES
DESIGN NUMBER: #197057
SYSTEM TYPE: FREESTANDING

SMART PLAY - INNOVATION PARK
AGE RANGE:  2-5
COLOR: TBD

AVAILABLE FROM:
LANDSCAPE STRUCTURES
601 7TH ST. SOUTH
DELANO, MN 55328 USA

PH: 888.438.6574
WWW.PLAYLSI.COM

NOTES:
1. OR APPROVED EQUAL
2. SEE MATERIALS PLAN FOR LOCATION
3. INSTALL PER MANUFACTURER'S RECOMMENDATIONS

TOT LOT PLAY STRUCTURE
L-2.0

3

DRIVE AISLE SECTION AT PLAZA4
L-2.0

VERTICAL GREEN SCREEN
L-2.0

5

SERVICE AREA SCREENING SECTION6
L-2.0
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N
A

TREE WELL TYPE A PLAN
PLAN 1/4"=1'0"

2013069

10'

CONCRETE CURB
(SEE ENGINEERING PLANS)

CONCRETE SIDEWALK
WITH SCORING
PATTERN

6'-6" 6'-6"

PRIVATE
ROAD

CLEAR SIDEWALK
VARIES, 6' MIN.

4'

12" PARALLEL
 PARKING SPACE,

 SAFE ZONE

6"

TREE WELL TYPE B PLAN
PLAN 1/4"=1'0"

2013069

LIGHT POLE

PARALLEL
PARKING

SPACE

10' MIN. BOLLARD

CUSTOM TREE GRATE;
ADA ACCESSIBLE

SPECIAL PAVING
SEE MATERIALS PLAN FOR
PATTERN AND COLOR

BUILDING7'-9" 10' 10' 10' 7'-9"

PARALLEL
PARKING

SPACE

DETECTABLE WARNING STRIP

2'

2'

CLEAR
 SIDEWALK,

 6' MIN.

1'

TREE WELL TYPE B SOIL VOLUME
(LIMIT OF UNCOMPACTED SOIL)

23'

5' MAX

4'

4' MIN.

10'

4'

BACKFILL WITH SOIL MIX - 50%
CLEAN EXISTING SOIL, 25%

TOP SOIL, 25% CITY
APPROVED ORGANIC

MATERIAL.

STREET TREE

CURB-SEE PLANS BY
CIVIL ENGINEER

NOTES:
1. ALL STRUCTURAL ITEMS TO

CONFORM TO ALL APPLICABLE
NATIONAL, STATE AND LOCAL
BUILDING CODES.

2. ALL STRUCTURAL CROSS
SECTIONS SHALL BE
REVIEWED BY  A QUALIFIED
ENGINEER AND MODIFIED AS
NECESSARY BASED ON THE
SITE SPECIFIC GEOTECHNICAL
REPORT.

3. FOR TREE PLANTING DETAILS,
SEE LANDSCAPE DETAILS
SHEET.

4. FOR STREET UTILITY
LOCATIONS SEE PLANS BY
CIVIL ENGINEER. AT
LOCATIONS WHERE UTILITY
LINES RUN ADJACENT TO TREE
PLANTING THE UTILITY SHALL
BE LOCATED A MINIMUM OF 4'
FROM THE TREE BALL.

PROVIDE TREE ROOT
BALL WITH COMPACTED
MOUND TO PREVENT
TREE SETTLING

TREE WELL TYPE A SOIL VOLUME
PERSPECTIVE NTS

08A-220

MIN. 4" DIA. PERFORATED
PIPE TIED TO STORM DRAIN

TREE PIT SOIL VOLUME:
TREE PIT SHALL CONTAIN 300CF.

(MIN.) OF UNCOMPACTED SOIL
VOLUME/TREE

6'-6"

6'-6"

PERSPECTIVE NTS

TREE WELL TYPE B SOIL VOLUME 08A-189

20'10'

10'

10'

4'

CURB-SEE
PLANS BY
CIVIL ENGINEER

BACKFILL WITH SOIL MIX - 50%
CLEAN EXISTING SOIL,
 25% TOP SOIL, 25% CITY
APPROVED ORGANIC MATERIAL.

NOTES:
1. ALL STRUCTURAL ITEMS TO CONFORM TO

ALL APPLICABLE NATIONAL, STATE AND
LOCAL BUILDING CODES.

2. ALL STRUCTURAL CROSS SECTIONS SHALL
BE REVIEWED BY  A QUALIFIED ENGINEER
AND MODIFIED AS NECESSARY BASED ON
THE SITE SPECIFIC GEOTECHNICAL REPORT.

3. FOR TREE PLANTING DETAILS, SEE
LANDSCAPE DETAILS, THIS SHEET.

4. FOR STREET UTILITY LOCATIONS SEE PLANS
BY CIVIL ENGINEER.  AT LOCATION WHERE
UTILITY LINES RUN ADJACENT TO TREE
PLANTING THE UTILITY SHALL BE LOCATED A
MINIMUM OF 4' FROM THE TREE BALL.

STREET TREE

SOIL VOLUME MEETS OR
EXCEEDS ALEXANDRIA
LANDSCAPE GUIDELINES
REQUIREMENTS - 300 CF/TREE

MIN. 4" DIA.
PERFORATED
PIPE TIED TO
STORM DRAIN

PROVIDE TREE ROOT
BALL WITH COMPACTED

MOUND TO PREVENT
TREE SETTLING

EXTENTS OF REQUIRED
SOIL VOLUME (300CF/TREE)

EXTENTS OF CONTINUOUS
TREE TRENCH

5' MAX.

4' MIN.

7'-9"

7'-9"

45'-6"

TREE WELL TYPE B CROSS SECTION
SECTION 3/4"=1'-0"

08A-219

4'

3" HARDWOOD MULCH
(DO NOT MULCH

WITHIN 6" OF TRUNK)

COMPACTED
SUBGRADE

BACKFILL WITH SOIL MIX - 50% CLEAN
EXISTING SOIL, 25% TOP SOIL, 25% CITY
APPROVED ORGANIC MATERIAL.

COMPACTED MOUND TO
PREVENT TREE SETTLNG

COMPACTED
GRAVEL BASE

30°

MIN. 4" DIA.
PERFORATED
PIPE TIED TO
STORM DRAIN

TREE ROOT BALL

5' MAX

4' MIN.

PARALLEL PARKING,
FLUSH AT EDGE

1'

TREE WELL TYPE A SECTION
SECTION 3/16"=1'0"

2013069

10' 20' 10' 20' 10' 20' 10'

4' MIN. 4' MIN. 4' MIN.4' MIN.

CORTEN STEEL
PLANTER WITH
IRREGULAR SHAPE,
SEE IMAGE

STREET TREE

CONCRETE SIDEWALK

GRAVEL BASE
COMPACTED SUBGRADE

GARAGE SLAB (SEE
ARCHITECTURE PLANS)

TOP OF TREE WELL PLANTER
+144.0, CONTINUOUS

TOP OF SIDEWALK +143.35

TOP OF TREE WELL
PLANTER +144.0,
CONTINUOUS

TOP OF
SIDEWALK +142.0

TOP OF
SLAB +140.0
BOTTOM OF
SLAB +139.0

SLOPE 1.34%

BUILDING BEYOND

SOIL MIX

COMPACTED MOUND TO
PREVENT TREE SETTLING

CORTEN STEEL PLANTER

BUILDING BEYOND

TREE WELL TYPE A PLAN1
L-2.1

TREE WELL TYPE A SECTION (ALONG PRIVATE RD)2
L-2.1

4
L-2.1

TREE WELL TYPE A
SOIL VOLUME

TREE WELL TYPE A CROSS SECTION
L-2.1

3 TREE WELL TYPE A CROSS SECTION
SECTION 3/4"=1'-0"

08A-219

4'

CONCRETE
SIDEWALK

WITH SCORING
PATTERN

3" HARDWOOD MULCH
(DO NOT MULCH

WITHIN 6" OF TRUNK)

COMPACTED
SUBGRADE COMPACTED GRAVEL BASE

BACKFILL WITH SOIL MIX
- 50% CLEAN EXISTING
SOIL,25% TOP SOIL, 25%
CITY APPROVED
ORGANIC MATERIAL.

COMPACTED MOUND TO
PREVENT TREE SETTLNG

CONCRETE
CURB (SEE
ENGINEERING
PLANS)

COMPACTED
GRAVEL BASE

MIN. 4" DIA. PERFORATED
PIPE TIED TO STORM DRAIN

TREE ROOT BALL

CONCRETE SIDEWALK

1'

4' MIN.,
 5' MAX.

30°

GARAGE SLAB

3
L-2.1

6
L-2.1

5
L-2.1

TREE WELL TYPE B PLAN7
L-2.1

TREE WELL TYPE A SOIL VOLUME4
L-2.1

TREE WELL TYPE B SOIL VOLUME5
L-2.1

TREE WELL TYPE B CROSS SECTION6
L-2.1

(LIMIT OF
UNCOMPACTED
SOIL)

8
L-2.5

CORTEN STEEL
PLANTER

6
L-2.3

VEHICULAR
TRENCH DRAIN

7
L-2.4

SPECIAL
PAVING

7
L-2.4

SPECIAL
PAVING 4

L-2.4

6
L-2.3

VEHICULAR
TRENCH DRAIN

7
L-2.4

1
L-2.4

8
L-2.5

8
L-2.4

8
L-2.4

CUSTOM TREE GRATE
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2
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N
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SC
A
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N
D
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R
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 D

ET
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S

N
APATIO SECTION

SECTION 1/2"=1'0"

2013069

BUILDING,
RESIDENTAIL
UNIT

S
W

A
LE

 C
.L

.

S
W

A
LE

 C
.L

.

1'

DRAINAGE BOARD

NEOPRENE WATERPROOFING

PROTECTION BOARD

FILTER FABRIC, TURN UP AT
VERTICAL SURFACES

PLANTER SOIL

TOP OF WALL
167.0'

165.0'

PLANT BED DRAIN, LOCATE
ALONG C.L. OF SWALE

CONCRETE
SIDEWALK PLANTED

BUFFER

CONCRETE SEAT WALL

4'

6'
1'-6"

GARAGE SLAB

STRIP DRAIN

CONCRETE PATIO, SLOPE TO
DRAIN AWAY FROM BUILDING

HIGH DENSITY STYROFOAM

TREE WITH
ROOT BALL

SECTION 1/8"=1'-0"

BUFFER SECTION A 2013069

SECTION 1/8"=1'-0"

BUFFER SECTION B 2013069

OVERALL DIMENSION VARIES -
SEE PLAN SHEET L-1.0

OVERALL DIMENSION VARIES -
SEE PLAN SHEET L-1.0

WIDTH VARIES,
 SEE PLAN

RESIDENT'S PRIVATE PATIO

LEVEL 2 FFE 165'LEVEL 2 FFE 165'

TOP OF SLAB 163'

BOTTOM OF SLAB 162'

TOP OF SLAB 163'

BOTTOM OF SLAB 162'

TREE (TYP.)

RETAINING WALL (TYP.)

P
R

O
P

E
R

TY
 LIN

E

LIM
ITS

 O
F D

IS
TU

R
B

A
N

C
E

P
R

O
P

E
R

TY
 LIN

E

LIM
ITS

 O
F D

IS
TU

R
B

A
N

C
E

PLANTING BED ON STRUCTURE
MAX SLOPE 2:1, SEE GRADING PLAN

PLANT BED
DRAIN IN SWALE

NOTES:
1. SECTION IS SCHEMATIC ONLY.
2. PROPOSED BUILDING, LOADING DOCK, AND

GROCERY STORE REPRESENTATIONAL ONLY.
SEE ARCHITECTURE PLANS FOR LAYOUT.

4'
 M

IN
.

4'
 M

IN
.

4'
 M

IN
.

GROCERY STORE BELOW
(SEE ARCHITECTURE)

6' SECURITY FENCE

LEVEL 3

LEVEL 4

LEVEL 5

18" FROM
PROPERTY

 LINE

LEVEL 5

PROPOSED BUILDING

LEVEL 3

LEVEL 4

LEVEL 5

LEVEL 5

5' FOOT SIDEWALK
FOR  MAINTENANCE
ACCESS

TREE (TYP.)

RETAINING WALL (TYP.)

PLANTING BED ON STRUCTURE
MAX SLOPE 2:1, SEE GRADING PLAN

PLANT BED
DRAIN IN SWALE LOADING DOCK BELOW

(SEE ARCHITECTURE)

PROPOSED BUILDING

NOTES:
1. SECTION IS SCHEMATIC ONLY.
2. PROPOSED BUILDING, LOADING DOCK, AND

GROCERY STORE REPRESENTATIONAL ONLY.
SEE ARCHITECTURE PLANS FOR LAYOUT.

GROWTH
MEDIA
(TYP.)

GROWTH
MEDIA
(TYP.)

EXISTING
SUBGRADE

EXISTING
SUBGRADE

TW 76.0
BW 70.0

TW 87.0
BW 81.0

TW VARIES

TW VARIES

TW
67.0

TW 66.0TW
67.0

5' FOOT SIDEWALK FOR
MAINTENANCE ACCESS

S
O

IL
 D

E
P

TH
V

A
R

IE
S

,
4"

 M
IN

.

S
O

IL
 D

E
P

TH
V

A
R

IE
S

,
4"

 M
IN

.

SERVICE AREA WALL CROSS SECTION
SECTION 1/4" = 1'

2013069

UNCOMPACTED SOIL

COLUMNAR TREE

RETAINING WALL

42" GUARDRAIL

CONCRETE CURB (SEE
ENGINEERING DRAWINGS)

1'

5'

TOP OF SLAB
+144.0

5'

14'

TOP OF CURB
+144.5

TOP OF WALL
+164

TOP OF WALL
+149.5

LIM
ITS

 O
F D

IS
TU

R
B

A
N

C
E

P
R

O
P

E
R

TY
 LIN

E

SERVICE AREA
DRIVE AISLE

12" PLANTER WALL SETBACK,
FILL MATERIAL TBD

PATIO SECTION3
L-2.2

SERVICE AREA WALL CROSS SECTION4
L-2.2

BUFFER SECTION A
L-2.2

1 BUFFER SECTION B
L-2.2

2

3
L-2.2

PATIO SECTION

3
L-2.3

42" GUARDRAIL

3
L-2.3

42" GUARDRAIL

1
L-2.3

6` SECURITY
FENCE

1
L-2.4
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N
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01B-066
1/2''=1'ELEVATION

3/4'' X 5' - 7-5/8'' SQUARE SOLID ALUM. PICKETS

3/4'' X 5-1/2'' SQUARE SOLID ALUM. PICKETS

1-1/2" SQUARE ALUM. CHANNEL (CONTINUOUS)

1-1/2'' X 6'-8'' SQUARE ALUM. POST (8'-1'' O.C. MAX)

RETAINING WALL (PLANS BY AES)

3'
'

39
''

SEE
NOTE #1

SPACED 6'' O.C.

SPACED 3'' O.C.

42
'' M

IN
 H

T.

NOTE:
1.  PICKET SPACING SHALL BE SET AS TO PREVENT A SPHERE
4" IN DIA. FROM PASSING THROUGH THE SPACE.
2.  ALL FIELD WELDING SHALL BE COMPLETE SEAL (FULL
FILLET OR BRAZE WELD).
3.  ALL ALUM. SHALL RECIEVE 1 COAT OF RUST INHIBITING
PRIMER, & 2 COATS OF PAINT.  PAINT COLOR SHALL BE FLAT
BLACK (OR POWDER COAT.)
4.  FENCE DESIGN IS SCHEMATIC. FINAL SELECTION TO BE
APPROVED BY OWNER.

6"

42
" M

IN
.

RETAINING WALL

TYPICAL SECTION

12" MIN.

SLOPE

WIDTH VARIES

TBD

PICTORIAL

ELEVATION 1/2"=1'-0" ELEVATION 1/2"=1'-0"

NTSSECTION

MODEL: 6" ATRIUM GRATE #90B
COLOR: BLACK

FLAT TOP STRUCTURAL FOAM
POLYOLEFIN ATRIUM GRATE WITH UV
INHIBITOR

NOTES:
1. FOR DRAINS ON NATURAL GRADE, EXTEND

PVC PIPE FROM DRAINS, CONNECT TO
STORM DRAIN SYSTEM.

2. FOR DRAINS IN PLANTERS OVER
STRUCTURAL SLAB, SEE M.E.P.
ENGINEER'S PLAN FOR ALL CONDUIT
CONNECTIONS AND PIPE SIZING DATA.

3. CONTRACTOR TO SUBMIT SHOP DRAWINGS
TO LANDSCAPE ARCHITECT AND M.E.P.
ENGINEER PRIOR TO ORDERING AND
INSTALLATION.

4. OR APPROVED EQUAL

SOURCE:
NDS, INC.
P.O. BOX 339
851 N. HARVARD AVENUE
LINDSAY, CA 93247
T: 800-726-1994

PICTORIAL NTS

031-25

DRAIN MODEL: DURA SLOPE TRENCH DRAIN SYSTEM
GRATE MODEL: 2' CAST IRON CHANNEL GRATE
QUANTITY: SEE PLANS

NOTES:
1. FOR DRAINS ON NATURAL GRADE, EXTEND

PVC PIPE FROM DRAINS, CONNECT TO
STORM DRAIN SYSTEM.

2. SEE ENGINEER'S PLAN FOR ALL CONDUIT
CONNECTIONS AND PIPE SIZING DATA.

3. CONTRACTOR TO SUBMIT SHOP DRAWINGS
TO LANDSCAPE ARCHITECT AND M.E.P.
ENGINEER PRIOR TO ORDERING AND
INSTALLATION.

4. OR APPROVED EQUAL
5. ACTUAL INSTALLATION TECHNIQUE MAY

VARY

SOURCE:
NDS, INC.
P.O. BOX 339
851 N. HARVARD AVENUE
LINDSAY, CA 93247
T:(559) 562-9888

PICTORIAL NTS

031-25

42" GUARDRAIL3
L-2.3

6' SECURITY FENCE
L-2.3

1 6' ORNAMENTAL FENCE
L-2.3

2

PEDESTRIAN STRIP DRAIN
L-2.3

4 PLANT BED DRAIN
L-2.3

5 VEHICULAR TRENCH DRAIN
L-2.3

6

WASTE RECEPTACLE
PICTORIAL NTS

05F-422WASTE RECEPTACLE7
L-2.3

WAYFINDING SIGNAGE9
L-2.3PICTORIAL N.T.S.

PITCH SIDE-OPENING LITTER RECEPTACLE
SIZE: 28 GALLON
DIMENSIONS: 25"W X 25"L X  34"H
COLOR: TITANIUM
QTY: T.B.D.

MANUFACTURER:
LANDSCAPE FORMS
431 LAWNDALE AVENUE
KALAMAZOO, MI 49048

NOTE:
1. OR APPROVED EQUAL
2. SURFACE MOUNT
3. ASSEMBLE AND INSTALL PER MANUFACTURER'S
INSTRUCTIONS.

COURTYARD WASTE RECEPTACLE8
L-2.3
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SECTION 3/4"=1'-0''

REINFORCED CONCRETE WALL;
SMOOTH-FORMED FINISH, TO

MATCH ARCHITECTURE

REINFORCED STRUCTURAL SLAB

FINISHED GRADE,
 SEE GRADING PLAN

4" PERFORATED DRAIN  PIPE

WASHED AGGREGATE
GEOTEXTILE FILTER FABRIC

FINISHED GRADE, SEE GRADING PLAN

PLANTER SOIL

1'

HEIGHT VARIES
SEE GRADING PLANS

NOTES:
1. DESIGN IS SCHEMATIC ONLY. STRUCTURAL COLUMN, FOOTING AND

COMPACTED SUBGRADE TO BE DESIGNED AND VERIFIED BY A
STRUCTURAL ENGINEER BASED ON THE SITE SPECIFIC GEOTECHNICAL
REPORT AND LOAD BEARING REQUIREMENTS PRIOR TO CONSTRUCTION.

2. ALL STRUCTURAL ITEMS TO CONFORM TO ALL APPLICABLE LOCAL,
COUNTRY AND INTERNATIONAL BUILDING CODES.

3. OR APPROVED EQUAL.

HIGH DENSITY STYROFOAM

DRAINAGE BOARD

NEOPRENE WATERPROOFING

PROTECTION BOARD

FILTER FABRIC, TURN UP AT
VERTICAL SURFACES

WEEP HOLE, 24" O.C.

1
2" EXPANSION JOINT

WATERPROOFING

SCALE: 3/4"=1'-0"SECTION

SECTION NTS

BISON IPÊ TILES
SURFACE: RIBBED
MODEL: WT-IPE-24RIBBED
COLOR: BROWN
DIMENSIONS:  23 7/8” X 23 7/8” X 1.69”
WEIGHT: 24 LBS

ADJUSTABLE DECK SUPPORTS BY
BISON INNOVATIVE PRODUCTS
2395 WEST 4TH AVENUE
DENVER, CO 80223
P: 303-892-0400

BISON INNOVATIVE PRODUCTS
2395 WEST 4TH AVENUE
DENVER, CO 80223
P: 303-892-0400

NOTES:
1. OR OWNER APPROVED EQUAL
2. PEDESTALS TO BE LEVEL

PRODUCT: DETECTABLE WARNING PAVERS

DIMENSION: 24" X 24"
COLOR: T.B.D.

NOTES:
1. OR APPROVED EQUAL

SOURCE:
HANOVER ARCHITECTURAL PRODUCTS
5000 HANOVER ROAD
HANOVER, PA 17331
VOICE : (717) 637-0500

PICTORIAL NTS

031-25

SECTION NTS

HANOVER PEDESTAL PAVER
FINISH: TUDOR
COLOR: T.B.D
PATTERN: T.B.D.
DIMENSIONS:  23 12" X 23 12" 2 14"
WEIGHT: PSF: 21 LBS/SF

TO BE INSTALLED WITH HANOVER
PEDESTAL SYSTEMS

SOURCE:
HANOVER ARCHITECTURAL PRODUCTS
5000 HANOVER ROAD
HANOVER, PA 17331
VOICE : (717) 637-0500

NOTES:
1. OR APPROVED EQUAL

PICTORAL NTS

HANOVER TRADITIONAL PREST BRICK
FINISH: NATURAL
SEE MATERIALS PLAN FOR COLOR AND PATTERN

AVAILABLE FROM:
HANOVER ARCHITECTURAL PRODUCTS
5000 HANOVER ROAD
HANOVER, PA 17331
VOICE : (717) 637-0500

NOTES:
1. OR APPROVED EQUAL
2. INSTALL PER MANUFACTURERS RECOMMENDATIONS

SPECIAL PAVING  SIZE: 6"X12"X4"
SEE PLAN PLAN ENLARGEMENT L-1.4B FOR LOCATION

SPECIAL PAVING  SIZE: 12"X12"X3"
SEE PLAN PLAN ENLARGEMENT L-1.4B FOR LOCATION

COLOR MIX 1:
TAN / CHARCOAL  BLEND

COLOR MIX 2:
NATURAL / CHARCOAL BLEND

COLOR:
CHARCOAL

RETAINING WALL2
L-2.4

ARTIFICIAL TURF3
L-2.4

DETECTABLE WARNING STRIP4
L-2.4

PEDESTAL PAVERS5
L-2.4

WOOD PEDESTAL PAVERS6
L-2.4

SPECIAL PAVING7
L-2.4 L-
2.
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L-2.4

CONCRETE
SIDEWALK

CUSTOM TREE GRATE
PLAN NTS

TWEED TREE GRATE
MATERIAL: UNFINISHED CAST IRON
SIZE: 60" x 120"

GRATE FRAME: IRONSMITH ITEM ID: 60X120F-6

MANUFACTURER:
IRONSMITH
4170 CORPORATE WAY
SUITE 3
PALM DESERT, CA 92260
www.ironsmith.cc

AVAILABLE THROUGH:
BV ASSOCIATES
BRIAN VARINA
P: (800).496.0487
www.bv-associates.com

NOTES:
1. OR APPROVED EQUAL
2. INSTALL PER MANUFACTURER

RECOMMENDATIONS
3. CONTRACTOR TO ENSURE INSTALLATION IS

PLUMB AND LEVEL
4. SEE ENLARGEMENT PLAN - SHEET L-1.4 FOR

LOCATION AND QUANTITY

LIGHT WELL WITH
BOLTED COVER

LIGHT WELL WITH
BOLTED COVER

CONCRETE SIDEWALK
SCHEMATIC PLAN / SECTION AS NOTED

12F-204

CONTROL JOINT (1/8" RADIUS)

4" CONCRETE SET AT 3000 PSI @ 28 DAYS
(TO INCLUDE 'LAMP BLACK' COLOR ADDITIVE)

95% COMPACTED SUBGRADE TO BE VERIFIED
BY A QUALIFIED LAB PRIOR TO INSTALLATION.

4"

NOTES:
1.  ALL STRUCTURAL ITEMS TO CONFORM TO ALL APPLICABLE
INTERNATIONAL, NATIONAL, STATE, AND LOCAL BUILDING CODES.
2.  PRIOR TO CONSTRUCTION, ALL STRUCTURAL CROSS SECTIONS SHALL
BE REVIEWED BY A QUALIFIED STRUCTURAL AND/OR GEOTECHNICAL
ENGINEER, AND MODIFIED AS NECESSARY BASED ON THE SITE SPECIFIC
GEOTECHNICAL REPORT.
3.  PROVIDE 1/2" BIT. EXPANSION JOINTS @ 15' O.C. AND WHEN CONCRETE
ABUTS A RIGID SURFACE (I.E. WALLS, CURBS, OR A CHANGE OF
MATERIALS).
4. CONTROL JOINTS SHALL BE NO WIDER THAN 5' APART.

STIFF BROOM FINISH
PERPENDICULAR TO TRAFFIC FLOW

4"

4" MIN. AGGREGATE SUB-BASE

SCALE: 1"=1'-0'

CONTROL JOINT
SECTION

TYPICAL SCORING PATTERN
SCALE: 1/4"=1'-0'

EQUAL TO WIDTH

 CONTROL JOINT

W2XW2 WWM

2"
2"

4"
4"

2"
2"

SCALE: 1"=1'-0'

EXPANSION JOINT
SECTION

1
2" EXPANSION JOINT

BACKER ROD
NO. 4 STEEL ROD WITH SLEEVE AT

4'-0'' O.C.
LUBRICATE ONE END OF ROD TO

PREVENT BONDING

CONCRETE SIDEWALK1
L-2.4

CUSTOM TREE GRATE8
L-2.4
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2013-001

N.T.S.PICTORIALPICTORIAL NTS PICTORIAL N.T.S.

SENTINEL BOLLARD MITRE WITH LIGHT
DIMENSIONS: 11"D X  42"H
COLOR: TITANIUM
QTY: T.B.D.

MANUFACTURER:
LANDSCAPE FORMS
431 LAWNDALE AVENUE
KALAMAZOO, MI 49048

NOTE:
1. OR APPROVED EQUAL
2. SURFACE MOUNT
3. ASSEMBLE AND INSTALL PER MANUFACTURER'S
INSTRUCTIONS.

PICTORIAL N.T.S.

ROUGH&READY BACKLESS CURVE BENCH
MODEL: R&R-CURVE-400 BENCH
DIMENSIONS: 23"D X 157"L X 18"H
MATERIAL: FSC HARDWOOD, GALVANIZED STEEL
QTY: T.B.D.

MANUFACTURER:
STREETLIFE-USA
WWW.STREETLIFE.NL

NOTE:
1. OR APPROVED EQUAL
2. SURFACE MOUNT
3. ASSEMBLE AND INSTALL PER MANUFACTURER'S
INSTRUCTIONS.

PICTORIAL N.T.S.

ROUGH&READY BACKLESS TOP SEAT
MODEL: R&R-CURVE-TOP 200, STRAIGHT VERSION
DIMENSIONS: 23"D X 78 3 4"L X 6 3 4"H
MATERIAL: FSC HARDWOOD, GALVANIZE STEEL
QTY: T.B.D.

MANUFACTURER:
STREETLIFE-USA
WWW.STREETLIFE.NL

NOTE:
1. OR APPROVED EQUAL
2. SURFACE MOUNT ON WALL
3. ASSEMBLE AND INSTALL PER MANUFACTURER'S
INSTRUCTIONS.

PICTORIAL N.T.S.

NEOROMANTICO BENCH
DIMENSIONS: 27"D X 69"L X  30 3 4"H
MATERIAL: JARRAH WOOD, ALUMINUM
QTY: T.B.D.

MANUFACTURER:
LANDSCAPE FORMS
431 LAWNDALE AVENUE
KALAMAZOO, MI 49048

NOTE:
1. OR APPROVED EQUAL
2. SURFACE MOUNT
3. ASSEMBLE AND INSTALL PER MANUFACTURER'S
INSTRUCTIONS.

PICTORIAL N.T.S.

ROUGH&READY BACKLESS 6 BENCHES
MODEL: R&R-6-3000 BENCH
DIMENSIONS: 23"D X 118"L X 18"H
MATERIAL: FSC HARDWOOD, GALVANIZED STEEL
QTY: T.B.D.

MANUFACTURER:
STREETLIFE-USA
WWW.STREETLIFE.NL

NOTE:
1. OR APPROVED EQUAL
2. SURFACE MOUNT
3. ASSEMBLE AND INSTALL PER MANUFACTURER'S
INSTRUCTIONS.
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CONCRETE BOLLARD1
L-2.5

LIGHTED BOLLARD2
L-2.5

TRELLIS3
L-2.5

CURVILINEAR BENCH4
L-2.5

WALL BENCH5
L-2.5

BACKLESS BENCH6
L-2.5

PICTORIAL

QUARTZ SERIES LANDSCAPE CONTAINERS

MODEL: T.B.D.
DIMENSIONS: T.B.D.
MATERIAL/COLOR: T.B.D.
QTY: T.B.D.

MANUFACTURER:
KORNEGAY DESIGN
212 S 18TH ST, PHEONIX, AZ 85034
(602) 252-6323

NOTES:
1. OR APPROVED EQUAL

PLANTER POTS
L-2.5

9CORTEN STEEL PLANTER
PICTORAL NTS

MANUFACTURED BY:
PLANTERWORX
987 ESSEX ST.
BROOKLYN, NY 11208
PHONE:  (718) 963-0564
FAX: (718) 963-0565
WWW.PLANTERWORX.COM

NOTES:
1.OR APPROVED EQUAL
2. INSTALL PER MANUFACTURER'S
RECOMMENDATIONS

COURTYARD BENCH7
L-2.5

CORTEN STEEL PLANTER8
L-2.5
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2013-001

N.T.S.PICTORIAL

PICTORIAL N.T.S.

PARC CENTER TABLE AND CHAIRS

28" SQUARE TABLE
DIMENSIONS: 28"W  X  28"L  X  30"H
FINISH: POWDER COATED METAL
COLOR:  SILVER
QTY: T.B.D.

LOUNGE CHAIR WITH ARMS
DIMENSIONS:  30"W  X 23" D X 43" H
FINISH: POWDER COATED METAL
COLOR:  SILVER
QTY: T.B.D.

MANUFACTURER:
LANDSCAPE FORMS
431 LAWNDALE AVENUE
KALAMAZOO, MI 49048

NOTE:
1. OR APPROVED EQUAL
2. SURFACE MOUNT
3. ASSEMBLE AND INSTALL PER MANUFACTURER'S
INSTRUCTIONS.

PICTORIAL NTS

CUSTOM GAME TABLE

MATERIAL:  POWDER COATED STEEL

MANUFACTURER:
LANDSCAPEFORMS
431 LAWNDALE AVENUE
KALAMAZOO, MI 49048
800-430-6209

NOTES:
1. OR APPROVED EQUAL
2. FINAL DESIGN OF TABLE SURFACE TO BE DETERMINED
3. SEE MATERIALS PLAN FOR LOCATION
4. INSTALL PER MANUFACTURERS SPECIFICATIONS

PICTORIAL NTS

PEBBLE SEATS
MODEL:  T.B.D.
DFS-60 LG, GM
DFS-60 LG, JURASSIC
DFS-60 LG, ONYX
DFS-60 LG, BLD

DIMENSIONS:  ~24"W X 30"D X 12"H
MATERIAL/COLOR: GRANITE WITH IRON BASE
QTY: T.B.D.

MANUFACTURER:
STONE FOREST
213 S ST FRANCIS DR, SANTA FE,
NM 87501
(505) 986-8883

NOTES:
1. OR APPROVED EQUAL

PICTORIAL N.T.S.

CHARLIE TABLE
DIMENSIONS: 67"W  X  67"L  X  30"H
COLOR: T.B.D.
QTY: T.B.D.

MANUFACTURER:
LANDSCAPE FORMS
431 LAWNDALE AVENUE
KALAMAZOO, MI 49048

NOTE:
1. OR APPROVED EQUAL
2. SURFACE MOUNT
3. ASSEMBLE AND INSTALL PER MANUFACTURER'S
INSTRUCTIONS.

N.T.S.PICTORIAL

PICTORIAL N.T.S.

MINGLE TABLE - 3 SEAT BACKED WITH UMBRELLA HOLE AND
CATENA TABLE TOP
DIMENSIONS: 85 14"D  X  32 3 4"H
MATERIAL: POWDER COATED METAL
COLOR: TITANIUM
QTY: T.B.D.

SOLSTICE UMBRELLA
STYLE: CYGNUS
DIMENSIONS: 79"W  X 79"L X  6'2" H CLEARANCE
MATERIAL: POWDER COATED METAL
COLOR: FLAMBE ORANGE
QTY: T.B.D.

MANUFACTURER:
LANDSCAPE FORMS
431 LAWNDALE AVENUE
KALAMAZOO, MI 49048

NOTE:
1. OR APPROVED EQUAL
2. SURFACE MOUNT
3. ASSEMBLE AND INSTALL PER MANUFACTURER'S INSTRUCTIONS.
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DEEP SEATING ARRANGEMENT 1
L-2.6

PICNIC TABLE2
L-2.6

PEBBLE SEATS3
L-2.6

SQUARE CAFE TABLE AND CHAIR4
L-2.6

SCULPTURE5
L-2.6

GAME TABLE6
L-2.6

ROUND CAFE TABLE AND UMBRELLA8
L-2.6 PICTORIAL

MODEL: METRO-HUD
DIMENSIONS: 9' L
MATERIAL/COLOR: STEEL GRAY CRADLE FINISH, STEEL GREY
VINYL
REMARKS: OUTDOOR ALL-WEATHER UPGRADE
QTY: 1

MANUFACTURER:
HUDSON SHUFFLEBOARDS
17731 Cowan
Irvine, CA 92614
(714)-988-0001

NOTES:
1. OR APPROVED EQUAL

SHUFFLE BOARD
L-2.6

9ART FOCAL FEATURE
L-2.6

7 ART FOCAL FEATURE
PICTORIAL N.T.S.

"TWISTER OVAL" ART SCULPTURE

SIZE: 218H X 65W
ARTIST: LYMAN WHITAKER

ART GALLERY:
LEOPOLD GALLERY
324 W. 63RD ST.
KANSAS CITY, MO 64113
PHONE: (816) 333-3111
WWW.LEOPOLD ART GALLERY.COM

NOTE:
1. OR APPROVED EQUAL
2. INSTALL PER GALLERY'S RECOMMENDATIONS
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2013-001

GUYING FOR LARGE TREES (12' - 20')
SECTION NTS

08A-003

RUBBER HOSE OR CHAFING GUARD: 2 STRANDS 12 GAUGE
WIRE TWISTED (OR EQUIV.)

(2) 2"x2" MIN. HARDWOOD STAKES. SET 18" BELOW TREE PIT.
PARALLEL TO STREET IN UNDISTURBED GROUND. DO NOT
DRIVE STAKES INTO ROOTBALL

REMOVE EXCESS SOIL FROM TOP OF ROOTBALL TO EXPOSE
ROOT FLAIR.

3" HARDWOOD MULCH (DO NOT MULCH WITHIN 6" OF TRUNK)

REMOVE TOP 2/3 OF WIRE BASKET. REMOVE OR FOLD DOWN
BURLAP TO REMAINING BASKET. CUT/REMOVE ALL
ATTACHED STRING AND ROPE.

PRUNE ONLY TO REMOVE DAMAGED DISEASED OR
BROKEN BRANCHES DO NOT REMOVE MORE THAN 1/5
OF BRANCH SYSTEM.

DO NOT CUT LEADERS.

TREE MUST RETAIN NATURAL CROWN SHAPE.
REMOVE ALL STAKES WITHIN  THE FIRST YEAR'S
PLANTING.

NOTE: ALL TREE PLANTING METHODS
SHALL BE PER LANDSCAPE
CONTRACTORS ASSOC. MD/DC/VA
LANDSCAPE   SPECIFICATIONS
GUIDELINES CURRENT EDITION

SPLAY SIDES OF PLANTING PIT. PIT DEPTH EQUAL TO
HEIGHT OF ROOTBALL.

6'

MULTI TRUNK TREE PLANTING
SECTION NTS

08A-144

ROOTBALL CENTERED
IN TREE PIT.

BACKFILL WITH SOIL TAKEN OUT OF
PLANTING HOLE OR 50% CLEAN EXISTING
SOIL, 25% TOPSOIL AND 25% CITY
APPROVED ORGANIC MATERIAL

SHRUB PLANTING BED
SECTION NTS

08A-145

FOR SINGLE SHRUB, PIT SHALL BE 1' WIDER

THAN ROOTBALL & DEEP ENOUGH TO ALLOW

1/8 OF ROOTBALL TO SET ABOVE EX. GRADE
NOTE: ALL SHRUB PLANTING METHODS SHALL BE

PER LANDSCAPE CONTRACTORS ASSOC. MD/DC/VA

LANDSCAPE   SPECIFICATIONS GUIDELINES CURRENT

EDITION

UNTIE AND ROLL BACK BURLAP FROM 1/3 MIN.
OF ROOTBALL. ALL

PLASTIC OR SYNTHETIC FILM OR TWINE MUST
BE REMOVED FROM THE ROOTBALL.

MULCH TOP OF ROOTBALL AND SAUCER A

MAX. DEPTH OF 2"

SOIL BACKFILL MIXTURE AS REQUIRED BY SOIL

TEST OR EX. SOIL IF SUITABLE

SPADED BED EDGE

EX. SUBGRADE;SCARIFY SIDES AND BOTTOM OF

BED PIT

COMPACT PLANTING MIX BENEATH BALL TO

PREVENT SETTLING

REMOVE CONTAINERS

FROM ALL

CONTAINER GROWN

SHRUBS, SLASH THE

EDGES OF THE

ROOTBALL FROM TOP

TO BOTTOM AT LEAST

1" DEEP.
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"

FOR SINGLE SHRUB, PIT SHALL BE 1' WIDER

THAN ROOTBALL

FOR SHRUB MASS PLANTING TILL

ENTIRE BED 4-6" PRIOR TO INDIVIDUAL SHRUB

PIT EXCAVATION

DETAIL APPLIES TO ALL SHRUBS

AND PERENNIALS PLANTED CONTIGUOUSLY IN

BEDS

3" HARDWOOD MULCH (DO NOT MULCH WITHIN 6" OF TRUNK)

REMOVE EXCESS SOIL FROM TOP OF ROOTBALL TO EXPOSE
ROOT FLAIR

NOTES:
1. PRUNE ONLY TO REMOVE DAMAGED, DISEASED OR BROKEN

BRANCHES.  DO NOT REMOVE MORE THAN 1/5 OF BRANCH SYSTEM.  DO
NOT CUT LEADER.  TREE MUST RETAIN NATURAL CROWN SHAPE.

2. REMOVE ALL STAKES WITHIN ONE YEAR OF PLANTING.
3. MULCH TO BE 1" BELOW TOP OF PAVER.
4. TREES SHALL BE LIMBED UP TO 6' AS THEY MATURE.

2 STRANDS, 12 GAUGE WIRE TWISTED OR EQUAL, (2) 2"X2" MIN.
HARDWOOD STAKES PER TREE.  SET 18" BELOW TREE PIT,
PARALLEL TO STREET IN UNDISTURBED GROUND.
DO NOT DRIVE STAKES INTO ROOTBALL.

STREET TREE - ROOT BALL CENTERED IN TREE OPENING

RUBBER HOSE

TREE PLANTING
SCHEMATIC ELEVATION 1/2"=1'-0"

08A-188

2/3 HEIGHT OF TREE
PER AAN STANDARDS

FINISHED GRADE

SHRUBS AND GROUNDCOVERS
PLAN N.T.S.

TRIANGULAR SPACING FOR
VEGETATION PROTECTION

NOTES:
1. MIX IN BONE MEAL AT BOTTOM OF BULB WHEN

PLANTED.
2. ALL ANNUAL AND PERENNIAL BEDS TO BE MULCHED

WITH PINE BARK FINES, SEE PLANT NOTES.
3. BEDS SHALL BE RAISED ABOVE ADJACENT GRADE.

SUBGRADE

SLOPE BOTTOM OF ALL PREPARED BEDS 1/4" / FOOT
MIN TO NATURAL LOW POINT

FERTILIZER AND CHEMICAL ADDITIVES 6" - 8" DEPTH (AT THE ROOT
ZONE)

COVER MULCHED BED EDGE W/ 2" -  4" OF SOIL (FINISHED GRADE)

BULB DEPTH 6" - 8"

SOIL MIX, USE:
     1/3 PINE FINES (GROUND)
     1/6 PERLITE
     1/2 TOPSOIL

3" MULCH

3"

8" min.
2"-3"
min.

2% SLOPE

PLANTING BED FOR ANNUALS AND PERENNIALS
SECTION NTS

08A-089

REMOVE TOP 1/3 OF ALL BURLAP FABRIC AROUND ROOT BALL

NOTES:
1. CONTRACTOR TO REGRADE, SOD OR HYDROSEED AND
STRAW MULCH ALL AREAS DISTURBED AS A RESULT OF THE
CONTRACTOR'S WORK.
2. UPRIGHT STAKES TO BE USED ON TREES UP TO 12' IN HEIGHT.
LARGER TREES MUST BE GUYED.
3. 1/8 OF ROOT BALL TO BE ABOVE FINISHED GRADE
4. DO NOT COVER ROOT CROWN.

TREE WRAP MAIN TRUNK RECOMMENDED FOR SMOOTH BARK
TREES DURING DORMANT INSTALLATION. IT SHALL BE REMOVED
WHEN CANOPY IS IN LEAF
RUBBER HOSE

2" X 2" HARDWOOD GUY STAKE -3 PER TREE

12 GAUGE GALVANIZED WIRE-DOUBLE STRAND TWISTED

BLACK CORRUGATED PLASTIC PIPE

MULCH TOP OF ROOT BALL AND SAUCER TO A MINIMUM DEPTH
OF 2", NOT TO EXCEED 3". DO NOT PLACE MULCH AGAINST THE
TRUNK

6'

45°

4X ROOT BALL DIA
LIMITS OF DISTURBANCE

3" SAUCER AROUND TREE

SOIL MIX

3:1 MAXIMUM GRASSED SLOPE

EXISTING GRADE

COMPACTED MOUND TO PREVENT TREE SETTLING (6" MIN
HEIGHT)
UPRIGHT STAKES EXTENDED TO FIRM BEARING

3"
 m

in

TREE PLANTING ON A SLOPE
SECTION NTS

08A-144

M
IN

 D
E

P
TH

:
3X
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GUYING FOR LARGE TREES (12' - 20')1
L-2.7

MULTI TRUNK TREE PLANTING3
L-2.7

SHRUB PLANTING BED4
L-2.7

TREE PLANTING5
L-2.7

VEGETATION PROTECTION7
L-2.7

PLANTING BED FOR ANNUALS AND PERENNIALS8
L-2.7

TREE PLANTING ON A SLOPE
L-2.7
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9
L-2.7

TREE PIT ADJACENT TO CONCRETE SIDEWALK
PLAN NTS

12F-184

STREET

CONCRETE CURB
(SEE ENGINEERING

DRAWINGS)

20
'

3" MULCH.  MULCH IS TO BE 1" BELOW TOP OF CONCRETE.  DO
NOT MULCH WITHIN 6" OF TRUNK.

2'
2'

2 STRANDS, 12 GAUGE WIRE TWISTED OR EQUAL
(2) 2"X2" MIN. HARDWOOD STAKES PER TREE.
SET 18" BELOW TREE PIT, PARALLEL TO STREET
IN UNDISTURBED GROUND.
DO NOT DRIVE STAKES INTO ROOTBALL.

STREET TREE - ROOT BALL CENTERED IN TREE OPENING
GROUNDCOVER - SEE PLANTING PLAN FOR SPECIES AND
QUANTITY

1'-6" 5'

TREE PIT ADJACENT TO CONCRETE SIDEWALK
L-2.7

2
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UPLIGHT TO BE:
RAB LIGHTING - LED FLOODLIGHT 5W
MODEL: LFLED5A

MANUFACTURED BY:
RAB LIGHTING
170 LUDLOW AVENUE
NORTHVALE, NJ 07647
PHONE:  (888) RAB-1000
FAX:  (888) RAB-1232
WWW.RABWEB.COM

SPECIFICATIONS:
COLOR: BRONZE
ACCESSORIES:
TRANSFORMER:

PICTORIAL NTS

UPLIGHT 05B-XXX

NOTES:
1.OR APPROVED EQUAL
2. CONNECT POWER SOURCE PER MANUFACTURER'S
INSTRUCTIONS IN COORDINATION WITH MEP
DRAWINGS.
3. WIRE UNDERGROUND ON SEPARATE CIRCUIT WITH
SWITCH INSIDE BUILDING.

PRIVATE STREET LIGHT
PICTORAL NTS

STREET LIGHT TO BE:
STERNBERG LIGHTING SOLANA SL660
MODEL: SL660

MANUFACTURED BY:
STERNBERG LIGHTING
555 LAWRENCE AVE.
ROSELLE, IL 60172
PHONE:  (800) 621-3376
WWW.STERNBERGLIGHTING.COM

POST TOP SPECIFICATIONS:
COLOR: USL - URBAN SILVER MATTE
HEIGHT: 14' MOUNTING HEIGHT
LENS: CA
NO. OF LEDS: 84L
COLOR TEMP K: 45(00)K
DISTRIBUTION TYPE: T3
DISTRIBUTION ORIENTATION: F
DRIVER: MDL05

POLE SPECIFICATIONS:
URBAN LINE - ROUND STRAIGHT STEEL POLES
MODEL: RSS14F400P3U2400-4
BASE COVER: ROUND 2400-4
COLOR: USL - URBAN SILVER MATTE

NOTES:
1.OR APPROVED EQUAL
2. CONNECT POWER SOURCE PER MANUFACTURER'S
INSTRUCTIONS IN COORDINATION WITH MEP
DRAWINGS.
3. WIRE UNDERGROUND ON SEPARATE CIRCUIT WITH
SWITCH INSIDE BUILDING.

BASE COVER ROUNDSOLANA SL660

UPLIGHT
L-2.8

1

PRIVATE STREET LIGHT
L-2.8

2 LOADING AREA SCREEN ART WALL
CONCEPT NTS

A - VIEW LOOKING SOUTH

A1 - VIEW LOOKING SOUTH

B - VIEW LOOKING SOUTH C - VIEW LOOKING NORTHEAST

D - VIEW FROM PLAZA E - VIEW FROM ADJACENT SIDEWALK

PROJECT
SIGN

GREEN
SCREEN, TYP.

MASONRY
SCREEN WALL

DECORATIVE 12" RECESS WITH
REFLECTIVE PAINT, TYP.

10'
MIN.

LANDSCAPE
BERM

GARAGE EXHAUST
SHAFT WALL

LOADING AREA
WALL BEYOND

RETAINING
WALL

PUBLIC ROW STREET LIGHT
PICTORIAL NTS

NOTES:
1. LIGHT SPECIFICATIONS AND LOCATIONS TO BE REVIEWED AND
FINALIZED BY A QUALIFIED LIGHTING ENGINEER.
2.  ALL STRUCTURAL CROSS SECTIONS, INCLUDING FOOTINGS, SHALL BE
REVIEWED BY A QUALIFIED STRUCTURAL ENGINEER AND MODIFIED AS
NECESSARY BASED ON THE SITE SPECIFIC GEOTECHNICAL REPORT.

CAT. NO. R54BANN1ATRD150SQ OR EQUAL
HADCO CAT. NO. R54 (POLYACRYL GLOBE)
B (ROUND FITTER W/ PETAL SCALLOPS POD)
A (VICTORIAN POLYACRYL ROOF)
N (NO CAGE)
N (NO FINIAL)
1 (HEX HEAD FASTENERS)
A (BLACK FINISH)
T (FULL TOP REFLECTOR) OR  G (FULL TOP W/ HOUSE SIDE
SHIELD)
R (TWIST-LOCK PHOTCELL SOCKET) AND SHORTENING CAP
D (MEDIUM SOCKET)
100S (100 WATT HPS LAMP)
Q (MULTI-VOLT BALLAST)
LUMINAIRE MANUFACTURER:
HADCO LIGHTING, LITTLESTOWN, PA
GLOBE: TYPE V WIDE CLEAR "POLYACRYL" WITH VICTORIAN
STYLE ROOF
BASE: ROUND FITTER WITH METAL SCALLOPS. 360 CAST
ALUMINUM ALLOY
REFLECTOR: FULL TOP SPECULAR ANODIZED COATED
HYDROFORM ALUMINUM
LAMP: HPS, MEDIUM BASE, WITH PHOTOCELL
OR APPROVED EQUAL.

LIGHT POST MANUFACTURER: 
W.J. WHATLEY
6980 E. 54TH PLACE
COMMERCE CITY, CO 80022
Ph. 877-959-7678
POST MODEL: XF45-D3M
ABOVE GRADE HEIGHT: 14'
INSTALLATION METHOD: ANCHOR BASE
POST COLOR: BLACK

2'

POLE FOOTING TO BE
INSTALLED FLUSH WITH FINISH

GRADE.  DESIGN DETERMINED BY A
STRUCTURAL ENGINEER

POLE
POLE BASE
SIDEWALK CURB

SECTION

4' MIN.SEE FOR
FOOTING
WITHIN 
PLANTING
AREA

LOADING AREA SCREEN ART WALL4
L-2.8

PUBLIC ROW STREET LIGHT
L-2.8

3

A

B

C

D

E

KEY PLAN - NTS
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LOADING AREA SCREEN ART WALL
CONCEPT NTS

A - VIEW LOOKING SOUTH

A1 - VIEW LOOKING SOUTH

B - VIEW LOOKING SOUTH C - VIEW LOOKING NORTHEAST

D - VIEW FROM PLAZA E - VIEW FROM ADJACENT SIDEWALK

PROJECT
SIGN

GREEN
SCREEN, TYP.

MASONRY
SCREEN WALL

DECORATIVE 12" RECESS WITH
REFLECTIVE PAINT, TYP.

10'
MIN.

LANDSCAPE
BERM

GARAGE EXHAUST
SHAFT WALL

LOADING AREA
WALL BEYOND

RETAINING
WALL

ART FOCAL FEATURE
PICTORIAL N.T.S.

"TWISTER OVAL" ART SCULPTURE

SIZE: 218H X 65W
ARTIST: LYMAN WHITAKER

ART GALLERY:
LEOPOLD GALLERY
324 W. 63RD ST.
KANSAS CITY, MO 64113
PHONE: (816) 333-3111
WWW.LEOPOLD ART GALLERY.COM

NOTE:
1. OR APPROVED EQUAL
2. INSTALL PER GALLERY'S RECOMMENDATIONS

N.T.S.PICTORIAL

LOADING AREA ART WALL
THE LOADING AREA SCREEN WALL PRESENTS A UNIQUE OPPORTUNITY AS IT IS A PROMINENT FEATURE FRONTING THE ENTIRETY OF THE PUBLIC
PLAZA ON THE EASTERN EDGE. A COMBINATION OF ARTFUL LANDSCAPE DESIGN AND PUBLIC ART ON THE WALL ITSELF IS PROPOSED. IN THE
SOUTHERN SEGMENT THERE IS A WIDER LANDSCAPE BED THAT WILL ALLOW A 3 TO 1 SLOPE, WHICH WILL MINIMIZE THE VERTICALITY OF THAT
WALL AND WILL BLEND THE PARKING GARAGE EXHAUST WITHIN IT. THE REQUIRED CANOPY TREES WILL ADD A LAYER OF INTEREST, SEASONALITY
AND COLOR, AND WILL BE ACCENTED WITH UPLIGHTS FOR NIGHT TIME EFFECT.
THE NORTHERN SEGMENT, WHERE THE LANDSCAPE AREA IS NARROW, IT RESULTS IN AN AMPLE VERTICAL CANVAS TO LOCATE A PUBLIC ART
EXPRESSION. THIS EXPRESSION COULD HAVE KINETIC QUALITIES, AND COMPLEMENT THE PUBLIC PLAZA CENTRAL KINETIC ART PIECE. IT MIGHT
ALSO BE COORDINATED WITH A POTENTIAL BUILDING SIGN WELCOMING RESIDENTS AND VISITORS TO THE RESIDENTIAL BUILDING. THE FINAL
DESIGN SHALL INTEGRATE ALL THE ELEMENTS THAT INTERFACE WITH THE ENTIRE SCREEN WALL LENGTH.

(THE CURRENT DESIGN INCLUDES A COMBINATION OF A GREEN SCREEN APPROACH THAT, IN FORM AND CHARACTER, COMPLEMENTS THE
ARCHITECTURE OF THE BUILDING. HOWEVER THE APPLICANT AND THE DESIGN TEAM WILL WORK WITH DIANE RUGGIERO AND THE CITY'S OFFICE
OF THE ARTS TO DEVELOP THIS COMMUNITY ART PIECE IN ACCORDANCE TO THE CITY OF ALEXANDRIA PUBLIC ART POLICY)

THE GATEWAY AT KING AND BEAUREGARD PUBLIC ART NARRATIVE
THIS URBAN PROJECT SITE AND PROMINENT LOCATION ON KING STREET PRESENTS NUMEROUS OPPORTUNITIES FOR PUBLIC ART, DUE TO ITS LAYOUT,
MASSING, PEDESTRIAN /VEHICULAR FLOW THROUGH IT. THE CONTEMPORARY DESIGN AND CHARACTER OF THE PROPOSED BUILDINGS, INFORMS A
POTENTIAL PUBLIC ART APPROACH AND STORY AT STREET LEVEL THAT CAN BE VERY DYNAMIC AND ENGAGING.

PUBLIC PLAZA
THE MASSING AND HEIGHT OF THE BUILDINGS, COMBINED WITH THE LAYOUT OF THE PRIVATE STREET THROUGH THE CENTER OF THE PROJECT,
WILL PROVIDE MICROCLIMATIC CONDITIONS OF POTENTIAL ACCENTED WIND CURRENTS THAT CAN BE EXPLORED AND TRANSLATED TO ART.
A KINETIC ART PIECE BECOMES THE CENTER OF THE PUBLIC PLAZA. NESTLED WITHIN THE CANOPY OF THE HERITAGE RIVER BIRCH AND
AMERICAN HORNBEAM GROVE, THE MOVEMENT OF THE ELEVATED ART PIECE BECOMES AN ELEMENT OF SURPRISE TO THE VISITORS AND
RESIDENTS APPROACHING THE SPACE. FOR THE RESIDENTS AND EMPLOYEES OF THE UPPER FLOORS, THE VIEW LOOKING DOWN IN TO THE
PLAZA WILL BE DYNAMIC AND POETIC AS WELL IN PLAN VIEW. A DIFFERENT CANVAS FOR THE KINETIC SCULPTURE WILL BE PRESENTED
SEASONALLY, WITH TREES DROPPING THEIR LEAVES IT THE WINTER AND REVEALING A GROUND PLANE WITH A RICH AND INTERESTING PLANT
PALETTE.

1

2

3

KEY MAP
NTS

AFFORDABLE HOUSING BUILDING
THE AMENITY COURTYARD FOR THE AFFORDABLE HOUSING BUILDING WILL INCLUDE A SCULPTURE CENTER PIECE. THAT CAN BE APPRECIATED
FROM THE RESIDENTIAL AND FROM THE OFFICE BUILDING. THE SCALE AND INTENT IS TO CELEBRATE THE FAMILY CORE IN SIMPLE GESTURES OF
EMBRACE; IN A MANNER THAT IS FRIENDLY TO PEOPLE OF ALL AGES, AND PERHAPS EVEN OFFERS OPPORTUNITIES FOR INTERACTION. THE SCALE
IS RATHER INTIMATE, 4 -5 FT IN HEIGHT, GIVEN THE SIZE OF THE SPACE AROUND IT. FINAL SELECTION IS TO BE DETERMINED.

1

2 3

1

3

2
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SEE L-3.4

SEE L-3.1

SEE L-3.3

SEE L-3.2
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(269)LMBB

(244)LMBB

(1)ULPA*
(104)LMBB

(1)ULPA*

(104)LMBB

(1)ULPA*
(103)LMBB

(1)ULPA*

(102)LMBB

(1)ULPA*
(102)LMBB

(1)ULPA*

(103)LMBB

(1)ULPA*
(103)LMBB

(110)LMBB
(1)ULPA*

(110)LMBB

(1)ULPA*

(110)LMBB

(1)ULPA*
(87)LMBB

(1)ULPA*
(109)LMBB

(1)ULPA*

(110)LMBB

(1)ULPA*

(1)PLAA
(42)LMBB

(1)PLAA
(42)LMBB

(1)PLAA
(42)LMBB

(42)LMBB
(1)PLAA

(42)LMBB
(1)PLAA

(42)LMBB
(1)PLAA

(1)PLAA
(42)LMBB

(42)LMBB
(1)PLAA

(42)LMBB
(1)PLAA

(3)PLAA

(12)RODK

(10)CAKF

(5)PLOL
(24)JHBC

(25)HESD

(4)PLOL
(8)PLOL

(17)CAKF
(19)RODK

(3)LIMVV*

(2)LIMVV*

(2)LIMVV

(1)PLAA*

(1)AMEG*

(1)ULPA*
(1)AMEG*

(3)VIPM*

(20)JUNT

(3)VIPM*
(3)JUNT*
(1)AMEG*
(5)JUNT*

(1)AMEG*

(1)ULPA*
(7)VIBR*

(5)VIPM*
(3)TOEG*

(1)AMEG*
(3)VIPM*
(3)JUNT*

(5)VIBR*
(2)ULPA*

(5)JUNT*
(1)ULPA*
(5)JUNT*

(3)TOEG*
(3)AMEG*

(1)ULPA*

(3)TOEG*
(1)ULPA*
(7)JUNT*

(1)AMEG*
(9)VIPM*

(1)AMEG*
(1)AMEG*
(1)AMEG*

(5)TOEG*

(3)VIBR*
(2)ULPA*

(7)TOEG*
(1)LIMVV*

(1)LIMVV*
(7)TOEG*

(7)TOEG*
(1)LIMVV*

(1)LIMVV*
(7)TOEG*

(7)TOEG*
(1)LIMVV*
(7)TOEG*

(12)PRLS*
(3)VIPM*

(16)VIBR*

+/- 30' O.C.
SPACING, TYP.

+/- 42' O.C.
SPACING

+/- 30' O.C.
SPACING, TYP.

+/- 30' O.C.
SPACING, TYP.

+/- 30' O.C.
SPACING, TYP.

+/- 30' O.C.
SPACING, TYP.

(3)VIBR*

(1)ULPA*
(71)LMBB

LIMB TREE TO 10'
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(10)BENH

(2)PLAA

(2)PLAA

(3)CARC

(8)CABR

(2)CARC

(3)ILRS
(3)CABR
(14)RHOP
(202)PATV

(3)ILRS
(3)CABR

(8)CABR

(81)PTGC

(15)RHOP
(3)CABR(5)CARC

(9)CABR

(78)PTGC

(5)ILRS

(3)CABR
(3)ILRS

(13 sf)SEAS
(4)CARC

(8)CABR

(6)RHOP

(131)PTGC

MATCHLINE SEE L-3.0

(465)PTGC

(256)PTGC

(45)PTGC

(7)JUCG
(20)MIML

(237)LMBB

(5)ECPM
(10)RODK

(6)ECPM
(5)MIML
(22)JUCP

(6)ECPM
(5)JUCP

(6)JUCG
(5)HISH

(6)ECPM
(5)JUCP
(5)ECPM

(2)PLAA

(3) GTSH

(3)GTSH

(488) PATV
(3) CABR

(279) PATV

(34 sf)SEAS

(66 sf)SEAS

(76 sf)SEAS

(3)CABR

(33 sf)SEAS

(3) CABR
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(1)ULPA
(1)ULPA

(1)ULPA

(3)GTSH

(3)GTSH

(1)ULPA
(1)ULPA

(3)GTSH

LAWN

(4)TICG

(3) ITVI
(43) PTGC
(7) PLOL
(1) CHGR

(326) LMBB

(6) RHDV
(3) ECPM
(7) ILGS

(1) GTSH
(72) LMBB

(12)HVCM
(5)PEAH
(11)HVCM

(3) ECPM
(8) RHOP
(4) PEAH
(5) HVCM
(5) ECPM
(8) ILGS

(7) PEAH
(33) PTGC
(4) ITVI
(1) HQSQ
(7) AUCJ
(1) ULPA

(111) PTGC
(41) PTGC
(6) LFGR
(5) AUCJ

(14)HELO
(1)HQSQ
(4)ECPM
(32)PLOL
(1)CHGR
(7)ILGS

(18)HVCM
(9)OSMC
(1)CHGR
(7)RHDV

(15) BXFG
(6) PEAH

(7)ILGS
(5)OSMC

(9)RHDV

(9)OSMC
(14)HVCM
(7)ILGS

(5)PLOL
(14)HVCM
(9)OSMC
(10)RHDV

(1)HQSQ

(6)PLOL
(81)PTGC (11) PEAH

(127) LMBB

(12)SKIJ
(19)PLOL
(84)LMBB

(1)HQSQ
(5)OSMC
(4)ILGS

(1)CHGR
(9)HELO
(1)PITP
(3)ILGS

(3)GTSH
(8)LMBB

(1)HQSQ
(8)LMBB
(8)LMBB

(12) PLOL
(1) HQSQ
(1) CHGR
(1) PITP

(3)ILGS
(8)HELO
(3)PITP
(3)ILGS
(8)HELO

(3)PITP

(1)HQSQ
(8)LMBB

(178)LMBB

(10) RHOP
(5) PEAH

(6) HVCM
(3) ECPM
(6) SKIJ
(3) PEAH
(5) HVCM
(3) ECPM
(7) RHOP

(5) PEAH

(3) ECPM

(6) HVCM
(7) SKIJ

(5) PEAH
(7) RHOP

(37)LMBB
(28)LMBB
(28)LMBB

(73)PTGC

(12) SKIJ
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(73)JHBC
(52)PLOL
(20)ILGS

(3)AMEG
(341)PTGC

(1)CHGR

(34)JUCG

(13)MATP

(15)PRLS

(15)VIBR

(3)BENH

(13)VIPM
(3)BUDL

(14)EFEG
(22)SBAW

(1)INRS

(3)MASJ
(210)PATV

(28)PLOL

(3)INRS
(13)BUDL

(13)VIPM

(145)PATV

(3)MASJ

(16)SBAW
(51)JUCG

(4)BUDL

(37)PLOL

(151)LMBB

(14)MATP

(342)LMBB

(12)SBAW
(35)JUCG

(110)LMBB
(34)JUCG (3)CHGR

(22)ILGS

(3)XCEL

(4)MIML
(3)XCEL

(5)NAND
(5)MIML

(10)NAND

(3)MIML
(13)VIPM

(3)ULPA
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MECHANICAL
EQUIPMENT

(34) JUCG

(6) PRLS
(34) ILGS
(61) ILGS

(3) CHGR

(55) ILGS
(27) LFGR
(1) HQSQ
(8) XCEL

(3) BENH
(11) ITVI

(11) AGEG
(14) CAKF

(13) AGEG
(5) RHCC

(5) MIML
(1) MIML
(5) MIML

(4) RHCC

(18) CAKF
(3) ULPA

(22)LFGR

(31) NAND

(1)HQSQ

(9)PRLS

(28)MIML

(5)XCEL

(12) ITVI
(57) LFGR

(6)PRLS
(3)CHGR

(1) AMEG
(10) VIPM
(3) BENH

(24)SBAW

(26) ITVI
(44) JUCP

(3) AMEG*
(25) MISZ

(1) ULPA*
(9) VIBR

(11) CLAP

(23) MIML

(8)JHBC

(3) JUCP
(64) JUPA

(50)LFGR

(17) ILGS

(5) XCEL

(42)JUCP
(18)CLAP

(35) ILGS

(9) AGEG

(4) PRLS

(2)MASJ

(1) AMEG

(1) HQSQ
(18) ILGS

(3) AMEG

(3) ULPA
(6) RHCC

(3) XCEL

(12) CLAP
(32) JUCP

(12) ILGS

(18) ILGS
(24) AGEG
(5) VIBR
(3) ULPA*
(8) VIBR
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(3)MAGV

(1)ULPA

(3)MAGV

(1)ULPA
(1)ULPA

(3)CARC

LAWN

(4) ITVI
(1) HQSQ
(29) HELO
(356) LMBB

(6) PLOL
(8) OSMC

(1) CHGR
(7) PITP
(8) RHOP

(1) CHGR
(4) RHOP

(2)PITP

(1)CHGR
(9)HVCM

(1)CHGR
(4)PITP
(4)RHOP
(3)AARS
(1)CHGR
(1)HQSQ
(5)LFGR
(5)RHOP

(1) HQSQ
(12) PLOL
(1) CHGR
(4) HOHJ

(3) RHOP
(1) CHGR
(5) ITVI
(4) PLOL
(3) AARS
(4) HOHJ
(48) PTGC
(30) HAKE

(18) PEAH
(3) ILRS
(3) CARC

(210) PTGC

(21) PEAH
(3) ILRS

(135) PTGC
(6) ECPM

(3) ILRS

(4) HOHJ
(3) CHGR
(3) AARS
(5) ITVI
(5) NAND

(5)PITP
(1)CHGR

(4)HOHJ
(1)HQSQ

(4)LFGR
(5)RHOP

(14)HVCM
(3)PITP
(1)CHGR
(1)HQSQ

(6)RHOP
(5)PLOL
(3)LFGR
(6)OSMC

(9)OSMC
(10)HVCM
(4)LFGR
(4)RHOP
(1)CHGR

(3)NAND
(12)HELO

(53)LMBB

(3) NAND

(8)PLOL
(18) HAKE

(8) PLOL



TREES CODE QTY BOTANICAL NAME / COMMON NAME CONT CAL HT. REMARKS

                                 AMEG* 3 AMELANCHIER X GRANDIFLORA `AUTUMN BRILLIANCE` / `AUTUMN BRILLIANCE` SERVICEBERRY B & B 8` - 10` REF FALL; 20` - 25`; WHITE FLOWER. ON GRADE.

                                 AMEG 8 AMELANCHIER X GRANDIFLORA `AUTUMN BRILLIANCE` / `AUTUMN BRILLIANCE` SERVICEBERRY B & B 8`-10` REF FALL; 20` - 25`; WHITE FLOWER

                                 BENH 19 BETULA NIGRA `HERITAGE` / HERITAGE RIVER BIRCH B & B 12` - 14` MULTI-STEM; 3 STEM MIN.; MIN. 1" CAL. FOR SMALLEST STEM

                                 CARC 20 CARPINUS CAROLINIANA / AMERICAN HORNBEAM B & B NATIVE

                                 GTSH 19 GLEDITSIA TRIACANTHOS INERMIS `SHADEMASTER` TM / SHADEMASTER LOCUST B & B 3"-3 1/2" 12` - 14` ASCENDING BRANCHES; 40` X 30`

                                 INRS 4 ILEX X `NELLIE R STEVENS` / NELLIE STEVENS HOLLY B & B 6` - 8` GROWS TO 15` - 20` HT

                                 JUNT 20 JUNIPERUS VIRGINIANA `TAYLOR` / TAYLOR EASTERN REDCEDAR B & B

                                 LIMVV 2 LAGERSTROEMIA INDICA X `MUSKOGEE` / LAVENDER CRAPE MYRTLE MULTI-TRUNK B & B 10` - 12` MULTISTEM; MATCHED; 3 STEMS; DARK PINK FLOWERS; CINNAMON BARK; ALT. CULTIVARS,
`SEMINOLE`, `TUBCARCRA`, `CATWABA`

                                 LIMVV* 5 LAGERSTROEMIA INDICA X `MUSKOGEE` / LAVENDER CRAPE MYRTLE MULTI-TRUNK B & B 10` - 12` MULTISTEM; MATCHED; 3 STEMS; DARK PINK FLOWERS; CINNAMON BARK; ALT. CULTIVARS,
`SEMINOLE`, `TUBCARCRA`, `CATWABA`. ON GRADE.

                                 MASJ 8 MAGNOLIA STELLATA X LILIIFLORA `JANE` / JANE STAR MAGNOLIA B & B 2"CAL 8` - 10` MULTISTEM; 3 STEM MIN.; HEAVY SPECIMEN

                                 MAGV 6 MAGNOLIA VIRGINIANA / SWEET BAY B & B 6` - 8` SPECIMEN; WHITE FLOWERS

                                 PLAA 18 PLATANUS X ACERIFOLIA / LONDON PLANE TREE B & B

                                 PLAA* 1 PLATANUS X ACERIFOLIA / LONDON PLANE TREE B & B ON GRADE.

                                 TICG 4 TILIA CORDATA `GREENSPIRE` / GREENSPIRE LITTLELEAF LINDEN B & B 3"-3 1/2" 12` - 14` BLOOMS IN JUNE

                                 ULPA 18 ULMUS PARVIFOLIA `ALLEE` / ALLEE LACEBARK ELM B & B 2-1/2"-3" 12` - 14` FLUTED TRUNK; MOTTLED BARK

                                 ULPA* 4 ULMUS PARVIFOLIA `ALLEE` / ALLEE LACEBARK ELM B & B 2.5"-3" 12` - 14` FLUTED TRUNK; MOTTLED BARK. ON GRADE.

                                 XCEL 27 X CUPRESSOCYPARIS LEYLANDII / LEYLANDI CYPRESS B & B 10` - 12` SYMMETRICAL FORM

SHRUBS CODE QTY BOTANICAL NAME / COMMON NAME SIZE HEIGHT SPREAD REMARKS

                                 AGEG 57 ABELIA X GRANDIFLORA `EDWARD GOUCHER` / GLOSSY ABELIA CONTAINER 24" - 30" LIGHT PINK FLOWERS

                                 AARS 9 ASTILBE X ARENDSII `RED SENTINEL` / FALSE SPIRAEA 1 QUART RED JUNE - JULY GROWS ALTERNATE, MONTGOMERY 24-36" HT., 30"O.C.

                                 AUCJ 12 AUCUBA JAPONICA `WISLEY NANA` / WISLEY DWARF AUCUBA CONTAINER 24" - 30" CONTAINER; 3` O.C.

                                 BUDL 20 BUDDLEJA DAVIDII `LOCHNICH` / LOCHNICH BUTTERFLY BUSH 5 GAL PURPLE JULY - AUGUST CONTAINER

                                 BXFG 15 BUXUS MICROPHYLLA `FRANKLIN`S GEM` / FRANKLIN`S GEM BOXWOOD 3 GAL 24" O.C.

                                 CHGR 28 CHAMAECYPARIS OBTUSA `GRACILIS` / HINOKI FALSECYPRESS B & B OR CONTAINER 5` - 6`

                                 CLAP 41 CLETHRA ALNIFOLIA / SWEET PEPPERBUSH CONTAINER 30" - 36"

                                 EFEG 14 EUONYMUS FORTUNEI `EMERALD GAIETY` TM / EMERALD GAIETY EUONYMUS CONTAINER 12" - 15" VARIEGATED

                                 HVCM 124 HEUCHERA X `CARAMEL` / CARAMEL CORAL BELLS 1 GALLON SUMMER BLOOMS, SHOWY FOLIAGE, 1.5` O.C.

                                 HISH 5 HIBISCUS SYRIACUS `HELENE` / HELENE ROSE OF SHARON B & B OR CONTAINER 30" - 36" WHITE FLOWERS WITH BURGUNDY CENTER

                                 HOHJ 16 HOSTA X `JUNE` / JUNE HOSTA 1 GALLON GOLD CENTERED LEAVES, CONTAINER, 2.5` O.C.

                                 HQSQ 15 HYDRANGEA QUERCIFOLIA `SNOW QUEEN` / SNOW QUEEN OAKLEAF HYDRANGEA B & B OR CONTAINER 36" - 42"

                                 ILGS 341 ILEX GLABRA `SHAMROCK` / SHAMROCK INKBERRY HOLLY CONTAINER 18" -  24"

                                 ILRS 23 ILEX VERTICILLATA `RED SPRITE` / RED SPRITE WINTERBERRY CONTAINER 24" - 30" 24" - 30" SUBSTITUTE ONE I.V. `APPOLLO` (MALE) TO EACH GROUPING TO ENSURE CROSS
POLLINATION; RED FRUITS THROUGH WINTER

                                 ITVI 70 ITEA VIRGINICA / VIRGINIA SWEETSPIRE CONTAINER 24" - 30"

                                 JUCG 201 JUNIPERUS CHINENSIS SARGENTII `GLAUCA` / BLUE SARGENT JUNIPER CONTAINER 18" -  24" 18" -  24" BLUE-GREEN LEAVES

                                 JUCP 153 JUNIPERUS CHINENSIS `PARSONII` / PARSONI JUNIPER CONTAINER 24" - 30" GREY-GREEN

                                 JUPA 64 JUNIPERUS CHINENSIS `PFITZANAUREA` / PFITZER AUREA JUNIPER CONTAINER 24" - 30" 3` O.C.

                                 JHBC 105 JUNIPERUS HORIZONTALIS `BLUE CHIP` / BLUE CHIP JUNIPER CONTAINER 15" - 18" SPIKY; GROWS TO 8-10` HT.

                                 LFGR 178 LEUCOTHOE FONTANESIANA `GIRARD`S RAINBOW` / GIRARD`S RAINBOW LEUCOTHOE CONTAINER 18" -  24" VARIEGATED FOLIAGE

                                 NAND 57 NANDINA DOMESTICA / NANDINA CONTAINER 42"-48"

                                 PITP 29 PIERIS TAIWANENSIS `PRELUDE` / PRELUDE LILY OF THE VALLEY CONTAINER 18" -  24" EVERGREEN, WHITE FLOWERS LATE SPRING, 2..5` HT, 2.5` O.C.

                                 PLOL 258 PRUNUS LAUROCERASUS `OTTO LUYKEN` / OTTO LUYKENS CHERRY LAUREL CONTAINER 15" - 18"

                                 PRLS 40 PRUNUS LAUROCERASUS `SCHIPKAENSIS` / SKIP LAUREL CONTAINER 36" - 42" 36"-42"

PLANT SCHEDULE WITHIN PROPERTY LINE
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CROWN COVERAGE AREA
GROSS SITE AREA: 226,671 S.F.
CROWN COVERAGE AREA REQUIRED: 56,667 S.F. (25%)
TOTAL CROWN COVERAGE ALLOWANCE PROVIDED ON SITE:  59,000 S.F (26%)

ON STRUCTURE:
36 LARGE SHADE TREE AT 625 S.F. = 22,500 S.F.
39 MEDIUM SHADE TREE AT 375 S.F. = 14,625 S.F.
8 MEDIUM ORNAMENTAL AND EVERGREEN TREE AT 250 S.F. = 2,000 S.F.
87 SMALL ORNAMENTAL AND EVERGREEN TREE AT 125 S.F. = 10,875 S.F.
0 SHRUBS AT 1 S.F. = 0 S.F.

TOTAL = 50,000 S.F.

ON GRADE:
5 LARGE SHADE TREES AT 1250 S.F. = 6,250 S.F.
0 MEDIUM SHADE TREES AT 750 S.F. = 0 S.F.
3 MEDIUM ORNAMENTAL AND EVERGREEN TREE AT 500 S.F. =1,500 S.F
5 SMALL ORNAMENTAL AND EVERGREEN TREE AT 250 S.F. = 1,250 S.F.
0 SHRUBS AT 2 S.F. = 0 S.F.

TOTAL = 9,000 S.F.

NOTES:
1. PLANTS WITH * IN PLANT CODE (EX. AMEG*) DENOTE TREES ON GRADE.
2. THIS SUBMISSION DOES NOT INCLUDE SHRUBS IN CROWN COVERAGE AREA CALCULATION.

CCA
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6,000
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                                 RHCC 15 RHODODENDRON CATAWBIENSE `CHIONOIDES` / CHIONOIDES RHODODENDRON CONTAINER 30" - 36" 30" -  36" LIGHT GREEN FOLIAGE; COMPACT; WIDE; WHITE FLOWERS WITH BROAD DENSE GREEN
SPOTTING; MAY

                                 RHDV 32 RHODODENDRON X `DELAWARE VALLEY WHITE` / DELAWARE VALLEY WHITE AZALEA CONTAINER 18" -  24" WHITE FLOWERS; 3.5` O.C.

                                 RHOP 106 RHODODENDRON X `PJM` / PJM AZALEA CONTAINER EARLY, PINK, PURPLE FLOWERS

                                 RODK 41 ROSA X `RADTKO` / PINK DOUBLE KNOCKOUT ROSE CONTAINER 18" -  24" 18" -  24" CHERRY V; BLOOMS SPRING TO FROST

                                 SKIJ 37 SKIMMIA JAPONICA / SKIMMIA CONTAINER 24" -  36" CONTAINER, RED BERRIES ON FEMALES; PROVIDE 1 MALE PLANT PER FEMALE GROUPING

                                 SBAW 74 SPIRAEA X BUMALDA `ANTHONY WATERER` / ANTHONY WATERER SPIRAEA CONTAINER 18" -  24" 18" -  24" PINK FLOWERS

                                 VIPM 49 VIBURNUM PLICATUM TOMENTOSUM `MARIESII` / MARIESII DOUBLE FILE VIBURNUM CONTAINER 4`-5` LARGE WHITE FLOWERS

                                 VIBR 37 VIBURNUM RHYTIDOPHYLLUM / LEATHERLEAF VIBURNUM CONTAINER 30" - 36" 30" -  36"

GRASSES CODE QTY BOTANICAL NAME / COMMON NAME SIZE HEIGHT SPREAD REMARKS

                                 CAKF 59 CALAMAGROSTIS ACUTIFLORA `KARL FOERSTER` / KARL FOERSTER`S FEATHER REED GRASS 1 GAL RED-BROWN SUMMER UPRIGHT 2 1/2 - 3` HT., 2` O.C.

                                 CABR 54 CALAMAGROSTIS BRACHYTRICHA / REED GRASS 5 GAL

                                 MIML 99 MISCANTHUS SINENSIS `MORNING LIGHT` / MORNING LIGHT GRASS 2 GAL OCCAS. INVASIVE IN VA

                                 MISZ 25 MISCANTHUS SINENSIS `ZEBRINUS` / ZEBRA GRASS 5 GAL PLUME JULY - SEPTEMBER GROWS TO 6` HT.; 3` O.C.

                                 PEAH 90 PENNISETUM ALOPECUROIDES `HAMELN` / HAMELN DWARF FOUNTAIN GRASS 1 GAL -- -- MATURE, WELL-ROOTED, 24" O.C.

GROUND COVERS CODE QTY BOTANICAL NAME / COMMON NAME SIZE COLOR BLOOMS SPACING REMARKS

                                 ECPM 58 ECHINACEA PURPUREA `MAGNUS` / MAGNUS PURPLE CONEFLOWER 1 GAL PURPLE JULY - AUGUST 24" o.c. GROWS 36-42", 24" O.C.

                                 HAKE 48 HAKENOCHLOA MACRA `AUREOLA` / HAKENOCHLOA GRASS 1 GAL YELLOW 12" o.c. GROWS 8-15" HT.; 12" O.C.

                                 HELO 80 HELLEBORUS ORIENTALIS / LENTEN ROSE 1 QUART WHITE TO PURPLE WINTER 18" o.c. COLOR WHITE TO PURPLE, BLOOMS WINTER, 18" O.C.

                                 HESD 25 HEMEROCALLIS X `STELLA DE ORO` / STELLA DE ORO DAYLILY 1 GAL GOLD MARCH-APRIL 12" o.c. ALTERNATE: GROWS TO LESS THAN18" HT.; 12" O.C.

                                 LMBB 3,052 LIRIOPE MUSCARI `BIG BLUE` / BIG BLUE LILYTURF 1 GAL LAVENDER 12" o.c. 6-8 BIBS PER PLANT MIN.; CAN SPLIT; LAVENDER FLOWERS

                                 MATP 27 MATTEUCCIA PENNSYLVANICA / OSTRICH FERN 1 GAL MAY - OCTOBER 18" o.c. GROWS 3-4` HT., 2.5` O.C.

                                 OSMC 60 OSMUNDA CINNAMOMEA / CINNAMON FERN 1 GAL 24" o.c. WET SWAMPY/DRY SHADE, GROWS TO 3`, 2`O.C.

                                 PTGC 2,172 PACHYSANDRA TERMINALIS `GREEN CARPET` / GREEN CARPET JAPANESE SPURGE 2 1/4" POT 12" o.c.

                                 PATV 1,324 PACHYSANDRA TERMINALIS `VARIEGATA` / VARIEGATED PACHYSANDRA 2 1/4" POT YELLOW SUMMER 12" o.c.

SEASONAL COLOR CODE QTY BOTANICAL NAME / COMMON NAME SIZE COLOR BLOOMS SPACING REMARKS

                                 SEAS 221 SF SEASONAL COLOR / SEASONAL COLOR TBD SQUARE FOOT

TREES CODE QTY BOTANICAL NAME / COMMON NAME CONT CAL HT. REMARKS

                                 AMEG* 12 AMELANCHIER X GRANDIFLORA `AUTUMN BRILLIANCE` / `AUTUMN BRILLIANCE` SERVICEBERRY B & B 8` - 10` REF FALL; 20` - 25`; WHITE FLOWER. ON GRADE.

                                 JUNT* 28 JUNIPERUS VIRGINIANA `TAYLOR` / TAYLOR EASTERN REDCEDAR B & B NATIVE. ON GRADE.

                                 LIMVV* 5 LAGERSTROEMIA INDICA X `MUSKOGEE` / LAVENDER CRAPE MYRTLE MULTI-TRUNK B & B 10` - 12` MULTISTEM; MATCHED; 3 STEMS; DARK PINK FLOWERS; CINNAMON BARK; ALT. CULTIVARS,
`SEMINOLE`, `TUBCARCRA`, `CATWABA`. ON GRADE.

                                 TOEG* 56 THUJA OCCIDENTALIS `EMERALD` / EMERALD ARBORVITAE B&B OR CONTAINER 4` - 5` GROWS TO 10` - 15`; MATCHED. ON GRADE.

                                 ULPA* 9 ULMUS PARVIFOLIA `ALLEE` / ALLEE LACEBARK ELM B & B 2.5"-3" 12` - 14` FLUTED TRUNK; MOTTLED BARK. ON GRADE.

SHRUBS CODE QTY BOTANICAL NAME / COMMON NAME SIZE HEIGHT SPREAD REMARKS

                                 PRLS* 12 PRUNUS LAUROCERASUS `SCHIPKAENSIS` / SKIP LAUREL CONTAINER 36" - 42" 36"-42"

                                 VIPM* 26 VIBURNUM PLICATUM TOMENTOSUM `MARIESII` / MARIESII DOUBLE FILE VIBURNUM CONTAINER 4`-5` LARGE WHITE FLOWERS

                                 VIBR* 34 VIBURNUM RHYTIDOPHYLLUM / LEATHERLEAF VIBURNUM CONTAINER 30" - 36" 30" -  36"

PLANT SCHEDULE - OUTSIDE PROPERTY LINE
TREES CODE QTY BOTANICAL NAME / COMMON NAME CONT CAL HT. REMARKS

                                 ULPA* 14 ULMUS PARVIFOLIA `ALLEE` / ALLEE LACEBARK ELM B & B 2.5"-3" 12` - 14` FLUTED TRUNK; MOTTLED BARK. ON GRADE.

GROUND COVERS CODE QTY BOTANICAL NAME / COMMON NAME SIZE COLOR BLOOMS SPACING REMARKS

                                 LMBB 1,428 LIRIOPE MUSCARI `BIG BLUE` / BIG BLUE LILYTURF 1 GAL LAVENDER 12" o.c. 6-8 BIBS PER PLANT MIN.; CAN SPLIT; LAVENDER
FLOWERS

PLANT SCHEDULE - IN RIGHT-OF-WAY
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PLANT SCHEDULE WITHIN PROPERTY LINE (CONTINUED)
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