City of Alexandria, Virginia

MEMORANDUM TO INDUSTRY NO. 02-09

DATE: DECEMBER 3, 2009

TO: HOMEOWNERS, CONTRACTORS, DEVELOPERS AND DESIGN
PROFESSIONALS

FROM: EMILY A. BAKER, P.E., CITY ENGINEER (Q/‘Lb

TRANSPORTATION & ENVIRONMENTAL SERVICES

SUBJECT: DESIGN GUIDELINES FOR SITE PLAN PREPARATION.
AMENDED STANDARD DETAILS, REQUIREMENTS, AND CITY
STANDARD NOTES.

In order to facilitate the preparation and review of construction drawings, the Department of
Transportation and Environmental Services (T&ES) in coordination with the Departments of
Planning and Zoning (P&Z), Recreation, Parks & Cultural Activities (RP&CA), Building and
Fire Code Administration, General Services, Police, Health, Historic Alexandria, and Housing
has prepared the attached City Standard Notes keeping in view the following objectives:

1. To provide design guidance to the submitting engineer / surveyor for preparation of
Development Site Plans (DSP) per the City of Alexandria requirements, standards, and
practices.

2. To provide information to assist the City of Alexandria plan reviewers.

To provide direction to the Contractor.

4. To provide direction for implementation of future conditions in cases of changes in the
ownership or circumstances.

S

The submitting design engineers and/or surveyors shall amend these notes, as applicable, or add
additional site specific notes to a particular Site Plan. Most of the notes/design guidelines
provided are based on the City of Alexandria requirements, standards, and practices. These notes
are not meant to be exhaustive and additional notes, as required, shall be provided by the
submitting designer. In addition to the attached City Standard Notes, the following requirements
are now in effect:

1. Due to maintenance requirements, the acceptable specification for PVC pipe has been
changed from SDR 35 to SDR 26 with an option of using Schedule 40.

2. The detail of typical ‘Asphalt Paving for Emergency Vehicle Lanes’, CSAP-1A is amended
as shown below to conform the material specifications to Virginia Department of
Transportation (VDOT). However, the pavement section shall be designed by a licensed



geotechnical / professional engineer to the satisfaction of Director, Transportation and
Environmental Services for all pavements including Emergency Vehicle Easements (EVE).
The design for supporting H-20 loading shall use the California Bearing Ratio (CBR) Values
of in-situ materials that must be determined by field and/or laboratory tests for actual design
of required thicknesses of surface, base, sub-base, and sub grade materials.

TYPICAL PAVING DETAIL
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3. The standard detail of an inside Drop Manhole will be as following:

INSIDE DROP MANHOLE DETAIL
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4. The standard detail for a fiberglass fluted decorative pole shall conform to the current
Dominion Virginia Power (DVP) detail, currently provided as:*
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[*The design engineer is advised to contact Dominion Virginia
Power to obtain the latest detail of the pole.]



5. The Runoff Coefficient Values, C, for use in the Rational Formula for Low Impact
Developments (LID) will be as follows:
a. Porous Pavers, Porous Concrete, and Porous Asphalt (with under drains) = 0.7
b. Green Roof =0.7
¢. Rubberized Playground Surfaces (with gravel base and under drains) = 0.6

The office of Environmental Quality (OEQ), Department of Transportation and
Environmental Services (T&ES) will consider the Porous Pavers /Porous Asphalt, Green
Roof, and Rubberized Playground Surfaces as pervious and will grant credit towards
phosphorous removal requirements. The Division of Engineering and Design will grant
credit towards detention requirements for the amount of water retained in the pore space
volume/voids of green roofs.

6. All Cut Sheets must be submitted to the Construction & Inspection (C&I) Division prior to
commencement of construction of improvements (streets, curbs, gutters, storm sewers,
sanitary sewers, etc.). The cut sheets must bear the statement, “Certified to be in accordance
with the approved Final Site Plan and approved changes,” and be sealed and signed by a
Professional Engineer and/or Land Surveyor B registered in the Commonwealth of Virginia.
For similar private improvements, cut sheets must be certified, signed, and sealed by a
licensed professional as described above and a copy must be delivered to the C&I Site
Inspector by developer/contractor/engineer prior to commencement of construction.

7. All new installations and/or reinstallations of utilities such as electrical lines, gas pipes,
communication cables including water and sewer laterals both on private property and in the
public right of way in the City of Alexandria shall be provided with 3” and 6” wide 5 mil
overall thickness Detectable Underground Warning Tapes (DUWT). The 3” DUWT shall be
installed at depths of 12” to 18" and 6” wide at a depth of 24" s0 as to make underground
installations easy to find using a non-ferrous locator. The DUWT shall be with aluminum
backing or solid aluminum core laminated with a protective clear film on both sides, sealing
and protecting the graphics from underground moisture, acids, alkalis, and other soil
substances. All DUWT tapes shall be printed in black ink on American Public Works
Association (APWA) approved colors to meet or exceed industry standards. The following
are the APWA Color Codes:



Color Codes

Red Caution Buried Electric Power Lines, Cables, Conduits,
and Lighting Cables

Yellow Caution Gas, Oil, Steam, Petroleum, or Gaseous
Materials

Orange Caution Communications, Alarm or Signal Lines,
Cables, or Conduits

Blue Caution Potable Water

Purple Caution Reclaimed Water, Irrigation and Slurry Lines

Green Caution Sewer, Drain Lines, and Force Main

If you have any questions or require additional information, please contact Dr. S.P. Singh, P.E. at
703-746-4062.

Attachment: Design Guidelines for Site Plan Preparation and City Standard Notes.



ATTACHMENTS



DESIGN GUIDELINES FOR SITE PLAN PREPARATION AND
CITY STANDARD NOTES.

[Important Notice: The following City Standard Notes SHALL be amended by the
submitting designer, as applicable to the Development Site Plan]

PROJECT NARRATIVE

(Provide narrative description of the project. Include the details of public infrastructure

and public and private utilities that serve the site.)

1.

EXISTING CONDITIONS SURVEY NOTES

HORIZONTAL DATUM* NORTH AMERICAN DATUM OF 1983, NAD83
VERTICAL DATUM*  NORTH AMERICAN VERTICAL DATUM OF 1988, NAVD88* --------x--s----

UTILITY INFORMATION, AS SHOWN ON THIS PLAN, IS TAKEN FROM THE RECORDS
AND/OR FIELD SURVEY COMPLETED BY XXXXXXXX, DATED MM/YYYY; AND CANNOT BE
GAURANTEED. FOR EXACT LOCATIONS OF EXISTING UNDERGROUND UTILITIES, NOTIFY
“MISS UTILITY” AT 1-800-257-7777 AND 811 72 HOURS BEFORE THE START OF ANY
EXCAVATION OR CONSTRUCTION. THE CONSTRUCTION WORKERS AND
CONTRACTOR(S) ARE ENCOURAGED TO VISIT DOMINION VIRGINIA POWER WEB SITE AT
www.dom.com (KEYWORD SAFETY) FOR ADDITIONAL SAFETY INSTRUCTIONS.

LOCATION AND DEPTH OF ALL EXISTING UNDERGROUND UTILITIES TO BE VERIFIED BY
CONTRACTOR PRIOR TO CONSTRUCTION. CONTRACTOR/ENGINEER SHOULD DIG TEST
PITS BY HAND AT ALL UTILITY CROSSINGS TO VERIFY EXACT LOCATION.

THE BOUNDARY INFORMATION FOR THE SUBJECT SITE IS BASED ON A CURRENT FIELD
SURVEY PREPARED BY XXXXXXXX. DATED MM/YYYY IN ACCORDANCE WITH THE
REQUIREMENTS OF VIRGINIA ASSOCIATION OF LAND SUVEYORS.

* PER MEMORANDUM TO INDUSTRY, JULY 20, 2005; THE PLAN SHALL BE PREPARED USING VIRGINIA STATE
PLANE (NORTH ZONE) COORDINATES BASED ON NAD83 AND NAVDS88; HOWEVER, IF THE CURRENT
DRAWINGS ARE PREPARED USING NORTH AMERICAN DATUM OF 1927 (NAD27) AND NORTH GEODETIC
VERTICAL DATUM OF 1929 (NGVD29) THEN THE AS-BUILT DRAWINGS SHALL PROVIDE A CONVERSION
TABLE OF SANITARY AND STORM SEWER DATA IN THE NAD83 AND NAVD88 DATUMS.




DESIGN GUIDELINES FOR SITE PLAN PREPARATION

(The following notes/design guidelines are provided to help the submitting engineer /
surveyor to prepare the plan per the City of Alexandria requirements, standards, and
practices. The submitting engineer/surveyor shall determine which notes are to be included
on the site plan. This list is not meant to be exhaustive and additional notes, as required,
shall be provided by the submitting engineer/surveyor.)

1. SINCE THE RECORD DRAWINGS, MAPS, AND OTHER DOCUMENTS OF THE CITY OF
ALEXANDRIA, STATE, AND FEDERAL AGENCIES SHOW THE TRUE NORTH POINTING
UPWARDS, THEREFORE, THE SITE PLAN SHALL SHOW THE TRUE NORTH ARROW
POINTING UPWARD AS IS CUSTOMARY; HOWEVER, FOR THE SAKE OF PUTTING THE
PLAN TOGETHER AND/OR EASE OF UNDERSTANDING, THE PROJECT NORTH ARROW
POINTING UPWARD, PREFERABLY EAST, OR WEST MAY BE SHOWN PROVIDED IT IS
CONSISTENTLY SHOWN IN THE SAME DIRECTION ON ALL THE SHEETS WITH NO
EXCEPTION AT ALL. THE NORTH ARROW SHALL SHOW THE SOURCE OF MERIDIAN. THE
PROJECT NORTH ARROW POINTING DOWNWARD WILL NOT BE ACCEPTABLE EVEN IF, IT
IS SHOWN CONSISTENTLY ON ALL THE SHEETS. :

2. THE PLAN SHALL SHOW ALL THE EXISTING UTILITY CONNECTIONS AND LAYOUT IN PLAN
VIEW AND ALL THE PROPOSED CONNECTIONS AND LAYOUT IN PLAN AND PROFILE.

3. THE PLAN SHALL SHOW SANITARY AND STORM SEWER, AND WATER LINE IN PLAN AND
PROFILE IN THE FIRST FINAL SUBMISSION AND CROSS REFERENCE THE SHEETS ON
WHICH THE PLAN AND PROFILE IS SHOWN, IF PLAN AND PROFILE IS NOT SHOWN ON THE
SAME SHEET. CLEARLY LABEL THE SANITARY AND STORM SEWER, OR WATER LINE IN
PLANS AND PROFILES. PROVIDE EXISTING AND PROPOSED GRADE ELEVATIONS ALONG
WITH THE RIM AND INVERT ELEVATIONS OF ALL THE EXISTING AND PROPOSED
SANITARY AND STORM SEWER AT MANHOLES, AND WATER LINE PIPING AT GATE WELLS
ON THE RESPECTIVE PROFILES. USE DISTINCTIVE STATIONING FOR VARIOUS SANITARY
AND STORM SEWERS (IF APPLICABLE OR REQUIRED BY THE PLAN), AND WATER LINE IN
PLAN AND USE THE CORRESPONDING STATIONING IN RESPECTIVE PROFILES.

4. ALL CONSTRUCTION INFORMATION (I.E., INVERTS, PIPE SIZE, PIPE CLASS, LENGTH AND
SLOPE) SHALL BE SHOWN ON PROFILE AND PIPE SIZE, CLASS, LENGTH AND DIRECTION
OF FLOW FOR SANITARY AND STORM SEWERS SHALL BE SHOWN IN PLAN VIEW.

5. THE APPLICANT SHALL COMPLY WITH THE CHESAPEAKE BAY PRESERVATION ACT IN
ACCORDANCE WITH ARTICLE Xlll OF THE CITY'S ZONING ORDINANCE, WHICH INCLUDE
THE REQUIREMENTS FOR STORMWATER POLLUTANT LOAD REDUCTIONS, TREATMENT
OF WATER QUALITY VOLUME DEFAULT, AND STORMWATER QUANTITY MANAGEMENT
ACCORDING TO ALEXANDRIA SUPPLEMENT TO THE NORTHERN VIRGINIA BMP
HANDBOOK.



ALL SANITARY SEWERS SHALL BE CONSTRUCTED TO THE CITY OF ALEXANDRIA
STANDARDS AND SPECIFICATIONS. MINIMUM DIAMETER OF SANITARY SEWERS SHALL
BE 10" IN THE PUBLIC RIGHT-OF-WAY AND SANITARY LATERAL 6” FOR ALL COMMERCIAL
AND INSTITUTIONAL DEVELOPMENTS; HOWEVER, A 4" SANITARY LATERAL WILL BE
ACCEPTABLE FOR SINGLE FAMILY RESIDENCES. THE ACCEPTABLE PIPE MATERIALS
WILL BE POLYVINYL CHLORIDE (PVC) ASTM D-3034-77 SDR 26, ASTM 1785-76 SCHEDULE
40, DUCTILE IRON PIPE AWWA C-151 (ANSI A21.51) CLASS 52, OR REINFORCED
CONCRETE PIPE ASTM C-76 CL IV (FOR 12" OR LARGER DIAMETERS). CL Ill MAY BE
ACCEPTABLE ON PRIVATE PROPERTIES. THE ACCEPTABE MINIMUM AND MAXIMUM
VELOCITIES WILL BE 2.5 FPS AND 10 FPS, RESPECTIVELY. LATERALS SHALL BE
CONNECTED TO THE SANITARY SEWER THROUGH A MANUFACTURED “Y” OR ‘T” OR
APPROVED SEWER SADDLE. WHERE THE LATERALS ARE BEING CONNECTED TO
EXISTING TERRACOTA PIPES, REPLACE THE SECTION OF MAIN AND PROVIDE
MANUFACTURED “Y” OR “T”, OR ELSE INSTALL A MANHOLE.

ALL STORM SEWERS SHALL BE CONSTRUCTED TO THE CITY OF ALEXANDRIA
STANDARDS AND SPECIFICATIONS. MINIMUM DIAMETER OF STORM SEWERS SHALL BE
18" IN THE PUBLIC RIGHT-OF-WAY AND MINIMUM SIZE STORM SEWER CATCH BASIN
LEAD IS 15”. THE ACCEPTABLE PIPE MATERIALS WILL BE AWWA C-151 (ANSI A21.51)
CLASS 52 OR REINFORCED CONCRETE PIPE ASTM C-76 CL IV. FOR ROOF DRAINAGE
SYSTEM, POLYVINYL CHLORIDE (PVC) ASTM D-3034-77 SDR 26 AND ASTM 1785-76
SCHEDULE 40 PIPES WILL BE ACCEPTABLE. THE ACCEPTABE MINIMUM AND MAXIMUM
VELOCITIES WILL BE 2.0 FPS AND 15 FPS, RESPECTIVELY.

LATERAL SEPARATION OF SEWERS AND WATER MAINS: A HORIZONTAL SEPARATION OF
10’ (EDGE TO EDGE) SHALL BE PROVIDED BETWEEN A STORM OR SANITARY SEWER AND
A WATER LINE; HOWEVER, IF THIS HORIZONTAL SEPARATION CANNOT BE ACHIEVED
THEN THE SEWER AND WATER MAIN SHALL BE INSTALLED IN SEPARATE TRENCHES AND
THE BOTTOM OF THE WATER MAIN SHALL BE AT LEAST 18” ABOVE OF THE TOP OF THE
SANITARY / STORM SEWER. IF BOTH THE HORIZONTAL AND VERTICAL SEPARATIONS
CANNOT BE ACHIEVED THEN THE SEWER PIPE MATERIAL SHALL BE DUCTILE IRON PIPE
(DIP) AWWA C-151 (ANSI A21.51) CLASS 52 AND PRESSURE TESTED IN PLACE WITHOUT
LEAKAGE PRIOR TO INSTALLATION.

CROSSING WATER MAIN OVER AND UNDER A SANITARY OR STORM SEWER: WHEN A
WATER MAIN OVER CROSSES OR UNDER CROSSES A SANITARY / STORM SEWER THEN
THE VERTICAL SEPARATION BETWEEN THE BOTTOM OF ONE (I.E., SANITARY / STORM
SEWER OR WATER MAIN) TO THE TOP OF THE OTHER (WATER MAIN OR SANITARY/
STORM SEWER) SHALL BE AT LEAST 18" FOR SANITARY SEWER AND 12’ FOR STORM
SEWER; HOWEVER, IF THIS CANNOT BE ACHIEVED THEN BOTH THE WATER MAIN AND
SANITARY / STORM SEWER SHALL BE CONSTRUCTED OF DUCTILE IRON PIPE (DIP)
AWWA C-151 (ANSI A21.51) CLASS 52 WITH JOINTS THAT ARE EQUIVALENT TO WATER
MAIN STANDARDS FOR A DISTANCE OF 10 FEET ON EACH SIDE OF THE POINT OF
CROSSING. A SECTION OF WATER MAIN PIPE SHALL BE CENTERED AT THE POINT OF
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10.

1.

12.

13.

14.

CROSSING AND THE PIPES SHALL BE PRESSURE TESTED IN PLACE WITHOUT LEAKAGE
PRIOR TO INSTALLATION. SANITARY SEWERS UNDER CREEKS AND STORM SEWER PIPE
CROSSINGS WITH LESS THAN 6” CLEARANCE SHALL BE ENCASED IN CONCRETE.

NO WATER MAIN PIPE SHALL PASS THROUGH OR COME IN CONTACT WITH ANY PART OF
SANITARY / STORM SEWER MANHOLE. MANHOLES SHALL BE PLACED AT LEAST 10 FEET
HORIZONTALLY FROM THE WATER MAIN WHENEVER POSSIBLE. WHEN LOCAL
CONDITIONS PROHIBIT THIS HORIZONTAL SEPARATION, THE MANHOLE SHALL BE
WATERTIGHT CONSTRUCTION AND TESTED IN PLACE.

CROSSING EXISTING OR PROPOSED UTILITIES: UNDERGROUND TELEPHONE, CABLE
T.V., GAS, AND ELECTRICAL DUCT BANKS SHALL BE CROSSED MAINTAINING A MINIMUM
OF 12" OF SEPARATION OR CLEARANCE WITH WATER MAIN, SANITARY, OR STORM
SEWERS. IF THIS SEPARATION CANNOT BE ACHIEVED THEN THE SEWER PIPE MATERIAL
SHALL BE DUCTILE IRON PIPE (DIP) AWWA C-151 (ANSI A21.51) CLASS 52 FOR A
DISTANCE OF 10 FEET ON EACH SIDE OF THE POINT OF CROSSING AND PRESSURE
TESTED IN PLACE WITHOUT LEAKAGE PRIOR TO INSTALLATION. SANITARY / STORM
SEWERS AND WATER MAIN CROSSING OVER THE UTILITIES SHALL HAVE ADEQUATE
STRUCTURAL SUPPORT (PIER SUPPORT AND/OR CONCRETE ENCASEMENT) TO
PREVENT DAMAGE TO THE UTILITIES.

RIP RAP SHALL BE DESIGNED AS PER THE REQUIREMENTS OF VIRGINIA EROSION AND
SEDIMENT CONTROL HANDBOOK, LATEST EDITION.

DIMENSIONS OF PARKING SPACES, AISLE WIDTHS, ETC. WITHIN THE PARKING GARAGE
SHALL BE PROVIDED ON THE PLAN. NOTE THAT THE DIMENSIONS SHALL EXCLUDE
COLUMN WIDTHS. THE WIDTHS OF THE COLUMNS SHALL BE SHOWN TO THE SCALE ON
THE PLAN.

DISCHARGE FROM SWIMMING POOLS MUST BE CONNECTED TO THE SANITARY SEWER.

A SEPARATE GEOTECHNICAL AND HYDROGEOLOGICAL INVESTIGATION REPORT SHALL
BE SUBMITTED TO FIRE AND CODE ADMINISTRATION AND TRANSPORTATION AND
ENVIRONMENTAL SERVICES INCLUDING RECOMMENDATIONS FROM A GEOTECHNICAL
PROFESSIONAL FOR PROPOSED CUT SLOPES AND EMBANKMENTS, IF DEEMED
NECESSARY BY THE DEPARTMENT.

SHOW THE DRAINAGE DIVIDE AREAS ON THE GRADING PLAN OR ON A SHEET SHOWING
REASONABLE INFORMATION ON TOPOGRAPHY ALONG WITH THE STRUCTURES WHERE
EACH SUB-AREA DRAINS.

PROVIDE PROPOSED ELEVATIONS (CONTOURS AND SPOT SHOTS) IN SUFFICIENT
DETAILS ON GRADING PLAN TO CLEARLY SHOW THE DRAINAGE PATTERNS.



15.

16.

17.

PER THE REQUIREMENTS OF TITLE 5: TRANSPORTATION AND ENVIRONMENTAL
SERVICES, CHAPTER 3, SECTION 5-3-2 AND SECTION 5-3-3; CUSTOMER UTILITY
SERVICES AND TRANSMISSION, DISTRIBUTION AND MAIN LINES, RESPECTIVELY SHALL
BE PLACED UNDERGROUND UNLESS OTHERWISE SPECIFICALLY EXEMPTED.

THE SUBMITTING ENGINEER OR CONTRACTOR SHALL PROVIDE CUT SHEETS TO THE
CHIEF, DIVISION OF CONSTRUCTION AND INSPECTION (C&l), DEPARTMENT OF
TRANSPORTATION AND ENVIRONMENTAL SERVICES PRIOR TO CONSTRUCTION.

IF THESE NOTES AND THE CITY OF ALEXANDRIA DESIGN STANDARDS AND
SPECIFICATIONS DO NOT COVER ANY DESIGN ASPECTS OF THE PROJECT THEN THE
IMPROVEMENTS WILL BE DESIGNED PER THE STANDARDS AND SPECIFICATIONS OF
VIRGINIA DEPARTMENT OF TRANSPORTATION (VDOT), VIRGINIA EROSION AND
SEDIMENT CONTROL HANDBOOK (VESCH), AMERICAN ASSOCIATION OF STATE HIGHWAY
AND TRANSPORTATION OFFICIALS (AASHTO), MANUAL OF TRAFFIC CONTROL DEVICES
(MUTCD), VIRGINIA WORK AREA PROTECTION MANUAL (VWAPM), RECOMMENDED
STANDARDS FOR WASTEWATER FACILITIES (TEN STATE STANDARDS), AND ANY OTHER
STANDARDS APPROVED BY THE DIRECTORS OF TRANSPORTATION AND
ENVIRONMENTAL SERVICES, PLANNING AND ZONING, FIRE AND CODE ADMINISTRATION,
AND RECREATION, PARKS & CULTURAL ACTIVITIES. THE PLAN SHALL PROVIDE
APPROPRIATE REFERENCE AND INCLUDE THE SOURCE OF THE INFORMATION AND/OR
STANDARDS USED IN DEVELOPING THE PLAN.



CITY STANDARD GENERAL NOTES

1.

10.

1.

12.

THE SUBJECT SITE IS LOCATED ON CITY OF ALEXANDRIA ASSESSMENT MAP NO.
XXXXXX, PARCELS XX, XX AND XX AND IS ZONED XX AND XX.

OWNER: XXXXXXXXX.
DEED BOOK XXXX PAGE XX
ADDRESS

AREA TABULATION (Total site area, construction, disturbed, impervious, etc.) (Show areas in
acres and square feet).

THE NATURAL SOILS AT THE SITE CONSIST OF...... (Provide the source of information i.e.,
City Soil Map or geotechnical investigation performed by ............cccceevvvveennnnn (The City Sail
map is available on page 21 at the City’s web site address:
http://alexandriava.gov/uploadedFiles/tes/info/Alexandria_Water_Quality_Master_Plan.pdf)

THE SITE IS LOCATED IN THE .............. WATERSHED. (The City's watershed map can be
obtained from the Department of Transportation and Environmental Services, Office of
Environmental Quality (OEQ) or Engineering and Design Division.)

CONSTRUCTION PERMITS ARE REQUIRED FOR THIS PROJECT. THE APPROVED SITE
PLAN MUST BE ATTACHED TO THE PERMIT APPLICATION THAT FULLY DETAILS THE
CONSTRUCTION AS WELL AS LAYOUTS AND SCHEMATICS OF THE MECHANICAL,
ELECTRICAL, AND PLUMBING SYSTEMS.

ALL PUBLIC AND PRIVATE EASEMENTS OR ALL KNOWN PUBLIC AND PRIVATE
EASEMENTS, INCLUDING ALL UTILITY, EGRESS, AND CONSERVATION RESTRICTIONS
ARE SHOWN. THE APPLICANT SHALL NOT CONSTRUCT ANY PERMANENT STRUCTURES
OVER ANY EXISTING OR PROPOSED PUBLIC AND/OR PRIVATE EASEMENTS UNLESS
OTHERWISE APPROVED BY THE PLANNING COMMISSION AND CITY OF ALEXANDRIA
COUNCIL.

PLAT SUBJECT TO RESTRICTIONS OF RECORD.

BUILDING HEIGHT SHALL NOT EXCEED THE ALLOWABLE LIMIT BY CITY OF ALEXANDRIA
ZONING ORDINANCE OR AS APPROVED BY THE PLANNING COMMISSION AND CITY OF
ALEXANDRIA COUNCIL.

ALL NEW CONSTRUCTION SHALL CONFORM TO THE CURRENT STANDARDS AND
SPECIFICATIONS OF THE CITY OF ALEXANDRIA AND TO THE VIRGINIA UNIFORM
STATEWIDE BUILDING CODE (USBC).



13.

14,

15.

16.

17.

18.

19.

FLOOR AREA CALCULATIONS WITH ALLOWABLE LIMITS, AS APPROVED BY PLANNING
COMMISSION AND CITY COUNCIL, ARE DEMONSTRATED HEREIN.

PRIOR TO COMMENCING NEW WORK, THE CONTRACTOR SHALL PROTECT FROM
DAMAGE ALL EXISTING ADJACENT AREAS. IF CITY’S EXISTING PUBLIC
INFRASTRUCTURE, INCLUDING BUT NOT LIMITED, TO STREETS, ALLEYWAYS, DRIVEWAY
APRONS, SANITARY AND STORM SEWERS, STREET LIGHTING, TRAFFIC AND
PEDESTRIAN SIGNALS, SIDEWALKS, CURB AND GUTTER, AND STORM WATER DROP
INLET STRUCTURES ARE DAMAGED BY THE CONTRACTOR OR BY ACTIVITIES RELATING
TO THE SITE CONSTRUCTION THEN THE APPLICANT SHALL REPAIR THE SAME TO THE
SATISFACTION OF DIRECTOR, TRANSPORTATION AND ENVIRONMENTAL SERVICES
(T&ES). A PRE-CONSTRUCTION WALK/SURVEY OF THE SITE SHALL OCCUR WITH
CONSTRUCTION AND INSPECTION STAFF TO DOCUMENT EXISTING CONDITIONS PRIOR
TO ANY LAND DISTURBING ACTIVITY.

ALL IMPROVEMENTS TO THE CITY’S RIGHT-OF-WAY SUCH AS CURB, GUTTER, SIDEWALK,
AND DRIVEWAY APRONS, ETC., ARE DESIGNED PER THE CITY OF ALEXANDRIA
STANDARDS AND SPECIFICATIONS.

ALL STREET CUT AND PATCH WORK LOCATED IN PUBLIC RIGHT-OF-WAYS, REQUIRED
FOR ANY UTILITY INSTALLATION SHALL BE PERFORMED IN STRICT ACCORDANCE WITH
THE CITY OF ALEXANDRIA STANDARDS AND SPECIFICATIONS AND TO THE
SATISFACTION OF THE DIRECTOR OF TRANSPORTATION AND ENVIRONMENTAL
SERVICES (T&ES).

CONTRACTOR MUST ENSURE THAT THERE IS NO DISTURBANCE ON ADJACENT
PROPERTIES WITHOUT RECORDED EASEMENT OR NOTARIZED LETTER OF PERMISSION
FROM THE ADJACENT PROPERTY OWNERS.

ALL REQUIRED STATE AND FEDERAL PERMITS, WHICH COULD INCLUDE PERMITS FROM
THE VIRGINIA DEPARTMENT OF CONSERVATION AND RECREATION (VDCR), VIRGINIA
DEPARTMENT OF ENVIRONMENTAL QUALITY (VDEQ), VIRGINIA DEPARTMENT OF
HISTORIC RESOURCES (VDHR), UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
(USEPA), ARMY CORPS OF ENGINEERS AND VIRGINIA MARINE RESOURCES, MUST BE IN
PLACE FOR ALL PROJECT CONSTRUCTION AND MITIGATION WORK PRIOR TO RELEASE
OF THE FINAL SITE PLAN. THIS INCLUDES THE STATE REQUIREMENT FOR A VIRGINIA
STORMWATER MANAGEMENT PROGRAM (VSMP) GENERAL PERMIT FOR DISCHARGES
OF STORMWATER FROM CONSTRUCTION ACTIVITIES FOR LAND DISTURBING ACTIVITIES
GREATER THAN 2,500. INFORMATION REGARDING THE VSMP GENERAL PERMIT CAN BE
FOUND ONLINE AT: http://www.dcr.virginia.gov/soil_and_water/vsmp.shtml.

PERMITS FROM THE CITY OF ALEXANDRIA OFFICE OF ENVIRONMENTAL QUALITY (OEQ),
TRANSPORTATION AND ENVIRONMENTAL SERVICES (T&ES), AND BUILDING AND FIRE
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20.

21.

22.

23.

24.

25.

26.

27.

CODE ADMINISTRATION SHALL BE OBTAINED BY THE APPLICANT, AS REQUIRED AND
DOCUMENTED HEREIN. THE CONTRACTOR CAN CONTACT ALEXANDRIA FIRE AND CODE
ADMINISTRATION DEPARTMENT AT (703) 838-4644 OR (703) 746-4200 FOR ANY
QUESTIONS OR ADDITIONAL INFORMATION.

ANY WORK IN THE PUBLIC RIGHT OF WAY SHALL REQUIRE A SEPARATE PERMIT FROM
THE DIRECTOR, TRANSPORTATION AND ENVIRONMENTAL SERVICES. THE
CONTRACTOR CAN CONTACT THE DEPARTMENT OF TRANSPORTATION AND
ENVIRONMENTAL SERVICES AT (703) 746-4035 FOR ANY QUESTIONS OR ADDITIONAL
INFORMATION.

THE PROPERTY ADDRESS MUST BE CLEARLY MARKED IN THE FRONT AND BACK OF THE
PROPOSED DEVELOPMENT SITE DURING CONSTRUCTION FOR EMERGENCY RESPONSE
PURPOSE IN CONTRASTING COLORS FOR EASY IDENTIFICATION.

THE APPLICANT SHALL CONTACT THE CRIME PREVENTION UNIT OF THE ALEXANDRIA
POLICE DEPARTMENT AT 703-838-4520 REGARDING SECURITY HARDWARE FOR NEW
CONSTRUCTION.  THIS SHALL BE COMPLETED PRIOR TO ISSUANCE OF BUILDING
PERMIT.

ROOF DRAINAGE SYSTEM, SUMP PUMP DISCHARGE, AND FOUNDATION DRAIN SYSTEM
MUST BE INSTALLED SO AS NEITHER TO ADVERSELY IMPACT UPON, NOR CAUSE
EROSION DAMAGE TO ADJACENT PROPERTIES OR THE PUBLIC RIGHT OF WAY.

THE CONTRACTOR MUST ENSURE THAT POSITIVE DRAINAGE OCCURS ON SITE TO
PREVENT PONDING OR DRAINAGE PROBLEMS ON ADJACENT PROPERTIES.

IN THE EVENT, THE PROPOSED ROOF DRAINAGE AND/OR SUMP PUMP DISCHARGE, AND
FOUNDATION DRAIN SYSTEMS AND/OR GRADING ADVERSELY IMPACTS AND/OR
CREATES A NUISANCE ON PUBLIC RIGHT OF WAY OR PRIVATE PROPERTIES THEN THE
APPLICANT SHALL BE RESPONSIBLE TO PROVIDE ADDITIONAL IMPROVEMENTS TO THE
ROOF DRAINAGE AND/OR SUMP PUMP DISCHARGE AND FOUNDATION DRAIN SYSTEMS
AND/OR GRADING TO THE SATISFACTION OF DIRECTOR, TRANSPORTATION AND
ENVIRONMENTAL SERVICES.

PER THE REQUIREMENTS OF SECTION 8-1-12 OF THE CITY CHARTER AND CODE; WHEN
THE BUILDING FOOTING HAS BEEN PLACED AND THE WALLS HAVE BEEN RAISED TO THE
FIRST JOIST BEARING OR STORY HEIGHT ABOVE GRADE, A PLOT PLAN SHOWING THE
EXACT LOCATION OF THE WALLS SHALL BE PREPARED BY A LICENSED, CERTIFIED
PUBLIC LAND SURVEYOR OR PROFESSIONAL ENGINEER AND FILED WITH THE BUILDING
OFFICIAL FOR APPROVAL BEFORE PROCEEDING FURTHER WITH THE CONSTRUCTION.

A SEPARATE DESIGN IS REQUIRED FOR ALL WALLS 24” AND OVER IN HEIGHT FROM THE
GRADE AND SUBJECT TO SEPARATE PERMITS TO BE OBTAINED BY THE OWNERS.



28.

29.

30.

31.

32.

33.

34.

GEOTECHNICAL AND STRUCTURAL DESIGN IS TO BE COMPLETED BY OTHERS. THIS
FINAL SITE PLAN SHOWS LOCATION, PROPOSED GRADING, AND DESIGN OF ALL THE
WALLS. !

SUBMIT A SURVEY, CONSISTENT WITH THE REQUIREMENTS FOR CERTIFICATE OF
OCCUPANCY CHECKLIST, TO THE DEPARTMENT OF TRANSPORTATION AND
ENVIRONMENTAL SERVICES PRIOR TO REQUESTING AN INSPECTION FOR A
CERTIFICATE OF OCCUPANCY. '

ALL SANITARY LATERALS AND/OR SEWERS NOT SHOWN IN THE EASEMENTS SHALL BE
OWNED AND MAINTAINED PRIVATELY.

ALL STORM DRAINS NOT SHOWN WITHIN AN EASEMENT OR IN A PUBLIC RIGHT OF WAY
SHALL BE OWNED AND MAINTAINED PRIVATELY.

ALL WATER FACILITY CONSTRUCTION SHALL CONFORM TO VIRGINIA:AMERICAN WATER
COMPANY STANDARDS AND SPECIFICATIONS. CONTRACTOR SHALL CONTACT VIRGINIA
AMERICAN WATER COMPANY AT (703) 549-7080 TO COORDINATE CONSTRUCTION AND
INSPECTION OF WATER FACILITIES.

THE SIDEWALKS SHALL REMAIN OPENED DURING CONSTRUCTION OR PEDESTRIAN
ACCESS SHALL BE MAINTAINED TO THE SATISFACTION OF THE DIRECTOR OF
TRANSPORTATION AND ENVIRONMENTAL SERVICES THROUGHOUT THE CONSTRUCTION
OF THE PROJECT.

PRIOR TO THE RELEASE OF THE FINAL SITE PLAN, A TRAFFIC CONTROL PLAN FOR
CONSTRUCTION DETAILING PROPOSED CONTROLS TO TRAFFIC MOVEMENT, LANE
CLOSURES, CONSTRUCTION ENTRANCES, HAUL ROUTES, AND STORAGE AND STAGING
SHALL BE PROVIDED FOR INFORMATION PURPOSE; HOWEVER, AN AMENDED TRAFFIC
CONTROL PLAN, IF REQUIRED BY THE DIRECTOR OF TRANSPORTATION AND
ENVIRONMENTAL SERVICES SHALL BE SUBMITTED TO THE DIRECTOR OF
TRANSPORTATION AND ENVIRONMENTAL SERVICES ALONG WITH THE BUILDING PERMIT
APPLICATION. THE FINAL SITE PLAN SHALL INCLUDE A STATEMENT “FOR INFORMATION
ONLY” ON THE TRAFFIC CONTROL PLAN SHEETS.

A CERTIFICATE OF OCCUPANCY SHALL BE OBTAINED PRIOR TO ANY OCCUPANCY OF
THE BUILDING OR PORTION THEREOF, IN ACCORDANCE WITH VIRGINIA USBC 115.0.

EMERGENCY VEHICLE EASEMENTS NOTE

ALL EMERGENCY VEHICLE EASEMENTS ARE SHOWN ON THE PLAN AND SHALL BE
RECORDED WITH ALEXANDRIA LAND RECORDS.



EROSION AND SEDIMENT CONTROL NARRATIVE
PROJECT DESCRIPTION

EXISTING CONDITIONS

CRITICAL AREAS

EROSION CONTROL PROGRAM

VIRGINIA UNIFORM CODING SYSTEM
FOR EROSION AND SEDIMENT CONTROL PRACTICES

LEGEND

(The plan shall include all symbols, abbreviations, and line types used in this plan.)
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GENERAL EROSION AND SEDIMENT CONTROL NOTES

1.

AN EROSION AND SEDIMENT CONTROL PLAN MUST BE APPROVED BY THE DIRECTOR OF
TRANSPORTATION AND ENVIRONMENTAL SERVICES PRIOR TO ANY LAND DISTURBING
ACTIVITY GREATER THAN 2,500 SQUARE FEET.

ALL VEGETATIVE AND STRUCTURAL EROSION AND SEDIMENT CONTROL PRACTICES
SHALL BE CONSTRUCTED AND MAINTAINED ACCORDING TO MINIMUM STANDARDS AND
SPECIFICATIONS OF THE CITY OF ALEXANDRIA AND VIRGINIA EROSION AND SEDIMENT
CONTROL HANDBOOK (VESCH), VIRGINIA REGULATIONS §4VAC50-30 EROSION AND
SEDIMENT CONTROL REGULATIONS.

AN EROSION AND SEDIMENT CONTROL PLAN IS INCLUDED WITH THESE FINAL PLANS
FOR APPROVAL BY THE DIRECTOR, TRANSPORTATION AND ENVIRONMENTAL SERVICES
FOR REFERENCE BY THE EROSION AND SEDIMENT CONTROL PERMIT.

A “CERTIFIED LAND DISTURBER’ (CLD) SHALL BE NAMED IN A LETTER TO THE DIVISION
CHIEF OF CONSTRUCTION AND INSPECTION (C&l), DEPARTMENT OF TRANSPORTATION
AND ENVIRONMENTAL SERVICES PRIOR TO ANY LAND DISTURBING ACTIVITIES. IF THE
CLD CHANGES DURING THE PROJECT, THAT CHANGE MUST BE NOTED IN A LETTER TO
THE DIVISION CHIEF. A NOTE TO THIS EFFECT SHALL BE PLACED ON THE PHASE |
EROSION AND SEDIMENT CONTROL SHEETS ON THE SITE PLAN.

THE DEPARTMENT OF TRANSPORTATION AND ENVIRONMENTAL SERVICES,
CONSTRUCTION AND INSPECTION (C&l) DIVISION MUST BE NOTIFIED ONE WEEK PRIOR
TO THE PRE-CONSTRUCTION CONFERENCE, ONE WEEK PRIOR TO THE
COMMENCEMENTS OF LAND DISTURBING ACTIVITY, AND ONE WEEK PRIOR TO THE
FINAL INSPECTION. THE RESPONSIBLE CERTIFIED LAND DISTURBER (CLD) SHALL
ATTEND THE PRE-CONSTRUCTION MEETING.

SEDIMENT BASINS AND TRAPS, PERIMETER DIKES, SEDIMENT BARRIERS AND ALL OTHER
EROSION AND SEDIMENT CONTROL MEASURES INTENDED TO CONTROL EROSION AND
TRAP SEDIMENT SHALL BE CONSTRUCTED AS A FIRST STEP IN ANY LAND-
DISTURBING ACTIVITY AND SHALL BE MADE FUNCTIONAL BEFORE UPSLOPE LAND
DISTURBANCE TAKES PLACE.

CONSTRUCTION SHALL BE SEQUENCED SUCH THAT GRADING OPERATION CAN BEGIN
AND END AS QUICKLY AS POSSIBLE. AREAS NOT TO BE DISTURBED MUST BE CLEARLY
MARKED OR FLAGGED.



10.

1.

12.

13.

14.

15.

16.

AN INSPECTION BY THE CITY OF ALEXANDRIA IS REQUIRED AFTER INITIAL INSTALLATION
OF EROSION AND SEDIMENT CONTROL MEASURES AND BEFORE ANY CLEARING OR
GRADING CAN BEGIN.

A COPY OF THE APPROVED EROSION AND SEDIMENT CONTROL PLAN SHALL BE
MAINTAINED ON THE SITE AT ALL TIMES.

PRIOR TO COMMENCING LAND DISTURBING ACTIVITIES IN AREAS OTHER THAN THOSE
INDICATED ON THESE PLANS INCLUDING, BUT NOT LIMITED TO, OFF-SITE BORROW OR
WASTE AREAS, THE CONTRACTOR SHALL SUBMIT A SUPPLEMENTARY EROSION
CONTROL PLAN TO THE OWNER FOR REVIEW AND APPROVAL BY THE CITY OF
ALEXANDRIA.

THE DEVELOPER AND CONTRACTORS ARE TO KEEP DENUDED AREAS TO A MINIMUM.
PERMANENT OR TEMPORARY SOIL STABILIZATION SHALL BE APPLIED TO DENUDED
AREAS WITHIN SEVEN DAYS AFTER FINAL GRADE IS REACHED ON ANY PORTION OF THE
SITE. TEMPORARY SOIL STABILIZATION SHALL BE APPLIED WITHIN SEVEN DAYS TO
DENUDED AREAS THAT MAY NOT BE AT FINAL GRADE BUT WILL REMAIN DORMANT FOR
LONGER THAN 30 DAYS. PERMANENT STABILIZATION SHALL BE APPLIED TO AREAS
THAT ARE TO BE LEFT DORMANT FOR MORE THAN ONE YEAR. ANY STOCKPILED
MATERAIL WHICH WILL REMAIN IN PLACE LONGER THAN 10 DAYS MUST BE SEEDED FOR
TEMPORARY VEGETATION AND MULCHED WITH STRAW MULCH OR OTHERWISE
STABILIZED.

ALL TEMPORARY EARTH BERMS, DIVERSIONS AND SEDIMENT CONTROL DAMS SHALL BE
SEEDED AND MULCHED OR OTHERWISE STABILIZED AS SOON AS POSSIBLE BUT NO
LATER THAN 48 HOURS AFTER GRADING.

ALL DISTURBED AREAS ARE TO DRAIN TO APPROVED SEDIMENT CONTROL MEASURES
AT ALL TIMES DURING LAND DISTURBING ACTIVITIES AND DURING SITE DEVELOPMENT
UNTIL FINAL STABILIZATION IS ACHIEVED.

DURING DEWATERING OPERATIONS, WATER SHALL BE PUMPED THROUGH AN
APPROVED FILTERING DEVICE OR PASSED THROUGH AN APPROVED SEDIMENT
TRAPPING DEVICE, OR BOTH, AND DISCHARGED IN A MANNER THAT DOES NOT
ADVERSELY IMPACT FLOWING STREAMS OR OFF-SITE PROPERTY.

THE CONTRACTOR SHALL INSPECT ALL EROSION CONTROL MEASURES DAILY AND
AFTER EACH RUNOFF-PRODUCING RAINFALL EVENT. ANY NECESSARY REPAIRS OR
CLEANUP TO MAINTAIN THE EFFECTIVENESS OF THE EROSION CONTROL DEVICES
SHALL BE MADE IMMEDIATELY.

THE CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF ANY ADDITIONAL EROSION
CONTROL MEASURES AS NECESSARY TO PREVENT EROSION AND SEDIMENTATION AND
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17.

18.

19.

20.

21.

AS DETERMINED BY THE DIRECTOR OF TRANSPORTATION AND ENVIRONMENTAL (T&ES)
SERVICES OF THE CITY OF ALEXANDRIA.

ANY DENUDED SLOPES, EITHER DISTURBED OR CREATED BY THIS PLAN THAT EXCEED
2500 SQUARE FEET SHALL BE SODDED AND PEGGED FOR STABILITY AND EROSION
CONTROL. AT THE COMPLETION OF THE PROJECT AND PRIOR TO THE RELEASE OF THE
BOND, ALL DISTURBED AREAS SHALL BE STABILIZED PERMANENTLY AND ALL
TEMPORARY EROSION AND SEDIMENT CONTROLS SHALL BE REMOVED.

ALL VEHICLES SHALL BE CLEANED BEFORE ENTERING ONTO THE PUBLIC RIGHT-OF-
WAY. ‘

THE WASH WATER FROM THE CONSTRUCTION ENTRANCE SHALL BE FILTERED
THROUGH THE PROVIDED SILT FENCE TO ENSURE THAT NO SEDIMENT LADEN RUNOFF
IS ALLOWED TO RUNOFF ON TO THE ADJACENT PROPERTY OR THE PUBLIC RIGHT OF
WAY.

INSTALL SILT FENCE AND TREE PROTECTION, WHERE APPLICABLE.

DUST CONTROL SHALL BE ACCOMPLISHED BY TEMPORARY VEGETATIVE COVER AND BY
IRRIGATION AS NEEDED.

SEQUENCE OF CONSTRUCTION FOR INSTALLATION OF EROSION AND SEDIMENT
CONTROL DEVICES

1.

INSTALL PERIMETER EROSION AND SEDIMENT CONTROLS; AND STABILIZE
CONSTRUCTION ENTRANCE AS SHOWN ON THIS PLAN.

ALL VEGETATION PRESERVATION AND PROTECTION METHODS SHALL BE APPROVED /
VERIFIED IN FIELD BY THE CITY ARBORIST PRIOR TO COMMENCEMENT OF ANY GROUND
DISTURBING ACTIVITY.

INSTALL INLET PROTECTION AT EXISTING STORM DRAIN INLETS AS NECESSARY AND AS
SHOWN ON THIS PLAN.

INSTALL ADDITIONAL EROSION AND SEDIMENT CONTROL PRACTICES AS NECESSARY
AND AS DIRECTED BY THE EROSION AND SEDIMENT CONTROL INSPECTOR.

CONDUCT DEMOLITION AND CONSTRUCTION ACTIVITIES ACCORDING TO THE
APPLICABLE PLANS.

AS CONTRIBUTARY DRAINAGE AREAS ARE STABILIZED AND WITH THE PERMISSION OF
THE EROSION AND SEDIMENT CONTROL INSPECTOR, REMOVE INDIVIDUAL EROSION
AND SEDIMENT CONTROL PRACTICES.



7. UPON COMPLETION OF DEMOLITION, CONSTRUCTION AND LAND DISTURBING
ACTIVITIES; PROVIDE PERMANENT STABILIZATION ACCORDING TO APPROVED METHODS
AND REMOVE ALL REMAINING EROSION AND SEDIMENT CONTROL MEASURES WITH THE
APPROVAL OF THE EROSION AND SEDIMENT CONTROL INSPECTOR.

SEDIMENT TRAPS AND BASINS

SINCE THE TOTAL DRAINAGE AREA TO BE SERVED IS LESS THAN THREE ACRES,
THEREFORE, A SEDIMENT TRAP IS DESIGNED USING THE CRITERIA THAT THE
MINIMUM STORAGE CAPACITY OF THE TRAP IS 134 CUBIC YARDS PER ACRE CF
DRAINAGE AREA.

OR.

SINCE THE TOTAL DRAINAGE AREA TO BE SERVED IS GREATER THAN THREE ACRES,
THEREFORE, A SEDIMENT BASIN IS DESIGNED USING THE CRITERIA THAT THE MINIMUM
STORAGE CAPACITY OF THE TRAP IS 134 CUBIC YARDS PER ACRE OF DRAINAGE AREA.
THE OUTFALL SYSTEM IS DESIGNED TO MAINTAIN THE STRUCTURAL INTEGRITY OF
THE BASIN DURING A 25-YEAR 24-HOUR DURATION STORM. THE RUNOFF
COEFFICIENTS USED IN THE RUNOFF CALCULATIONS CORRESPOND TO THOSE
CONDITIONS EXPECTED TO EXIST WHILE THE SEDIMENT BASIN IS UTILIZED.

COMPUTATION OF PEAK RUNOFF RATE

THE PRE AND POST DEVELOPMENT PEAK RATES OF RUNOFF ARE COMPUTED
BY THE RATIONAL METHOD USING THE CITY OF ALEXANDRIA INTENSITY-
DURATION-FREQUENCY (IDF) CURVES, DESIGN AND CONSTRUCTION
STANDARDS, DEPARTMENT OF TRANSPORTATION AND ENVIRONMENTAL
SERVICES, JULY 1989. AN INLET TIME OF CONCENTRATION OF 5 MINUTES HAS
BEEN USED FOR BUSINESS, COMMERCIAL, APARTMENT AND TOWNHOUSE
COMPLEXES AS IN AN ULTRA URBAN ENVIRONMENT. ALL HYDROLOGIC
ANALYSES RELATED TO PRE AND POST DEVELOPMENT ARE BASED ON THE
EXISTING WATERSHED CHARACTERISTICS AND THE ULTIMATE DEVELOPMENT
OF THE SUBJECT PROJECT, RESPECTIVELY.



STORMWATER MANAGEMENT PLAN

THE PLAN DEMONSTRATES THE DRAINAGE DIVIDE AREAS ON THE GRADING PLAN ALONG WITH
THE STRUCTURES WHERE EACH SUB-AREA DRAINS. [If the drainage divide areas are not shown on
the grading plan sheet then these must be shown on a sheet that has reasonable information on

topography.]

THERE IS A STORM WATER INLET AVAILABLE WITHIN 100' OF THE DEVELOPMENT SITE;
THEREFORE, THE ROOF, SURFACE AND SUBSURFACE DRAINAGE IS CONNECTED WITH
CONTINUOUS UNDERGROUND PIPE TO THIS INLET PER THE REQUIREMENTS OF THE CITY OF
ALEXANDRIA CCDE SECTION 8-1-22.

OR

THERE 1S NO PUBLIC STORM SEWER INLET AVAILABLE WITHIN 100’ OF THE PROPERTY LINE;
THEREFORE, A DESIGN HAS BEEN PROVIDED TO MITIGATE THE NEGATIVE IMPACTS OF STORM
WATER DRAINAGE ONTO ADJACENT PROPERTIES AND PUBLIC RIGHT-OF-WAY IN ACCORDANCE
TO THE REQUIREMENTS OF MEMORANDUM TO INDUSTRY ON DOWNSPOUTS, FOUNDATION
DRAINS, AND SUMP PUMPS, DATED JUNE 18, 2004, WHICH IS AVAILABLE ON THE CITY OF
ALEXANDRIA'S WEB SITE.

THE PLAN DEMONSTRATES THAT THE SITE HAS BEEN DEVELOPED NOT TO INCREASE THE POST
DEVELOPMENT PEAK RUNOFF RATE FROM THE PRE-DEVELOPMENT PEAK RUNOFF RATE FOR A
TWO-YEAR AND TEN YEAR STORM CONSIDERED INDIVIDUALLY PER THE REQUIREMENTS OF
ARTICLE 13-109(F)(1) OF ALEXANDRIA ZONING ORDINANCE. THEREFORE, NO DETENTION IS
PROVIDED. ([This note is subject to revision pending the amendment of detention requirements by the
Commonwealth of Virginia, Department of Conservation and Recreation (DCR)].

OR

THE PLAN DEMONSTRATES THAT THE SITE HAS BEEN DEVELOPED TO INCREASE THE POST
DEVELOPMENT PEAK RUNOFF RATE FROM THE PRE-DEVELOPMENT PEAK RUNOFF RATE FOR A
TWO-YEAR AND TEN YEAR STORM CONSIDERED INDIVIDUALLY. THEREFORE, STORMWATER
DETENTION IS PROVIDED PER THE REQUIREMENTS OF ARTICLE 13-109(F)(1) OF ALEXANDRIA
ZONING ORDINANCE NOT TO RELEASE STORMWATER FROM THE SITE AT A HIGHER RATE THAN
PRE DEVELOPMENT CONDITION. AN ADEQUATE OUTFALL ANALYSIS IS PROVIDED TO
DEMONSTRATE THAT THE STORMWATER IS DISCHARGED INTO AN ADEQUATE OUTFALL PER
THE REQUIREMENTS OF ARTICLE XI, SECTION 11-410 (N). [This note is subject to revision pending
the amendment of detention requirements by the Commonwealth of Virginia, Department of Conservation
and Recreation (DCR)).
OR
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THE PLAN DEMONSTRATES THAT THE SITE HAS BEEN DEVELOPED TO INCREASE THE POST
DEVELOPMENT PEAK RUNOFF RATE FROM THE PRE-DEVELOPMENT PEAK RUNOFF RATE FOR A
TWO-YEAR AND TEN YEAR STORM CONSIDERED INDIVIDUALLY. NO STORMWATER DETENTION
IS PROVIDED PER THE REQUIREMENTS OF ARTICLE 13-109(F)(1) OF ALEXANDRIA ZONING
ORDINANCE; HOWEVER, A WAIVER FOR STORMWATER DETENTION HAS BEEN GRANTED BY THE
DIRECTOR OF TRANSPORTATION AND ENVIRONMENTAL SERVICES (COPY ATTACHED) SINCE
THE LAND DISTURBANCE FOR THIS DEVELOPMENT IS LESS THAN ONE-HALF ACRE AND/OR
PROVIDING DETENTION WILL ADVERSELY IMPACT THE CITY'S FLOOD CONTROL PROGRAM. AN
ADEQUATE OUTFALL ANALYSIS IS PROVIDED TO DEMONSTRATE THAT THE STORMWATER IS
DISCHARGED INTO AN ADEQUATE OUTFALL PER THE REQUIREMENTS OF ARTICLE XI, SECTION
11-410 (N). [This note is subject to revision pending the amendment of detention requirements by the
Commonwealth of Virginia, Department of Conservation and Recreation (DCR)).

INSERT THE FOLLOWING NOTE, IF DEVELOPMENT AREA LIES WITHIN BRADDOCK
WEST SUB WATERSHED:

SINCE THE DEVELOPMENT OR REDEVELOPMENT AREA LIES IN THE BRADDOCK WEST SUB
WATERSHED, ADDITIONAL DETENTION IS PROVIDED SO THAT THE POST DEVELOPMENT FLOW
RATE RELEASED FROM THE SITE IS LESS THAN 90% OF THE PRE DEVELOPMENT FLOW RATE..

ADEQUATE OUTFALL ANALYSIS

THE PLAN DEMONSTRATES THE AVAILABILITY OF A STORM SEWER ADEQUATE
OUTFALL IN COMPLIANCE WITH THE REQUIREMENTS OF VIRGINIA DEPARTMENT OF
CONSERVATION AND RECREATION (DCR), EROSION AND SEDIMENT CONTROL (ESC)
REGULATIONS (4VAC50-30-40.19) MINIMUM STANDARD 19 (MS-19), ARTICLE XI
SECTION 11-410 (N) OF THE ALEXANDRIA ZONING ORDINANCE (AZO), AND THE
APPROVED CONDITION OF DEVELOPMENT.

IF AN ADEQUATE OUTFALL IS PRESENT

THE PLAN DEMONSTRATES THAT THE TOTAL DRAINAGE AREA TO THE POINT OF
ANALYSIS WITHIN THE CHANNEL OR STORM SEWER IS ONE HUNDRED TIMES
GREATER THAN THE CONTRIBUTING DRAINAGE AREA OF THE PROJECT IN
QUESTION; THEREFORE, AN ADEQUATE STORM WATER OUTFALL IS ASSUMED
TO BE AVAILABLE. (The note shall accompany hydrologic and hydraulic computations to
demonstrate the availability of a storm sewer adequate outfall)

OR

THE PLAN DEMONSTRATES THAT AN EXISTING NATURAL CHANNEL IS NOT
OVERTOPPED FOR A TEN-YEAR STORM AND DOES NOT PRODUCE EROSIVE
VELOCITIES FOR A TWO YEAR STORM; THEREFORE, AN ADEQUATE STORM
WATER OUTFALL IS ASSUMED TO BE AVAILABLE. (The note shall accompany



hydrologic and hydraulic computations to demonstrate the availability of a storm sewer
adequate outfall).

AND/OR

THE PIPES AND STORM SEWER SYSTEM DEMONSTRATES THAT A TEN-YEAR
STORMISCONTAINED WITHIN THE PIPE OR SYSTEM AND THE HYDRAULIC GRADE
LINE (HGL) IS AT LEAST TWO FEET BELOW THE TOP OF THE MANHOLE ;
THEREFORE, AN ADEQUATE STORM WATER QUTFALL IS ASSUMED TO BE
AVAILABLE. (The note shall accompany hydrologic and hydraulic computations to
demonstrate the availability of a storm sewer adequate outfall).

IF AN ADEQUATE OUTFALL IS NOT PRESENT

THE HYDROLOGIC AND HYDRAULIC COMPUTATIONS DEMONSTRATE THE NON-
AVAILABILITY OF AN ADEQUATE STORM WATER OUTFALL FOR POST
DEVELOPMENT CONDITIONS; THEREFORE, THE CHANNEL IS IMPROVED SUCH
THAT A TEN-YEAR STORM WILL NOT OVERTOP THE BANKS AND A TWO-YEAR
STORM WILL NOT PRODUCE EROSIVE VELOCITIES. THE HYDRAULIC GRADE
LINE (HGL) IS DEMONSTRATED TO BE 2 FEET BELOW GROUND SURFACE.

OR

THE HYDROLOGIC AND HYDRAULIC COMPUTATIONS DEMONSTRATE THE
NON-AVAILABILITY OF AN ADEQUATE STORM WATER OUTFALL FOR POST
DEVELOPMENT CONDITIONS; THEREFORE, THE PIPE OR PIPE SYSTEM HAS
BEEN IMPROVED TO A CONDITION WHERE THE TEN-YEAR STORM IS
CONTAINED WITHIN THE APPURTENANCES AND HYDRAULIC GRADE LINE
(HGL) IS A MINIMUM OF 2 FEET BELOW GROUND SURFACE.

OR

THE HYDROLOGIC AND HYDRAULIC COMPUTATIONS DEMONSTRATE THE NON-
AVAILABILITY OF AN ADEQUATE STORM WATER OUTFALL FOR POST
DEVELOPMENT CONDITIONS; THEREFORE, THE SITE HAS BEEN DEVELOPED NOT
TO INCREASE THE POST DEVELOPMENT PEAK RUNOFF RATE FROM THE PRE-
DEVELOPMENT PEAK RUNOFF RATE FOR A TWO-YEAR AND TEN YEAR STORM
CONSIDERED INDIVIDUALLY PER THE REQUIREMENTS OF ARTICLE 13-109(F)(1)
OF ALEXANDRIA ZONING ORDINANCE. IN ADDITION TO NOT INCREASING THE
POST DEVELOPMENT PEAK RUNOFF RATE FROM THE PRE DEVELOPMENT
CONDITIONS, A COMBINATION OF CHANNEL IMPROVEMENTS, STORMWATER
DETENTION OR OTHER MEASURES HAVE BEEN DESIGNED TO PROVIDE AN
ADEQUATE OUTFALL TO THE SATISFACTION OF THE DIRECTOR,
TRANSPORTATION AND ENVIRONMENTAL SERVICES. THESE IMPROVEMENTS
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SHALL PRODUCE NON EROSIVE VELOCITIES IN THE PROPOSED IMPROVEMENTS
AND THE EXISTING SYSTEM. THE PROPOSED IMPROVEMENTS ARE NOT
CONSTRUCTED IN THE PUBLIC RIGHT OF WAY.

STORMWATER BMP AND DETENTION FACILITIES MAINTENANCE AGREEMENT

THE APPLICANT SHALL SUBMIT TO THE CITY OF ALEXANDRIA A STORMWATER BMP AND
DETENTION FACILITIES MAINTENANCE AGREEMENT WITH FINAL #2 SUBMISSION. (Amend the
note to include or exclude the stormwater detention facilities, as applicable, in the Agreement). THE
MAINTENANCE AGREEMENT SHALL BE REGISTERED WITH ALEXANDRIA LAND RECORDS.

OR

THE APPLICANT HAS SUBMITTED TO THE CITY OF ALEXANDRIA AND ACCEPTED BY THE CITY
A STORMWATER BMP AND DETENTION FACILITIES MAINTENANCE AGREEMENT. (Amend the
note to include or exclude the stormwater detention facilities, as applicable, in the Agreement). THE
MAINTENANCE AGREEMENT HAS BEEN REGISTERED WITH ALEXANDRIA LAND RECORDS.



ENVIRONMENTAL SITE ASSESSMENT

1.

THERE ARE NO TIDAL WETLANDS, TIDAL SHORES, TRIBUTARY STREAMS, FLOODPLAINS,
CONNECTED TIDAL WETLANDS, ISOLATED WETLANDS, HIGHLY ERODIABLE/PERMEABLE
SOILS OR BUFFER AREAS ASSOCIATED WITH SHORES, STREAMS, OR WETLANDS
LOCATED ON THE SITE. FURTHER, THERE ARE NO WETLAND PERMITS REQUIRED FOR
THIS DEVELOPMENT PROJECT. ADDITIONALLY, THERE ARE NO KNOWN UNDERGROUND
STORAGE TANKS OR AREAS OF SOIL OR GROUNDWATER CONTAMINATION ON THE SITE.

THE CITY OF ALEXANDRIA DEPARTMENT OF TRANSPORTATION AND ENVIRONMENTAL
SERVICES, OFFICE OF ENVIRONMENTAL QUALITY MUST BE NOTIFIED IF UNUSUAL OR
UNANTICIPATED CONTAMINATION OR UNDERGROUND STORAGE TANKS, DRUMS, AND
CONTAINERS ARE ENCOUNTERED AT THE SITE. IF THERE IS ANY DOUBT ABOUT PUBLIC
SAFETY OR A RELEASE TO THE ENVIRONMENT, THE ALEXANDRIA FIRE DEPARTMENT
MUST BE CONTACTED IMMEDIATELY BY CALLING 911. THE TANK OR CONTAINER'S
REMOVAL, ITS CONTENTS, ANY SOIL CONTAMINATION AND RELEASES TO THE
ENVIRONMENT WILL BE HANDLED IN ACCORDANCE WITH FEDERAL, STATE, AND CITY
REGULATIONS.

ALL WELLS TO BE DEMOLISHED IN THIS PROJECT, INCLUDING MONITORING WELLS
MUST BE CLOSED IN ACCORDANCE WITH VIRGINIA STATE WATER CONTROL BOARD
(VSWCB) REQUIREMENTS. CONTACT ENVIRONMENTAL HEALTH SPECIALIST AND
COORDINATE WITH THE ALEXANDRIA HEALTH DEPARTMENT AT 703-838-4400 EXT
267/255.

ALL CONSTRUCTION ACTIVITIES MUST COMPLY WITH THE ALEXANDRIA NOISE CONTROL
CODE TITLE 11, CHAPTER 5, WHICH PERMITS CONSTRUCTION ACTIVITIES TO OCCUR
BETWEEN THE FOLLOWING HOURS:

o MONDAY THROUGH FRIDAY FROM 7 AM TO 6 PM AND

e SATURDAYS FROM 9 AMTO 6 PM.

e NO CONSTRUCTION ACTIVITIES ARE PERMITTED ON SUNDAYS.

PILE DRIVING IS FURTHER RESTRICTED TO THE FOLLOWING HOURS:

e MONDAY THROUGH FRIDAY FROM 9 AM TO 6 PM AND
e SATURDAYS FROM 10 AM TO 4 PM.



STORMWATER BEST MANAGEMENT PRACTICES (BMP) NOTES

THE STORMWATER BEST MANAGEMENT PRACTICES (BMP) REQUIRED FOR THIS PROJECT
SHALL BE CONSTRUCTED AND INSTALLED UNDER THE DIRECT SUPERVISION OF THE DESIGN
ENGINEER OR HIS DESIGNATED REPRESENTATIVE. THE DESIGN ENGINEER SHALL MAKE A
WRITTEN CERTIFICATION TO THE CITY THAT THE BMPs ARE CONSTRUCTED AND INSTALLED AS
DESIGNED AND IN ACCORDANCE WITH THE APPROVED SITE PLAN. IN ADDITION, AGGREGATE
LAYERS AND COLLECTOR PIPES MAY NOT BE INSTALLED UNLESS THE DESIGN ENGINEER OR
HIS REPRESENTATIVE IS PRESENT.

THE CONTRACTOR SHALL FURNISH THE CITY WITH AN OPERATION AND MAINTENANCE MANUAL
FOR ALL BMPs ON THE PROJECT. THE MANUAL SHALL INCLUDE AN EXPLANATION OF THE
FUNCTIONS AND OPERATIONS OF EACH BMP AND ANY SUPPORTING UTILITIES, CATALOG CUTS
ON ANY MECHANICAL OR ELECTRICAL EQUIPMENT AND A SCHEDULE OF ROUTINE
MAINTENANCE FOR THE BMPs AND SUPPORTING EQUIPMENT.

UTILITY WORKS

UNDERGROUND UTILITY LINES SHALL BE INSTALLED IN ACCORDANCE WITH THE FOLLOWING
MINIMUM STANDARDS DESCRIBED IN SECTION 4VAC50-30-40 OF THE VIRGINIA EROSION AND
SEDIMENT CONTROL HANDBOOK (VESCH) AND ADDITIONAL APPLICABLE PRACTICES
FOLLOWED BY THE CITY OF ALEXANDRIA:

A. ALL PRIVATE UTILITIES SHALL BE LOCATED OUTSIDE OF THE PUBLIC RIGHT-OF-
WAY AND PUBLIC UTILITY EASEMENTS UNLESS THE UTILITY OWNERS HAVE
FRANCHISE AGREEMENT WITH THE CITY OF ALEXANDRIA; HOWEVER, NO
ELECTRIC TRANSFORMERS AND SWITCH GEARS / CONTROL BOXES SHALL BE
PLACED IN THE PUBLIC RIGHT OF WAY.

B. ALL THE EXISTING AND PROPOSED PUBLIC AND PRIVATE UTILITIES AND
EASEMENTS SHALL BE SHOWN AND A DESCRIPTIVE NARRATION OF VARIOUS
UTILITIES SHALL BE PROVIDED ON THE PLAN.

C. IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAINTAIN UTILITY SERVICES AT
ALL TIMES DURING CONNECTION AND/OR CONSTRUCTION.

D. NO MORE THAN 500 LINEAR FEET OF TRENCH MAY BE OPENED AT ONE TIME.

E. EXCAVATED MATERIAL SHALL BE PLACED ON THE UPHILL SIDE OF TRENCHES.
C.  EFFLUENT FROM DEWATERING OPERATIONS SHALL BE FILTERED OR PASSED
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THROUGH AN APPROVED SEDIMENT TRAPPING DEVICE, OR BOTH, AND
DISCHARGED IN A MANNER THAT DOES NOT ADVERSELY AFFECT FLOWING
STREAMS OR OFF-SITE PROPERTY.

MATERIAL USED FOR BACKFILLING TRENCHES SHALL BE PROPERLY
COMPACTED IN ACCORDANCE WITH THE CITY OF ALEXANDRIA STANDARDS
AND SPECIFICATIONS TO MINIMIZE EROSION AND PROMOTE STABILIZATION.

SHOULD UTILITY CONSTRUCTION BE PERFORMED AFTER COMPLETING
EARTHWORK, THE CONTRACTOR SHALL BE RESPONSIBLE FOR ACHIEVING
98 PERCENT OF THE MODIFIED PROCTOR MAX!MUM DRY DENSITY (ASTM D-
1551) COMPACTION IN ALL TRENCH BACKFILL.

RESTABILIZATION SHALL BE ACCOMPLISHED IN ACCORDANCE WITH THE
VIRGINIA REGULATIONS §4VAC50-30 EROSION AND SEDIMENT CONTROL
REGULATIONS, VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK
(VESCH).

APPLICABLE SAFETY REGULATIONS SHALL BE COMPLIED WITH.

THE CONTRACTOR IS RESPONSIBLE FOR INSTALLATION OF ANY ADDITIONAL
CONTROL MEASURES AS NECESSARY TO PREVENT EROSION AND
SEDIMENTATION, AS DETERMINED BY THE DIRECTOR OF TRANSPORTATION
AND ENVIRONMENTAL SERVICES, CITY OF ALEXANDRIA.

A REMEDIATION PLAN SHALL BE SUBMITTED DETAILING HOW
CONTAMINATED SOILS AND/OR GROUNDWATER WILL BE DEALT WITH,
INCLUDING PLANS TO REMEDIATE UTILITY CORRIDORS.

UTILITY CORRIDORS IN CONTAMINATED SOIL SHALL BE OVER EXCAVATED
BY 2 FEET AND BACKFILLED WITH “CLEAN” SOIL.

GRADING CAN BE PERFORMED ON INSTALLATION OF UTILITIES.

ALL UTILITIES SUCH AS ELECTRICAL LINES, GAS PIPES, COMMUNICATION
CABLES, INCLUDING WATER AND SEWER LATERALS ON PRIVATE PROPERTY
IN THE CITY OF ALEXANDRIA SHALL BE PROVIDED WITH MINIMUM 3” WIDE 5
MIL OVERALL THICKNESS DETECTABLE UNDERGROUND WARNING TAPE
(DUWT). THE DUWT SHALL BE INSTALLED AT DEPTHS OF 12’ TO 18’ FOR
DUWT WIDTHS OF 3" AND 24" FOR WIDTHS OF 6” SO AS TO MAKE
UNDERGROUND INSTALLATIONS EASY TO FIND USING A NON-FERROUS
LOCATOR. THE DUWT SHALL BE WITH ALUMINUM BACKING OR SOLID
ALUMINUM CORE LAMINATED WITH A PROTECTIVE CLEAR FILM ON BOTH
SIDES, SEALING AND PROTECTING THE GRAPHICS FROM UNDERGROUND
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MOISTURE, ACIDS, ALKALIS, AND OTHER SOIL SUBSTANCES. ALL DUWT
TAPES SHALL BE PRINTED IN BLACK INK ON AMERICAN PUBLIC WORKS
ASSOCIATION (APWA) APPROVED COLORS TO MEET OR EXCEED INDUSTRY

STANDARDS.
COLOR CODES

RED CAUTION BURIED ELECTRIC POWER LINES, CABLES,
CONDUITS, AND LIGHTING CABLES

YELLOW CAUTION GAS, OIL, STEAM, PETROLEUM, OR GASEOUS

- | MATERIALS

ORANGE CAUTION COMMUNICATIONS, ALARM OR SIGNAL LINES,
CABLES, OR CONDUITS

BLUE CAUTION POTABLE WATER

PURPLE CAUTION RECLAIMED WATER, IRRIGATION AND SLURRY
LINES

GREEN CAUTION SEWER, DRAIN LINES, AND FORCE MAIN

SOLID WASTE MANAGEMENT

1.

IN COMPLIANCE WITH TITLE 5: TRANSPORTATION AND ENVIRONMENTAL SERVICES,
SECTION 5-1-31 OF THE CITY CHARTER AND CODE, THE CITY OF ALEXANDRIA WILL
PROVIDE SOLID WASTE COLLECTION SERVICES TO EVERY USER PROPERTY, DEFINED
IN SECTION 5-1-2 (12B) AS CONTAINING FOUR OR FEWER DWELLING UNITS EXCLUDING
CONDOMINIUM DWELLINGS.

SINCE THE CITY OF ALEXANDRIA IS PROVIDING SOLID WASTE COLLECTION AND
DISPOSAL SERVICES, THE PLAN DEMONSTRATES THAT THE DEVELOPMENT MEETS ALL
THE MINIMUM STREET STANDARDS, INCLUDING ALL STANDARD CUL-DE-SAC
TURNAROUNDS, IF APPLICABLE. THE TRASH TRUCK TURNING MOVEMENTS
DEMONSTRATE THAT THE TRASH TRUCK IS ABLE TO PICK UP SOLID WASTE FROM
PRIVATE STREETS WITHOUT BACKING UP.

SINCE THE CITY OF ALEXANDRIA WILL PROVIDE THE SOLID WASTE COLLECTION AND
DISPOSAL SERVICES; ALL TRASH AND RECYCLING RECEPTACLES ARE SHOWN LOCATED
AT THE CITY'S RIGHT-OF-WAY.

OR

SINCE THE APPLICANT IS NOT REQUIRED BY SECTION 5-1-31 OF THE CITY CHARTER AND
CODE TITLE 5: TRANSPORTATION AND ENVIRONMENTAL SERVICES TO USE THE CITY OF
ALEXANDRIA’S COLLECTION AND DISPOSAL SERVICES; SOLID WASTE COLLECTION AND
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DISPOSAL SERVICES SHALL BE PROVIDED BY THE APPLICANT / PRIVATE COLLECTORS
AND SHALL BE PASSED ON TO THE NEW OWNER IN CASE OF A SALE OF THE PROPERTY
SUBSEQUENT TO THE DEVELOPMENT.

THE PLAN DEMONSTRATES THAT ADEQUATE SPACE WITHIN EACH UNIT TO
ACCOMMODATE A CITY STANDARD SUPER CAN AND RECYCLING CONTAINER HAS BEEN
PROVIDED. THE CONTAINERS ARE PLACED INSIDE THE UNITS OR WITHIN AN
ENCLOSURE THAT COMPLETELY SCREENS THEM FROM VIEW. THE DEVELOPER SHALL
PURCHASE THE STANDARD CONTAINERS FROM THE CITY OR PROVIDE CONTAINERS
THAT ARE COMPATIBLE WITH CITY COLLECTION SYSTEM AND APPROVED BY THE
DIRECTOR OF TRANSPORTATION AND ENV!RONMENTAL SERVICES. :

THE PLAN DEMONSTRATES THAT ADEQUATE SPACE FOR SOLID WASTE AND RECYCLING
CONTAINERS HAS BEEN PROVIDED AND THE DEVELOPMENT MEETS ALL THE MINIMUM
STREET STANDARDS, INCLUDING ALL STANDARD CUL-DE-SAC TURNAROUNDS, IF
APPLICABLE. THE TRASH TRUCK TURNING MOVEMENTS DEMONSTRATE THAT THE
TRASH TRUCK IS ABLE TO PICK UP SOLID WASTE FROM PRIVATE STREETS WITHOUT
BACKING UP. THE CONTAINERS HAVE BEEN PLACED WITHIN AN ENCLOSURE THAT
COMPLETELY SCREENS THEM FROM VIEW.

2. IN THE EVENT SECTION 5-1-2(12B) OF THE CITY CHARTER AND CODE TITLE 5:
TRANSPORTATION AND ENVIRONMENTAL SERVICES IS AMENDED TO DESIGNATE MULTI-
FAMILY DWELLINGS IN GENERAL, OR MULTI-FAMILY DWELLINGS WHEN SO PROVIDED BY
SPECIAL USE PERMIT (SUP), AS REQUIRED USER PROPERTY [AS DEFINED IN 5-1-2(12B)
OF THE CITY CHARTER AND CODE], THEN REFUSE COLLECTION SHALL BE PROVIDED BY
THE CITY FOR THE TOWNHOME CONDOMINIUM PORTION OF THIS PLAN.

SIGN CONSTRUCTION
A SEPARATE PERMIT IS REQUIRED FOR SIGN CONSTRUCTION.

LANDSCAPE NOTES

1. ALL PROTECTION AND PRESERVATION MEASURES FOR EXISTING VEGETATION,
INCLUDING MAINTENANCE AND PENALTIES SHALL BE PREPARED IN COMPLIANCE
WITH LANDSCAPE GUIDELINES OF THE CITY OF ALEXANDRIA AND APPROVED BY THE
CITY ARBORIST IN-FIELD PRIOR TO COMMENCEMENT OF ANY SITE DISTURBING AND
CONSTRUCTION ACTIVITIES.

2. ALL VEGETATION PRESERVATION AND PROTECTION METHODS SHALL BE APPROVED /
VERIFIED IN FIELD BY THE CITY ARBORIST PRIOR TO COMMENCEMENT OF ANY GROUND
DISTURBING ACTIVITY.



LOCATION AND METHOD FOR PROTECTION AND PRESERVATION OF EXISTING TREES
WILL BE SHOWN ON DEMOLITION, SEDIMENT AND EROSION CONTROL, AND
LANDSCAPE PLAN SHEETS.

IT 1S THE CONTRACTOR'S RESPONSIBILITY TO MAKE SURE THAT ANY EXISTING
LANDSCAPING WHICH IS TO BE RELOCATED ON THE SITE WILL BE CAREFULLY STORED
IN A DESIGNATED AREA BEFORE BEING REPLANTED. COORDINATION WITH THE
OWNER FOR MUTUALLY AGREEABLE STORAGE LOCATIONS FOR LANDSCAPE
MATERIAL SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR THE REPLACEMENT OF PLANT MATERIAL THAT DOES
NOT SURVIVE STORAGE AND REPLANTING.

APPLICANT MUST INCLUDE ON THE PLAN DOCUMENTATION OF COMMUNICATION WITH
THE ADJACENT PROPERTY OWNER(S) VERIFYING NOTIFICATION OF AND AGREEMENT
WITH CONSTRUCTION IMPACT, POTENTIAL FOR LOSS, AND AGREED UPON REMEDIAL
MEASURES PERTAINING TO THE EXISTING TREE(S) ON ADJACENT PROPERTIES THAT
WILL BE AFFECTED BY PROJECT WORK.

INCLUDE SPECIFIC CONSTRUCTION STAGING INFORMATION ON THE PLAN THAT
INDICATES THE METHODS, AND PROCEDURES TO BE IMPLEMENTED FOR PROTECTION
OF EXISTING ON-SITE AND OFF-SITE VEGETATION.

PROPOSED PLANTING SHALL BE PROVIDED IN COMPLIANCE WITH LANDSCAPE
GUIDELINES OF THE CITY OF ALEXANDRIA.

SPECIFICATION FOR ALL PLANTINGS SHALL BE IN ACCORDANCE WITH THE
CURRENT AND MOST UP TO DATE EDITION OF ANSI-Z60.1, THE AMERICAN
STANDARD FOR NURSERY STOCK AS PRODUCED BY THE AMERICAN ASSOCIATION OF
NURSERYMEN; WASHINGTON, D.C.

THE APPLICANT SHALL MAKE SUITABLE ARRANGEMENTS FOR PRE-SELECTION
TAGGING, PRE-CONTRACT GROWING, OR IS UNDERTAKING SPECIALIZED
PLANTING STOCK DEVELOPMENT WITH A NURSERY OR GROWER THAT IS
CONVENIENTLY LOCATED TO THE PROJECT SITE, OR UTILIZING OTHER
PROCEDURES THAT WILL ENSURE AVAILABILITY OF SPECIFIED MATERIALS. IN
THE EVENT THAT SHORTAGES AND/OR INABILITY TO OBTAIN SPECIFIED
PLANTINGS OCCURS, REMEDIAL EFFORTS INCLUDING SPECIES CHANGES,
ADDITIONAL PLANTINGS AND MODIFICATION TO THE LANDSCAPE PLAN SHALL BE
UNDERTAKEN BY THE APPLICANT. ALL REMEDIAL EFFORTS SHALL, WITH PRIOR
APPROVAL BY THE CITY, BE PERFORMED TO THE SATISFACTION OF THE
DIRECTORS OF PLANNING & ZONING, RECREATION, PARKS & CULTURAL
ACTIVITIES AND TRANSPORTATION & ENVIRONMENTAL SERVICES.
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10.

11.

12.

13.

14.

IN LIEU OF MORE STRENUOUS SPECIFICATIONS, ALL LANDSCAPE RELATED WORK
SHALL BE INSTALLED AND MAINTAINED IN ACCORDANCE WITH THE CURRENT AND
MOST UP-TO-DATE EDITION (AT TIME OF CONSTRUCTION) OF LANDSCAPE
SPECIFICATION GUIDELINES AS PRODUCED BY THE LANDSCAPE CONTRACTORS
ASSOCIATION OF MARYLAND, DISTRICT OF COLUMBIA AND VIRGINIA; GAITHERSBURG,
MARYLAND.

PRIOR TO COMMENCEMENT OF LANDSCAPE INSTALLATION/PLANTING OPERATIONS,
A PRE-INSTALLATION/CONSTRUCTION MEETING WILL BE SCHEDULED WITH THE
CITY'S ARBORIST AND LANDSCAPE ARCHITECTS TO REVIEW THE SCOPE OF
INSTALLATION PROCEDURES AND PROCESSES.

MAINTENANCE FOR THIS PROJECT SHALL BE PERFORMED IN PERPETUITY
BY THE APPLICANT/OWNER/SUCCESSOR, IN COMPLIANCE WITH CITY OF
ALEXANDRIA LANDSCAPE GUIDELINES AND/OR AS CONDITIONED BY PROJECT
APPROVAL.

A CERTIFICATION LETTER FOR TREE WELLS, TREE TRENCHES AND PLANTINGS
ABOVE STRUCTURE SHALL BE PROVIDED BY THE PROJECT'S LANDSCAPE
ARCHITECT. THE LETTER SHALL CERTIFY THAT ALL BELOW GRADE
CONSTRUCTION IS IN COMPLIANCE WITH APPROVED DRAWINGS AND
SPECIFICATIONS. THE LETTER SHALL BE SUBMITTED TO THE CITY ARBORIST AND
APPROVED PRIOR TO APPROVAL OF THE LAST AND FINAL CERTIFICATE OF
OCCUPANCY FOR THE PROJECT. THE LETTER SHALL BE SUBMITTED BY THE
OWNER/APPLICANT/SUCCESSOR AND SEALED AND DATED AS APPROVED BY THE
PROJECT'S LANDSCAPE ARCHITECT.

AS-BUILT DRAWINGS FOR THIS LANDSCAPE PLAN AND/OR
IRRIGATION/WATER MANAGEMENT SYSTEM WILL BE PROVIDED IN
COMPLIANCE WITH CITY OF ALEXANDRIA LANDSCAPE GUIDELINES. AS-BUILT
DRAWINGS SHALL INCLUDE CLEAR IDENTIFICATION OF ALL VARIATION(S) AND
CHANGES FROM APPROVED DRAWINGS INCLUDING LOCATION, QUANTITY AND
SPECIFICATION OF ALL PROJECT ELEMENTS.

DEMOLITION NOTES

1.

A SEPARATE PERMIT IS REQUIRED FOR DEMOLITION; HOWEVER, NO DEMOLITION SHALL
BEGIN UNTIL ALL EROSION AND SEDIMENT AND TREE PROTECTION CONTROLS ARE IN
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PLACE AND ARE APPROVED BY AN EROSION AND SEDIMENT CONTROL INSPECTOR OF
THE DEPARTMENT OF TRANSPORTATION AND ENVIRONMENTAL SERVICES.

ALL WORK SHALL BE PERFORMED IN STRICT COMPLIANCE WITH THE MOST CURRENT
APPLICABLE FEDERAL, STATE , AND LOCAL LAWS AND REGULATIONS, INCLUDING BUT
NOT LIMITED, TO ENVIRONMENTAL PROTECTION AGENCY (EPA), OCCUPATIONAL
SAFETY AND HEALTH ADMINISTRATION (OSHA), VIRGINIA OCCUPATIONAL AND SAFETY
HELATH COMPLIANCE PROGRAM (VOSH ENFORCEMENT), VIRGINIA OVERHEAD HIGH
VOLTAGE LINE SAFETY ACT, NATIONAL EMISSIONS STANDARDS FOR HAZARDOUS AIR
POLLUTANTS (NESHAPS), AND NATIONAL INSTITUTUE OF OCCUPATIONAL SAFETY AND
HEALTH (NIOSH).

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE COORDINATION OF WORK WITH
REPRESENTATIVE UTILITY COMPANIES AND FOR THE IMPLEMENTATION OF REQUIRED
UTILITY-RELATED WORK.

THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER'S REPRESENTATIVE UPON
ENCOUNTERING ANY HAZARDOUS MATERIALS DURING DEMOLITION AND/OR
CONSTRUCTION ACTIVITIES. THE CONTRACTOR SHALL DOCUMENT SAME TO THE
OWNER'S REPRESENTATIVE AND OBTAIN DIRECTION AS TO THE APPROPRIATE
ACTION(S) TO BE TAKEN.

DISCONNECTION OF SERVICES AND SYSTEMS SUPPLYING UTILITIES TO BE ABANDONED
OR DEMOLISHED SHALL BE COMPLETED PRIOR TO OTHER SITE DEMOLITION IN FULL
COMPLIANCE WITH APPLICABLE CODES, REGULATIONS, AND THE REQUIREMENTS OF
UTILITY PURVEYORS HAVING JURISDICTION. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR COORDINATION WITH THE UTILITY PURVEYORS, PAYMENT OF
ASSOCIATED FEES AND PROCUREMENT OF ALL NECESSARY PERMITS.

PRIOR TO REMOVAL OF MATERIALS OVER EXISTING UTILITY SYSTEMS, THE
CONTRACTOR SHALL DOCUMENT EXISTING CONDITIONS AND, IF AT VARIANCE WITH
CONDITIONS AS REPRESENTED ON THE PLANS, NOTIFY THE OWNER'S
REPRESENTATIVE AND OBTAIN DIRECTIONS AS TO THE APPROPRIATE ACTION(S) TO BE
TAKEN.

THE CONTRACTOR SHALL BACKFILL EXCAVATED AREAS WITH APPROVED MATERIALS /
CLEAN FILL AS PER THE REQUIREMENTS OF VIRGINIA DEPARTMENT OF
TRANSPORTATION (VDOT).

THE CONTRACTOR SHALL PROTECT AND PREVENT DAMAGE TO EXISTING ON-SITE
UTILITY DISTRIBUTION FACILITIESTHAT ARE TO REMAIN. ACTIVE UTILITY DISTRIBUTION
FACILITIES ENCOUNTERED DURING DEMOLITION AND/OR CONSTRUCTION ACTIVITIES
SHALL BE SHUT OFF AT THE SERVICE MAIN WITH THE APROVAL OF THE OWNER'S
REPRESENTATIVE.
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10.

DURING DEMOLITION AND/OR CONSTRUCTION ACTIVITIES, THE CONTRACTOR SHALL
IMMEDIATELY NOTIFY THE OWNER'S REPRESENTATIVE UPON ENCOUNTERING ANY
EXISTING UTILITIES AND/OR UTILITY SYSTEM STRUCTURES NOT SHOWN ON THESE
PLANS. THE CONTRACTOR SHALL DOCUMENT THE SAME AND FORWARD THE
INFORMATION TO THE RESIDENT ENGINEER / OWNER'S REPRESENTATIVE, AND OBTAIN
DIRECTION AS TO THE APPROPRIATE ACTION(S) TO BE TAKEN.

THE CONTRACTOR OR APPLICANT SHALL WORK WITH THE CITY STAFF TO REUSE THE
EXISTING, LEFTOVER, UNUSED, AND/OR DISCARDED BUILDING MATERIALS AS PART OF
THE DEMOLITION PROCESS OR THE CONSTRUCTION DEBRIS MUST BE REMOVED TO AN
APPROVED LANDFILL WITH ADEQUATE FREQUENCY IN ACCORDANCE WITH THE
VIRGINIA STATE LITTER CONTROL ACT.
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CONSTRUCTION NOTES

1.

THE EXISTING UNDERGROUND UTILITIES SHOWN HEREON ARE BASED UPON AVAILABLE
INFORMATION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE
EXACT LOCATION OF ALL UTILITIES BEFORE COMMENCING WORK AND FOR ANY
DAMAGES WHICH MAY OCCUR BY HIS FAILURE TO LOCATE OR PRESERVE THESE
UNDERGROUND UTILITIES. IF DURING CONSTRUCTION OPERATIONS, THE
CONTRACTOR SHOULD ENCOUNTER UTILITIES OTHER THAN THOSE SHOWN ON THE
PLANS, HE SHALL IMMEDIATELY NOTIFY THE ENGINEER AND TAKE NECESSARY ACTION
AND PROPER STEPS TO PROTECT THE FACILITY AND ASSURE THE CONTINUATION OF

- -SERVICE. :

THE CONTRACTOR SHALL DIG TEST PITS AS REQUIRED FOLLOWING NOTIFICATION AND
MARKING OF ALL EXISTING UTILITIES TO VERIFY THE LOCATION AND DEPTH OF
EXISTING UTILITIES TEST HOLES TO BE PERFORMED AT LEAST 30 DAYS PRIOR TO
START OF CONSTRUCTION. ANY DISCREPANCIES ARE TO BE REPORTED IMMEDIATELY
TO THE OWNER AND ENGINEER. REDEISGN AND APPROVAL BY REVIEWING AGENCIES
SHALL BE OBTAINED, IF REQUIRED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING THE OWNER AND THE
ENGINEER OF ANY CHANGES OR CONDITIONS ATTACHED TO PERMITS OBTAINED FROM
ANY AUTHORITY ISSUING PERMITS.

THE CONTRACTOR SHALL VISIT THE SITE AND SHALL VERIFY EXISTING CONDITIONS
PRIOR TO STARTING CONSTRUCTION.

THE CONTRACTOR SHALL CLEAR THE SITE OF ALL TREES, BUILDINGS, FOUNDATIONS,
ETC., WITHIN THE LIMITS OF CONSTRUCTION UNLESS OTHERWISE SPECIFIED, AND
SHALL BE RESPONSIBLE FOR ENSURING THAT EXISTING UTILITIES ARE DISCONNECTED.

THE DEVELOPER SHALL PROVIDE OVER-LOT GRADING TO PROVIDE POSITIVE DRAINAGE
AND PRECLUDE PONDING OF WATER.

ALL AREAS, ON OR OFF-SITE, WHICH ARE DISTURBED BY THIS CONSTRUCTION AND
WHICH ARE NOT PAVED OR BUILT UPON, SHALL BE ADEQUATELY STABILIZED TO
CONTROL EROSION AND SEDIMENTATION. THE MINIMUM ACCEPTABLE STABILIZATION
SHALL CONSIST OF PERMANENT GRASS, SEED MIXTURE TO BE AS RECOMMENDED BY
THE CITY AGENT. ALL SLOPES 3:1 AND GREATER SHALL BE SODDED AND PEGGED OF
OTHERWISE STABILIZED IN A MANNER APPROVED BY THE CITY OF ALEXANDRIA.

EXISTING SEPTIC FIELDS, IF APPLICABLE, SHALL BE ABANDONED IN ACCORDANCE WITH
VIRGINIA HEALTH DEPARTMENT STANDARDS AND SPECIFICATIONS.
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10.

11,

12.

13.

14.

15.

16.

17.

ALL ABOVE GROUND UTILITIES SERVING THE SITE SHALL BE RELOCATED AS REQUIRED
BY THE OWNING UTILITY COMPANIES. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
MAKING ALL ARRANGEMENTS AND COORDINATING ALL WORK REQUIRED FOR THE
NECESSARY RELOCATIONS.

PRIOR TO BEGINNING OF CONSTRUCTION, CONTRACTOR SHALL VERIFY FROM THE
ARCHITECTURAL DRAWINGS ALL DIMENSIONS, DETAILS, AND TREATMENTS FOR THE
PROPOSED BUILDINGS, WALKWAYS, AND OTHER PROPOSED CONSTRUCTION WHERE
INDICATED ON THE PLANS.

THE CONTRACTOR IS TO VERIFY INVERT, SIZE, AND LOCATION OF BUILDING UTILITY
CONNECTIONS WITH THE MECHANICAL PLANS PRIOR TO PLACEMENT OF
UNDERGROUND UTILITIES.

EXISTING BUILDINGS, FENCES AND OTHER EXISTING PHYSICAL FEATURES ARE TO BE
REMOVED AS REQUIRED BY THE CONSTRUCTION.

EXISTING CONSTRUCTION SHALL BE REMOVED TO NEARESTJOINT. NEW
CONSTRUCTION SHALL BE PROVIDED AS SHOWN AND ANY DAMAGED AREA SHALL BE
REPAIRED TO MATCH CONDITIONS EXISTING PRIOR TO CONSTRUCTION OR TO THE
SATISFACTION OF DIRECTOR, TRANSPORTATION AND ENVIRONMENTAL SERVICES.

ALL PRIVATE BUILDING CONNECTIONS ARE TO BE INSTALLED IN ACCORDANCE WITH
THE CURRENT PLUMBING CODE.

TOPS OF EXISTING STRUCTURES WHICH REMAIN IN USE ARE TO BE ADJUSTED IN
ACCORDANCE WITH THE GRADING PLAN. ALL PROPOSED STRUCTURE TOP
ELEVATIONS ARE TO BE VERIFIED BY THE CONTRACTOR WITH THE SITE GRADING
PLANS. IN CASE OF CONFLICT, THE GRADING PLAN SHALL SUPERSEDE PROFILE
ELEVATIONS. MINOR ADJUSTMENTS TO MEET FINISHED GRADE ELEVATIONS, IF
REQUIRED, SHALL BE MADE IN THE FIELD WITH THE APPROVAL OF SITE INSPECTOR OF
THE DEPARTMENT OF TRANSPORTATION AND ENVIRONMENTAL SERVICES.

THE DESIGN, CONSTRUCTION, FIELD PRACTICES, AND METHODS SHALL CONFORM TO
THE REQUIREMENTS SET FORTH BY THE CITY OF ALEXANDRIA ZONING ORDINANCE AND
DESIGN AND CONSTRUCTION STANDARDS MANUAL. FAILURE TO COMPLY WITH THE
CODE, APPLICABLE MANUALS, AND PROVISIONS OF THE CONSTRUCTION AND ESCROW
AGREEMENTS OR THE PERMITS SHALL BE DEEMED A VIOLATION.

THE APPROVAL OF THESE PLANS SHALL IN NO WAY RELIEVE THE OWNER/DEVELOPER

OR HIS AGENT OF ANY LEGAL RESPONSIBILITIES WHICH MAY BE REQUIRED BY THE
CODE OF VIRGINIA OR ANY ORDINANCE ENACTED BY THE CITY OF ALEXANDRIA.

29



18.

19.

20.

21.

22.

23.

24.

25.

CONSTRUCTION STAKEOUT SHALL BE UNDER THE DIRECT SUPERVISION OF A LICENSED
LAND SURVEYOR IN THE COMMONWEALTH OF VIRGINIA.

THE CONTRACTOR IS REFFRRED TO STRUCTURAL, GEOTECHNICAL, MECHANICAL, AND
ARCHITECTURAL PLANS FOR FOUNDATION TREATMENT INCLUDING, BUT NOT LIMITED
TO, SHEETING AND SHORING FOR BUILDING EXCAVATION, WATERPROFFING FOR FILL
AGAINST BUILDINGS, LOCATION OF MECHANICAL EQUIPMENT, AND CONNECTIONS AT
THE FACES OF BUILDINGS.

SMOOTH GRADE SHALL BE MAINTAINED FROM THE CENTERLINE OF THE EXISTING ROAD
TO THE PROPOSED ENTRANCE AND/OR CURB & GUTTER TO PRECLUDE THEE FORMING
OF FALSE GUTTER AND/OR PONDING OF WATER ON THE ROADWAY.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR MAKING A SMOOTH TRANSITION TO
EXISTING CURB AND SIDEWALKS, IF APPLICABLE.

THE CALIFORNIA BEARING RATIO (CBR) VALUES OF IN-SITU MATERIALS SHALL BE
DETERMINED BY FIELD AND/OR LABORATORY TESTS FOR ACTUAL DETERMINATION OF
REQUIRED THICKNESSES OF SURFACE, BASE, SUB-BASE, AND SUB GRADE MATERIALS.
THE PAVEMENT SECTION SHALL BE DESIGNED BY A GEOTECHNICAL /LICENSED
PROPOFESSIONAL ENGINEER TO THE SATISFACTION OF DIRECTOR, TRANSPORTATION
AND ENVIRONMENTAL SERVICES FOR ALL PAVEMENTS INCLUDING EMERGENCY
VEHICLE EASEMENT (EVE) TO SUPPORT H-20 LOADING. IN THE CASE OF PAVEMENT
PATCHES, PAVEMENT SECTION MUST MEET OR EXCEED EXISTING SECTION.

THE THICKNESSES OF SUB-BASE, BASE, AND WEARING COURSE SHALL BE DESIGNED
USING “CALIFORNIA METHOD” AS SET FORTH ON PAGE 3-76 OF THE SECOND EDITION OF
A BOOK ENTITLED, “DATA BOOK FOR CIVIL ENGINEERS, VOLUME ONE, DESIGN” WRITTEN
BY ELWYN E. SEELYE. AN ALTERNATE PAVEMENT SECTION DESIGNED TO THE
SATISFACTION OF DIRECTOR, TRANSPORTATION AND ENVIRONMENTAL SERVICES FOR
ALL PAVEMENTS INCLUDING EMERGENCY VEHICLE EASEMENT (EVE) TO SUPPORT H-20
LOADING BASED ON CBR AND VIRGINIA DEPARTMENT OF TRANSPORTATION (VDOT)
METHOD (VASWANI METHOD) AND STANDARD MATERIAL SPECIFICATIONS SHALL BE
ACCEPTABLE.

EMERGENCY VEHICLE EASEMENTS (EVE) AND AMERICAN WITH DISTABILITY (ADA)
ACCESSIBLE PARKING SPACES MUST BE DELINEATED WITH PAVEMENT MARKINGS PER
THE CITY OF ALEXANDRIA STANDARD SIGNAGE AND AMERICAN WITH DISABILITIES (ADA)
REQUIREMENTS.

ALL STRIPING SHALL MEET THE REQUIRMENTS OF MANUAL ON UNIFORM TRAFFIC

CONTROL DEVICES (MUTCD) STANDARDS (LATEST EDITION) AND SHALL BE
THERMOPLASTIC UNLESS OTHERWISE SPECIFIED.
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26.

27.

28.

ALL EARTHWORK OPERATIONS ARE TO BE PERFORMED UNDER THE FULL TIME, ON-SITE
SUPERVISION OF A REGISTERED GEOTECHNICAL ENGINEER WITH GEOTECHNICAL
TESTING IN ACCORDANCE WITH CONSTRUCTION SPECIFICATIONS AND GEOTECHNICAL
REPORT REQUIREMENTS.

THE CONTRACTORS SHALL NOT CAUSE OR PERMIT VEHICLES TO IDLE FOR MORE THAN
10 MINUTES WHEN PARKED.

UNLESS OTHERWISE APPROVED THE CONTRACTOR SHALL PROVIDE THERMOPLASTIC
LADDER STYLE / STANDARD PEDESTRIAN CROSS WALKS AT ALL CROSSINGS AT THE
PROPOSED DEVELOPMENT, WHICH MUST BE DESIGNED TO THE SATISFACTION OF THE
DIRECTOR, TRANSPORTATION AND ENVIRONMENTAL SERVICES. THE DESIGN OF
LADDER STYLE OR STANDARD PEDESTRIAN CROSS WALK SHALL BE EVALUATED ON A
CASE BY CASE BASIS AND SHALL COMPLY WITH THE REQUIREMENTS OF POLICY
MANUAL SECTION 30.18, PEDESTRIAN CROSSWALKS, JULY 13, 2006. A COPY OF THE
POLICY MANUAL CAN BE OBTAINED FROM YON LAMBERT, BICYCLE AND PEDESTRIAN
COORDINATOR / TRANSPORTATION PLANNER, TELEPHONE (703) 746-4081.

RESOURCE PROTECTION AREA NOTES

1.

THE SUBJECT PROPERTY DOES NOT LIE WITHIN THE CITY OF ALEXANDRIA RESOURCE
PROTECTION AREA (RPA) AND THERE ARE NO MAPPED RPA’S ON THIS PROPERTY.

OR
THE SUBJECT PROPERTY LIES WITHIN A CITY OF ALEXANDRIA RESOURCE PROTECTION

AREA (RPA). FIELD DEMARCATED/VERIFIED 50 FEET AND 100 FEET RESOURCE
PROTECTION AREA LINES ARE SHOWN ON THE SITE PLAN.

2. VEGETATION IN RPA SHALL NOT BE DISTURBED.

3. DEVELOPMENT AND USES PROPOSED IN THE RPA ARE IN COMPLIANCE WITH THE
REQUIREMENTS OF ARTICLE 13-107 OF THE ALEXANDRIA ZONING ORDINANCE (AZO).

FLOOD PLAIN NOTES

1.

THE SITE DOES NOT LIE WITHIN 100-YEAR FLOOD PLAIN WATER SURFACE ELEVATION
(WSE) PER THE DEMARCATION OF THE CURRENT FLOOD INSURANCE RATE MAP (FIRM)
PUBLISHED BY FEDERAL EMERGENCY MANAGEMENT AGENCY (FEMA).

OR

THE SITE LIES WITHIN 100-YEAR FLOOD PLAIN WATER SURFACE ELEVATION (WSE) AND
THE 100-YEAR FLOOD PLAIN WSE IS SHOWN ON THE SITE PLAN PER THE DEMARCATION
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OF THE CURRENT FLOOD INSURANCE RATE MAP (FIRM) PUBLISHED BY FEDERAL
EMERGENCY MANAGEMENT AGENCY (FEMA).

2. THE PLAN DEMONSTRATES COMPLIANCE WITH FLOOD PLAIN ORDINANCE SECTION 6-
300 TO SECTION 6-311 OF ARTICLE VI SPECIAL AND OVERLAY ZONES OF THE
ALEXANDRIA ZONING ORDINANCE (AZO).

OR
THE PLAN DEMONSTRATES COMPLIANCE WITH THE CONDITIONS OF SITE PLAN
- APPROVAL.
ARCHAEOLOGY NOTES

1. ALL REQUIRED ARCHAEOLOGICAL PRESERVATION MEASURES SHALL BE COMPLETED
PRIOR TO GROUND-DISTURBING ACTIVITIES (SUCH AS CORING, GRADING, FILLING,
VEGETATION REMOVAL, UNDERGROUNDING UTILITIES, PILE DRIVING, LANDSCAPING
AND OTHER EXCAVATIONS AS DEFINED IN SECTION 2-151 OF THE ZONING ORDINANCE)
OR A RESOURCE MANAGEMENT PLAN MUST BE IN PLACE TO PRESERVE AND/OR
RECOVER SIGNIFICANT RESOURCES IN CONCERT WITH CONSTRUCTION ACTIVITIES. TO
CONFIRM, CALL ALEXANDRIA ARCHAEOLOGY AT (703) 838-4399.

2. CALL ALEXANDRIA ARCHAEOLOGY (703/838-4399) TWO WEEKS BEFORE THE STARTING
DATE OF ANY GROUND DISTURBANCE SO THAT AN INSPECTION OR MONITORING
SCHEDULE FOR CITY ARCHAEOLOGISTS CAN BE ARRANGED. (The submitting engineer
must confirm with Alexandria Archaeology at (703) 838-4399 before including this note on the plan)

3. THE APPLICANT SHALL CALL ALEXANDRIA ARCHAEOLOGY IMMEDIATELY (703-838-4399)
IF ANY BURIED STRUCTURAL REMAINS (WALL FOUNDATIONS, WELLS, PRIVIES,
CISTERNS, ETC.) OR CONCENTRATIONS OF ARTIFACTS ARE DISCOVERED DURING
DEVELOPMENT. WORK MUST CEASE IN THE AREA OF THE DISCOVERY UNTIL A CITY
ARCHAEOLOGIST COMES TO THE SITE AND RECORDS THE FINDS.

4. THE APPLICANT SHALL NOT ALLOW ANY METAL DETECTION AND/OR ARTIFACT
COLLECTION TO BE CONDUCTED ON THE PROPERTY, UNLESS AUTHORIZED BY
ALEXANDRIA ARCHAEOLOGY. FAILURE TO COMPLY SHALL RESULT IN PROJECT
DELAYS.

CEMETRY AND/OR BURIAL GROUNDS

THERE IS NO OBSERVABLE, HISTORICAL, OR ARCHAEOLOGICAL EVIDENCE OF
CEMETERIES OR BURIAL GROUNDS ON THIS PROPERTY.

OR
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THERE IS OBSERVABLE, HISTORICAL, OR ARCHAEOLOGICAL EVIDENCE OF CEMETERIES
OR BURIAL GROUNDS ON THIS PROPERTY, WHICH IS DELINEATED ON THE PLAN AND
SHALL BE PRESERVED WITHOUT ANY DISTURBANCE. IF BURIALS WILL BE DISTURBED
DURING CONSTRUCTION, APPROPRIATE STATE AND LOCAL PERMITS AND COURT
ORDERS SHALL BE OBTAINED.

RODENT ABATEMENT NOTE

PRIOR TO THE ISSUANCE OF A DEMOLITION PERMIT OR LAND DISTURBANCE PERMIT, A
RODENT ABATEMENT PLAN SHALL BE SUBMITTED TO THE CITY OF ALEXANDRIA BUILDING AND
FIRE CODE ADMINISTRATION THAT WILL OUTLINE STEPS THAT WILL BE TAKEN TO PREVENT
THE SPREAD OF RODENTS FROM THE CONSTRUCTION SITE TO THE SURROUNDING
COMMUNITY AND SEWERS. THE CONTRACTOR CAN CONTACT ALEXANDRIA BUILDING AND FIRE
CODE ADMINISTRATION DEPARTMENT AT (703) 838-4644 OR (703) 746-4200 FOR ANY QUESTIONS
OR ADDITIONAL INFORMATION.

MOSQUITO CONTROL NOTES

1. SINCE STORM WATER MANAGEMENT (SWM) AND BEST MANAGEMENT PRACTICE (BMP)
SYSTEMS THAT HOLD WATER FOR MORE THEN 5 DAYS BETWEEN THE MONTHS OF MAY
- OCTOBER HAVE THE POTENTIAL TO CAUSE MOSQUITO BREEDING HABITATS;
THEREFORE, SUCH BMPs SHALL BE TREATED WITH A REGISTERED MOSQUITO LARVAL
CONTROL PRODUCT. ALL LABELS SHOULD BE FOLLOWED FOR APPLICATION RATES
AND AMOUNTS.

2. SINCE EXCESSIVE VEGETATION IN EXISTING BMPs ALSO INCREASES THE POTENTIAL
FOR MOSQUITO PROBLEMS; THEREFORE, VEGETATION SHALL BE CONTROLLED AND
CUT TO REDUCE MOSQUITO BREEDING.

3. CONTACT THE CITY OF ALEXANDRIA ENVIRONMENTAL HEALTH VECTOR BORNE ILLNESS
PROGRAM (703-838-4400 EXT. 326, 327) FOR QUESTIONS OR TREATMENT ASSISTANCE.

SITE SPECIFIC NOTES

[THE SUBMITTING PROFESSIONAL ENGINEER OR LICENSED SURVEYOR SHALL BE
RESPONSIBLE TO INCLUDE THE SITE SPECIFIC NOTES, AS NEEDED AND/OR WHERE REQUIRED.]
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