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1. SIGN DETAILS

A strategy of design standards, applied throughout the sign
program, helps to maintain consistency of look and feel as well as
presentation of information. Standards have been developed for
the following design elements:

COLOR

TYPOGRAPHY

SYMBOLS AND ARROWS
UNIVERSAL DESIGN PRINCIPLES

INDIVIDUAL SIGN DETAILS




Color Standards

Alexandria Color Palette

Colors and finishes have been selected from a range of high
quality, industry-standard sources, and are readily avail-
able to fabricators and end-users alike. The color swatches
shown in these Guidelines are for illustrative purposes only,
and should not be used for color proofing - all color match-
ing should be done with physical samples, in the form of
color chips and vinyl sample sheets.

Color specifications are indicated in the following hierarchy:
Color Name

Paint (P#)

Opaque Vinyl (OV#)

Reflective Vinyl (RV#)

Translucent Vinyl (TV#)

Hi-Intensity Vinyl (HV#)

High Resolution Digital Printing (D#)

Not all colors require the full range of film (vinyl) and paint
equivalents.

Paint and vinyl have been sourced from the following manu-
facturers:

Paints:

MAP (Matthews Paint Company)
www.matthewspaint.com

Akzo Nobel Sign Finishes

www.signfinishes.com

Vinyl Films:
3M
www.3M.com/graphics

Avery Graphics
www.averygraphics.com

Arlon
www.arlon.com

White Signal Jet Black Dark Taupe

P1: Akzo-Nobel 508B6 P2: MAP 41306 P3: Akzo-Nobel 425D1
OV1:3M 7725-10 OV2:3M 7725-12 OV3: Avery A9252-0
RV1:3M 3290

TV1:3M 3630-20 TV2:3M 3630-22

HV1:3M 3930

D1: White D3: Pantone 466C

Antique Paper Dark Blue Teal

P4: Akzo-Nobel 426B4 P5: Akzo Nobel 472G3 P6: Akzo Nobel 459B5
OV4:3M 7725-99 OV5:3M 7725-27 OV6:3M 7725-375
D4: Pantone 7500C D5: Pantone 296C D6: Pantone 75% 323C

Teal2 Lime Green Royal Blue
P6A: Akzo Nobel 459D5 P7: Akzo-Nobel 447B4 P8: Akzo-Nobel 472E4
OV6:3M 7725-375

D6A: Pantone 562C D7: Pantone 361C D8: Pantone DS 224-1C
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Color Standards

Imitation Gold FHWA Green Olympic Blue Dark Navy Blue Seafoam Green Sage Green
P9: MPQ7791 P10: MP16333 P11: Akzo Nobel 470D5 P12: MPO0906 P13: MP0O0419 P14: MP13544
0OV9:3M 7725-105 OV10: 3M 7725-56 OV11: 3M 7725-57 OV12: Avery A9595-0 OV13:3M 7725-176
RV1:3M 3277 RV11: Avery A7821-R
D9: Pantone 1245C D10: Pantone 342C D11: Pantone 7461C D12: Pantone 289C D13: Pantone 7465C D14:Pantone 5565C
Forrest Green Rose Arabica Bean Cranberry Grey Blue Buckskin
P15: MP13508 P16: MP07276 P18: MP02833 P19: MP16105 P20: Akzo Nobel 473B4 P27: MP0O7645
OV27: Avery A9270-0
D15: Pantone 560 D16: Pantone 696C D18: Pantone 411C D19: Pantone 490C D20: Pantone 5425C D27: Pantone DS 41-6 C

MARCH 201 SECTION 1. SIGN DETAILS



Type Standards

OVERVIEW

The palette of fonts developed for the guidelines respond
to the varying needs of legibility and aesthetics, and can be
grouped into the following broad categories:

WAYFINDING AND LEGIBILITY
. FHWA Series 2000
- FF Unit Medium

SECONDARY TEXT
- Aviano Sans Regular (used for Alexandria logotype)
- Electra Family (used for interpretive text)

- Whitney Family (used for interpretive text)

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqurstuvwxyz
1234567890:.()!?

TF1| FHWA Series 2000 C | www.fhwa.org | 866.833.7933

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqurstuvwxyz

1234567890:.,()!?

TF2 | FF Unit Medium | www.fontfont.com | 888.333.6687

ABCDEFGHIJKLMNOPQRSTUVWXYZ
ABCDEFGHIJKLMNOPQURSTUVWXYZ

1234567890:,()!?

TF3 | Aviano Sans Regular | www.insignedesign.com | 865.730.0877

ABCDEFGHIJKLMNOPQRSTUVWXYZ
ABCDEFGHIJKLMNOPQURSTUVWXYZ

1234567890:.,0!7

TF4 | Whitney Light Small Caps | www.typography.com | 212.777.6640

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijkImnopqurstuvwxyz

123456/890:.,0!7

TF4A | Whitney Light Italic | www.typography.com | 212.777.6640
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ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijkImnopgurstuvwxyz

1234567890:.,0!7

TF4B | Whitney Book Italic | www.typography.com | 212.777.6640

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijklmnopqurstuvwxyz

1234567890:.,0!7?

TF4C | Whitney Medium | www.typography.com | 212.777.6640

ABCDEFGHIJKLMNOPQRSTUVWXYZ
ABCDEFGHIJKLMNOPQURSTUVWXYZ
1234567890:.,0!?

TF4D | Whitney Medium Small Caps | www.typography.com | 212.777.6640

ABCDEFGHIJKLMNOPQRSTUVWXYZ

ABCDEFGHIJKLMNOPQURSTUVWXYZ
1234567890:.,0!?

TFA4E | Whitney Semi Bold Small Caps | www.typography.com | 212.777.6640

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijkImnopqurstuvwxyz

1234567890:.,()!?

TF4F | Whitney Semi Bold Italic | www.typography.com | 212.777.6640

MARCH 2011

Type Standards

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijkimnopqurstuvwxyz

1234567890:.,0!?

TF4G | Whitney Bold | www.typography.com | 212.777.6640

ABCDEFGHIJKLMNOPQRSTUVWXYZ
abcdefghijkimnopqurstuvwxyz

1234567890:.,0!?

TF4H | Whitney Black | www.typography.com | 212.777.6640

ABCDEFGHIJKLMNOPORSTUVWXYZ
abcdefghijklmnopqurstuvwxyz

1234567890:.,()!?

TF5 | Electra LT Std Regular | www.linotype.com | +49 (0) 6172 484-418

ABCDEFGHIJKLMNOPORSTUVWXYZ
abcdefghijklmnopqurstuvwxyz

1234567890:.,()!?

TF5A | Electra LT Std Bold | www.linotype.com | +49 (0) 6172 484-418

ABCDEFGHIJKLMNOPQORSTUVWXYZ
abcdefghijklmnopqurstuvwxyz

1234567890:.,()17

TF5B | Electra LT Std Cursive | www.linotype.com | +49 (0) 6172 484-418

SECTION 1. SIGN DETAILS _



Symbol Standards

Symbols used in the system were custom-designed for
the Wayfinding Signage Guidelines, or are accepted
standards established by the:

- Federal Highway Administration Arrows (vehicular signs)

- Society for Environmental Graphic Design

- American Institute of Graphic Arts

Requests for symbol artwork files, applications for use of
symbols not provided in these Guidelines, or alterations
to specific symbols shall be addressed to the City of Arrows (pedestrian/bicycle signs)

Alexandria, Department of Planning and Zoning.
° P N
1 § ' e

Basic Symbol Set

m CITY OF ALEXANDRIA WAYFINDING SYSTEM VOLUME TWO: TECHNICAL GUIDELINES MANUAL MARCH 2011



Symbol Standards

City Transportation Logomarks

Primary City Logotype
East Coast
° ) °
: O“&) R ; Alexandria '
HERITAGE
TRAIL

ALEXANDRIA
TRAILS

Ariona semc TR

Trail Logomarks Greenway

MARCH 2011 SECTION 1. SIGN DETAILS _



Universal Design Principles

The wayfinding program maximizes accessibility through
design of both sign structure and content.

These diagrams represent a pictorial compilation of the
following codes and guidelines:
- MUTCD 2003

- ADAAG 2004
- ANSI AT1711995
IBC 2003
- SEGD ADA White Paper Updated 2006

4" minimum text

Sans serif
Tracked visually
High contrast
Maximum 4
messages

3" Text Minimum

2" Text Minimum

| Tactit sign

-

4" Text Min.
Destination 2
Destination 3

«
Destination 4[J

4(5/5 min text Ht. |
15
£
g ] ° \
- e e )

S| E [ |
’ %;J
|

—Iu - 3[]\ Di lee
Legibility Ca et
Height (Inc ches)

ﬂﬂﬂﬂﬂﬂﬂﬂﬂﬂ

25‘5‘75‘ 125 15225‘3‘35‘

[= ]«

Text height & legibility for pedestrian & vehicular signs
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>
Destination 1
Destination 2
Destination 3

«
Destination 4[]

Single Post
Sign

9'-0" recommended

7'-0" min permitted

if between
27" and 80" AGL

Double Post Sign

£
=3
=}
<]
5

L1

48" min. clear zone 12" max.

Setbacks and clearances to maintain accessible pathways. Left to right:
signs over sidewalks; single post signs, double post signs; wallmounted
signs; top view of signs mounted in sidewalks

Optimal mounting heights for comfortable viewing of various types of in-
formation. Left to right: side-to-side viewing, mounting for signs intended
to be touched:; strategy for mini kiosks and kiosks.

S30 degrees 30 degrees -

‘ 15" min.

MARCH 201

48" max.

If>12

Directional
information
(view from
distance)

Map
(view closer)

|

u

4" max

if between
27" and 80" AGL

60 degree
comfort range
of head motion

Universal Design Principles

Face of building

48" minimum clearance
around kiosk

18" minimum setback from curb

_ 60degree
~comfort range
of head motion
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BP.1 Shared Use Path

structural details

FABRICATION DETAILS

Sign Post: 3" extruded aluminum square tube painted P2. i
Post Cap: 4" x 4" x /2" aluminum plate welded to post, all @ Top View
welds ground smooth, painted P2. Scale: 3/4"=1'-0"
. . . 1-31/2"
Sign Blade (upper & lower): fabricated aluminum rectangu- T Ty
lar tube frame with /4" reveal exposed on top, left and right -
painted P6 mechanically fastened to sign post fasteners —= Post cap
hidden by lower panels. S ,
- - Sign blade
Crossbar(s): %/s" h x 1 /2" thick aluminum flat bar mechani- g m S & X SHA 5 Upper graphic panel
cally fastened to sign blade structure painted P2. L°7_ Asaanns L AERRANET L4~ Crossbar
7; E -
Upper Panel (x2): /4" aluminum panel painted P10 with N Lower graphic panel
P1 masked and sprayed graphics, attached to sign frame _
with VHB tape, and chemical bonding as required. /—  Signblade at Sign blade
”
Lower Panel: (x2): /4" DHPL panels (12 HD color printed o .
o N
graphic) mounted to sign blade with 6 tamper resistant =
counter sunk painted machine screws inserted into rivnuts iy
or drilled tapped holes located in sign blade frame. P
<
Footer: 1" h x 3/4" thick aluminum flat bar painted P2 with
chamfered ends bolted to sign blade frame, fasteners hid-
den by lower graphic panels. i ; Crossbar
1 - if:\ T&l—  Footer

Footing: direct burial in concrete footing as required. 2

N

o )

o Y Sign post

Q Elevation (Side A) O Elevation (Side B) O Side View
1 2 3
Scale: 3/4"=1"-0" Scale: 3/4"=1"-0" Scale: 3/4"=1"-0"
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BP.1 Shared-Use Path
graphic panel detail

LAYOUT GRID A

Panel: /2" digital high pressure laminate D5 with D1 text,
arrows and rules, 6 drilled countersunk holes to receive
tamper resistant painted P5 flat head machine screws pin-
in-torx or spanner style.

101/2" L L 101/2" L L 101/2" L
1 1 1 1 1 1 Arrow field: 175" h x 2 3/s" w arrow field arrow aligned
d : h : h : h top left /4" left margin, located 1/4" below /6" rule for
) AN entries greater than 1.
I MOUNT § MOUNT
- To lV[ary[and . 2 VERNON 2 VERNON Text: 1'/5" cap height TF2 located /2" below arrow field,
TRAIL TRAIL multiple line entries set on 1°/s" line space, and 2 °/s"
PI\ 7 paragraph space.
— T T2
Mt. Vernon | < Rule: D1, /36" thick rule located /4" below base line of last
Trailto | ‘ ) line of text.
Points North! (ﬁ@ = LAYOUT GRID B
A “ ( Panel: /2" digital high pressure laminate D10 top 8 3/2" with
S8 Under Brlc[ge‘ S8 S8 3_' ' D1text and D5 lower 2'-2 /2" with symbols evenly spaced
= C'r o = : o ) = 27; Trail ) in centered format so all symbols have even visual weight.
o ‘ o o : Symbol colors and artwork as provided by appropriate en-
| ‘ Continues : . . .
***** : v v tity. 6 drilled countersunk holes to receive tamper resistant
To i i On'Street painted P10 (top) and P5 (bottom) flat head machine screws
:Ma[ylandi - & ~ pin-in-torx or spanner style.
R S Upper section text: 1'/s" cap height TF2 with 1/2" line
l9 . : space centered on center line of text within the 8 3/4" field.
To Maryland LAYOUT GRID C
% ‘ ‘ Panel: /2" digital high pressure laminate D10 top 8 3/2" with
- D1text and D5 lower 2'-2 /2", 6 drilled countersunk holes to
LT receive tamper resistant painted P10 (top) and P5 (bottom)
° ° ° ° flat head machine screws pin-in-torx or spanner style.
Layout Grid A Layout Grid B Layout Grid C
@ Scale: 11/2'=1"-0" @ Scale: 11/2'=1"-0" @ Scale: 11/2'=1"-0" Text: 1'/5" cap height TF2 on 1°/5" line space.

MARCH 201 SECTION 1. SIGN DETAILS m



CG. City Gateway

washington street north gateway

FABRICATION DETAILS

Brick Sign Structure: freestanding modular brick wall with
brick coursing as shown and addtional bullnose brick detail-
ing. Sign is singlefaced, and face illuminated by spot lights.
Brick sign base extends a minimum 12" below grade to a
poured-in-place reinforced concrete footing.

— —

A Al B Lighting
Emblem: layered, fabricated disk with waterjet-cut shapes Ton Vie
ew
and letters, set into deep sandblasted carved recess. @ d
Scale: 1/4"=1"-0"
Sign Panel: flat cut plate and waterjet-cut letters set into 150"
sign structure recess. 10'-6"
L L i i Emblem, ° 2-0
Lighting: B-K Lighting ArtiStar™ LED flood lights located recessed /_ Bullnose 1 1
. . . . . 31/2" Vertical course —
in planting bed. Final number and spacing of fixtures to be 3 1/2,,% J| I I rE
determined. Provide even illumination of sign panel and 31/2" Coping, vertical
emblem. le— Bricksi
e rick sign structure v
5 3 WEbeemME e A Sign panel, recessed 1 E >
I - ALEXANDRI Lettering |
ET. 1749
312" % le— Bullnose
| | e— Base ﬁ

Q Elevation: Front (no graphics on back) Side View
2 ( : f—m
Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"

2 1/4" recess in sign 2 1/4" recess in sign
face structure, bath sides
(back is blank)

Frame f

Emblem, —¢ Backplate
set into recess Lettering —<:{
on brick sign face {

Section: at Emblem Section: at Sign Panel

Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"
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CG. City Gateway

washington street north gateway

GRAPHIC DETAILS: SIGN PANEL

Frame: 2" wide x 12" deep aluminum, P2

Frame
Sign Background: aluminum plate/panel, P5
'S - =
Sign Background / i Inner Frame Accent: P7
= w
Inner Frame Accent = 5 1/4" stroke . ] )
Letter Stroke = 35 Lettering: 1" thick plate aluminum, TF3, reverse-mounted

and Returns

. ¥
§IWIE L @ % with threaded studs thru Sign Background plate

1/4" stroke _ -
N ©o| 2 .
a0 Letter Stroke: P1, Letter Returns: P5, Letter Fill: P3
j \Jtﬂ ] ] X ‘ \ P GRAPHIC DETAILS: EMBLEM
: Outer Ring: s" cut plate aluminum, P27 (all surfaces)
Letter Fill
- Backplate: P27
N
Inner Ring: %s" cut plate aluminum, P2
O Detail: Sign Panel
4
Scale: 3/4"=1'-0" Emblem: 12-color porcelain enamel plate, set flush inside
inner ring
‘ Recess Letter Plate: /4" cut plate aluminum, with filler panels, P2
Recess ——
Quter ring , Lettering: /2" cut plate aluminum, P3, faces and returns
Backplate QOuter ring
Inner ring Backplate Scrolls: /4" cut plate aluminum, P27
Inner ring
Emblem — Emblem
Letter plate
Letter plate
Lettering Lettering
Scrolls
Scroll(s)

Q Section: Emblem Q Detail: Emblem
c 5
Scale: 3/4"=1"-0" Scale: 3/4"=1"-0"
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CG.2 City Gateway
brick pier

FABRICATION DETAILS

Emblem: Layered, fabricated disk with waterjet-cut shapes
and letters, post-mounted to top of brick and granite pier.

Brick Pier: Freestanding modular brick column with brick

coursing as shown and chamfered edge detailing. Pier is
capped with a granite block with matching chamfered edg-
es. Granite sign base extends a minimum 12" below grade to g Emblem .
a poured-in-place reinforced concrete footing. 3 (both sides)
Sign may be stand-alone, or integrated into median planter. l ALEXAND hp
p = 1191/2"
X . . z A Post and baseplate 1 > | \1\
Granie Base and Cap: Grey granite to be chosen by City “ | l = o~ Granite cap
representitive and designer based on local avalibity. B I ‘ with chamfered edges
s st
5|3 | 2
=5 I
g | | Brick pier
= H “ ‘ with chamfered edges
<
| |
| |
| |
| |
| | Footing and Baseplate Granite base
/ no chamfered edges
= \ Median planter/wall
L / (by others) "
Curb/median  —— 2'-51/4"
N L —

O Elevation: Front O Side View
1 2
Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"
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CG.2 City Gateway
brick pier

GRAPHIC DETAILS: EMBLEM

7
. Outer Ring: 1" cut plate aluminum, P27 (all surfaces).
SN
TRQ':;L—] 12" Welcome Text: ¥." cut plate aluminum, P3.
Outer Ring ——————»{T] 7 Outer Ring Inner Ring: 1" cut plate aluminum, P2.
Welcome Text ———————f| Welcome text c
X il X N = L Emblem: 12-color porcelain enamel plate, set flush inside
Inner —— Inner Ring e i )
——— inner ring.
Backplate: /2" cut plate aluminum, P2.
Emblem —— > Emblem
Sign Disk: fabricated aluminum cabinet, P2.
Backplate
. Letter Plate: /2" cut plate aluminum, with filler panels, P2.
Sign Disk
Secondary Text & Scrolls: /2" cut plate aluminum, P27 faces
and returns.
Scrolls Primary Text: 1" cut plate aluminum, P1.
Letter Plate  ————] I Letter Plate Post: 15" x 4" aluminum post, P2.
Secondary Text [ } Base: 2" aluminum plate, chamfered corners, P2.
Primary Text 4—D D Primary Text
il ]
Post and Base — " T Post and Base
f ‘

O Section: Emblem O Face Detail: Emblem
A 3
Scale: 3/4"=1"-0" Scale: 3/4"=1"-0"

MARCH 201 SECTION 1. SIGN DETAILS m



CG.3 City Gateway

metal post

FABRICATION DETAILS

Emblem: layered, fabricated disk with waterjet-cut shapes
and letters, post-mounted to top of brick and granite pier.

Sign Post: freestanding metal post with chamfered edge

detailing. Post base plate is bolted to granite base, which 1
extends a minimum 12" below grade to a poured-in-place
reinforced concrete footing. .
5 Emblem Emblem  ———
Sign may be stand-alone, or integrated into median planter. = (both sides)
Granie Base: Grey granite to be chosen by City representi- 01y
tive and designer based on local avalibity. - Emblem Post slls
%éf Collar -
+H | 2
S|z
N = e———————— Post
2
2
@©
©
o
@
~
) Baseplate )
Base
T ‘/ Footing ‘ \
w

I =L 7 L I

O Elevation: Front O Side View
1 2
Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"
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Outer Ring

Welcome Text
Inner

Emblem

Backplate

Sign Disk

Message Panel

Secondary Text

Primary Text

Emblem Post
and Collar

12—
1

0 R

R ——
-
—_—
—_—

=
O
L

|

-11/2"

—ll[ ||
—]

——
[T
 E—

Outer Ring

Welcome text
Inner Ring

Emblem

Scroll

Message Panel

Primary Text

Emblem Post
and Collar

O Section: Emblem
A
Scale: 3/4"=1"-0"

MARCH 201

Face Detail: Emblem

O,

CG.3 City Gateway

metal post

GRAPHIC DETAILS: EMBLEM
Outer Ring: 1" cut plate aluminum, P27 (all surfaces).

Welcome Text: 34" cut plate aluminum,P3.
Inner Ring: 1" cut plate aluminum, P2.

Emblem: 12-color porcelain enamel plate, set flush inside
inner ring.

Backplate: /2" cut plate aluminum, P2.
Sign Disk: fabricated aluminum cabinet, P2.

Letter Plate: /2" cut plate aluminum, with filler panels, P2.

Secondary Text & Scrolls: /2" cut plate aluminum, P27 faces

and returns.
Primary Text: 1" cut plate aluminum, P1.
Post: 15"x 4" aluminum post, P2.

Collar: 2" aluminum plate, chamfered corners, P2.

SECTION 1. SIGN DETAILS m



DH Historic Marker

structural details

FABRICATION DETAILS

Sign Panel: /" aluminum panel painted various district
colors on face with P2 outer border and P2 on back.

Mounting Bracket: SignFix medium extruded channel
painted P2 welded to back of sign panel. Mounted to exist-
ing posts with SignFix Universal Channel Clamp painted P2
and black stainless steel mounting band-it band.

Mounting band

Mounting bracket

Sign panel

Top View
Welcome Text: //&" cap height TF3 masked and sprayed P1 @ Salo 117210
mirrors curve of panel top. e T

//’/—
/(rr N——T" ]
Outer Border: /2" wide border running top, bottom, left and L F 20" ;
right painted P2. 1 ‘ ‘ ‘ \ 1
Y= Welcome text
Inner Border: /8" wide border masked and sprayed P1. § /_ e Outer border L
WELCOME T n
District Graphic & Sign Background: masked and sprayed Ve Inner border W
up to 4 colors. ¥
R4-1"
Footer Graphic: painted P2, with masked and sprayed P3 / District graphic
"Alexandria” and P27 "City of & Ext. 1749". N
=) f District Graphic /
™~ field 1'-8" wide x 1'- 2" high
2 A
P\_,; | — Footer graphic \ ‘E@
[ \ 9" ALEXANDRIA |
//”—
‘\_/’/

O Elevation Q Side View
1 2
Scale: 11/2"=1"-0" Scale: 11/2"=1"-0"
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DH Historic Marker
graphic grids

GRAPHIC DETAILS
SEE FABRICATION DETAILS

/ \
WE‘_\_CO/\/\E TO

== il

it
PARKER-GRAY

HISTORIC DISTRICT

O Elevation
4
Scale: NTS

MARCH 201 SECTION 1. SIGN DETAILS m



DI.1 Destination Identification
structural details

FABRICATION DETAILS

Top Bar: /2" thick aluminum flat bar P2 attached with
mechanical fasteners to sign frame. Top bar removable to
insert sign panel from top into internal channel frame.

L [ |
Frame: 1'/s" deep by 1" wide x /4" thick square corner angle LL 14" 4
painted (historic P18, civic P6 or park P14), with inside frame 1
return painted (historic P20, civic P7 or park P16). Mounted T '
to aluminum fabricated open face cabinet, with ribbing to __J
support sign panel, attached with mechanical fasteners to erazez Y
post. Stabler-
Leadbeater
hecary

Sign Panel: /4" thick DHPL panel inserted into frame from
the top. Color varies based on color scheme (historic D19,

Apot

1 Gift shop |

A—

=D x
civic D5 or parks D15). -
Post: 3" square aluminum post painted P2 with /2" notch to
accept sign frame structure, and chamfered and closed top.

Post is the same height for both size alternatives.
Bottom Bar: /2" thick aluminum flat bar P2. ) =
o
©
Baseplate/Footing: below-grade baseplate with stainless
steel anchor bolts set into poured in place concrete footing.
o
o

15"
| )
L 1-4" 4
f 1 S
VL T
EJ'
EST. 1792 g V.4
Stabler-
5 Leadbeater
& Apothecary
&
P
Graphic panel
alternate size r_—g/ I

l_l

O Top View
4
Scale: 3/4"=1"-0"

Top bar

Frame

Post

Bottom bar

5-21/4"

Q Elevation Front
1
Scale: 3/4"=1"-0"

m CITY OF ALEXANDRIA WAYFINDING SYSTEM | VOLUME TWO: TECHNICAL GUIDELINES MANUAL

Elevation Back

O Elevation Side
2
Scale: 3/4"=1"-0"

O,

Scale: 3/4"=1"-0"

MARCH 2011



Apothecary F

Museum and Gift. Shop‘f@

F
b -—

HISTORY"

[Stabler’s first shop was at the ]
lcorner of King and Fairfax ]
Streets. He rented the current ]
ite, 107 S. Fairfax Streetin ‘/
[[796, and bought the property ]

William was working there, and ]
lhe eventually took overthe ]

‘ rd
business ]
/ PP
Graphic Grid
Scale:11/2"=1"-0"

MARCH 201

Frame
Seal/logo field

Supplemental text a

Destination name

Frame return
Destination subtitle

Heritage Trail Logo
and rule

Supplemental text b
Heading

Supplemental text b
body copy

Inside reveal

Rule

Leadbeater |
Apothecary |

Museum and Gift Shop] @

&
. g

Q Graphic Grid (Alternate Size)
6
Scale:11/2"=1"-0"

DI.1 Destination Identification
graphic panel detail

GRAPHIC DETAILS

Frame: 1" painted aluminum frame, color varies based
on color scheme (historic P18, civic P6 or park P14).
Inside frame return painted as accent color based on
scheme (historic P20, civic P7 or park P16).

Seal/Logo field: 4" x 4" square field for seal/logo artwork
as supplied by entity. Seal/logo masked and sprayed color
varies based on color scheme (historic D20, civic D8 or
park D14). Located 1" from top and right of visible sign panel
aligned to top right of box.

Supplemental text a: D3, /2" cap height TF4D set in lower
case (height based on lowercase E) optically spaced and
tracked +180 em in Adobe lllustrator. Baseline of text
aligned to base line of Seal/logo field.

Destination name: D1, 1°/" cap height TF2 optically
spaced and tracked -25 em in Adobe lllustrator set on
2 /4" line spacing.

Destination Subtitle: D3, 55" TF4B optically spaced and
tracked +10 em in Adobe lllustrator.

Heritage Trail Logo and Rule: D3, 134" logo with '/&" rule.

Supplemental Text B (Heading): D3, /2" cap height TF4D
optically spaced, set in lower case (height based on lower-
case E) and tracked +180 em in Adobe illustrator.

Supplemental Text B (Body copy): D3, %s" TF4B optically
spaced and tracked +10 em in Adobe lllustrator, set on 14"
line space, limited to a maximum of 9 lines of body copy.

Rule: '/s" high 1-0" wide top aligned to the bottom of the last
grid line (last grid line always left blank).

SECTION 1. SIGN DETAILS m



DI.2 Destination Identification
single post - large

FABRICATION DETAILS

Finial: fabricated aluminum final tapers from 6" at bottom
to 3" at top across 10" length P2 mechanically fastened to
reveal plate.

Finial

Reveal
Reveal: /2" exposed plate inset /2" from outside of post ‘OI : Post
painted (historic D19, civic D5 or parks D15) attached to
post with plug welds ground smooth. Top View
%ale: 12=1"-0"
Cross Bar(s): 17" thick x 3 /2" wide aluminum flat bar or @ﬂ"ia' Detail

aluminum rectangular tube P2 welded to post. Scale: NTS
3-111/4"

Finial
Reveal Q
Cross bar

Ol

serted into frame from the side. Color varies based on color =

scheme (historic D19, civic D5 or parks D15) with applied [
o~

vinyl graphics. =

Sign Panel(s): two (2) V" thick aluminum panels in- - Q

[
q

Frame: 2 /2" deep by 2 /2" wide x /2" thick square corner The Lyceum
angle painted (historic P18, civic P6 or park P14), with inside f,:i:(fr';dm:eum
frame return painted Chistoric P20, civic P7 or park P16).

Internal structure as required to support 2 sign panels, that
slide in from the out side edge. P

Sign panel The Lyceum
Alexandria’s
History Museum

46"

Sign frame

¥

& &«

Cross bar
Footer panel Acaxanon -

ARER

[rum
%

Footer Panel: 2 /2" deep fabricated aluminum panel painted
P2, with P3 “Alexandria” and P27 “City of & Est. 1749".

15'-8"

Post: 6" square aluminum post painted P2.

Post

A

Baseplate/Footing: below-grade baseplate with stainless
steel anchor bolts set into poured in place concrete footing.

9'-1" minimum clearance

Q Elevation Q Side View Q Back Elevation
1 2 3
Scale: 1/4"=1"-0" Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"
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DI.2 Destination Identification
single post - large

GRAPHIC DETAILS

Frame: 2'/2" painted aluminum frame, color varies based

351/4" | Q on color scheme (historic P18, civic P6 or park P14).
11/4" Gap 1" Overhang Inside frame return painted as accent color based on
/ \ scheme (historic P20, civic P7 or park P16).
%r 2'-10" visible face
) Seal/Logo field: 8" x 8" square field for seal/logo artwork
27/8" 27/8" =g . .
e N M as supplied by entity. Seal/logo masked and sprayed color
;,r 1“* Cross bar Waterfront | varies based on color scheme (historic D20, civic D8 or park
1= = e — - D14). Located 17/s" from top and right of visible sign panel
s Park | . .
aligned to top right of box.
=
- kioeg:g/Seal Supplemental text a: OV3, 1"/4" cap height TF4D set in
lower case (height based on lowercase E) optically spaced and
Suppl tal ; 1
BUTLT 7839 telﬁpaemen a tracked +180 em in Adobe lllustrator. Located 1V4" below seal.
: Famerewn | | ——— Destination name Grid A: OV1, 4" cap height TF2 optically
1ne yce u m////— Destination spaced and tracked -25 em in Adobe lllustrator set on
- o name Graphic Grid B 53/." line spacing_
) © Alexandria IS —] Efg;itrr:tion @ Scale: 3/8"=1'-0"
« ~ e o B | Sign Panel Destination name Grid B: OV1, 4" cap height TF2 optically
2 HIStOI’y Museum spac"eq and traerd -25 em in Adobe lllustrator set on
53/4" line spacing.
| 4—— 1/4"Rule R o T ) )
/ L Suplementl ] Destination name Grid C: OV1, 32" cap height TF2 opti-
| uep K cally spaced and tracked -25 em in Adobe Illustrator set on
| - 2N texth — ‘ i
Museum <] @,\\ _ BUILTISG - 5" line spacing.
& and Gift Shop |- F0go feld Cameron Run]
- Crossb ‘Reglona[ Destination Subtitle: OV1, 3" TF4B optically spaced and
\_’_ C foss bar Park tracked +10 em in Adobe lllustrator.
T w7
2 fI 1% ALEXANDRIA 75 [ Zfl)iogtr?r Panel e — Supplemental Text B Grid A: OV3, 2" cap height on 3 /4"
e @ @O O line spacing TF4B optically spaced and tracked +10 em in
Adobe lllustrator. Set 3" below OV3, V4" rule.
— T
L Supplemental Text B Grid B/C: OV3, 14" cap height on
Graphic Grid A Graphic Grid C 2'/>" line spacing TF4B optically spaced and tracked +10 em
@ DT @ — in Adobe lIllustrator. Set 172" below OV3, V4" rule.
Scale: 3/4"=1"-0 Scale: 3/8"=1'-0
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Dl.2a Destination Identification
single post - small

FABRICATION DETAILS

Finial: fabricated aluminum final tapers from 4" at bottom to
2" at top accross 6 %/s" length P2 mechanically fastened to
reveal plate.

Reveal: /5" exposed plate inset /2" from outside of post
painted (historic D19, civic D5 or parks D15) attached to post
with plug welds ground smooth.

Cross Bar(s): 1" thick x 2 /2" wide aluminum flat bar or alu-
minum rectangular tube P2 welded to post.

Sign Panel(s): two (2) V" thick aluminum panels inserted
into frame from the side. Color varies based on color scheme
(historic D19, civic D5 or parks D15) with applied vinyl
graphics.

Frame: 1'/2" deep by 13/4" wide x /4" thick square corner
angle painted (historic P18, civic P6 or park P14), with inside
inside frame return painted (historic P20, civic P7 or park
P16). Internal structure as required to support 2 sign panels,
that slide in from the out side edge.

Footer Panel: 1'/2" deep fabricated aluminum panel painted
P2, with P3 “Alexandria” and P27 “City of & Est. 1749".

Post: 4" square aluminum post painted P2.

Baseplate/Footing: below-grade baseplate with stainless
steel anchor bolts set into poured in place concrete footing.

m CITY OF ALEXANDRIA WAYFINDING SYSTEM VOLUME TWO: TECHNICAL GUIDELINES MANUAL

Top View

®

(R

Scale: 1"=1"-0"

27"

=

Finial
Reveal
Post

Oﬂnial Detail
5
Scale: NTS

— a Finial
Q Q/— Reveal Q
_«_|—k—— Cross bar
= r/— Sign panel &
Stabler- _ Stabler-
Leadbeater @ Sian frame Leadbeater
Apothecary Re o ) Apothecary
| —Cross bar
AAAAAAAAAAA ;r;f ’B:/— Footer panel RS
2
&
,— Post
A
5
@
Q Elevation Back Elevation Q Back Elevation
1 3
Scale: 3/8"=1"-0" Scale: 3/8"=1"-0" Scale: 3/8"=1"-0"
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Dl.2a Destination Identification
single post - small - graphic grid

GRAPHIC DETAILS

Frame: 13/4" painted aluminum frame, color varies based

23 | on color scheme (historic P18, civic P6 or park P14).
. - 7/8" Gap 5/8" Overhang ~N — Inside frame return painted as accent color based on
. %I, Gz scheme (historic P20, civic P7 or park P16).
?g 2 1'-10" visible face e
C o o Alexandrial Seal/Logo field: 5 /" x 5/4" square field for seal/logo art-
—F= _*f 1‘* Detention | work as supplied by entity. Seal/logo masked and sprayed
1= — Cross bar color varies based on color scheme (historic D20, civic D8
or park D14). Located 2" from top and right of visible sign
Logo/Seal panel aligned to top right of box.
Field
Supplemental o Supplemental text a: OV 3, 3/4" cap height TF4D set in lower
BUILT 1839~k text a case (height based on lowercase E) optically spaced and
L tracked +180 em in Adobe lllustrator. Located 3/2" below seal.
‘St b l ‘ Frame return
— a e ””””” Destination @ Graphic Grid B Destination name Grid A: OV1, 2 /2" cap height TF2 opti-
. | [ Inatl Scale: 1/2"=1"-0" _ i
= \Leadbeaterhﬁ/ name cally‘/' s'paced arld tracked -25 em in Adobe lllustrator set on
e A th ‘ 34>" line spacing.
7 7 y e Sign Panel Destination name Grid B: OV1, 2 3/4" cap height TF2 opti-
| L —— 1/8"Rule cally spaced and tracked -25 em in Adobe lllustrator set on
. .
///_ Supplemental | 3-# 37/8" line spacing.
Museum —~—— e——""| extb A N . . ! .
and GiftShop_—] S Destination name Grid C: QV], 3" cap height TF2 optically
James spaced and tracked -25 em in Adobe lllustrator set on
L | Crossbar MUlllgan 45" line spacing.
- g = Footer Panel ‘Park ”””
@ TV U U NI e R T EeT)
= = __lor ALEXANDRIA 755 | Align Supplemental Text B Grid A/B: OV3,1"/4" cap height on
- 2 6" line spacing TF4B optically spaced and tracked +10 em
in Adobe lIllustrator. Set 1" below OV3, /4" rule.
—
Supplemental Text B Grid C: OV3, 1" cap height on 1°/5" line

spacing TF4B optically spaced and tracked +10 em in Adobe
lllustrator. Set 1" below OV3, /2" rule.

O Graphic Grid O Graphic Grid C
6 8
Scale:1"=1"-0" Scale: 1/2"=1"-0"
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DI1.3 Destination Identification
double post

FABRICATION DETAILS

Post Cap: 5 /2" square x 1" thick aluminum plate welded to
post all welds ground smooth.

Cross Bar(s): 172" thick x 3" wide aluminum flat bar or
aluminum rectangular tube P2 welded to post.

Sign Panel(s): two (2) V" thick aluminum panels inserted
into frame from the top. Color varies based on color scheme
(historic D19, civic D5 or parks D15) with applied vinyl
graphics.

Frame: 1'/2" deep by 1'/2" wide x V2" thick square corner
angle painted (historic P18, civic P6 or park P14), with inside
frame return painted Chistoric P20, civic P7 or park P16).
Internal structure as required to support 2 sign panels, that
slide in from the top.

Footer Panel: 1'/2" deep fabricated aluminum panel painted
P2, with P3 “Alexandria” and P27 “City of & Est. 1749".

Post(s): 4 /2" square aluminum post painted P2.

Baseplate/Footing: below-grade baseplate with stainless
steel anchor bolts set into poured in place concrete footing.

EST. 1792

Fort Ward

Museum and Historic Site

orT ALEXANDRIA [0

Q Back Elevation
3
Scale: 3/8"=1"-0"

| 7-8"
‘ L 6-6" L
1 1 Post Cap
7 — e 'ﬁn—/—: Cross bar
_——Sign panel
A~ _—— Sign frame
L
EST. 1792
3 Fort Ward 8
™ Or a r ™
@ Museum and Historic Site @)
_—— Cross bar
¥ = |r
o 1Y ALEXANDRIA 5505 o [H: _—— Footer panel
7; _’L
_—— Post
& & 1
Q Elevation Q Section
1 2
Scale: 3/8"=1"-0" Scale: 3/8"=1"-0"
MARCH 2011

m CITY OF ALEXANDRIA WAYFINDING SYSTEM VOLUME TWO: TECHNICAL GUIDELINES MANUAL



sign type
double post - graphic grid

6'-10" GRAPHIC DETAILS

/2" Gap 62" visible panel 2" Gap ~N Frame: 1'/2" painted aluminum frame, color varies based

e on color scheme (historic P18, civic P6 or park P14).
3 Inside frame return painted as accent color based on
scheme (historic P20, civic P7 or park P16).

Logo/Seal field Seal/Logo field: 1'- 2" x 1' - 2" square field for seal/logo art-

work as supplied by entity. Seal/logo masked and sprayed
Supplemental color varies based on color scheme (historic D20, civic D8
texta or park D14). Located 3" from top and right of visible sign
Eae;ténatlon panel aligned to top right of box.

jz 3 - r’
FO ri- - Wa rc Frame return Supplemental text A: OV3,1'/2" cap height TF4B set in

l—— 1/4"Rule

EST. 1792

g . )
‘/,/:,_, Supplemental Iov(\;etr caied(h?éggt baseizntl)ov;/lfrctalset E) EphctaI(ij Zp;cﬂed
. S— +180 em in Adobe lllustrator. Locate 2
. Museum and Historic Site T @@ | | textb and tracke
& @5 T——  Supplemental above bottom of seal/logo field.
- logo
o= = Cross bar s . " . )
] T Footer Panel Destination name Grid A: OV1, 6" cap height TF2 optically
w_’:’.Jt et s o | Align spaced and tracked -25 em in Adobe lllustrator.
- o - Destination name Grid B/C: OV1, 5" cap height TF2 opti-
@ Graphic Grid A cally spaced and tracked -25 em in Adobe lllustrator set on
Scale: 1/2"=1"-0" 7 V4" line spacing.
1-3"
Supplemental Text B Grid A/B/C: OV3, 2 /2" cap height TF4B
optically spaced and tracked +10 em in Adobe lllustrator. Set 2"
e 1 below OV3, /4" rule.
Public Safety | CameronRun ||
Center | | Regional Park !
3600 Wheeler Avenue @ Northern Virginia Regional Park Authority ]

O Graphic Grid B O Graphic Grid C

4 5

Scale: 3/8"=1"-0" Scale: 3/8"=1"-0"
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DM District Marker

FABRICATION DETAILS

leT [0 1 w

Cross Bar(s): 172" thick x 4" wide aluminum flat bar or

aluminum rectangular tube P2 welded to post. @ Top View
Scale: 3/4"=1"-0"
Sign Panel: /2" thick fabricated aluminum cabinet mounted | 471/2" |
to notch cut of pole with mechanical fasteners/welds |L 4-41/2" L| )
. . . . . 1 7 Sign panel & frame
painted with district paint colors, and graphics. _/
Frame: 2" deep by 13/2" wide x /2" thick square corner angle WELCOME 1o /
painted P6 and P6A with P7 inside frame return. &% O LD ]
o~ — — I
Footer Panel: 2" deep fabricated aluminum panel painted & TO \/‘/ N v Cross bar
P2, with P3 “Alexandria” and P27 “City of & Est. 1749" f(\\‘;t o [ ) [@C/_ Footer
b ' Evh \ or A}E\QN DRIA 5 \ [
Upper Post: 6" square aluminum post with chamfered edges &=
N
painted P2 = U
~ Frame pper post
. ' ) /_ w/chamfered
Post Connection: 1'/2" angled connection between upper " _ corners
post and lower post all corners mitered and all seams filled o g v """""""""" @
.| = 2
N =
Lower Post: 8" square aluminum post painted P2. o
&
Baseplate/Footing: below-grade baseplate with stainless § b ]
steel anchor bolts set into poured in place concrete footing. = "Lv’— ost connection
K;t = — —A
/— Lower post
¥
~
3

Q Elevation (Side A) Q Elevation (Side B) G Side View
1 2 3
Scale: 3/8"=1"-0" Scale: 3/8"=1"-0" Scale: 3/8"=1"-0"
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DM District Marker
graphic grid

GRAPHIC DETAILS
4-71/2"
¥ Frame: P6 and P6A fabricated aluminum frame with P7

—
—

1172 441/2" 1172 frame return.

‘ ‘ District Graphic: Masked and sprayed with district color and
- graphics.

WELCOME 1o
) 44— Frame
= /—\ O I D /_\ | __— District graphic
//
] Frame return

& I O » -» N Sign Panel
e | Cross bar

&"“ T iserteeeeeeeeeeeeeeeeeeiseeeeeeooooooes Footer Panel

Sl=|l\ 9L ALEXAND- RlAF,S[,;,/E/CemeE

Q Graphic Grid

5

Scale: 3/4"=1"-0"
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DR.1 Vehicular Directional
31/2" text height

FABRICATION DETAILS
Post Cap: 7" square x 12" thick aluminum plate welded to Post cap
post all welds ground smooth. / Upper post

Lower post Cross bar Frame
; o Gt

Header Frame: 2 /2" deep by 1'/2" wide x /2" thick square & ‘ <1 Sign/Header panel

corner angle painted P6 and P6A and P7 inside frame return. « |
Top View
Header Panel: two (2) 4" thick aluminum panels inserted @ Scale /210"
into frame painted to match district graphic and colors.
Cross Bar(s): 1"/4" thick x 3 /2" wide aluminum flat bar or
aluminum rectangular tube P2 welded to post. 3-81/2"
e . . < Post Cap
Upper Post: 6" square aluminum tube painted P2. Y — ,\\ Header frame —
S A Header panel F@m
Sign Panel(s): two (2) 46" thick aluminum panels inserted - L oLp o = Jf Cross bar
into frame from the side with full coverage RV1face and € \éisit{or | Upper post
enter
digitally printed over laminate to adjust colors to face D5, 4 Blocks . Sign panel
symbols and arrows D1/D11 and Rules D4. € Varket @ S )
~ Center : Sign frame
Sign Frame: 2 /2" deep by 1'/2" wide x /2" thick square cor- @ River- @ =
ner angle painted P6 with P7 inside frame return. front Cross bar
/ZE Footer panel N
Footer Panel: 2 /2" deep fabricated aluminum panel painted . & R /8"
P2, with P3 “Alexandria” and P27 “City of & Est. 1749" o S ™ i
o| —
N || . Post connection ||
Post Connection: 1'/2" angled connection between upper 7 = -
post and lower post all corners mitered and all seams filled. 13
£
2 ,— Lower post
Lower Post: 8" square aluminum tube painted P2. £ y P
‘€
i~ ~
Baseplate/Footing: below-grade baseplate with stainless © g
steel anchor bolts set into poured in place concrete footing. >

Q Elevation Q Side View Q Back Elevation
1 2 3
Scale: 1/4"=1"-0" Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"
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3-11/2"

11/2" Gap

5

1" overhang N

2'-8" visible face

3 2'-2" 3"
1 1
o —
= - OLD TOWN —
14 = . T
| - Hr €= Visitor - -x~
Center
: 4 B,Iocks; L
S R —-4- Market -t -x=
N Center |
oy | O fTRiver H X
o= front 1 =
&7: E e
T IS\ i Aierareriai - Centered
O Graphic Grid
5
Scale: 1/2"=1"-0"
MARCH 2011

Header frame
Header panel
Cross bar
Arrow field

Frame return
3/8" Rule(s)

Symbol instance

Sign Panel

Messages

Cross bar
Footer Panel

DR.1 Vehicular Directional
3 1/2" text height graphic grid

GRAPHIC DETAILS
Arrow Field: 5" x 5" RV1 arrow.

Messages: 3 /2" cap height on 52" line spacing TF1, RV1.

Symbol Instance: 32" x 32" square symbols, or 32" from
top of M to base line of Metro for metro symbol RV1, and
RV11.

Rule: 3/8" rule 2'-2" wide RV4 located 2 3/4" below and above
text entry. Rule does not appear above first entry, or below
last entry.

SECTION 1. SIGN DETAILS m



DR.2 Vehicular Directional

washington street version 4" text

FABRICATION DETAILS

Post Cap: 7" square x 12" thick aluminum plate welded to

Post cap
post all welds ground smooth. / Upper post
,—  Lower post /— Cross bay— Frame

S RYA i /00 thi r ¥
Header Frame: .2 /2" deep by 2" wide x /2" thick square ;I ‘ Sign/Header panel
corner angle painted P6 and P6A and frame return P7. | i
Header Panel: two (2) 4" thick aluminum panels inserted Top View
into frame painted to match district graphic and colors. O Seale 1/2' 10"
Cross Bar(s): 13/4" thick x 4" wide aluminum flat bar or
aluminum rectangular tube P2 welded to post.
4-111/2"
I
Post Ca
Upper Post: 6" square aluminum tube painted P2. Yok = 1.:| L .:/_ P —
4 & /— Header frame
= | [M_— Header panel
Sign Panel(s): two (2) V46" thick aluminum panel inserted N s OLD TOWN 2 b Cross bar
into frame from the side with full coverage RV1face and Visitor Ctr. H = N
digitally printed over laminate to adjust colors to face D5, 4 Blocks . ,——  Upper post
— =
symbols and arrows D1/D11 and rules D4. Market Sq. @ = = Sign panel
. R — G L
X . . 2 <= Waterfront I o« .
Sign Frame: 2 /2" deep by 2" wide x /2" thick square corner * / Sign frame
angle painted P6 with P7 inside return. 2= | (F:(;%?Zrbgarmel
T ALEXANDRIA =m_’; [ \
Footer Panel: 2 /2" deep fabricated aluminum panel painted )
P2, with P3 “Alexandria” and P27 “City of & Est. 1749" 5 & R8-65/8" —
Lo -
. ' - N | | . | Post connection | |
Post Connection: 1'/2" angled connection between upper =
@©
post and lower post all corners mitered and all seams filled. s
£
Lower Post: 8" square aluminum tube painted P2. é Lower post
N S X
~ =
Baseplate/Footing: below-grade baseplate with stainless © <
steel anchor bolts set into poured in place concrete footing. o

O Elevation O Side View Q Back Elevation
1 2 3
Scale: 1/4"=1"-0" Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"
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DR.2 Vehicular Directional

washington street version 4" text - graphic grid

GRAPHIC DETAILS

Header Panel: two (2) 4" thick aluminum panel inserted
into frame painted to match district graphic and colors.

4-41/2"
- — - Arrow Field: 53/4" x 5 %" RV1 arrow.
Ve 2"Gap  4'-1"sign frame 11/2" overhang ~N
1 39" visible sign face 1 Messages: 4" cap height on 6 V4" line spacing TF1, RV1.
3" 3-3" 3" . . .
_1k 1” Symbol Instance: 4" x 4" square symbols, or 4" from top of
wm%ﬁ; Header frame M to base line of Metro for metro symbol RV1, and RV11.
=) . . Header panel
i -~ OLD TOWN = Cross bar Rule: 3/5" rule 3'-3" wide RV4 located 2 °/&" below and above
T | | Arrowfield text entry. Rule does not appear above first entry, or below
5 Misitor Ctr. H =pr—{—x~ last entry.
]4 BlOCkS ] e Frame return
. - Messages
< .
S y
NS 3/8" Rule(s)
™ — |
&= Waterfront  [=x= S
3 Sign Panel
o
N Cross bar
\3: e Footer Panel
i s O NB-R-bA-FE oo - Centered
o] [SI\ o ALEXANDRIA i [ Centers

Q Graphic Grid

5

Scale: 1/2"=1"-0"
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DR.3 Vehicular Directional

arterial version (5" text)

FABRICATION DETAILS

Post Cap: 7" square x 12" thick aluminum plate welded to Post cap
post all welds ground smooth. //— E(?vr\)/irr Ezi /— Cross bar Frame
Header Frame: 2 /2" deep by 1'/2" wide x /2" thick square %I i ‘ :.’_ Sign/Header panel
corner angle painted P6 and P6A, and inside frame return P7. |
Header Panel: two (2) 4" thick aluminum panel inserted Top View
into frame painted to match district graphic and colors. @ Scale: 1/2"=1'-0"
Cross Bar(s): 13/4" thick x 4" wide aluminum flat bar or . 6-1/2" )
aluminum rectangular tube P2 welded to post 1 1 /— Post Cap

(Mw i1 . _’_:/— Header frame i1
Upper Post: 6" square aluminum tube painted P2. § ; LD oW g :/_ Header panel J,Fmgﬂﬂm

- |~ - —z=|th—— Cross bar
Sign Panel(s): two (2) 6" thick aluminum panel inserted <= Black History
into frame from the side with full coverage RV1 face and Museum U
digitally printed over laminate to adjust colors to face D5, € Potomac @ 53 rd pper post
symbols and arrows D1/D11 and rules D4. 3 Yard : {/— Sign panel

[op]
Sign Frame: 2 /2" deep by 1'/2" wide x /2" thick square cor- <= £ Airport 1% Sign frame
ner angle painted P6 and P7 inside frame return. o [E,/ Cross bar
[ ALEXANDRIA 57 =T ||l—— Footer panel
/ =1 |4 p \

Footer Panel: 2 /2" deep fabricated aluminum panel painted 5 .
P2, with P3 “Alexandria” and P27 “City of & Est. 1749" E= N R9-101/4" —

1 i | | | b— Post connection | |
Post Connection: 1'/2" angled connection between upper
post and lower post all corners mitered and all seams filled
Lower Post: 8" square aluminum tube painted P2 i

i~ ——  Lower post

Baseplate/Footing: below-grade baseplate with stainless ) 4
steel anchor bolts set into poured in place concrete footing

O Elevation O Side View Q Back Elevation
1 2 3
Scale: 1/4"=1"-0" Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"
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5-51/2" |
f 21/2" gap 2" overhang \%L
;'r 4'-8 1/2" visible sign face
4 4-1/2" A
1 1
® ~ OLD TOWN = W}
5 -1~ d=Black History-: {x=
Museum
| ]
2| 2| | |[f-4= Potomac —H&PHx=—
Yard ) —
. -1~ Eandmark Malll = 3xe—
.l
Sl U ALEXANDRIA L ot
O
MARCH 2011

Header frame

Header Panel

Cross bar

Arrow field

Frame return
Symbol instance

Sign Panel
3/8" Rule(s)

Copy Single Line

Cross bar

Footer Panel

DR.3 Vehicular Directional

arterial version (5" text) - graphic grid

GRAPHIC DETAILS
Arrow Field: 7 /" x 7 V/&" RV1 arrow.

Messages: 5" cap height on 7 7/s" line spacing TF1, RV1.

Symbol Instance: 5" x 5" square symbols, or 5" from top of
M to base line of Metro for metro symbol RV1, and RV11.

Rule: 3/&" rule 3'-4" wide RV4 located 2 7/s" below and above

text entry. Rule does not appear above first entry, or below
last entry.

SECTION 1. SIGN DETAILS m



DR.4 Vehicular Directional

standard 4" version

FABRICATION DETAILS

Post Cap: 7" square x 12" thick aluminum plate welded to

Post cap
post all welds ground smooth. / Upper post
,—  Lower post /— Cross bar /— Frame

S RYA 1/ Wi 100 phi r ¥
Header Frame: .2 /2" deep by 17/2" wide x /2" thick square ;*I ‘ Sign/Header panel
corner angle painted P6 and P6A and frame return P7.

Header Panel: two (2) 4" thick aluminum panels inserted Top View
into frame painted to match district graphic and colors. O Seale 1/2' 10"
Cross Bar(s): 13/4" thick x 4" wide aluminum flat bar or . 5-31/2" .
aluminum rectangular tube P2 welded to post. 1 1 Post Ca
£ P = —/ :/_ P —
f R /— Header frame
Upper Post: 6" square aluminum tube painted P2. O QI E/_ Header panel ﬂﬂﬂﬁm
- OLD TOWN S
—z= ,——  Cross bar
Sign Panel(s): two (2) V46" thick aluminum panels inserted 4 0ld Town
into frame from the side with full coverage RV1 face and R — e Upper post
. . . . 4 Visitor Ctr, H
digitally printed over laminate to adjust colors to face D5, 4.5 MILES i
symbols and arrows D1/D11 and Rules D4. . — S |~ Sign panel
) Eisenhower Av = q
R — Sign frame
Sign Frame: 2 /2" deep by 1'/2" wide x /2" thick square cor- Van Dorn St [@ =» /' 4
ner angle painted P6 and P7 inside frame return. S| Cross bar
T AvexanomiA n [ 7 [j/— Footer panel A\
ol
Footer Panel: 2 /2" deep fabricated aluminum panel painted ) B R8-23/8" —
P2, with P3 “Alexandria” and P27 “City of & Est. 1749" © s
k_ || ® | L Post connection ||
Post Connection: 1'/2" angled connection between upper N o é o
post and lower post all corners mitered and all seams filled. 13
g |~ Lower post
Lower Post: 8" square aluminum tube painted P2. E e
€
~ ~
Baseplate/Footing: below-grade baseplate with stainless © f
steel anchor bolts set into poured in place concrete footing. >

O Elevation O Side View Q Back Elevation
1 2 3
Scale: 1/4"=1"-0" Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"
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Metro symbol instance

4-81/2"
21/2" gap Do 2" overhang
( 4'-4" sign frame \L
1 4'-0" visible sign face 1
4" 3-4" 4"
1 1 Header frame
=§ Header Panel
° = OLD TOWN =
e - Cross bar
LT Copy Single Line
= 1 —;ff Old Town  -—THx=
I Arrowfield
AT o | I ——— Symbolinstance
+ - 4=Yisitor Ctr. -BF=—HX =
& 4 5 Mll eS T |_’ Frame return
© ﬁ Sign Panel
1—Etsennower Av. ") “X 2 — /8" Rulels)
]
%
« Cross bar
\—1; - /_ F
T | ooter Panel
= = AL A|_ExANDRquE;S{:%”mered
o) o7 f -—m
PR
O Elevation
° Scale: 1/2"=1"-0"
MARCH 201

DR.4 Vehicular Directional

standard 4" version - graphic grid

GRAPHIC DETAILS
Arrow Field: 53/2" x 53/4" RV1arrow

Messages: 4" cap height on 6 V4" line spacing TF1, RV1

Symbol Instance: 4" x 4" square symbols, or 4" from top of
M to base line of Metro for metro symbol RV1, and RV11

Rule: 3/&" rule 3'-4" wide RV4 located 3 /5" below and above

text entry. Rule does not appear above first entry, or below
last entry.

SECTION 1. SIGN DETAILS _



DR.5 Vehicular Directional

single message panel (4" version)

FABRICATION DETAILS

Sign Panel: /16" thick aluminum panel painted back and
returns P2.

Header Panel: painted to match district graphic and colors.
Outside Border: painted 12" wide P6, and P6A.
Inside border: painted /2" wide P7.

Copy Panel: RV1 with D5 transparent over laminate, text
and arrows to show RV1.

Mounting Hardware: SignFix medium extruded channel
painted P2 and welded to back of sign panel, mounted to
post with Bandit Brack-it #D02189 (black) with Band-fast
straps (black) or equal.

R7-17/8"
Oees
' 39" ¥
- //_\
<2 0OLD TOWN = ‘j:
| || 4= Senior B
Services gl

Q Elevation
1
Scale: 3/4"=1"-0"
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Header panel
Outside border

Inside border

Copy panel

———T"T

®

S~ Mounting
hardware
~——  Sign Panel
al=
>~ Mounting
hardware
Ll —
Side View
Scale: 3/4"=1"-0"
MARCH 2011



DR.5 Vehicular Directional

single message panel (4" version) - graphic grid

GRAPHIC DETAILS

Header Panel: painted to match district graphic and colors.

Arrow Field: 53/2" x 53/2" RV1 arrow centered on top line of

text.
W Primary Copy: 4" cap height on 6" line spacing TF1, RV1.
/E% - Lettering grid centered within the copy panel.
=~ OLD TOWN = 2 OLD TOWN ¢«
-- {1 4= Virginia | -[{-x= |
S T — -- 1+ 4= Alexandria__ [{-%x=
--1{r- Theological | |{-x= € Hospital X
Seminary S
Message Grid (3 line message) Message Grid (2 line message)
@ Scale: 1/2" =1'-0" @ Scale: 1/2"=1'-0"

il

r ~— Outer border
. 7] District header
OLD TOWN <«

‘r: Inner border
—- -1 €&="TFort Ward =] --

Q Message Grid (1 line message)
5
Scale: 1/2"=1"-0"

Arrow field

Primary copy
=X e

L— Body
&
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DR.6 Vehicular Directional

single message panel (5" version)

FABRICATION DETAILS

Sign Panel: /16" thick aluminum panel painted back and
returns P2.

4'-81/4"
f 1
Header Panel: painted to match district graphic and colors. A /j\
& R9-6 13/16"
Outside Border: 2" wide painted P6, and 6A. =
| &
Inside border: /5" wide painted P7. & p
&~
Copy Panel: RV1 with D5 transparent over laminate, text
and arrows to show RV1.
Panel Detail
Mounting Hardware: SignFix medium extruded channel @
Scale: 3/8"=1'-0"

painted P2 and welded to back of sign panel, mounted to
post with Bandit Brack-it #D02189 (black) with Band-fast
straps (black) or equal.

—T

4
S~ Mounting

—  Header panel hardware

-~ OLD TOWN =

A Outside border

— Inside border

-<4= Senior S

| -X &

Services I

3.3"
|
|

-
>~ Mounting

hardware

//

—

O Elevation Q Side View
1 2
Scale: 3/4"=1"-0" Scale: 3/4"=1"-0"
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DR.6 Vehicular Directional

single message panel (5" version) - graphic grid

GRAPHIC DETAILS

Header Panel: painted to match district graphic and colors.

Arrow Field: 7 /8" x 7'/s" RV1arrow centered on top

@ primary copy line.
/@\ Primary Copy: 5" cap height on 7 3/4" line spacing TF1, RV1.

S~ 0OLD TOWN = ~0OLD TOWN © Lettering grid centered within the copy panel.

1 metigea [0 < Alexandria <~

Seminary |

ik [l

Q Message Grid (3 line message) Q Message Grid (2 line message)
4 6
Scale: 1/2"=1"-0" Scale: 1/2"=1"-0"

Outer border

7\17; OLD TOWN ;7;/7 P District header

l—— Inner border

—H—— Arrow field

—-|{-4€= Fort Ward <= x~"

| +—  Body

-~

O M ge Grid (1 line ge)
5
Scale: 1/2"=1"-0"
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IK.1 Visitor Kisok

four sided

FABRICATION DETAILS

Sign Cabinet: fabricated four-sided metal sign cabinet, with

recessed openings ( /2" deep P7 inside reveal) for graphic 310"
panels and chamfered edge detailing painted P2. 210"
Finial: fabricated spun brass cone and spheres, clear-coated _ 2D
. E 13/4" Dia.
to prevent oxidation. L Fini z
p Finial 212
Roof: fabricated copper with standing-seam detail, untreat- —  Roof
ed to allow patination. o _ < —=
63/8" ~— Cgplng . &
-+ «—  Sign Cabinet sy
Downlights: flush-mounted LED spots for face-illumination = s mﬂﬂnﬂln]]% ) _ )
i - < OLD TOW%( I N . . lNFORATlON
of graphic panels, BEGA 8302LED or approved equal. 1122 _ Dentil Graphic
\ ———  District Name Panel
District Name Panel: inset aluminum panel, painted to Filler Bar I
match correlating district colors. District names masked and /\/‘ /\/‘
sprayed P1. ) Chamfer
*
© graphic panel map panel
Dentil Graphic: masked and sprayed P6, P6A. 2-3"x4'-101/2" 2-3"x4'-101/2"
Filler Bar: 1" thick x 172" high aluminum filler bar P2 to '/\/ Graphic Panel ,/\/
secure graphic pans. All (4) sides
Graphic Panels: (Option A) /" thick pan formed panels,
with digital print wrapping all returns, “L" shaped mouse . ) -+
holes to hold panel to kiosk frame, and blocking to secure, . =
. - p. & . I ( \ ———  Emblem
inset /4" into kiosk frame. & g o
(Option B) 1" thick digital high pressure laminate panels, - ‘ SB'SSB "
milled “L" shaped mouse holes to hold panel to kiosk frame, S - el dewa
inset /4" into kiosk frame. @‘1 L 30"
, o | j Footing &
Emblem: 12-color porcelain enamel plate, set flush inside N Conduit
sandblasted recess in granite base.

Base: Gray granite block, chamfered top edges and eased
sides, extends minimum 6" below grade, secured to rein-
forced poured in place concrete footing.

O Elevation: Cultural / Arts / Historic Panels
1

Q Elevation: Map Panel
2
Scale: 3/8"=1'-0"

Scale: 3/8"=1"-0"
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Section

®

Scale: 3/4"=1"-0"

Graphic Panels
(showing options)

Roof
Coping

Graphic Panel

Downlight
qty. (4)

Sign Cabinet

K1 Visitor Kisok

four sided - details
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IK.2 Visitor Kiosk

two sided

FABRICATION DETAILS

Header Panel: 3" thick aluminum cabinet painted P5 with
V4" thick aluminum frame painted P5. Where instance of
District Header, sign face and face of frame of that side are
painted to match district colors and graphics.

Cross bar(s): 1" thick and 7" wide aluminum flat bar welded
to posts P2.

Filler Bar: 1" thick x 172" high aluminum filler bar P2 to
secure graphic pans.

Graphic Panels: /16" thick pan formed panels, with digital
print wrapping all returns, “L" shaped mouse holes to hold
panel to kiosk frame, and blocking to secure, inset /4" into
kiosk frame.

Kiosk Frame: Fabricated aluminum P2 with P7 inside reveal
and chamfored edges.

Footer Panel: 4" deep fabricated aluminum panel painted
P2, with P3 “Alexandria” and P27 “City of & Est. 1749"

Post(s): 5" x 2'/2" aluminum posts P2.

Baseplate/Footing: below-grade baseplate with stainless
steel anchor bolts set into poured in place concrete footing.

3-7"
21/2" Post 21/2" Post
1" Overhang // 1" Gap 1" Gap ~
Ly L
1T 2'-10" Kiosk Frame, Header & Footer Panels 11
. 2'-3" graphic panel(s) .
1 1
~| = i
o k [ ]
Top View
®
Scale: 3/4"=1"-0"
3-7"
L L
1 1
= el
o
INFORMATION
7> T e——
i graphic panel
R 2-3"x4'-101/2"
Lo

RS

- 1" Overhang
Y

Header panel
Cross bar

Filler bar

Graphic panel(s)

Kiosk frame

Cross bar
Footer

Post(s)

OLD TOWN

/J

graphic panel
2-3"x4'-101/2"

/J

1" ALEXANDRIA 5

O Elevation
1
Scale: 3/8"=1"-0"

O Side View
2
Scale: 3/8"=1"-0"
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O Back Elevation
3
Scale: 3/8"=1"-0"
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3-7
31/2" 31/2"
e 23" A
L L L L
(I T
/\‘/— Header frame
_ — T /— Header panel
- R
= ~ OLD TOWN = |4 /— Cross bar
1 [ o
/ — Filler bar
- |
= ~——  Framin
g
L] i Graphic panel
L ////— raphic panel(s)
T i
z.d \Vl\ L
A T
o o
. = - Mitered edge
o il
/— Post
v
= 7 I N Cross bar
_ i
7 o
Li A o [ N p— Footer Panel
F e s ST T e ‘Centered
~
. b,
>
O Graphic Detail
5
Scale: 3/4"=1"-0"
MARCH 2011

IK.2 Visitor Kiosk

two sided

GRAPHIC DETAILS

Header Panel: Painted to match district graphic and colors
or P5 for information graphic. Information text 13/4" cap
height P1, TF2 set in uppercase and tracked +340 em in
Adobe lllustrator. Information Icon 4 2" x 4 /2" square, P1,
and P7

Graphic Panel(s): 12 color high resolution digital prints
(artwork by others).

SECTION 1. SIGN DETAILS m



IK3 Visitor Kiosk

wall mounted

FABRICATION DETAILS

Header Panel: 2 /4" thick aluminum cabinet painted P5 thick
with Va" thick aluminum frame painted P5. Where instance
of District Header, sign face and frame are painted to match
district colors and graphics.

Cross bar(s): 1" thick and 3" wide aluminum flat bar P2.

Filler Bar: 1" thick x 172" high aluminum filler bar P2 to
secure graphic pans.

Graphic Panels: /16" thick pan formed panels, with digital
print wrapping all returns, “L" shaped mouse holes to hold
panel to kiosk frame, and blocking to secure, inset /4" into
kiosk frame.

Kiosk Frame: fabricated aluminum P2 with P7 inside reveal.

Footer Panel: 2 /2" deep fabricated aluminum panel painted
P2, with P3 and P27 “Alexandria Logotype”.

30"

»~ 1" Overhang
9

2'-10" Kiosk Frame, Header & Footer Panels

1" Overhang ~
e

A

2'-3" graphic panel(s) }

1

1

31/2"
é

Q Top View
3
Scale: 3/4"=1"-0"

8-1/2"

- INFORMATION
Z—=
g . graphic panel
© |5 23" x4'-101/2"
© | in
9
P, .
—
TN e A

O Elevation
1
Scale: 3/8"=1"-

0
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Side View

&

Scale: 3/8"=1'-0"
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IK3 Visitor Kiosk

wall mounted

. 30" . GRAPHIC DETAILS
A N Header Panel: Painted to match district graphic and colors
f 3172 2.3 3172 \ or P5 for information graphic. Information text 13/4" cap
L L . ) .
~ . 1 T Header frame height P1, TF2 set in uppercase and tracked +340 em in

Adobe lllustrator. Information Icon 4 2" x 4 /2" square, P1,

Header panel
and P7

Cross bar

» INFORMATION Graphic Panel(s): 12 color high resolution digital prints
f 1 Retainer (artwork by others, to be provided to vendor based on style

template).
/ Framing

— Graphic panel(s)

11/2"

M7 I
graphic panel /_ Mitered edge
2-3"x4-101/2" y

6'-61/2"

4-101/2"

v

K 4 N

NG
1
K e cor
F = tor ALEXANDRAA vy fmms Centered

31/2"

Footer Panel

O Grapic Detail

4

Scale: 3/4"=1'-0"
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PD.1 Pedestrian Directional
pointer

FABRICATION DETAILS

Post Cap: 7" square x 172" thick aluminum plate welded to

post all welds ground smooth L 78 )
Pointer frame: 2" thick fabricated aluminum frame mechan- 1
ically attached to post, sign panel is captured within frame - L
and is inserted from post side, prior to attachment painted H
P6 with P7 inside return. 6 3-7" .
1 1
. ERVAL . . . . ——1
Sign panel: 12" thick fabricated aluminum frame painted i
o~
P5 with applied vinyl graphics. < -
Post: 6" square aluminum tube painted P2 B
.
Baseplate/Footing: below-grade baseplate with stainless = BRONES Top View
steel anchor bolts set into poured in place concrete footing. e Q Scale: 3/8" = 1 0"
5 Post cap
= 3
§ Pointer frame
@
()
é Primary text a
é Carlyl Supplemental text a
=
> BEROmE .
Symbol field(s)
Post

O Elevation Q Side View
1 2
Scale: 3/8"=1"-0" Scale: 3/8"=1"-0"
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1-10"

37"

S H

20 min.walk to. Waterfrontw

ARONEE

F\T
/ #
4 4"
/\
Q Top View
5
Scale: 1"=1"-0"
,,,,,,,,,,,,,, Gearge Washington
,,,,,,,,,,,,,,,,,, Masonic Memorial
'''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' Amtrak /.
Q Top View
4
Scale: 1"=1"-0"
MARCH 2011

Align

Post cap

Pointer frame

Primary text a
Sign panel

Supplemental text a

Frame return
Symbol field(s)

Post

Primary text b

PD.1 Pedestrian Directional
sign blade grid details

GRAPHIC DETAILS
Primary Text A: OV1, 37/s" cap height TF2.

Supplementary Text A: OV1,13/s" cap height TF4B on 2 /4"
line spacing optically spaced and tracked +10 em in Adobe
[llustrator.

Primary Text B: OV1,17/s" cap height TF2 on 2 /5" line
spacing and 3 7/s" paragraph spacing.

Symbol Instance: OV3 with knocked out graphic to P5,

312" x 32" square symbols, or 3'/2" from top of M to base
line of Metro for metro symbol.

SECTION 1. SIGN DETAILS m



PD.2 Pedestrian Directional

mini-kiosk

FABRICATION DETAILS

Kiosk Cabinet: Fabricated aluminum P2 2 piece cabinet,
that clamps around existing light fixture closed top and
bottom to match shape of light post, no visible fasteners
on front of unit, seems to be minimized. Internal framing to
accept graphic panels inserted from bottom, with retaining
plate mechanically fastened with tamper resistant painted
hardware on bottom.

Graphic Panel: 12 color Digital High pressure laminate panel
V4" thick minimum, inserted into channel frame located
inside of cabinet from bottom. Retaining panel mounts to
bottom to secure panel in cabinet.

I
o T}
I
I
o T1
I
I
o T
I
I
o T}
I

/— Existing light
fixture

. Kiosk cabinet

Graphic panel

=
RS

3-31/4

40"

Q Elevation (Side A) O Elevation (Side B) Q Elevation (Side C) O Elevation (Side D)
1 2 3 4
Scale: 1/4"=1"-0" Scale: 1/4"=1"-0" Scale: 1/4"=1"-0" Scale: 1/4"=1"-0"
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PD.2 Pedestrian Directional
mini-kiosk

GRAPHIC DETAIL
Info lcon: 2" x 2" square painted P7 field, P1"i"” and border

10" Alexandria Logotype: Mask and sprayed P3 “Alexandria”
P27 “City of and Est. 1749". Logo is 3/2" tall based on E in

—_

'_——Infoicon
| Alexandria logotype “Alexandria”.

L
1
/ Symbol Instance: 3/2" x 3/4" D3

| —— Message
; Message A: 3/2" cap height TF2 tracked -10 em in
Graphic panel
r Adobe lllustrator

Lt t——  Arrow instance
ol 1/_64" rule Graphic Panel: /2" Digital high pressure laminate panel D8,
I Distance message and D5 upper panel area, and 12 color digital print map or
interpretive artist panel. Messages on directional panels are
identical, arrows are reversed.

| ——  Symbol instance

Arrow Instance:3/s" x 3/." D3

:§ Rule: D1 on D8 field or D8 on D5 filed
o Graphic Area
R I Int ti . .
% - Arr:i:trg;en;vlearea Distance Message: 3/s" TF2, D3 tracked + 20 em in
& 10" x2-91/4" Adobe lllustrator.
Sign Cabinet: Fabricated aluminum 2-piece cabinet P2,
clamps to existing post access through hand holes, top and
Maparea, |_—— Handholes in cabinet bottom cut to match profile of post.

LA

10"x1-51 /2

/— Sign cabinet

O Graphic Grid (Directional Panel) Q Graphic Grid (Interpretive)
5 6
Scale: 11/2"=1"-0" Scale: 11/2"=1"-0"
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PD.3 Pedestrian Directional
A-frame

FABRICATION DETAILS
A-Frame: 24" x 42" Steel A-frame painted P2.

Panel: minimum 6" thick aluminum or steel panel measur-

ing 24" x 36"; painted PT2 with digitally printed graphics for
the individual business names/logos.

20"

SHOPPING AND DINING SHOPPING AND DINTNG

South Washington St. = & South Washington St.

30"

Q Elevation Q Side View Q Back Elevation
1 2 3
Scale: 3/4"=1"-0" Scale: 3/4"=1"-0" Scale: 3/4"=1"-0"

m CITY OF ALEXANDRIA WAYFINDING SYSTEM VOLUME TWO:. TECHNICAL GUIDELINES MANUAL MARCH 2011



2'-0"
¢
X \ .
112t 2 — Flourishes
/} Secondary text
| ;
; m/ b Primary text
SHOPPING AND DINFNG | _——  Arrow field
. - |
South Washington St—=> rtrame
q
Individual
buisness
4 logo(s) or
5 lettering
R2)
0 )
o s Sign panel
- ;
|
I
I
|
I
Q Graphic Grid
4
Scale: 11/2"=1"-0"
MARCH 201

PD.3 Pedestrian Directional
A-frame - panel grid

GRAPHIC DETAILS
Primary Text: D1,1"/s" cap height TF2.

Secondary Text: D9, "/i" cap height TFAE based on lower
case “E" tracked +205 em in Adobe Illustrator.

Flourishes: Digitally printed Pantone Cool Gray 10

Arrow Field: D1, 2" x 2" square.

SECTION 1. SIGN DETAILS



PK.1 Parking Identity

freestanding

FABRICATION DETAILS

Post Cap: 7" square x 12" thick aluminum plate welded to
post all welds ground smooth.

Light Fixture Bracket: fabricated aluminum, P2.

Light Fixture: Sign Star Style A, 8 watt with B style cap and final grﬂ;{r—]etric
satin black (BLP) finish, by B-K Industries Solid State Light- to be determined by
ing Controlled by photocell. manufacture to assure

even illumination

Cross Bar(s): 1'/4" thick x 37/2" wide aluminum flat bar or

aluminum rectangular tube P2 welded to post. 3-101/4"
Post cap
Sign Panel: Two (2) V46" thick aluminum panels P5 with fq = 1 Lighting fixture S
P11 field and P1"P" symbol. el Cross bar M
= : :
Sign Frame: 2'/2" deep by 2 /2" wide x /2" thick aluminum : .
. o N Sign Panel
square corner angle painted P5 and inside return P13. s
™
. LA 1sn . . Cross bar
Clt.y/Operator Panel: 2 /2" deep fabricated aluminum panel o Operator panel e
painted P2. -~

Post: 6" square extruded aluminum tube painted P2.

Hand hole: Flush mounted access point for all electrical
connections and conduit access.

15-4"

Baseplate/Footing: Below-grade baseplate with stainless
steel anchor bolts set into poured in place concrete footing
with concealed conduit run.

/— Post
-

10'-4 1/2" Minimum Clearance

Hand hole
B/ (flush mounted)
O Elevation O Side View O Back Elevation
1 2 3
Scale: 1/4"=1"-0" Scale: 3/8"=1"-0" Scale: 3/8"=1"-0"
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PK.1 Parking Identity

freestanding

GRAPHIC DETAILS

3334 Symbol Field: P11 field and P1“P", 2'-1" square field.
51/2"
21/2" Gap 11/4" Overhang Operator Panel: P2 panel with OV1, logo (digital artwork to
( . X be obtained from lot operator), or P3 “Alexandria” and P27
: 1 ¢ 1 "City Of" and “Est. 1749" on City owned-lots.
= X
! Lighting fixture
=§ o 1 Concealed conduit
= SN (:‘ Lighting support
S \u:_ =1 _: Cross bar
| L
7 = Sign frame
|
- U ‘/_ .
I — Sign panel
| 4 _
I - Symbol field
|
| /
55| = !
o | N o~ |
: |—> Frame return
|
|
-+ |
i |
1 | Cross bar
f— I
f Operator panel
=3 I )»\\\éCentral e
= ~ V4
- | "
| 1
\./L\ I
1
City operator panel
.
Qb Lt Tt mo T T e Align

O Graphic Elevation

4

Scale: 3/4"=1"-0"
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PK.2 Parking Identity

building mounted

FABRICATION DETAILS 2-6"
) . . . final photometric
Mounting Plate: 6" wide x 14" thick aluminum plate to be determined by
mounted to existing wall P2, fasteners to be painted P2. manufacture to assure J_ Lighting fixture
L even illumination L
Light Fixture Bracket: fabricated aluminum, P2. J 1

7 Cross bar
Light Fixture: Sign Star Style A, 8 watt with B style cap and S e
satin black (BLP) finish, by B-K Industries Solid State Light-
ing Controlled by photocell. Sign panel
and frame

Cross Bar(s): 1'/4" thick x 37/2" wide aluminum flat bar or
aluminum rectangular tube P2 welded to mounting plate

30"

Mounting plate

Sign Panel: two (2) Vi¢" thick aluminum panels P5 with
P11 field, and P1“P" symbol. )

L /— Cross bar
p do| L]
‘ Jt i Operator panel
. i /_
]

o i
(s (D

Scale: 1/2"=1"-0" 3

vl

Sign Frame: 2'/2" deep by 2 /2" wide x /2" thick aluminum 11/4"

square corner angle painted P5 and inside return P13.

=
—X e &

City/Operator Panel: 2 /2" deep fabricated aluminum panel
painted P2.

41/24\\
t
—
(L=

45"
3-91/2"

o |
Q
=4
2

3

ing

. .
L i B Sentral

O Elevation O Back Elevation
1 2
Scale: 1/2"=1"-0" Scale: 1/2"=1"-0"
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11/4"
- 3-33/4"
51/2"
f 21/2" Gap K 20 114" %/— Lighting fixture
1L = s Concealed conduit
~ B (‘ Lighting support
; i 5 Cross bar
" T = Sign frame
E 7 tj ‘; Sign panel
e
- Symbol field
25|
) ARG
X
=3
] Frame return
4
_ Cross bar
\_ Operator panel
|~ X — - - — - )>\\=Central S __,/_
City operator panel
i ”””””””””””””””” EST. |
PG "R A O e B Align
Q Graphic Detail
4
Scale: 3/4"=1'-0"
MARCH 2011

PK.2 Parking Identity

building mounted

GRAPHIC DETAILS
Symbol Field: P11 field and P1"“P", 2'- 1" square field.

Operator Panel: P2 panel with OV1, logo (digital artwork to

be obtained from lot operator), or P3 “Alexandria” and P27
"City Of " and “Est. 1749" on City-owned lots
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PK.3a Parking Trailblazer
light pole

FABRICATION DETAILS

Sign Panel: .080" aluminum panel with /2" radius eased
corners painted P5 (sign face and edges), and P2 (back of
sign).

Rule: applied OV13 rule /8" thick.

Symbol Field: applied reflective vinyl square RV11 with RV1
"P"icon.

Arrow: applied reflective vinyl RV1arrow.

Strap Fastener: Bandit Brack-it #D02189 (black) with
Band-fast straps (black).

Post: existing square (Gadsby-style) or round light poles.
Installer to verify in field.

23"

1

25/8"

= e N
=
7
©
=~
[I9)
o~
a

A
&
~
o

21/16"
\\

71/2"

21/16"
8

R1/2"

IR

-

C Elevation
Scale:11/2"=1"-0"
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Sign Panel

Rule

Symbol field

Arrow field

—_

C Side View
Scale:11/2"=1"-0"

——  Strap Fastener

——  Post

(existing, by others)
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PK.3a Parking Trailblazer
light pole

GRAPHIC DETAILS
SEE FABRICATION DETAILS

O Elevation (up/direction arrow) Q Elevation (alternate arrow size)
3 4
Scale:11/2"=1"-0" Scale:11/2"=1"-0"
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PK.3b Parking Trailblazer

mast arm

FABRICATION DETAILS

Sign Panel: .080" aluminum panel with /2" radius eased
corners painted P5 (sign face and edges), and P2 (back of

sign). 3.4
Rule: applied OV13 rule //s" thick. 338 1-6" , 0 101/2" , T

1 1 1 1 1 1
Symbol Field: applied reflective vinyl square RV11 with RV1 Lq&' )
"P"icon. R1/2"

,— Sign Panel
A

Arrow: applied reflective vinyl RV1 arrow. - Arrow field
Strap Fastener: Bandit Brack-it #D02189 (black) with i

£y
Band-fast straps (black). 2l ol {4- o-- L ¢ o
Post: existing square (Gadsby-style) or round light poles. Symbol
Installer to verify in field.

- L L—  Rule

Post: existing mast arm poles. Installer to verify in field.

. =

— . J

C Elevation
Scale:11/2"=1"-0"

Strap Fastener Mast Arm (existing, by others)

C Top View
Scale:11/2"=1"-0"
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3.4

146"

L L
1 1
) Sign Panel
y— ign Pane
N Arrow Field
/
4— Symbol
o 5
L —  Rule
e
O Elevation (up/It or up/rt arrow)
3
Scale:1"=1"-0"
3-9"
1-33/4" L
1

146"

C Elevation (rt/It arrow)
Scale:1"=1"'-0"

GRAPHIC DETAILS
SEE FABRICATION DETAILS

PK.3b Parking Trailblazer

mast arm
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TB.1 Destination Guide Sign
highway supplemental guide sign

FABRICATION DETAILS

All fabrication details and structures to conform to Virginia
Department of Transportation Road and Bridge Standards
Publication Section 500 Guardrails, Fences and Markers.

Sign vendors should confirm all dimensions, and fabrication
requirements with the Virginia Department of Transportation
prior to any construction of these signs.
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Old Town
Alexandria
EXITS

L VISITOR INFORMATION )

Sign panel

/— Sign post

Elevation

O,

Scale: 3/16"=1"-0"

Side View

O,

Scale: 3/16"=1"-0"
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To be determined by Virgina Department of Transportaion

—_e
—

avg. letter
height
of adcent text

Old Town
Alexandria
EXITS

height
| |

3/4 avg. u/c

12"

h%\@ —

To be determined by Virgina Department of Transportation

8..
—

,—— Border

L VISITOR INFORMATION )

Q Elevation
3
Scale: 3/8"=1"-0"

MARCH 201

TB.2 Destination Guide Sign
highway supplemental guide sign

GRAPHIC DETAILS

Information shown in this diagram is based on the under-
standing of the Manual of Uniform Traffic Control Devices
2009 edition. Section 2E - Guide signs - Freeways and
expressways.

Graphic details shown are based on Table 2E-3 Minimum let-
ter and Numeral Sizes for expressway Guide Signs According
to Sign Type, and 2E-15 Interline and Edge Spacing.

Sign vendors should confirm all dimensions, and fabrication

requirements with the Virginia Department of Transportation
prior to any construction of these signs.
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TB.2 Destination Guide Sign

destination guide sign

FABRICATION DETAILS

All fabrication details and structures to conform to Virginia
Department of Transportation Road and Bridge Standards
Publication Section 500 Guardrails, Fences and Markers.

Sign vendors should confirm all dimensions, and fabrication

requirements with the Virginia Department of Transportation
prior to any construction of these signs.

Sign panel

-

/— Sign post

O Elevation O Side View
1 2
Scale: 3/16"=1"-0" Scale: 3/16"=1"-0"
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TB.2 Destination Guide Sign

destination guide sign

GRAPHIC DETAILS

Information shown in this diagram is based on the under-
standing of the Manual of Uniform Traffic Control Devices
2009 edition. Section 2E - Guide signs - Freeways and
expressways.

Graphic details shown are based on Table 2E-3 Minimum let-
ter and Numeral Sizes for expressway Guide Signs According
to Sign Type, and 2E-15 Interline and Edge Spacing.

Sign vendors should confirm all dimensions, and fabrication
requirements with the Virginia Department of Transportation
prior to any construction of these signs.

To be determined by VaDOT

To be determined by VaDOT

OElevation

3

Scale: 3/8"=1"-0"
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2.SPECIFICATIONS

PART 1 GENERAL
1.00 RELATED DOCUMENTS

Bidding requirements, contract forms, and conditions of the contract as
provided by the city shall be included in and made a part of this Section.

1.01 WORK INCLUDED

a. Fabrication of all sign types as detailed in the City of Alexandria Way-
finding System Design Guidelines Manual and indicated for use in the
required scope of work.

b. Site observation to verify existing site conditions and dimensions. Site
observation shall note all potential installation conflicts between sign
installation locations and existing building conditions and systems.

c. Coordination with the city during all phases of development, fabrication,
and installation.

d. Shop drawings, layouts, samples, and prototypes for city approval.
e. Full scale prototypes as required in these Specifications.

f. Structural design and calculations when appropriate to substantiate
design. It is required that the Sign Contractor include a certified engineer’s
review and stamp for all signage elements and footings.

g. Review and coordinate, furnish and install all supports and footings
required for the installation of all signs.

h. Installation of all fabricated signs, including all fasteners related electri-
cal connections.

1.02 RELATED WORK FOR SPECIFIC INSTALLATIONS

a. For each specific phased installation, examine Contract Documents for
addtional requirements that affect work of this Section. Other Specifica-
tion Sections that directly relate to work of this Section may include, but
are not limited to:

02100  Site Preparation

02200 Earthwork

02513  Portland Cement Concrete Paving
03450  Architectural Precast Concrete




Specifications

03100  Concrete Formwork
03200 Concrete Reinforcement
03300 Cast-in-Place Concrete
04210  Brick Masonry

1.03 REFERENCES

a. Comply with applicable requirements of the following standards. Where these standards
conflict with other specified requirements, the most restrictive requirements shall govern.

1. American Concrete Institute (ACD:
304 Measuring, Mixing, Transporting, and Placing Concrete.
305 Hot Weathering Concrete
316 Construction of Concrete Pavements and Concrete Bases.
2. American Society for Testing and Materials (ASTM):

A 53 Pipe, Steel, Black and Hot-Dipped, Zinc-Coated Welded and
Seamless

B209  Aluminum and Aluminum Alloy Sheet and Plate.

B 221 Aluminum-Alloy Extruded Bars, Rods, Wire, Shapes, and Tubes.

B308  Aluminum-Alloy 6061 T6 Standard Structural Shapes Rolled or
Extruded.
B429  Aluminum-Alloy Extruded Structural Pipe and Tubing.

C33 Concrete Aggregates

C9o4 Ready-Mixed Concrete
C143
C150

Slump of Portland Cement Concrete
Portland Cement

c171 Sheet Materials for Curing Concrete

C494  Chemical Admixtures for Concrete

D 256  Impact Resistance of Plastics and Electrical Insulating Materials
D 638  Tensile Properties of Plastics

D 648 Deflection Temperature of Plastics Under Flexural Load

3. American Welding Society (AWS): Aluminum Welders Certification: Provide certifications

signed by Contractor, certifying that welders employed on Project comply with requirements
specified under AWS D.1and AWS D1.3.

4. Virginia Department of Transportation (VDOT):
Specifications Standard Specifications - Construction and Materials.

5. Manual of Uniform Traffic Control Devices (MUTCD):
Standards For Streets and Highways

b. Codes:

1. The Sign Contractor is responsible for complying with all federal, state, and city/town build-
ing codes. Any and all proposed fabrication/installation that does not comply with these codes
shall be brought to the attention of the city for review and resolution prior to fabrication. The
Sign Contractor will be responsible for obtaining required permits to install the signs.

2. The Sign Contractor is responsible for complying with the Americans with Disabilities Act.
ADA legislation and guidelines have been published in the Department of Justice Federal Regis-
ter, July 26, 1991, 28 CFR Part 36, Title Ill: Public Accommodations and Commercial Facilities.
The Sign Contractor is responsible for complying with all regulations subsequently issued.

3. Any and all proposed fabrication/installation that does not comply with ADA (including but
not limited to construction, mounting, finish, contrast, and character height) shall be brought to
the attention of the city for review and resolution prior to fabrication.

1.04 SIGN FABRICATOR QUALIFICATIONS

a. Indicate five (5) projects which are similar in nature to the project described herein and
provide the following for each:

1. Name of project and its geographic location.
2. Start date and completion date of project/work.
3. Owner's name, addresses, telephone, and contact person.

4. Brief, but thorough, description of the work including all trades involved; name(s) of respon-
sible supervisory fabrication and installation personnel.

5. Photographs of project examples listed above which represent the work of
the firm.

b. The Sign Contractor must have previous experience in the fabrication and installation of
a similar sign program. At least three (3) of five (5) of the projects listed above must be of
similar scope and complexity to the project described herein.

c. Firm References: Provide three (3) references from the experience list above. Provide con-
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tact name, address, telephone number, and project name and location for each reference. It is
imperative that accurate contact names and phone numbers be given for the projects listed.
All references should include a contact person who can comment on the firm’s ability to suc-
cessfully complete a project of this type. The city reserves the right to contact references for
any projects provided as noted above, or through any other source available. Such references
will be held in strict confidence.

d. Insurance: provide a Certificate of Insurance verifying the amount of your firm's coverage
for comprehensive general liability, worker's compensation, employer’s liability, and profes-
sional liability. The city is to be additionally insured for this coverage.

e. Sub-contractors: All sub-contractors must be identified, and a complete description of
their role relative to this contract must be included. It is highly desirable that all sub-con-
tractors named will have prior experience working as a team. All sub-contractors must have
a good working relationship with the prime contractor. If no sub-contractors are noted, it is
understood that all work will be performed by the proposer's staff. The city reserves the right
to accept or reject any sub-contractor.

f. Minor irregularities in the bid which are immaterial or inconsequential in nature may be
waived whenever it is determined by the city to be in it's best interest. If company literature
or other publications are included, they should include reference to the document name and
page. Submittals containing no such citations will be considered complete and without need
to refer to other documents.

1.05 SHOP DRAWINGS

a. The drawings in this package are for design intent only. The Sign Contractor is responsible
for the proper engineering of all items. The internal structure, dimensions, and specifications
for all items shall be indicated in the shop drawings. The city will not provide electronic files
of design intent drawings - it is intended that the Sign Contractor produce original, CADD-
generated shop drawings. In certain cases, artwork will be provided for specified patterns,
logos and custom profiles.

b. Description: Provide shop drawings for all items including:

1. Complete fabrication and installation drawings for each sign type, indicate dimensions,
materials, finishes, fastening, anchorage, joining, sealing, backing, utility requirements, rough-in,
paving, foundation, expansion joints and adjacent related site conditions.

2. Each sign type with all graphic elements.
3. Accurately reproduced letter styles.

4. Provide two (3) complete sets to city for review.

Specifications

1.06 PRODUCT / CATALOG DATAa. Submit only manufacturer's standard draw-

ings and catalog sheets, brochures, diagrams, schedules, charts, illustrations, test results, and
other standard descriptive data pages which are pertinent. Delete all non-applicable data.

1. Mark-up each copy to identify pertinent materials, products, or models.

- 2. Clearly mark-up each copy of the submittal data to identify the Section, Page Number, and
Article of the Specifications to which it is referenced.

- 3. Show dimensions and clearances required.

b. Provide two (3) complete sets to city for review.

1.07 SUBMITTALS

a. Submit physical samples of sufficient size and quantity to illustrate materials, finishes,
equipment or workmanship, and to establish standards by which completed work will be
judged. Samples must represent the functional characteristics of the product or material, with
integrally related parts and attachment devices, colors, and finishes.

b. Welders Certification: Provide certifications signed by Contractor, certifying that welders
employed on Project comply with requirements specified under AWS D.1 and AWS D1.3.

c. Complete list of prototypes required shall be provided to the Sign Contractor. Prototypes
shall become the property of the city and may be part of completed signs as noted in Signage
Schedule.

d. Field Measurements: Take all necessary field measurements before preparation of shop
drawings and fabrication. Do not delay progress of the job. If field measurements are not
possible prior to fabrication, allow for field cutting and fitting.

e. Initial Selection Samples: Submit samples showing complete range of colors, textures, and
finishes available for each material used.

f. Verification Samples: Submit representative samples of the following materials for approval
prior to construction. Show full color ranges and finish variations expected. Provide samples
having minimum size of 144 sq. in.

g. Vinyl samples, in specified type style, size and graphic, for each color and finish designated
in the Guidelines.

h. Representative masked and sprayed sample pattern in each color and finish designated on
the Guidelines.

i. Paint color and finish sample on 1/8 in. thick aluminum, for each color and finish required.

j. For each sign type, provide one (1) full size sign face layout, accompanied by scaled plots
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Specifications

of every sign face for each sign message specified. Templates are not acceptable. Include - 6. Clearly identified field dimensions, when known.

character and word spacing. Outlined (pen-plotted) lettering is not acceptable. 7. Specification Section Number.

k. Plotted template or camera-ready artwork for making symbols specified; include arrow,

i bol ot 8. Applicable standards, such as ASTM and others.
parking symbol, etc.

9. A blank space, 4" x 4", for the or consultant’s stamp.
- 10. Identification and description of deviations from Contract Documents.
1.08 PROTOTYPES P ption of f

11. Written request for selection of colors, patterns, and textures for materials contained in
submittals. Note: Provide each and every item of finish, including color, pattern, and texture as
selected or approved by the city.

a. Sign Prototype: Prior to commencing work of this Section, provide production
protoypes of selected signs or sign components as detailed in the Guidelines, as
directed by the city, at locations acceptable to the city.

b. Obtain city acceptance of visual qualities - 12. Sign Contractor's confirmation, initialed or signed, indicating review of submittal, compli-

ance with Contract Documents, and verification of field measurements when applicable.
c. Protect and maintain accepted protoypes throughout the remainder of work of this Section

to serve as criteria for acceptance of visual qualities d. Provide two (3) complete sets to city for review.

d. Approved prototypes may be incorporated into finished work e. Calculations: Provide professionally prepared calculations and certification of the perfor-
mance of the work. Show how design load requirements, wind load requirements and other
performance criteria have been met. Provide calculations stamped and sealed by a profes-

1.09 SUBMITTAL REQUIREMENTS sional engineer registered in the State of Virginia.
a. Make submittals at least ten (10) days before date that approved submittals are required.

b. Accompany submittals with transmittal letter in duplicate, containing: 1.10 RESUBMITTAL REQU|REMENTS
-1 Date

a. Shop Drawings

2. Project title and number. 1. Review drawings and indicate revisions date as required, and resubmit as specified for initial
3

. Sign Fabricator’s name and address. submittal.
4. Description of data contained in submittals. - 2. Indicate on drawings all changes that are different than those requested by the city.
5. Listing of any letters containing description of deviations from Contract Documents. b. Product data and samples: Submit new data and samples in accord with some criteria as

6. Other pertinent data required for first submittals.

c. Submittals shall include:

1.11 DISTRIBUTION OF SUBMITTALS AFTER REVIEW

a. Distribute copies of shop drawings and product data which carry the city’s approval stamp to:

1. Date and revision dates.

2. Project title and name.

o ] 1. Sign Contractor's file, job site file, and product record documents file.
3. The names of city, sign contractor, sub-contractor, supplier, manufacturer, and separate

detailer when pertinent. - 2. Sub-contractors, suppliers, and sign fabricators as appropriate.
4. Identification of product or materials. + 3. Other prime contractors.
5. Relationship of product to adjacent structure or materials. b. Distribute samples as directed by city.
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1.12 SIGN FABRICATOR'S RESPONSIBILITIES

a. Sign Contractor is responsible for providing any necessary computer program conversion,
font, computer program, or equipment purchases; or other provisions in order to coordinate
exactly with the Guideline drawings and other submissions.

b. Review shop drawings, product data, and samples prior to submittal to city.

c. Verify field measurements, field construction criteria, catalog numbers,
and similar data.

d. Coordinate each submittal with work of the project and with the
city's Contract Documents.

e. Sign Contractors's responsibility for errors and omissions in submittals or in deviations
from the requirements of the Contract Documents is not relieved by the city’s review of
submittals.

f. Notify city in writing of deviations from requirements of the Contract Documents at the
time of submittals.

1. A “deviation” shall be construed to mean any change to the sequence indicated on Drawings
or specifications.

2. A “deviation” is not intended to allow substitutions or product options.

3. In addition to notifying city in writing of deviations, clearly indicate deviations on shop draw-
ings.

g. Do not begin work that requires submittals until submittals have been returned with city's
or consultant's stamp and initials indicating review and approval.

h. After city's review, distribute copies of approved drawings, data, and submittals.

113 CITY RESPONSIBILITIES

a. Review submittals with reasonable promptness on basis of design concept of project and
information contained in Contract Documents.

1. The scope of the city’s review is to check for general conformance with the design concept of
the project and general compliance with Contract Documents only. No responsibility is assumed
by city for accuracy of dimensions, details, quantities, or procedures shown on shop drawings or
submittals.

2. Omission in shop drawings of items, materials, or processes indicated in Contract Drawings
or Specifications, or otherwise required for proper execution and completion of work, does not
relieve the Sign Contractor from responsibility for providing such items, materials, or processes.

Specifications

Sign Contractor is responsible for accuracy, dimensions, quantities, strength of connection, coor-
dination with various trades, and conformance to project requirements and all applicable codes.

3. Approval of a separate or specified item does not necessarily constitute approval of an as-
sembly in which item functions.

b. Affix stamp and initials or signature acknowledging review of submittal as follows:
1. Approved.
2. Approved with notations, resubmittal not required.
3. Not approved. Resubmittal required.

c. Return submittals to the city for distribution.

1.14 CONSULTANT'S RESPONSIBILITIES

a. Review submittals with reasonable promptness as they relate to design concept of project
and information contained in Contract Documents.

1. The scope of the consultant’s review is to check for general conformance with the design
concept of the project and general compliance with Contract Documents only. No responsibility
is assumed by consultant’s for accuracy of dimensions, details, quantities, or procedures shown
on shop drawings or submittals.

2. Omission in shop drawings of items, materials, or processes indicated in Contract Drawings
or Specifications, or otherwise required for proper execution and completion of work, does not
relieve the Sign Contactor from responsibility for providing such items, materials, or processes.
Sign Contactor is responsible for accuracy, dimensions, quantities, strength of connection, coordi-
nation with various trades, and conformance to project requirements and all applicable codes.

3. Approval of a separate or specified item does not necessarily constitute approval of an as-
sembly in which item functions.

b. Refer to Section 01000, GENERAL REQUIREMENTS for Architect's Action on Submittals.

c. Selected artwork files may be provided to the Sign Contractor as Adobe lllustrator files
(CS5, PC Platform).

d. Return of submittals to Sign Contractor with all comments.

1.15 MAINTENANCE MANUALS

a. Provide three (3) up-to-date copies of all shop drawings, product data, and other informa-
tion described in this Section.
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Specifications

1. Make required submittals not later than six (6) weeks prior to scheduled completion of project.

2. Submittals shall be made by permanent reproduction copy equipment from typewritten or
typeset originals.

3. Pre-punch 8 1/2" x 11" sheets for standard three ring binders.
4. Submit larger sheets in rolled and protected packages.
b. Submittal format: Provide each of the following items, as applicable, for each required item.
1. Manufacturer’s data: provide catalog data sheets, specifications, name plate data, and parts list.

2. Extra parts: Provide a listing of extra stock or parts furnished as part of the Contract. As indi-
cated on drawings.

3. Warranties: Provide specific manufacturer's warranty. List each component covered with day
and date warranty begins, date of expiration, and name, address, and telephone number of person to
contact regarding problems during warranty period.

4. Provide names, addresses, and telephone number of Sign Contractor, its subcontractors, suppli-
ers, installers, and authorized service and part suppliers. Format as follows:

4a. Sign Contractor:
Address:

Telephone Number
Fax Number:

Person to Contact:

4b. Sub-Contractor:
Address:

Telephone Number:
Fax Number:

Person to Contact:

4c. Installer:
Address:
Telephone Number:
Fax Number:
Person to Contact:

4d. Local Representative:
Address:

Telephone Number:

Fax Number:

Person to Contact:

1.16 WARRANTY

a. Warrant all work against failure because of faulty materials, workmanship, assembly and
installation, for a period of five (5) years from date of substantial completion.

b. Fading, cracking, warping, peeling, delaminating, rusting, corroding, and structural failure,
including distortion by whatever cause, shall be construed to mean failure because of faulty
materials and workmanship.

c. Failures during the warranty period shall be repaired or replaced to the satisfaction of the
Owner and Designer.

1.17 MAINTENANCE MATERIALS

a. Touch-up paint: Provide Owner with one quart can of touch-up paint of each type and
color used in the work.

1.18 QUALITY ASSURANCE

a. Source: For each material type required for the work of this Section, provide primary ma-
terials which are the product of one manufacturer. Provide secondary or accessory materials
which are acceptable to the manufacturers of primary materials.

b. Installer: A firm with a minimum of three years experience in type of work required by this
Section and which is acceptable to manufacturers of primary materials.

1. If installer is different company than sign contractor, notify city in advance providing install-
er's name, address, telephone number, and name of contact person. (At discretion of the city)

c. All work and material shall be in accordance with all applicable codes and standards
and shall be acceptable to all authorities having jurisdiction. Work shall meet or exceed the
requirements of the Virginia State Building Code.

1. Fonts: Sign Contractor must purchase specified original font software from font suppliers;
city will not supply font software or digital copies of fonts. Conversions, translations, or “close
matches” are not acceptable.

2. Computer Capabilities: Sign Contractor must have capability to process digital files prepared
on Windows PC platform. Translations to alternate sign cutting platforms must be approved by
the city.

3. Software: Sign Contractor must possess PC-based software versions of Adobe lllustrator. Conver-
sions to other software or platforms must be approved by the city.
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1.19 PERFORMANCE REQUIREMENTS

a. Design: Engineer and design signage units to withstand stresses induced by wind loads,
live loads, dead loads, temperature, shrinkage, fabrication, handling and erection in accor-
dance with applicable codes. Furnish engineer’s certificate stating that sign design meets or
exceeds requirements of Contract Documents.

1.20 DELIVERY, STORAGE AND HANDLING

a. Deliver materials and products unopened. Store and handle in strict compliance with
manufacturer's instructions and recommendations. Store under cover and protect from
weather damage.

b. Sequence deliveries to avoid delays, but minimize on-site storage. Coordinate work and
storage requirements with the other site contractors, subject to approval by the city.

PART 2 PRODUCTS
2.01 ALUMINUM

a. Aluminum, General: Provide alloy and temper recommended by aluminum producer and
finisher for type of use and finish indicated, and with strength and durability properties for
each aluminum form required not less than that of alloy and temper designated below.

b. Yield strength for Alloy 6063-T5/T52 is 15 to 16 ksi (105 to 110 MPa).
c. Extruded Bars and Shapes: ASTM B 221 (ASTM B 221M), Alloy 6063-T5/T52.

d. Drawn Seamless Tubing: ASTM B 210 (ASTM B 210M) or ASTM B 483/B 483M, Al-
loy 6063-T832.

e. Plate and Sheet: ASTM B 209 (ASTM B 209M), Alloy 6061-T6.
f. Castings: ASTM B 26/B 26M, Alloy A356.0-T6.

2.02 STEEL

a. General: If the Sign Contractor employs steel for structural design, steel shall be as follows.
Provide manufacturer’s standard extrusions, sections, sheet, and plate, of alloy and temper
recommended by steel manufacturer or finisher for type, use, and finish indicated, but not
less than strength and durability properties specified below.

b. Steel Tubing: ASTM A\500 or A 501, hot or cold rolled.

Specifications

2.03 VINYL

a. Applied Reflective Vinyl Graphics: Pressure sensitive vinyl graphics shall be Scotchlite
Reflective Sheeting Series 3200, Engineer Grade, enclosed lens reflective sheeting, manufac-
tured by 3M, or approved equal. Color shall be as indicated in the Guidelines.

b. Applied Non-reflective Vinyl Graphics: Pressure sensitive vinyl graphics shall be Scotchcal,
0.4 mil applied pressure sensitive vinyl, manufactured by 3M, or approved equal. Color shall
be as indicated in the Guidelines.

2.04 MISCELLANEOUS MATERIALS

a. Fasteners: Unless otherwise indicated, use concealed fasteners in all work of this Section.
Fabricate fasteners from metals that are non-corrosive (aluminum or non-magnetic stainless
steel) to sign surface materials and mounting substrates.

1. Exposed fasteners shall be roundhead and vandal-resistant.
2. Spacers and washers shall be neoprene or EPDM.

b. Anchors and Inserts: Provide non-ferrous metal or hot-dip galvanized anchors and inserts
for exterior installations. Provide toothed steel or lead expansion bolt devices for drilled-in
place anchors. Furnish inserts to other trades when required to be cast into concrete.

c. Permanent Bond Adhesive: Provide structural adhesive suitable for bonding a variety of
dissimilar industrial surfaces over a wide temperature range, similar to “PR-943", manu-
factured by Products Research and Chemical Corporation, Gloucester City, NJ 08030, or
approved equal.

d. Acrylic Foam Tape: Use VHB Tape, 4929 (black) as manufactured by 3M.

e. Grout for Exterior Applications: Provide Factory-packaged, non-shrink, non-staining,
hydraulic controlled expansion epoxy-type, or cement formulation for mixing with water at
project site. Provide formulation that is resistant to erosion from water exposure without need
for protection by a sealer or waterproof coating. Provide Super Por-Rok, Erosion-Resistant
Anchoring Cement, manufactured by Minwax Construction Products Division, or equal as
approved by the city.

2.05 FINISHES: PAINT

a. Acrylic Polyurethane Finish: For surfaces indicated in the Drawings to be painted with
acrylic polyurethane, provide Matthews Acrylic Polyurethane, satin finish paint system
consisting of a pigmented component, a catalyst and a flattening agent, manufactured by
Matthews Paint Company, Wheeling, IL 60090, or approved equal. Paint shall contain three
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Specifications

ultraviolet inhibitors to prevent fading.

b. Color selection: Exterior aluminum sign, post, and support surfaces indicated to be painted
shall be in colors and finishes indicated on the Guidelines.

1. Compile and maintain a listing of all colors with the factory batch number and formulation
code for all paints and coatings. At the date of substantial completion, submit the list to the city
for future maintenance reference.

2. Provide finish coat color matching accepted color samples within industry tolerances and
identified as specified. More than one color will be required.

c. Gloss shall be satin.

d. The term “paint” refers to those materials that require a finished surface as recommended
by the approved materials manufacturer. “Paint” includes preparation, priming/sealing, and
intermediate and finish coats as applicable.

e. Sample finishes: Refer to Previous Section.
f. Application and Finish:

1. Coatings shall be applied by an applicator having facilities, equipment, and experience
required to apply the finish to the manufacturer’s specifications. All substrates shall be cleansed
of any foreign substance such as oil, grease, dirt, etc. Typical finish shall consist of:

Ta. An acid-wash prime coat applied per manufacturer's specifica
tions when using raw metal as a substrate.

1b. Primer/filler seal coat, properly applied to all substrates per
manufacturer’s specifications including dry film thickness.

Tc. Primer/filler coat sanded smooth before top coating and
coated with a minimum of two applications of acrylic polyure
thanes in colors indicated on the design drawings. Top coating
shall be applied per manufacturer's recommendations to a mini
mum total dry film thickness of 2.0 mil.

2. Coating Performance Criteria: (In addition to above)

2a. Dry film thickness: Within minus 5% to plus 25% of the speci
fied thickness

2b. Abrasion resistance: ASTM D968 coefficient of abrasion 65
minimum.

2c. Pencil hardness: 2H minimum.

2d. Salt spray: ASTM B-117 withstanding 3500 hours, 100% salt

fog at 95 degrees F and retaining adhesion, corrosion resistance,
color, and gloss with no more than minimal blisters no larger than
No. 8 (ASTM D-714), and no more than 1/16" creep or loss of
adhesion from scribed line.

2e. Humidity test: ASTM D-2247 withstanding 3500 hours
100% relative humidity at 95 to 100 degrees F and retaining adhe
sion, corrosion resistance, color, and gloss with no more than
minimal blisters no larger than No. 8 (ASTM D-714), and no more
than 1/16" creep or loss of adhesion from scribed line.

2f. Gloss: ASTM D523, +/-5%, using a 60 degree glossmeter, of
the gloss level selected by the Designer.

2g. Adhesion: No removal of any finish after 1/16" crosshatching
to base metal, impacting to the point of metal rupture, and sub
jected to application and quick removal of cellophane tape.

2.06 UNEXPOSED CONCRETE

a. Cylindrical Forms: Sonotube Fibre Forms, wax-impregnated strippable forms manufactured
by Sonoco Products Company, General Products Division or approved equal, or ABS or PVC
plastic reusable forms.

b. Concrete shall be air-entrained type, conforming to ASTM C 94,

c. Unless otherwise indicated on the Drawings, minimum 28 day compressive strength shall
be 3,000 psi.

d. Concrete slump shall be no less than 2 in. no greater than 4 in., determined in accordance
with ASTM C 143.

e. Cement shall be Portland cement, conforming to ASTM C 150, Type | or Il.
f. Aggregates shall conform to ASTM C 33.

g. Concrete shall contain a water reducing agent to minimize cement and water content of
the concrete mix at the specified slump. Water reducing agent shall conform to ASTM C 494,

h. No calcium chloride or admixtures containing calcium chloride shall be added to the
concrete. No admixtures other than those specified shall be used in the concrete without the
specific written permission of the Designer in each case.
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PART 3 EXECUTION
3.01 GENERAL

a. The city will field mark the location of all signs prior to installation. Sign Contractor shall
review all locations with the city before starting installation.

b. Locate sign units and accessories where shown and scheduled. Use mounting methods
indicated.

c. Cutting, Fitting, and Placement: Perform cutting, drilling, and fitting required for installation
of work of this Section.

d. Erect work square, plumb and true, accurately fitted, and with tight joints and intersec-
tions. All anchors, inserts and other members to be set in concrete shall be furnished loose
by this trade to be built-into concrete by that trade. Avoid field cutting or drilling to greatest
extent possible.

e. Fit exposed connections accurately together to form hairline joints, except where invisible
joints are indicated. Shop weld connections, except when work cannot be shop welded due to
shipping size or galvanizing limitations.

f. Fastening to In-Place Construction: Provide anchorage devices and fasteners necessary
for securing work of this Section to in-place construction. Include threaded fasteners for
concrete and masonry inserts, toggle bolts, through bolts, lag bolts, wood screws, and other
connectors required.

g. Field Welding: Comply with AWS Code for procedures of manual welding, appearance and
quality of welds, and correction methods for defective welds.

h. Where members other than expansion bolts or inserts are fastened into rock or concrete
set such members in proprietary-type non-shrink epoxy grout manufactured specifically for
such purpose. Use grouts strictly in accordance with manufacturer’s directions. Form to
receive members with galvanized metal sleeves, or other approved method to provide at least
1/2 in. clearance around entire perimeter.

i. Electrolytic Isolation: Where dissimilar metals are to come into contact with one another,
or in contact with concrete, isolate by application of a heavy coating of bituminous paint on
contact surfaces in addition to shop coat specified above. Do not permit the bituminous paint
in any way to remain on surfaces to be exposed or to receive sealant.

3.02 WORKMANSHIP

a. ltis intended that the workmanship be of the highest quality obtainable by the respective
trades and crafts experienced in the fabrication of signs, and that all work be done by journey-

Specifications

men, or by tradesmen under the direct supervision of journeymen.

1. “Journeymen” shall be interpreted to mean those craftspeople having the qualifications and
experience to meet the requirements described in the Job Classification and Description for the
Electric Sign Industry, as developed by the NESA/Tri-Trades Committee.

3.03 FABRICATION

a. General: Fabricate work of this Section in conformance with requirements indicated for mate-
rials, thicknesses, finishes, colors, designs, shapes, and sizes.

b. All Signs: Fabricate flat and curved signs using metals and shapes of sufficient thickness,
with reinforcing when necessary, to produce sufficient flatness, free of “oil canning”, and to

impart sufficient strength for size, design, and application indicated. Produce smooth, even
level sign surfaces.

1. Fabricate posts, brackets, and fittings from extruded aluminum to suit sign panel construction
and mounting conditions indicated; all seams welded and ground smooth prior to painting.

2. Colors: Where applied graphics require color selection, provide colors as indicated and as ap-
proved by city.
3. Graphic Content and Style: Provide graphics for signs in letter style, size, spacing, and arrange-

ment indicated.

4. Where applied vinyl copy is indicated, provide die-cut copy characters from vinyl film with
pressure sensitive adhesive backing. Apply copy to exposed face of sign panel.

5. Fabricate framing with reinforced corners, fabricated to a hairline fit.

6. All signs to be properly vented top and bottom to minimize water penetration and prevent
moisture buildup or condensation on transparent surfaces.

7. Any openings or vents must have fine mesh screen barrier to prevent insect or animal intrusion
and nesting.

c. Allow for thermal movement resulting from a maximum ambient temperature change
(range) of 100° F. (55.5° C.). Design, fabricate, and install the sign assembly to prevent buck-
ling, opening up of joints, and overstressing of welds and fasteners.

d. Welded Connections: Comply with AWS for recommended practices in shop welding.
Provide welds behind finished surfaces without distortion or discoloration of the exposed side.
Clean exposed welded surfaces of welding flux and dress on all exposed and contact surfaces.

e. Mill joints to a tight, hairline fit. Form joints exposed to the weather to exclude water pen-
etration.
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f. Itis intended that all finished work be of the highest quality to pass eye-level examination
and scrutiny by the city.

1. Construct all work to eliminate burrs, dents, cutting edges, and sharp cornetrs.
2. Finish welds on exposed surfaces to be imperceptible in the finished work.
3. Finish all surfaces smooth except as indicated or directed otherwise.

4. Surfaces which are intended to be flat shall be without dents, bulges, oil canning, gaps, or
other physical deformities.

5. Surfaces which are intended to be curved shall be smoothly free-flowing to required shapes.

6. All exterior hardware and fasteners shall be non-corrosive, non-rusting aluminum or stain-
less steel as noted on Fabricator’s Shop Drawings.

7. Conceal all fasteners except as indicated or directed otherwise.
8. Make access panels tight-fitting, lightproof, and flush to adjacent surfaces.
9. Conceal all identification labels and U.L. labels to conform to U.L. Codes.

10. Carefully follow manufacturer’s recommended fabricating procedures regarding expansion/
contraction, fastening, and restraining of all materials.

11. Exercise care to assure that painted, polished, and plated surfaces are unblemished in the
finished work.

12. Isolate dissimilar materials. Exercise particular care to isolate nonferrous metals from fer-
rous metals.

13. All illumination shall be even and without hot spots.

3.04 EXCAVATION AND SUBGRADE PREPARATION

a. Provide excavation work as required to install signage and footings as indicated. Sign Con-
tractor shall notify the city and MissUtility Virginia. Sign Contractor shall obtain all required
permits prior to the commencement of excavation.

b. As excavation approaches underground utilities and structures, excavation shall be done
by hand tools. Such manual excavation is incidental to normal excavation and no special pay-
ment will be made.

c. Excavation shall include satisfactory on-site disposal of excavated material. Coordinate on
site disposal with the city.

1. Excavation material, other than topsoil, which is not required for or is unsuitable for backfill
or fill materials, shall be legally disposed of off-site.

3.05 UNEXPOSED CONCRETE

a. Before placing concrete, forms and space to be occupied by concrete shall be thoroughly
cleaned, and reinforcing steel and embedded metal that may be required shall be free from
dirt, oil, mill scale, loose rust, paint, and other material which might tend to reduce bond.

b. Concrete which has set or partially set before placing shall not be employed. Retempering
of concrete will not be permitted.

c. Concrete shall be thoroughly spaded and tamped to secure a solid and homogeneous
mass, thoroughly worked around reinforcement and into corners of forms.

d. Concrete shall be kept continuously damp from time of placement until end of specified
curing period. Between finishing operations surface shall be protected from rapid drying by a
covering of waterproofing paper. Surface shall be damp when the covering is placed over it.

3.06 FINISH

a. Paint finish shall be applied in strict compliance with coating system manufacturer's
instructions and recommendations for surface preparation, mil thickness, curing and other
requirements.

3.07 INSPECTION

a. The Sign Contractor shall examine substrates, supports, and conditions detrimental to
the proper completion of work. Do not proceed with work until unsatisfactory conditions
are corrected. Beginning of sign installation will be construed as Sign Contractor accepting
substrates and conditions.

3.08 TRANSPORTATION OF WORK

a. Transport, deliver, handle, and store materials and equipment at the job site in such a
manner as to prevent damage to both the site and the signs, including damage to finishes and
damage which might result from intrusions of foreign matter or moisture from any source.

b. Packaging:

1. Maintain packaged materials in manufacturer’s original container with seals unbroken and
labels intact until they are incorporated into the Work.

2. Packaged material shall bear the name of the manufacturer and the product, including brand
name, color, stock number, and all other complete identifying information.

3. Packages showing indications of damage that may affect conditions of content are not ac-
ceptable.
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c. Promptly remove all damaged or otherwise unsuitable materials and equipment from the
job site.

d. Storing:

1. Store all materials and equipment in accord with manufacturer’s instructions. Store above
grade and properly protected from weather and construction activities.

3.09 SIGN INSTALLATION

a. General Installation Requirements: Strictly comply with manufacturer’s instructions and
recommendations, except where more restrictive requirements are specified in this section.

b. Exterior signs shall be installed in various stages in response to the overall Project con-
struction schedule. Install signage in strict accordance with approved phasing plan to be
worked out with the city.

c. Installation: Install units plumb, level, in alignment and plane without warp or rack. Anchor
securely in place.

d. Verify the exact location with the city for all signs which are not precisely dimensioned on
the Guidelines.

e. Sign installation work shall be under the direct supervision of a journeyman sign erector.

f. Securely anchor work in proper location using anchors, fasteners, or other methods ap-
proved on shop and erection drawings. All anchors/fasteners shall be appropriate for the
anchorage condition.

3.10 TOLERANCES

a. The following allowable installed tolerances are allowable variations from locations and
dimensions indicated by the Guidelines. Do not add these tolerances to any allowable toler-
ances indicated for other work.

1. Allowable Variation from True Plumb: +1/8 in. in 20 ft. - O in.
2. Allowable Variation from True Line: +1/8 in.in 20 ft. - O in.
3. Allowable Variation from True Level: +1/16 in. in 20 ft. - O in.

3.11 ADJUSTING, CLEANING, TOUCH-UP, AND PROTECTION

a. Clean exposed surfaces using manufacturer's printed instructions recommending materi-
als and methods to be used. Remove and replace work which cannot be successfully cleaned.

b. Touch-up damaged coatings and finishes. Eliminate visible evidence of repair.

Specifications

c. Provide temporary protection during the course of work, and immediately after completion
to ensure work is not damaged or deteriorated in any way at time of final acceptance. Re-
move temporary protections and re-clean as necessary immediately prior to final acceptance.

d. Clean-up work area after installation has been completed.

3.12 PUNCH LIST

a. When Sign Contractor considers the work has reached final completion (that is, when less
than one percent of the Contract remains to be completed), submit written notice, together
with a written list of items to be completed or corrected.

b. The city will inspect the status of completion and prepare a “Punch List” setting forth in
detail any items on the Sign Contractor’s list and additional items found unacceptable. When
the Punch List is complete, the city will arrange a meeting with the Sign Contract to identify
and explain all items and respond to questions regarding the work which must be done before
final acceptance.

c. Sign Contractor shall correct Punch List items within an city-approved time frame estab-
lished when the punch list is made. The time frame for completion of the Punch List items
shall not exceed the completion date of the Contract. The Contract shall not be considered
complete until Punch List items are completed.

END OF SECTION
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PARK

DESTINATION

RETAIL BUILDING

METRO

METRO STATION

BIKE ROUTE

ONE WAY STREET

SIGNS

CITY GATEWAY

HIGHWAY SIGN OR VEHICULAR DIRECTIONAL

PARKING ID

PARKING TRAILBLAZER

KIOSK OR MINI-KIOSK

PEDESTRIAN POINTER

DISTRICT ID

SHARED-USE PATH

Sign Locations
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Sign Locations Plate 1

ALEXANDRIA
1749

01071: Seminary Gateway
Sign Type: CG.3
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Sign Locations Plate 2
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Sign Locations Plate 2

WEST® END
4= NOVACC

<= Schlesinger
Center

ALEXANDRIA
1749

ALEXANDRIA

W69: King, Beauregard & Walter Reed 0201: King St. Gateway
Sign Type DR.3 Sign Type CG.2
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Sign Locations Plate 3
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Sign Locations Plate 3

ALEXANDRIA
1749

0301: Glebe Gateway
Sign Type: CG.2
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9
Arlington

Four Mile

Run Park
/Ts
ALEXANDRIA Mount

Vernon
Trail

0401: Mt. Vernon Gateway 0405: Mount Vernon Trail
Sign Type: CG2 @ Mount Vernon City Limit
Sign Type: BP.1

Sign Locations Plate 4
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Sign Locations Plate 5
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Sign Locations Plate 5

Four Mile
Run Park

S

ALEXANDRIA Del Ray

Arlington
1749 g

0501: Jefferson Davis (US-1) Gateway 0502A/B: Mount Vernon 0503A/B: Four Mile Run
Sign Type: CG.2 @ North City Limit @ Jefferson Davis Highway
Sign Type: BP.1 Sign Type: BP.1
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Sign Locations Plate 6

rHA xS A
HOLMES HOLMES
RUN RUN
TRAIL TRAIL

[i]

INFORMATION

» >
Holmes Fairfax

County

9
Holmes

Chambliss
Park

0601A/B: Holmes Run Trail 0603 Kiosk
@ Holmes Run Park/Chambliss St. Sign Type: IK.2
Sign Type: BP.1
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Sign Locations Plate 7
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WEST ® END
4 Fort Ward
Old Town =

Alex. Hospital =
Burke Library =»

ALEXANDRIA

N46A: Seminary, Van Dorn & Kenmore
Sign Type: DR.3

WEST & END
<= 0ld Town

4= Alex. Hospital
<= Burke Library

4 Landmark Mall

ALEXANDRIA

S46A: Seminary, Van Dorn & Kenmore
Sign Type: DR.3

WES

0ld Town =

Visitor Ctr. H =»
4 Miles

Alex. Hospital =p
Burke Library =»

ALEXANDRIA

N47: NB Kenmore @ Seminary
Sign Type: DR.4

WEST & END
4 0ld Town

4 | Visitor Ctr.

4 Miles

4 Alex. Hospital

4 Fort Ward

ALEXANDRIA

E47: Seminary EB @ I-395

Sign Type: DR.3

Sign Locations Plate 7

WEST & END

NOVA CC =

Schlesinger =
Center

ALEXANDRIA

WS50: Seminary & Beauregard
Sign Type: DR.3
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Sign Locations Plate 8
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WEST & END WEST & END

4 0ld Town <4 NOVA CC
4 Visitor Ctr. H <= Schlesinger

3.5 Miles Center

4 TC Williams HS Fort Ward =
TC Williams HS =

1A

E42: King EB @ 1-395 N48: Van Dorn & Braddock
Sign Type: DR.3 Sign Type: DR.3

K Old Town

Alexandria

0804: King Street Exit
Sign Type: TB.2

WEST & END

4 NOVA CC

4 Schlesinger
Center

<= Landmark Mall WESTIEND
FortWard =p

W48: Van Dorn & Braddock N68: Braddock & Howard
Sign Type: DR.3 Sign Type: DR.5

Old Town
Alexandria

EXITS

VISITOR INFORMATION

08071: King Street Exit
Sign Type: TB.1

Sign Locations Plate 8

Old Town
Alexandria

0802: King Street Exit
Sign Type: TB.2

Old Town
Alexandria

EXITSH

VISITOR INFORMATION

0803: King Street Exit
Sign Type: TB.1
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Sign Locations Plate 9

ALEXANDRIA
1749

09071: Quaker Lane Gateway
Sign Type: CG.2
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Sign Locations Plate 10
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Sign Locations Plate 10

DEL RAY DEL RAY DEL RAY

Potomac Yard A 4 Del Ray K Del Ray

4 Arlandria 4 Del Ray K [ Braddock Rd.
AN Y =r— Artisans

4 M@ Braddock Rd.
Duncan Library A

ALEXANDRIA

ARLANDRIA ARLANDRIA

4= Potomac Yard 4= Arlandria
4 Del Ray 4= The Birchmere

4 [ Braddock Rd. Del Ray =
[ Braddock Rd. =

4 Duncan Library

DEL RAY 4 The Birchmere

<= Duncan
Library

N24: Uhler & Mt Vernon N25: Commonwealth & Mt. Vernon $25: Commonwealth & Mt. Vernon S25A: Commonwealth & Mt. Vernon S26: Glebe & Mt. Vernon E26: Glebe & Mt. Vernon
Sign Type: DR.5 Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.2

ARLANDRIA

Arlandria =
The Birchmere =»

4= Del Ray | ARLANDRIA | . ARLANDRIA

Potomac Yd. = €= Del Ray

W26: Glebe & Mt. Vernon N63: Glebe & Commonwealth W63: Glebe & Commonwealth
Sign Type: DR.2 Sign Type: DR.5 Sign Type: DR.5
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LYNHAVEN DR
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AV 3508 LNO W
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¢ RAYMONP Ay

CALVERT AY

1S 311IANYC

FANNON ST

Ay 33808

A UVWOLOd‘

¢ GLEBE RD

Ls 30909

sEATON AV
MASKELL ST

MCCARTY 8@

CWANN AV

wATSON ST

=
>
=
=
4
m
@
3

CONTINUED ON PLATE §

MILLER LA

BRACEY [

CITY OF ALEXANDRIA WAYFINDING

CONTINUED ON PLATE 17
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Sign Locations Plate 11

POTOMAC YARD POTOMAC YARD
MOUNT MOUNT

« Arlandrla Al’|andl’la * POTOMAC YARD V'IEI':};‘IC;.N VTE}?}:‘IOLN

Old Town -» S>@am cmm

*. Del Ray Del Ray * - . Dainger- Dainger-
~N ~Ne . field

PN — Visitor Ctr. i
4 Airport 4 0ld Town z'iﬂ'""e’s | M Tsland
4 \Visitor Ctr. <= Airport

2 Miles

ALEXANDRIA ALEXANDRIA

E18: Glebe & Jefferson Davis Hwy 1101, 1102: Mount Vernon Trail

Sign Types: DR.2 @ Marina Drive
Sign Type: BP.1

S18: Glebe & Jefferson Davis Hwy

N18: Glebe & Jefferson Davis Hwy
Sign Types: DR.3

Sign Types: DR.3

SECTION 6: SIGN LOCATIONS & MESSAGES
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CONTINUED ON PLATE 6
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CONTINUED ON PLATE 18
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Sign Locations Plate 12

xS A

HOLMES HOLMES HOLMES
RUN RUN RUN
TRAIL TRAIL TRAIL

~ Trail O

Holmes Run Continues Holmes Run
Trail On-Street Trail

ALEXANDRIA 0 < ~ Trail

i Holmes Run i
1749 panirotiss Trail B Omestreet
un
Regional
Paﬁ( »
Holmes Run
Trail

1201: Beauregard Gateway 1204A/B: Holmes Run Trail 1205A/B: Holmes Run Trail
Sign Type: CG.2 @ North Morgan Street @ Beauregard Street
Sign Type: BP.1 Sign Type: BP.1

SECTION 6: SIGN LOCATIONS & MESSAGES
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CONTINUED ON PLATE 7

CONTINUED ON PLATE 14
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CONTINUED ON PLATE 19
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Sign Locations Plate 13

NO SIGNS LOCATED IN THIS PLATE
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[a]
o
z
=
=z
c
m
o
o
z
o
>
=
m
-
w

Sign Locations Plate 14

CONTINUED ON PLATE 8

LoYoLA AV

MAPLE TREE @T

CHAPEL HILL DR

N JORDAN ST

CONTINUED ON PLATE 20
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WEST® END
<= Fort Ward
Alex. Hospital =»

4 0ld Town

4 Visitor Ctr,
3.5 Miles

ALEXANDRIA

E67: Seminary & Howard
Sign Type: DR.3

WEST & END
Fort Ward =»
4= Alex. Hospital
4 Burke Library

ALEXANDRIA

W67: Seminary & Howard
Sign Type: DR.3

WEST & END

< St. Stephen’s

& St. Agnes

W?70: Seminary & Saint Stephens
Sign Type: DR.6

WEST & END

St. Stephen's =»
& St. Agnes

E70: Seminary & Saint Stephens
Sign Type: DR.6

Sign Locations Plate 14
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CONTINUED ON PLATE 9
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CONTINUED ON PLATE 16
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CONTINUED ON PLATE 21
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WES

FortWard =

W39A: King & Kenwood
Sign Type: DR.5

WEST & END
Fort Ward =
4 0ld Town

4 Visitor Ctr. H
3 Miles

4 TC Williams HS

ALEXANDRIA

E41: King & Quaker
Sign Type: DR.3

WEST & END

A 0Id Town

A VisitorCtr. H
3 Miles

A TC Williams HS

ALEXANDRIA

E39: King & Braddock
Sign Type: DR.4

WEST & END

<= Fort Ward

W398B: Braddock & Kenwood

Sign Type: DR.5

WEST ® END
<= TC Williams HS
4 Fort Ward

WEST® END WEST & END

<= Fort Ward FortWard  =p

W39: Braddock & Kenwood
Sign Type: DR.4

S40: Braddock & Quaker
Sign Type: DR.5

N40: Braddock & Quaker
Sign Type: DR.5

4 0Id Town
4 Visitor Ctr. H

1.5 Miles
4 [@King St.

E35A: King & Janneys
Sign Type: DR.2

Sign Locations Plate 15

WEST® END
Virginia ->
Theological
Seminary

E40: Braddock & Quaker
Sign Type: DR.5

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 16

CONTINUED ON PLATE 10
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CONTINUED ON PLATE 17

0ONVH

Pl

AY

CONTINUED ON PLATE 22
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Sign Locations Plate 16

NO SIGNS LOCATED IN THIS PLATE
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CONTINUED ON PLATE 11
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RCHHATD 1A
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m CITY OF ALEXANDRIA WAYFINDING SYSTEM | VOLUME

CONTINUED ON PLATE 23/24

TWO: TECHNICAL GUIDELINES MANUAL



& >
Mount Mount
Vernon Vernon

Trail Trail
Alternate Alternate
to Royal (On-Street)
Street

1701A/8B: Mount Vernon Trail
@ E. Abington Drive
Sign Type: BP.1

INFORMATION

:
J‘ %
i

1703 Kiosk
Sign Type: IK.2

Sign Locations Plate 17
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CONTINUED ON PLATE 12
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CONTINUED ON PLATE 27
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WEST & END

4 0ld Town

4 Visitor Ctr.
4.5 Miles

Eisenhower Av =p
[ Van Dorn St =»

ALEXANDRIA

E44: Duke & Van Dorn
Sign Type: DR.3

WEST ® END

<= Recycling
Center

N71: Stevenson & Van Dorn
Sign Type: DR.6

WEST & END

Recycling =p
Center

S71: Stevenson & Van Dorn
Sign Type: DR.6

WEST &® END

Recycling =
Center

W72: Stevenson & Whiting
Sign Type: DR.5

Sign Locations Plate 18

WEST & END
4 Fort Ward
<= 0Old Town

<= Visitor Ctr. H

ALEXANDRIA 45 Miles
1749

ALEXANDRIA

1801: Duke Gateway N44: Duke & Van Dorn
Sign Type: CG.2 Sign Type: DR.3

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 19

CONTINUED ON PLATE 13
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CONTINUED ON PLATE 28
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Sign Locations Plate 19

xS A RS A R g A R g A
WEST & END WEST & END WEST & END oA

HOLMES HOLMES
RUN RUN
TRAIL TRAIL

0Old Town = <= Eisenhower Av Eisenhower Av A T MU

Visitor Ctr. = <=1 Van Dorn St Van Dorn St A

. - @ i ap a»
4.5 Miles Fort Ward _) Fort Ward A %ﬁrl?eron N. Pickett

R
TRAIL TRAIL

4 Ol
Cameron Chambliss
R Par|

INFORMATION

Street

4 Eisenhower Av Regional :

4 [ Van Dorn St > Beatley
Library

/b
ALEXANDRIA ALEXANDRIA .
Chambliss
ar

Run. L
egiona
Pargk

é

Ben
> Brenman
Ben Park
Brenman
Park

Q5
b}
S44: Duke & Van Dorn W44: Duke & Van Dorn W44A: Duke & Van Dorn 1901A/B: Holmes Trail Park 1904 Kiosk 1905A/8B: Holmes Run Trail
Sign Type: DR.3 Sign Type DR.3 Sign Type: DR.3 @ North Pickett Sign Type: IK.2

@ Ben Brenman Bridge E

Sign Type: BP.1 Sign Type: BP.1

® So & x So &
HOLMES HOLMES
RUN RUN
TRAIL TRAIL
>

Beatley
Library

WEST & END

Ben Brenman =p

<m Park
Cameron

Run

Regional

Park

1906A/B: Holmes Run Trail W44B: Duke & Brenman Park Dr
@ Ben Brenman Bridge W Sign Type: DR.6
Sign Type: BP.1

SECTION 6: SIGN LOCATIONS & MESSAGES
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CONTINUED ON PLATE 14

CONTINUED ON PLATE 21

[a]
o
z
=
z
c
m
o
o
z
o
>
=]
m
=
O

CONTINUED ON PLATE 29
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Sign Locations Plate 20

NO SIGNS LOCATED IN THIS PLATE
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CONTINUED ON PLATE 15
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CONTINUED ON PLATE 22
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CONTINUED ON PLATE 30
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WEST & END
Landmark Mall =p
4= 0ld Town

<= Visitor Ctr,
2.5 Miles

ALEXANDRIA

S37: Quaker
Sign Type: DR.4

WEST & END

TC Williams HS =p

Fort Ward -»

4 Va. Theological
Seminary

4 Alex. Hospital

W38: Janneys
Sign Type: DR.2

WEST &® END
4 0ld Town

4 Visitor Ctr. H
2.5 Miles

4= TC Williams HS
<= Fort Ward

ALEXANDRIA

E37: Duke
Sign Type: DR.3

WEST & END

<= Public Safety
Center

4= Recycling

Center

ALEXANDRIA

W89: Duke & Wheeler
Sign Type: DR.3

WEST & END

4= Alex. Hospital

<= Virginia
Theological
Seminary

4 Fort Ward

ALEXANDRIA

W37: Duke
Sign Type: DR.3

WEST & END

Public Safety =
Center

Recycling =
Center

ALEXANDRIA

E89: Duke & Wheeler
Sign Type: DR.3

WEST & END
4= Alex. Hospital
<= Virginia

Theological
Seminary

4 FortWard

N38: Quaker
Sign Type: DR.2

WEST & END
Virginia =
Theological
Seminary

Alex. Hospital =p

S38: Quaker
Sign Type: DR.2

WEST & END

Alexandria
Hospital

>

Sign Locations Plate 21

WEST ® END
4 0ld Town

4 Visitor Ctr. H
3 Miles

<= TC Williams HS

S38: Janneys, Seminary & Quaker E38: Seminary
Sign Type: DR.5

Sign Type: DR.2

SECTION 6: SIGN LOCATIONS & MESSAGES
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CONTINUED ON PLATE 16
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CONTINUED ON PLATES 23 AND 25

MONCURE og

CONTINUED ON PLATES 31, 32 AND 33
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Sign Locations Plate 22

DEL RAY DEL RAY DEL RAY

<= [ Braddock Rd. 4= Del Ray Del Ray -» <= [l Braddock Rd. [ King Street =p»
<= 0ld Town 4 [ Braddock Rd. Arlandria > 4 [ King St Old Town -»>

<= Visitor Ctr. H 4 0ld Town 4 Fort Ward 4 0ld Town Visitor Ctr. =

1 Mile — Y 2 o = 1.5 Miles
4 Visitor Ctr. H 4 Visitor Ctr. Hl

1 Mile 1.5 Miles e METE S

ALEXANDRIA ALEXANDRIA ALEXANDRIA

ALEXANDRIA

S23: Braddock & Mt. Vernon E23: Braddock & Mt. Vernon W23: Braddock & Mt. Vernon $29: Braddock & Commonwealth E29: Braddock & Commonwealth
Sign Type: DR.4 Sign Type: DR.4 Sign Type: DR.4 Sign Type: DR.4 Sign Type: DR.4

ooran > < Hex Hospal
Visitor Ctr. H =» W

15 Miles 4 Fort Ward

ALEXANDRIA

E35: King & Janneys W35: King & Janneys
Sign Type: DR.2 Sign Type: DR.4

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 23

CONTINUED ON PLATE 17
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CONTINUED ON PLATE 25

m CITY OF ALEXANDRIA WAYFINDING SYSTEM | VOLUME TWO: TECHNICAL GUIDELINES MANUAL

Ay 1vINO102

N
WASHINGTON .

CONTINUED ON PLATE 24



Sign Locations Plate 23

OLD TOWN OLD TOWN OLD TOWN OLD TOWN OLD TOWN

Black History =» 4= Black History 4= Del Ray 0ld Town - 4 Del Ray
4= Fort Ward Visitor Ctr. H =p 4 Arlandria

Museum Museum

<= [ Braddock Rd. L (R:E.cnglzjrﬂgp Black History = 1 Mile

4= Del Ray - Museum 4 Black History
[ Braddock Rd. =p» Museum

4 Fort Ward

ALEXANDRIA ALEXANDRIA

N14: Wythe & Rte. 1 S17: Wythe & Rte.l N22: Braddock, Wythe & West E22: Braddock, Wythe & West W?22: Braddock, Wythe & West
Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.2

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 24

CONTINUED ON PLATE 17
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CONTINUED ON PLATE 26
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Sign Locations Plate 24

K Ol
Potomac Old Town
WELCOME TO Yard e
R Jones Point
ALEXANDRIA
Alternate
7
Mount
Vernon
Trail
2401: N. Washington Gateway 2402B: Mount Vernon Trail
Sign Type: CG.1 @ Canal Center Plaza

Sign Type: BP.1

SECTION 6: SIGN LOCATIONS & MESSAGES



€2 31V1d NO d3NNILNOD

Sign Locations Plate 25

CONTINUED ON PLATE 23

E
! ’

CONTINUED ON PLATES 34 AND 35
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OLD TOWN
<= Visitor Ctr. H
4= Market Sq. P

4= Waterfront ®

<= Torpedo
Factory

S6: Queen & Washington
Sign Type: DR.2

OLD TOWN

MetroStage =»

OLD TOWN

4= Black History
Museum

4= Del Ray
<= [ Braddock
Waterfront ® =p

ALEXANDRIA

N8: Wythe & Washington

Sign Type: DR.2

OLD TOWN

<= MetroStage

OLD TOWN

Black History =»
Museum

Del Ray -
[ Braddock =p
<= Waterfront ®

ALEXANDRIA

S8: Wythe & Washington
Sign Type: DR.2

OLD TOWN

<= Senior

Services

N64: Princess & Washington
Sign Type: DR.5

OLD TOWN

Senior -»>

Services

S64: Princess & Washington
Sign Type: DR.5

Sign Locations Plate 25

N79: Pendleton & Washington
Sign Type: DR.5

S79: Pendleton & Washington
Sign Type: DR.5

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 26

CONTINUED ON PLATE 24

GZ 31V1d NO 3NNILNOD

CONTINUED ON PLATES 36 AND 37
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Sign Locations Plate 26

Trail
Continues
On-Street

é

Mt. Vernon
Trail

<_

Jones Point
Park

INFORMATION

>@
Braddock
Road

<,
2601: Kiosk @ Bike Trail 2601A/B: Mount Vernon Trail
Sign Type: IK.2 @ Pendleton

Sign Type: BP.1

SECTION 6: SIGN LOCATIONS & MESSAGES
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CONTINUED ON PLATE 18
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EISENHOWER VALLEY

Eisenhower Av =»

Cameron Run =p
Regional Park

M Van Dorn St =»
Animal Shelter =p

ALEXANDRIA

N43: Eisenhower & Van Dorn
Sign Type: DR.3

EISENHOWER VALLEY

<= Eisenhower Av

4= Cameron Run
Regional Park

<= [ Van Dorn St
<= Animal Shelter

ALEXANDRIA

S43: Eisenhower & Van Dorn
Sign Type: DR.3

EISENHOWER VALLEY

Landmark =p»
Mall

W43 : Eisenhower & Van Dorn
Sign Type: DR.6

ALEXANDRIA
1749

2701 : Van Dorn Gateway
Sign Type: CG.2

Sign Locations Plate 27

EISENHOWER VALLEY
4= [ Van Dorn St

4 Animal Shelter

4 DMV
ALEXANDRIA - - —_
1749 4 Cameron Run

Regional Park

ALEXANDRIA

2702 : Edsall Gateway E88: Eisenhower @ Metro
Sign Type: CG.2 Sign Type: DR.3

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 28

CONTINUED ON PLATE 19

CONTINUED ON PLATE 29
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[i]

INFORMATION

ALEXANDRIA
1749

2801: Clermont Gateway 2903 Kiosk
Sign Type: CG.2 Sign Type: IK.2

EISENHOWER VALLEY

Old Town =
Cameron Run =p

Regional Park

<= [ Van Dorn St
<= Landmark Mall

ALEXANDRIA

N87: Eisenhower & Clermont
Sign Type: DR.3

EISENHOWER VALLEY
4 0ld Town
4 Cameron Run

Regional Park

ALEXANDRIA

E89: 4800 Eisenhower Ave.
Sign Type: DR.3

Sign Locations Plate 28

EISENHOWER VALLEY

4 [ Van Dorn St
4 Landmark Mall

ALEXANDRIA

W89: 4800 Eisenhower Ave.
Sign Type: DR.3

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 29

CONTINUED ON PLATE 20
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CONTINUED ON PLATE 30
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HOLMES
RUN
TRAIL
ap

Ben
Brenman
Park

HOLMES
RUN
TRAIL

é
Cameron
Run
Regional
Park
<[

Eisenhower
Ave

2901A/B: Holmes Run trail

@ Tarleton Park
Sign Type. BP.1

HOLMES
RUN
TRAIL

9
Cameron

Regional
egiona
Pargk

/]\
Underpass
to Holmes
Run Trail

HOLMES
RUN
TRAIL

A~

Eisenhower

N
Old Town

2906A/B: Holmes Run Trail

@ Lake Cook S.
Sign Type: BP.1

EISENHOWER VALLEY

4 Animal Shelter
4 Cameron Run

Regional Park
4 DMV
4 [ Eisenhower

ALEXANDRIA

E86: Eisenhower Near Hensley Park
Sign Type: DR.3

Sign Locations Plate 29
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Sign Locations Plate 30

CONTINUED ON PLATE 21
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CONTINUED ON PLATES 31 AND 44

c
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APITA, BELT Yy ay
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<= Bishop Bishop -
Ireton HS Ireton HS

W66: Duke & Roth

E66: Duke & Roth
Sign Type: DR.5

Sign Type: DR.5

Eastbound Face Westbound Face

EISENHOWER VALLEY EISENHOWER VALLEY

€ Dwv 4 Cameron Run
4 [ Eisenhower Regional Park

4 U.S. District
Court 4 [ Eisenhower

ALEXANDRIA

EW84: Eisenhower & Mill
Sign Type: DR.3 (one two-sided sign in median)

4 Animal Shelter

ALEXANDRIA

1749

3001 Telegraph Gateway
Sign Type: CG.2

EISENHOWER VALLEY

<€ DMV
4= Animal Shelter

[ Eisenhower =p

Carlyle =

ALEXANDRIA

W81: Mill
Sign Type: DR.4

Eastbound Face Westbound Face

EISENHOWER VALLEY

EISENHOWER VALLEY
4 DMV 4 Cameron Run

4 [ Eisenhower

Regional Park

4 US. District
Court 4 [ Eisenhower

ALEXANDRIA

ALEXANDRIA

EW85: Eisenhower & Bluestone
Sign Type: DR.3 (one two-sided sign in median)

EISENHOWER VALLEY

DMV =
Animal Shelter =p
M Eisenhower =»
Carlyle -

S81: Telegraph & Mill
Sign Type: DR.3

4 Animal Shelter

Sign Locations Plate 30

EISENHOWER VALLEY

Cameron Run =
Regional Park

Animal Shelter =p

ALEXANDRIA

S83: Eisenhower & Mill
S82: Mill near Cabin Creek
Sign Type: DR.4
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Sign Locations Plate 31

CONTINUED ON PLATE 22
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CONTINUED ON PLATE 44
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CONTINUED ON PLATES 32 AND 38



<= Carlyle

4= USPTO

4= Courthouse
Square

West End

S62: Duke & Callahan
Sign Type: DR.3

<= GW Masonic
Nat’l Memorial

4= Amtrak/VRE
4 0ld Town
4 Visitor Ctr. H

E62: Duke & Callahan
Sign Type: DR.3

GW Masonic ~ =p
Nat'l Memorial

Amtrak/VRE =p
4 West End

W62: Duke & Callahan
Sign Type: DR.3

Sign Locations Plate 31
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Sign Locations Plate 32

CONTINUED ON PLATE 22

CONTINUED ON PLATE 33
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CONTINUED ON PLATE 38
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Sign Locations Plate 32

OLD TOWN

4 Amtrak/
VRE

- 4 Carlyle
<= Carlyle 2 on

GW Masonic  =p 4= Amtrak/VRE
Nat'l Memorial

Amtrak/VRE = Masoni
Amtrak/VRE =) - asonic
> 4= GW Masonic National

rlyle , .
Nat'l Memorial Memorial

< [ King St

P

b

W61: King, Daingerfield & Commonwealth 3201: 1900 Diagonal Road Parking 3202: Reinekers Lane Parking 3203
Sign Type: PK.2 Sign Type: PK.3a

E34: King & Callahan W34: King & Callahan
Sign Type: DR.4 Sign Type: DR.4 Sign Type: DR.1 Sign Type: PK.2

Old Town

20 min walk to W

i AONBEER

INFORMATION INFORMATION

George Washington OId TOW Old TOWn

Masonic Memorial i 4 by ’ g
20 min walk to W. ont 20 min walk to Waterfront
Amtrak / VRE

INFORMATION

3204: King Street Station Kiosk 3205: Union Station Kiosk 3206: Kiosk @ Parking
Sign Type: IK.1 Sign Type: IK.2 Sign Type: IK.2

7 Rosemont \i‘ 3207: Metro North Exit 3208: Metro Center Exit 3209: Metro South Exit
Sign Type: PD.1 Sign Type: PD.1 Sign Type: PD.1

Historic District
R~ B Waterfront INFORMATION
1851

R~ Old Town
Shopping & D

4 GW Masonic
Memorial

3210: King/Commonwealth 3211 Kiosk @ Parking
Sign Type: PD.2 Sign Type: IK.2

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 33

CONTINUED ON PLATE 22

T —renon

" PEYTON sT

BAGGey -

[

-

L]

20

Z€ 31v1d NO 3NNILNOD

A
>
NI
o
A
A

N\

CONTINUED ON PLATE 39
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Sign Locations Plate 33

OLD TOWN OLD TOWN

MKing St. =»

_ 4= \Water- P
4 Visitor front

Center —_—
S <« \cllesrl]ltt;rr i}

4 Vater- » 11 Blocks
front

E20: King & West S20: King & West 3302: 1767 King Street Parking
Sign Type: DR.1 Sign Type: DR.1 Sign Type: PK.2

<> O Shopping
- [ Dining
‘ < Freedom House

< African American
Heritage Park

‘ < Carlyle District
‘ R~ B Wal
18

3307: King/West
Sign Type: PD.2
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Sign Locations Plate 34

CONTINUED ON PLATE 25

w
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CONTINUED ON PLATE 40
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CONTINUED ON PLATE 35




OLD TOWN OLD TOWN

Visitor H =) 4 Black H
Center History
7 Blocks Museum

Market Sq.=» <= Potomac
P Yard

Waterfront = <= Airport
P

OLD TOWN

Black H =»
History
Museum

Potomac =
Yard

Airport E1 =

OLD TOWN OLD TOWN

<= Visitor B -»
Center Braddock Rd.

DelRay =p

8 Blocks

Waterfront
<= Water ronP € Carlyle

<« M King St. 4 M King St

Sign Locations Plate 34

N12: King & Patrick E12: King & Patrick
Sign Type: DR.1 Sign Type: DR.1

P e

3402, 3406 3403, 3404, 3407
Sign Type: PK.3a Sign Type: PK.3b

<> 0O Shopping

- [ Dining

- Parker-Gray
Histric District

‘ R B Waterfront

4 [ King St
68L0CKS

3412, 3413: King/Fayette
Sign Type: PD.2

W12: King & Patrick
Sign Type: DR.1

P «

3404
Sign Type: PK.3b

S16: King & Henry W20: King & West
Sign Type: DR.1 Sign Type: DR.1

[

INFORMATION

3405 3408: Kiosk @ Parking
Sign Type: PK.3a Sign Type: IK.3

3407: Cameron Street Parking
3408:S. Henry St. Lot
Sign Type: PK.2

- [ Dining
< Freedom House

< African American
Heritage Park

< Carlyle District
R B Waterfront

3409: King/West
Sign Type: PD.2

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 35

CONTINUED ON PLATE 25

€ 31v1d NO GINNILNOD

m CITY OF ALEXANDRIA WAYFINDING

MU Rs cr

CONTINUED ON PLATE 41
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CONTINUED ON PLATE 36



OLD TOWN

Visitor Ctr. H =p
4 Blocks

Market Sq. ® =p
Waterfront ® =p
Torpedo Fact. =»

N5: King & Washington
Sign Type: DR.2

35071: King Street City Lot
3502: 117 N. Alfred Garage
3503: 210 St. Asaph Surface Lot
Sign Type: PK.2

< O Shopping

< @ Friendship
Firehouse

= Black History

Musuem

R B Waterfront

=g

& a-l:,
3516, 3517: King/Alfred
Sign Type: PD.2

OLD TOWN

[ King Street =p
Amtrak/VRE

GW Masonic ~ =p
Nat’l Memorial

S5: King & Washington
Sign Type: DR.2

3505
Sign Type: PK.3a

3504
Sign Type: PK.3a

< 0O Shopping
Barrett Library
Christ Church

N
A [ King St
R

B Waterfront
8 L

- .
=
3518, 3519: King/Columbus
Sign Type: PD.2

OLD TOWN

The =»
Lyceum

Jones Pt. =»
Park

4 Visitor A

Center
5 Blocks

E5: King & Washington
Sign Type: DR.1

P «

3506, 3509, 3511
Sign Type: PK.3b

P >

3507, 3508, 3510. 3527
Sign Type: PK.3b

<> O Shopping

<> [l Dining

< US Bankrupcy Court
< @ The Lyceum

- [ Lee - Fendall
House

- Barrett Library
> Christ Church

LR '-4/.-:

3520, 3521: King/Washington
Sign Type: PD.2

OLD TOW

Lee- -
Fendall
House

Black >
History
Museum

Airport 1 =»

WS5: King & Washington
Sign Type: DRI

P &

3512, 3525
Sign Type: PK.3b

Pt

3513
Sign Type: PK.3b

<> [l Dining
< Little Theater
of Alexandria

‘ R~ B Waterfront
6 8LocKs

.S

3522, 3523: King/St. Asaph

Sign Type: PD.2

OLD TOWN

Friendship  =p
Firehouse

E10: King & Alfred
Sign Type: DR.5

INFORMATION

3]

3515: Kiosk @ Parking
Sign Type: IK.2

Sign Locations Plate 35

OLD TOWN

<= Friendship
Firehouse

W10: King & Alfred
Sign Type: DR.5

H

INFORMATION

3514: Kiosk @ Parking
Sign Type: IK.3

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 36

CONTINUED ON PLATE 26

3613
~ 36.03

G€ 31V1d NO @aNNILNOD

L] 3??6

CONTINUED ON PLATE 42
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Sign Locations Plate 36

OLD TOWN

Visitor B =»

Center

2 Blocks

Market Sq. =»

P

4 Waterfront

:

E36: Queen & Fairfax 36071: Tavern Square Garage 3602: Market Square Garage 3603: 300 N. Lee Surface Lot 3604: Torpedo Factory Condo Garage 3605
Sign Type: DRI Sign Type: PK.2 Sign Type: PK.2 Sign Type: PK.2 Sign Type: PK.2 Sign Type: PK.3b

H

INFORMATION

]

INFORMATION

3606 3607 3610 3608, 3609, 3611, 3612 3613: Kiosk @ Parking 3614: Kiosk @ Parking
Sign Type: PK.3b Sign Type: PK.3a Sign Type: PK.3a Sign Type: PK.3a Sign Type: IK.2 Sign Type: IK.3

L

<> O Shopping

< M Dining

[~ B Waterfront
s sLocks

< [ Shopping

'S @Dining <m

[i]

INFORMATION

INFORMATION

e

Sl i =wE,
—..As‘i!'&l:; e . :ﬂ[l:
3615: Market Square Kiosk 3616: King/Pitt 3618: Cameron/Royal 3619: Cameron/Fairfax 3620: Kiosk @ Parking
Sign Type: IK.1 Sign Type: PD.2 Sign Type: PD.2 Sign Type: PD.2 Sign Type: IK.3

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 37

CONTINUED ON PLATE 26

QuAy 5,

[a]
o
z
=
z
c
m
o
o
z
o
>
=]
m
w
(o)}

|

CITY OF ALEXANDRIA WAYFINDING SYSTEM | VOLUME TWO: TECHNICAL GUIDELINES MANUAL

CONTINUED ON PLATE 43




37071: Torpedo Factory Condo Garage
Sign Type: PK.2

INFORMATION

s
N
3707: Kiosk @ Parking
Sign Type: IK.3

3702: 220 N. Union Street Garage
Sign Type: PK.2

Waterfront

Water Taxi, Founder

N

3708: Water Taxi Landing
Sign Type: PD.1

3704: Thompson's Alley Garage
Sign Type: PK.2

< [0 Shopping
<> M Dining
- King Street

» Torpedo Factory

A Waterfront
A B Water Taxi

3709:
Sign Type: PD.2

3703, 3703A
Sign Type: PK.3a

Sign Locations Plate 37

INFORMATION

INFORMATION

3705: Waterfront 3706: Kiosk @ Parking
Sign Type: IK.1 Sign Type: IK.2

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 38

CONTINUED ON PLATE 32

DUKE st

L€ 31v1d NO @aNNILNOD

|

DULANY sT

BALLENGER Ay

CONTINUED ON PLATE 45
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OLD TOWN

0ld Town =

Visitor Ctr. =
1 Mile

Freedom House =p
4 U King St

ALEXANDRIA

N31: Duke & Holland
Sign Type: DR.4

3801: King Street Station Garage

Sign Type: PK.2

OLD TOWN

African =
American
Heritage Park

Eisenhower Av =p

ALEXANDRIA

E31: Duke & Holland
Sign Type: DR.4

P«

3802: Duke/John Carlyle Sq
Sign Type: PK.3b

Sign Locations Plate 38

CARLYLE CARLYLE
Carlyle - <= Carlyle

U.S. District ~ =p 4= US. District
Court Court

USPTO -» <= USPTO
King St -»

CARLYLE

U.S. District  =p
Court

4 USPTO

ALEXANDRIA ALEXANDRIA

E33: Duke & Dulany W33: Duke & Diagonal S58: Ballenger & Dulany
Sign Type: DR.4 Sign Type: DR.4 Sign Type: DR.2

Alexandria
National
Cemetery

Carlyle

<M
Eisenhower

CARLYLE

John Carlyle =»
Square

3803: Duke St 3804A/B: Holland/Jamieson E32: Duke St & John Carlyle St
Sign Type: PK.3a Sign Type: BP.1 Sign Type: DR.5

CARLYLE
USPTO -»
€ [MKing Street

4 African
American
Heritage Park

E58: Ballenger & Dulany
Sign Type: DR.2

CARLYLE

<= John Carlyle
Square

W32: Duke St & John Carlyle St
Sign Type: DR.5

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 39

CONTINUED ON PLATE 33
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CONTINUED ON PLATE 45
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OLD TOWN OLD TOWN

<= Del Ray Del Ray -
4= [ Braddock Rd. [ Braddock Rd.=»

OLD TOWN

Carlyle -»>

<= Black History Black History = African Amer. =»

Museum Museum Heritage Park

4= Freedom
House

ALEXANDRIA ALEXANDRIA

E19: Duke & West W19: Duke & West S19: Duke & West
Sign Type: DR.4 Sign Type: DR.4 Sign Type: DR.2

2ot Il 2 o2 xdox

V| N A
African King Carlyle Alexandria A
American Street African National
Heritage American Cemetery Trail
Park Heritage Continues

African On-Street
Alexandria Park American

National — Heritage
Cemetery <« Park
Alexandria
National Carlyle
Cemetery

3901A/B: Duke/Daingerfield 3902A/B: Jamieson/Hooff's Run 3903A/B: Jamieson/West
Sign Type: BP.1 Sign Type: BP.1 Sign Type: BP.1

OLD TOWN

4= African Amer.
Heritage Park

4= Eisenhower Av

ALEXANDRIA

W31: Duke & Holland
Sign Type: DR.4

Sign Locations Plate 39
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Sign Locations Plate 40

CONTINUED ON PLATE 34
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CONTINUED ON PLATE 46

m CITY OF ALEXANDRIA WAYFINDING SYSTEM | VOLUME TWO: TECHNICAL GUIDELINES MANUAL

CONTINUED ON PLATE 41



Sign Locations Plate 40

OLD TOWN OLD TOWN OLD TOWN

<= Freedom Freedom =» <= Friendship
House House Firehouse

OLD TOWN

Friendship  =»
Firehouse

<= Carlyle Carlyle = 4= The Lyceum
<4 [MKing Street

The Lyceum =p

N11: Duke & Patrick S15: Duke & Henry S77: Prince & Henry

N78: Prince & Patrick
Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.2

Sign Type: DR.2

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 41

CONTINUED ON PLATE 35
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CONTINUED ON PLATE 46
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OLD TOWN

4= Freedom
House

<= Carlyle District

< MKing St.

N4: Duke & Washington

Sign Type: DR.2

4104, 4106
Sign Type: PK.3b

OLD TOWN

Freedom =
House

Carlyle District =»

4 Mount Vernon
Estate

S4: Duke & Washington
Sign Type: DR.2

4105, 4107
Sign Type: PK.3b

OLD TOWN
4= Market Sq. P
<= Visitor Ctr.

<= Mount Vernon
Estate

Jones Pt Park =p

E4: Duke & Washington

Sign Type: DR.2

INFORMATION

4108: Kiosk @ Parking
Friendship Firehouse
Sign Type: IK.2

OLD TOWN

Friendship =
Firehouse

W75:Duke & Alfred
Sign Type: DR.5

OLD TOWN

<= Friendship
Firehouse

E74: Prince & Alfred
Sign Type: DR.5

Sign Locations Plate 41

OLD TOWN

The Lyceum =p

E76: Prince & Washington
Sign Type: DR.5

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 42

CONTINUED ON PLATE 36

lexand
Visitor
4220 Center

L7 31v1d NO @anNILNOD

CONTINUED ON PLATE 47
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> e P g

4207: Court House Garage
Sign Type: PK.2

Pa

4209
Sign Type: PK.3b

<> O Shopp
<> [ Dining
‘ ~ B Waterfront

M [ King St
13 BLOCKS

b ]
. i
4216: King/Pitt
Sign Type: PD.2

4203: 115 S. Union Garage
Sign Type: PK.2

P»>

4210
Sign Type: PK.3b

<> W Dining

- 0 @ Gadsby’s
Tavern

- City Hall

4217, 4218: King/Royal
Sign Type: PD.2

4204: 225 S. Union Garage

Sign Type: PK.2

4212, 4213
Sign Type: PK.3a

< 0 Shopping

< M@ Stabler-
Leadbeater
Apothecary
Museum

< [@ Old Presbyterian
Meeting House

- City Hall
A [ King St

5

4219, 4220: King/Fairfax

Sign Type: PD.2

Sign Locations Plate 42

4205, 421 4207
Sign Type: PK.3b Sign Type: PK.3a

[1]

INFORMATION

4215: Kiosk @ Parking
Sign Type: IK.2

- O Shopping
- M Dining
< Athenaeum

R B Waterfront

A [ King St
15 8L0CKS

=y
oS
4221, 4222 King/Lee
Sign Type: PD.2

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 43

CONTINUED ON PLATE 37
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CONTINUED ON PLATE 47
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4307: 110 S. Union Garage
Sign Type: PK.2

King Street

o King Street Metro

HONEEU

Waterfront

20 min walk to Jones Poini

Torpedo Factory

4307: King & Union
Sign Type: PD.1

4302: 210 Strand Surface Lot
Sign Type: PK.2

King Street

20 mi To King Street Metro

BONEEYU

4306: Marina/Torpedo Factory

Sign Type: PD.1

4303
Sign Type: PK.3a

<> O Shopping

< M Dining

< Jones Point Park
- Founders Park

- @ Archaeology
Museum

- Torpedo Factory
- B Water Taxi
A [ King St

17 8LoCKs

4308, 4309: King/Union
Sign Type: PD.2

4304
Sign Type: PK.3a

< O Shopping

< [ Dining
‘ < Waterfront Park
‘ - Torpedo Factory

‘ - B Water Taxi
4 [ King St
18 BLOCKS

—an,
=
4310: King/Strand
Sign Type: PD.2

Sign Locations Plate 43

[

INFORMATION

¥

-
o
4305: Kiosk @ Prince & Strand
Sign Type: IK.2

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 44
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172

CONTINUED ON PLATE 31

gy X043 dWVMS

GRIST MILL PL

GRIST MiILL gp

ACE LA

m MILL R

CONTINUED ON PLATE 48
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E32

ELIZABETH (4

EISENHOWER AV

CONTINUED ON PLATE 45



CARLYLE

4= U.S. District
Court

4= USPTO
4 0ld Town

ALEXANDRIA

E32: Eisenhower & Elizabeth
Sign Type: DR.3

CARLYLE

U.S. District =p
Court

USPTO =

ALEXANDRIA

W32: Eisenhower & Elizabeth
Sign Type: DR.3

Huntington Huntington
Avenue Avenue

4401A/B: Holmes Run Trail
@ Stovall Street
Sign Type: BP.1

Sign Locations Plate 44
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Sign Locations Plate 45

CONTINUED ON PLATES 38 AND 39

I BALLENGER Av
EMERsSON AV
é

'RVE ST

EISENHOWER Ay

¥ 31v1d NO @anNILNOD
-_— -
CONTINUED ON PLATE 46

S
N DR

EW s

HOOFFs gy

CONTINUED ON PLATE 48
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Sign Locations Plate 45

CARLYLE

CARLYLE

Eisenhower A <= John Carlyle

Avenue

Square

W30: Eisenhower & Holland 30A: Eisenhower & John Carlyle 30B: Eisenhower & John Carlyle 30C: Eisenhower & John Carlyle 30D: WB Eisenhower & John Carlyle
Sign Type: DR.5 Sign Type: PK.2 Sign Type: PK.3b Sign Type: DR.5 Sign Type: PK.3b

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 46

CONTINUED ON PLATES 40 AND 41
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CONTINUED ON PLATE 49
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Sign Locations Plate 46

OLD TOWN OLD TOWN OLD TOWN OLD TOWN OLD TOWN

4 Visitor Ctr. Little Theatre =p <= Little Theatre Alexandria ~ =p <= Alexandria
3/4 Mile

4 Waterfront P

Ry R National National
o . > € 0ud q Cemetery Cemetery
OLD TOWN Presbyterian Presbyterian - 7 S AR
S o e Meeting House Meeting House Lee Center =p 4= Lee Center
Jones Pt. Park =p

e <= Jones Point
Recycling Ctr. = Park

ALEXANDRIA

N2: Franklin & Washington S2: Franklin & Washington N3: Wolfe & Washington S3: Wolfe & Washington S571: Gibbon & Washington N51: Gibbon & Washington
Sign Type: DR.2 Sign Type: DR.5 Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.2

OLD TOWN OLD TOWN OLD OLD TOWN

gg?fs Pt. =» « AIe)_(andria Alexandria = <= Alexandria
—_ National National gatuor:al
Recycling = Cemetery Cemetery __ Lemetary
Center - - _— 1-Lee OLD TOWN OLD TOWN
5 e Bt Lee Center = Center Alexandria =
<= Lee Center National
Cemetery

E54: Franklin & Royal N55: Wilkes & Patrick S55: Wilkes & Patrick W56: Wilkes & Fayette WS57: Gibbon & Fayette W59: Gibbon & Payne
Sign Type: DRI Sign Type: DR.2 Sign Type: DR.2 Sign Type: DR.1 Sign Type: DR.5 Sign Type: DR.5

OLD TOWN

4= Alexandria

ALEXANDRIA
1749

National

Cemetery

N60: Payne & Wilkes 4607: Patrick (US-1) Gateway
Sign Type: DR.5 Sign Type: CG.2
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Sign Locations Plate 47

CONTINUED ON PLATES 42 AND 43

The Old

House

WoLFg sT

S Rovar ¢,

l:;io

97 31v1d NO @aNNILNOD

GiBBOy sT

CONTINUED ON PLATE 49
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Sign Locations Plate 47

OLD TOWN

<= Presbyterian

Meeting
House

E80: Wolfe & Fairfax
Sign Type: DR.5

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 48

CONTINUED ON PLATES 44 AND 45
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Sign Locations Plate 48

Old Town

Alexandria
EXIT177A

VISITOR INFORMATION

4801: US-1 Exit
Sign Type: TB.1

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations Plate 49
CONTINUED ON PLATE 47

CONTINUED ON PLATE 46
4913 =
IEFFERSON . - ) j 4\’ '
4904 . j
0 4914 3 o
- o P Landin,
i~ <}
i I s TEFFERs O Ny ohe b1z <
2 3 s ALEXAN D
o o @ - < 11’- o ER st
w 3 % I X
“ = :
< = z < ; 3
%] O, o v a
o ~ < 3
” o . Lﬁ- <<
= = R~ “
T ; ©
L 5
g “
CHURCy ST 2"‘
s E1
| \ ' 1
SPATRICK s 1 4903
I
4910
a 4915 4905 49
2 g 49064909
:| CA
z CAPITAL BELTwAy Llal BELTway
&
O
o
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o
>
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m
N
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OLD TOWN

Freedmen's =
Cemetery

4 Mount Vernon
Estate

S1: Church & Washington
Sign Type: DR.2

4904: Clayborn Garage
Sign Type: PK.2

Mt. Vernon To Maryland

Trail to
Points South S

& Mt. Vernon
Trail to

Mt. Vernon Points North
Trail to

Points North Under Bridge
Under Bridge 67

> To Route 1
To Route 1 Feirx
Fairfax Cornty
County

4909 South, North: Directional Sign

SE Deckover
Sign Type: BP.1

r

4ap

To Route 1 To Mount
Fairfax Vernon Trail
County North

OLD TOWN

<= 0Old Town
<= Visitor Ctr.

1 Mile
<= Waterfront
Mount Vernon =p

ALEXANDRIA

ALEXANDRIA
1749

49071: S. Washington Gateway
Sign Type: CG.2

E1: Church & Washington
Sign Type: DR.2

INFORMATION INFORMATION

4905: Kiosk

4906: Kiosk
NE Deckover SW Deckover
Sign Type: IK.2 Sign Type: IK.2

xS A

So £ xS X

o~ N

To
Maryland
0ld Town
Alexandria
and Mt.
Vernon Trail

Route 1
¢«

To
Huntington
Station
Metro

r
To Mt. Vernon
South

To Maryland

4908 Directional Sign
SW Deckover
Sign Type: BP.1

4915 Directional Sign
Bottom of Ramp, US-1
Sign Type: BP.1

Old Town

Alexandria
EXIT177C

VISITOR INFORMATION

4902: Church Street Exit
Sign Type: TB.1

To
Maryland

=

Mount

Vernon

Trail

to Points

North and
out|

Under Bridge

4907A/B: Mount Vernon Trail
S. Alfred/G.W. Parkway
Sign Type: BP.1

Trail
Continues
On-Street

4912A/B: Mount Vernon Trail
S. Union @ Jones Pt. Park
Sign Type: BP.1

4910 Directional Sign
NE Deckover
Sign Type: BP.1

Sign Locations Plate 49

Old Town
’ Alexandria

Mt Vernon

4903: Church Street Exit
Sign Type: TB.2

ALL BIKES Mt. Vernon
Trail to

Mt. Vernon Points North

Trail to S E—

Points North <

and South Mt. Vernon

5 rail

Under Bridge Alternate
on Royal
Street

To Maryland

&
Mt. Vernon
Trail to
Points South

4911 Directional Sign
Bottom of Ramp, Royal Street
Sign Type: BP.1

4914 Jefferson & Washington
Sign Type: PK.3a

4913: Jefferson & Washington
Sign Type: PK.3a
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Sign Locations: Destination IDs
attractions

EST. 1792

Stabler-
Leadbeater

Stabler-

Leadbeater

Apothecary
B

EST. 1792

Stabler-
Leadbeater

=

51"

Apothecary Apothecary

[-&
105-107

S FAIRFAX ST

DI.1 ENTRANCE SIGN DI.2A SINGLE POST, SMALL DI.2 SINGLE POST

- Alexandria Archaeology Museum and Torpedo Factory Art - Alexandria Black History Museum, 638 N. Alfred

Center, 105 N. Union. . Contrabands & Freedmen'’s Cemetery Memorial

- Friendship Firehouse Museum, 107 S. Alfred st 1101 S. Washington St.

- Gadsby's Tavern Museum, 134 N. Royal St - The Lyceum, Alexandria’s History Museum,

- Ramsay House Visitors Center, 221 King St 2015. Washington St

. Stabler-Leadbeater Apothecary Museur, - George Washington National Masonic Memorial

105-107 South Fairfax St 101 Callahan Dr
The Athenaeum , 201 Prince St - Lee Fendall House Museum, 614 Oronoco St.
. Carlyle House Historic Park, 121 N. Fairfax St. - Freedom House Museum, 1315 Duke Street

- Christ Church, 118 North Washington Street and possibly also
one on N. Columbus St
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Sign Locations: Destination IDs
attractions

78"

6-6"

k
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EST. 1792

Fort Ward

DI.3 DOUBLE POST

- Fort Ward Museum and Historic site
4301 W. Braddock Rd

SECTION 6: SIGN LOCATIONS & MESSAGES



Sign Locations: Destination IDs

parks
Waterfront Waterfront
Park Park
Dep t of
PRINCE ié
DI.1 ENTRANCE SIGN DI.2A SINGLE POST, SMALL DI.2 SINGLE POST
City Marina, O Cameron St.@ Thompsons Alley . Armory Tot Lot, 208 S. Royal St.
Ford’s Landing, 700 S. Union St. @end of street . Battery Rodgers, S Lee St. / Green St.
Fort Ward Park Atletic Fields, . Charles W.Hill Park, 300-E-Oxford-Ave

4301 W. Braddock Rd. second entrance
King street Gardens, 1806 King st
Minnie Howar Field, 3701 W. Braddock Rd.

Chetworth Place park, 810 Chetworth (back lot)
Goat Hill Park, 33 Kennedy Street

Hillside Park, 264 Bugess Avenue

Interior Park, 1321 Ornoco St

James Mulligan Park, 3300 28th Street

King St. Park, 1King St.

Le Bosquet @ Sunnyside, 615 West Glebe Rd

Nannie J. Lee Recreation Center, 1108 Jefferson St.
Lynhaven Gateway, 101 Lynhaven Drive

Point Lumley Park, 1 Duke St.

Pomander Park, 600 S. Union St.

Roberdeau Park, 1 Wolfe St.

Shipyard Park, 1 Wilkes St.

Lynhaven Park, 5 East Reed Avenue

Pendleton Park, 1333 Pendleton St.
Schuyler Hamilton Jones Skateboard Park
3540 Wheeler Ave.@Duke Street

Timberland Park, 900 Kennedy back of lot
West's Point Park, 1 Oronoco St.
Woodbine Tot Lot, 1509 Woodbine Dr.

Tarleton Park, 4420A Vermont Ave

CITY OF ALEXANDRIA WAYFINDING SYSTEM VOLUME TWO: TECHNICAL GUIDELINES MANUAL



Cameron Run
Regional Park

Northern Virginia Regional Park Authority

DI.3 DOUBLE POST

African American Heritage Park, 500 Holland Lane
Armistead Boothe Park, 520 Cameron Station Blvd.
Beach Park, 207 Rucker Place

Ben Brenman Park, 4800 Ben Brenman Park Dr.
Ben Brenman Park, Somervelle and BBPD

Beverly Park, 620 N. Overlook Dr.

Holmes Run Park, 4700 Duke St.

Chambliss Park , 2505 N. Chambliss St.
Charles Barrett School/Center

1115 Martha Custis Drive

Mills

Chinquapin Park 3210 King Street

Cora Kelly Center/School, 3600 Commonwealth Ave
Dora Kelly Nature Park, 5750 Sanger Ave.

Ewald Park, 4500 Duke St.

Fort Williams Park, 501 Fort Williams Parkway

George Mason Elementary School, 2601 Cameron

Road at Clay St. entrance

Helen Miller, 224-N.Fayette St

Joseph Hensley Park, 4200 Eisenhower Ave

Holmes Run Park, 5599 Holmes Run Pkwy (2nd entry)
Hooffs Run park, 18 A East Linden st

Hume Springs Park, 100 Dale Street @ W, Reed entry
Landover Park, 3301 Landover St.

Lee Center, 1108 Jefferson St.

Mason Avenue Mini Park, 10 East Moreoe Ave

Metro Linear Park, Braddock Metro @ Cameron Street
Metro Liner Park, Braddock Metro @ Braddock Street
Montgomery Park, 200 Montgomery St.

Monticello Park, 320 Beverly Drive

Mount Jefferson Park, 200-Reymond-Ave

Penny Hill Cemetery, 701S. Payne St

Powhaten Park, 101 Douglas-st

Rivergate Park, 2 Montgomery St.

Robert Leider Park, 3002 Valley Drive

Rynex Nature Area, 1500 N. Chambliss St.

Simpson Park, 400-E Monroe

Sign Locations: Destination IDs
parks

Sunset Park, 10 Russell Rd.
Sunset Mini Park, 4 Sunset Dr.
Taney Ave. Park, 4149 Taney Ave.
All Veterans Park, 201 N. Latham
Waterfront Park, 1A Prince St.
Founder's Park 357 N. Union St. (replace existing)

Four Mile Run Park, 3700 Commonwealth Avenue

(replace existing)

Oronoco Bay Park, 100 Madison St.(replace existing)
Timberbranch Parkway

Windmill Hill Park, 501 S. Union St. (replace existing)
Luckett Field, 3540 Wheeler Ave. (replace existing)
Stevenson Park, 300 Stultz Rd. (replace existing)

Dr. Oswald Durant Center, 1605 Cameron St.

(replace existing)

Ramsey School and Recreation Center,

5700 Sanger Ave. (replace existing)
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